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Decision
1 Introduction
This document proposes a text proposal to the MTC TR section 6 on RRM core requirements.
2 Text proposal
--------------------------------------------------------------------------------------------
6.1
Impact of reduced channel bandwidth for PDSCH

The support of a reduced channel bandwidth for PDSCH does not seem to put any restrictions on the ability of the UE to meet existing RRM requirements.
6.2
UE single receive antenna support
RSRP measurement accuracy
The following simulation assumptions in Table X shall be used for investigations of impact to RSRP accuracy.

Table X: Proposed simulation assumptions

	System bandwidth
	6 resource blocks
	

	L1 measurement period
	200 ms
	

	Measurement sampling rate
	Once every 50-70 ms
	

	L3 filtering
	disabled
	

	Transmit antenna
	1
	

	Receive antennas
	1
	

	DRX/DTX
	OFF
	

	Propagation conditions [2]
	AWGN
	

	Frequency band
	2.6 GHz
	

	Interference from other cells [Ioc] 
	-70 dBm
	AWGN

	Power received from cell to measure RSRP to Ioc [Ior/Ioc]
	-10 to +3 dB
	To be varied


Cell search
The following simulation assumptions shall be used for investigation on cell search.
<Editor’s note: The propagation conditions need to be agreed upon. ETU300 was used for simulation previously, but ETU70 is used in existing test.>

Table x1: Cell Identification Test Parameters

	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel number
	-
	Channel 1
	Channel 1
	Channel 1

	Data and Control PSD relative to RS PSD
	dB
	0
	0
	0

	P-SCH and S-SCH PSD relative to RS PSD
	dB
	0
	0
	0

	Number of RB’s
	
	6
	6
	6

	RB Utilization
	%
	100
	100
	100

	Data Modulation
	-
	QPSK
	QPSK
	QPSK

	Frame Structure Type
	-
	1
	1
	1

	CP Length
	-
	Normal
	Normal
	Normal

	Frequency Offset relative to UE frequency reference
	Hz
	0
	0
	0

	1) Relative Delay of 1st Path (synchronous)
	μs
	0
	0
	CP/2

	2) Relative Delay of 1st Path (asynchronous): Fixed delay
	μs
	0
	1.5 ms
	3.0 ms

	Ior/Ioc
	dB
	5.18
	0.29
	Test 1:  1.25

Test 2:  0.25

Test 3:  -0.75

	Number of Tx antennas
	-
	1
	1
	1

	P-SCH Sequence ID
	-
	See Table 3, 4
	See Table 3, 4
	See Table 3, 4

	S-SCH Sequence ID [2]
	-
	See Table 3, 4
	See Table 3, 4
	See Table 3, 4

	RS sequence
	
	TBD
	TBD
	TBD

	Propagation Condition
	-
	TBD

	Ioc Model
	-
	AWGN

	NOTE :
The Ior/Ioc values are consistent with the UMTS Type 3i simulation assumptions


	NOTE :
Ioc value doesn’t include the three simulated eNB signals’ power



Table x2: Other simulation assumption parameters for cell identification
	Simulation parameters
	Comments/values

	Prior knowledge of Cell 1 and Cell 2 by the UE
	Yes

	Cell 1, 2, 3 carrier frequency
	Same

	False detect threshold 
	Required as in a real UE implementation

	UE having apriori knowledge of system being synchronous or synchronous (by signaling)
	No

	Duty cycle
	100% (to represent non-DRX case)

	Performance criterion for comparison
	90th percentile acquisition time for “correct” cell detection of both P-SCH and S-SCH sequence id’s.

	CP length detection
	Both short or long CP may be present, hence UE needs to detect CP length

	Receive antennas
	1


Table x3: Cell Id Combinations to be simulated
	case #
	Cell 3

(Desired Cell)
	Cell 1

(Interferer 1) 
	Cell 2

(Interferer 2)
	Scenario

	 1
	psc3
	ssc3a, ssc3b
	psc1
	ssc1a, ssc1b
	psc2
	ssc2a, ssc2b
	Synchronous

	2
	psc1
	ssc3a, ssc3b
	psc1
	ssc1a, ssc1b
	psc2
	ssc2a, ssc2b
	Synchronous

	3
	psc1
	ssc1a, ssc3b
	psc1
	ssc1a, ssc1b
	psc2
	ssc2a, ssc2b
	Synchronous

	4
	psc3
	ssc1a, ssc1b
	psc1
	ssc1a, ssc1b
	psc2
	ssc2a, ssc2b
	Synchronous

	 5
	psc3
	ssc3a, ssc3b
	psc1
	ssc1a, ssc1b
	psc2
	ssc2a, ssc2b
	Asynchronous

	6
	psc1
	ssc3a, ssc3b
	psc1
	ssc1a, ssc1b
	psc2
	ssc2a, ssc2b
	Asynchronous

	7
	psc1
	ssc1a, ssc3b
	psc1
	ssc1a, ssc1b
	psc2
	ssc2a, ssc2b
	Asynchronous

	8
	psc3
	ssc1a, ssc1b
	psc1
	ssc1a, ssc1b
	psc2
	ssc2a, ssc2b
	Asynchronous


Table x4: PSC, SSC indices for simulations
	Label
	Code index

	psc1
	29

	psc2
	25

	psc3
	34


	Label
	Code index
	Cell group index [1]

	(ssc1a, ssc1b)
	(6, 8)
	36

	(ssc2a, ssc2b)
	(10, 12)
	40

	(ssc3a, ssc3b)
	(7, 9)
	37

	(ssc1a, ssc3b)
	(6, 9)
	65


6.3
Half duplex support

E-UTRA FDD and E-UTRA TDD seem to have the same core requirements for mobility. Therefore, there is no additional impact to RRM core requirements due to usage of Half Duplex FDD. 

However, test case configurations for HD-FDD tests will need to be discussed further.
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