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1 Introduction
In RAN#62, a new work item for LTE-Advanced intra-band contiguous carrier aggregation in Band 42 was approved [1]. This contribution will discuss and confirm the bandwidth combination to be specified for Band 42. A text proposal is also given for the technical report TR36.833-1-42 section 5 [2]. 

2 Discussion
The following bandwidth combinations are proposed to be considered in the WID [1]. The purpose is to support carrier aggregation in 25, 30, 35 and 40MHz contiguous spectrum blocks. 
Table 2-1 Bandwidth combinations to be considered for 3.5GHz

	CA Configuration / NRB_agg

	CA Configuration
	E-UTRA Band
	5MHz + 20MHz
	10MHz + 15MHz
	10MHz + 20MHz
	15MHz + 15MHz
	15MHz + 20MHz
	20MHz + 20MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA_42C
	42
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0


However, it was further discussed in this RAN4 meeting that supporting too many channel bandwidth combinations will unnecessarily complicate the UE implementation while bring little gain. It is then proposed to narrow down the bandwidth combination as the following,
· 5+20MHz channel bandwidth combination to support CA in 25MHz contiguous spectrum.

· 10+20MHz channel bandwidth combination to support CA in 30MHz contiguous spectrum.
· 15+20MHz channel bandwidth combination to support CA in 35MHz contiguous spectrum.
· 20+20MHz channel bandwidth combination to support CA in 40MHz contiguous spectrum.
Based on the above discussion, a text proposal is given for the WI TR in the Annex. The WID [1] also needs to be updated in RAN#63.
3 Conclusion
This contribution further discussed the bandwidth combination to be considered. It is proposed to include the text proposed on the operating bands and channel bandwidth into the TR. 

4 Reference
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[2] R4-140219, Band 42 CA TR skeleton, CATT

5 Annex
------------------------------------------------------Text proposal for TR 36.833-1-42----------------------------------------------
5
Band and channel bandwidth arrangement

5.1
CA Operating bands
The CA operating band for Band 42 is defined in Table 5.1-1.

Table 5.1-1 Intra band CA operating bands for Band 42
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_42
	42
	3400MHz
	–
	3600MHz
	3400MHz
	–
	3600MHz
	TDD


5.2
CA channel bandwidth

Table 5.2-1 defines the supported E-UTRA bandwidths for intra-band contiguous CA in Band 42 where 5MHz, 10MHz, 15MHz and 20 MHz channel bandwidths are proposed so that it can support carrier aggregation in contiguous spectrum block ranging from 25 to 40MHz.
Table 5.2-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA in Band 42
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_42C
	5
	20
	40
	0

	
	10
	20
	
	

	
	15
	20
	
	

	
	20
	20
	
	























































































































