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1. Overall Description:

RAN1 has further discussed the following topics during the session on UMTS Heterogeneous Networks Enhancements and reached the following agreements.
HS-DPCCH reliability
· Secondary pilot (DPCCH2) is introduced as solution for HS-DPCCH reliability. The network is allowed not to configure the secondary pilot (it is optional for the network to use the secondary pilot). 

· E-DPCCH power is relative to DPCCH. 

· Increase the range of power offset beta_ec/beta_c. Table 1B in 25.213 should be extended up to 151/15.

· Slot format for DPCCH2 (8,2). TPC bits on DPCCH2 carry the DL power control commands for F-DPCH transmitted from the serving HS-DSCH cell. TPC bits on DPCCH carry the DL power control commands for F-DPCH transmitted from the non-serving HS-DSCH cell.

· DPCCH2 is turned ON/OFF by RRC.

· DPCCH power control is not affected.
· Uplink synchronization: 25.214 Section 4.3.1.3 – add DPCCH2 

· F-DPCH2 transmission. The serving DSCH cell transmits uplink TPC commands for DPCCH2. Two F-DPCH non-colliding resources are used.
CIO adaptation

· It is RAN1 opinion that feedback from the UE to help offloading decision at the network is useful, but the specific nature of the feedback was not established. RAN1 has decided not to specify this feedback in Rel-12.
2. Actions:

To RAN2 and RAN3
ACTION: 
RAN1 informs RAN2 and RAN3 about the progress in RAN1.
3. Dates of Next TSG-RAN1 Meetings:

TSG RAN1 Meeting #78

18 - 22 Aug 2014  
Dresden, Germany

TSG RAN1 Meeting #78b

6 - 10 Oct 2014  
Ljubljana, Slovenia


