Page 1



3GPP TSG-RAN WG4 Meeting #72bis 
R4-145622
Singapore, 6-10 Oct, 2014
	CR-Form-v11

	CHANGE REQUEST

	

	
	37.141
	CR
	340
	rev
	-
	Current version:
	11.12.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Modification on BC3 MSR BS test model

	
	

	Source to WG:
	CATT

	Source to TSG:
	R4

	
	

	Work item code:
	Rlnlmp9-Rfmulti
	
	Date:
	2014-09-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	BC3 MSR BS test model needs to be changed according to the analysis in R4-145621.


	
	

	Summary of change:
	Data are added to the last 5ms within the 30 ms duration.


	
	

	Consequences if not approved:
	There will be a problem for the measurement.

	
	

	Clauses affected:
	Annex E

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Annex E (normative):
E-UTRA Test model for BC3 CS3 BS
E.0
BC3 CS3 Test model description

The set-up of physical channels for E-UTRA TDD in part of BC3 CS3 BS transmitter tests shall be according to the applicable test models shown below. A detailed reference to the applicable test model is made in subclause 4.9.2.

The parameters in 36.141 subclause 6.1.1 shall be reused by the test models in E.1 to E.6 with the following exceptions,

· Duration is 30 subframes (30ms), e.g. number of frames for the test model is 3. 
· Uplink/downlink configuration 1 and special subframe configuration 7 shall be used as shown in talbe E-1.

Table E-1: Configurations

	Downlink-to-Uplink 

Switch-point periodicity
	Number of UL/DL sub-frames per half frame (10 ms)
	DwPTS
	GP
	UpPTS

	
	DL
	UL
	
	
	

	5ms
	2
	2
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The test models in E.1 to E.6 shall be constructed based on the corresponding test model in 36.141 along with the principles on data mapping between the test models in E.1 to E.6 and the test models in 36.141 Subclause 6.1.1.1 to 6.1.1.6 as shown in Table E-2.

Table E-2: Numbers (
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n

) of the boosted PRBs 
	Frame1
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	Note
	[1]
	[1]
	[2]
	[1]
	[1]
	[1]


	Frame2
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	Note
	[1]
	[1]
	[3]
	[1]
	[1]
	[1]


	Frame3
	Subframe 0
	Subframe 1
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 9

	Note
	[4]
	[5]
	[6]
	[7]
	[5]
	[8]


Note [1]: The data in this subframe shall re-use the same data as specified in the corresponding subframe of the corresponding test models in 36.141 subclause 6.1.1. 

Note [2]: The data in this subframe shall re-use the same data as specifiedin subframe 7 of Frame 1 in the corresponding test model in 36.141 subclause 6.1.1.

Note [3]: The data in this subframe shall re-use the same data as specifiedin subframe 8 of Frame 1 in the corresponding test model in 36.141 subclause 6.1.1.

Note [4]: The data in this subframe shall re-use the same data as specifiedin subframe 7 of Frame 2 in the corresponding test model in 36.141 subclause 6.1.1.

Note [5]: The data in this subframe shall re-use the same data as specifiedin subframe 1 of Frame 2 in the corresponding test model in 36.141 subclause 6.1.1.

Note [6]: The data in this subframe shall re-use the same data as specified in subframe 8 of Frame 2 in the corresponding test model in 36.141 subclause 6.1.1.
Note [7]: The data in this subframe shall re-use the same data as specifiedin subframe 5 of Frame 2 in the corresponding test model in 36.141 subclause 6.1.1.
Note [8]: The data in this subframe shall re-use the same data as specifiedin subframe 9 of Frame 1 in the corresponding test model in 36.141 subclause 6.1.1.
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