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1 Introduction
In the RAN#65 in Edinburg, a new WI for 2DL/1UL inter-band carrier aggregation for operating bands 4and 28 was approved [1]. This contribution proposes a definition for the CA_4-28 operating band combination.
2 Discussion
The operating band arrangement for each carrier aggregation combination needs to be defined. The following definition uses the format from TS36.101:
CA_4-28 is designed to operate in the operating bands defined in table 1.

Table 1: Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_4-28
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	


3 Conclusion
The definition of CA_4-28 is proposed. The following text proposal is suggested for [2]
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5 Text Proposal

6.1.X
LTE Advanced Carrier Aggregation of Band 4 and Band 28 (1 UL)
CA_4-28 is designed to operate in the operating bands defined in table 6.1.x-1.

Table 6.1.x-1: Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_4-28
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	

































































