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	Other comments:
	[Isolated impact]  

No impact as the spurious protection limit is less restricitve than the former value of -50 dBm/MHz.


<< Start of changes >>
6.2.4
UE maximum output power with additional requirements

Additional ACLR and spectrum emission requirements can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the output power as specified in Table 6.2.2-1. Unless stated otherwise, an A-MPR of 0 dB shall be used. 

For UE Power Class 1 and 3 the specific requirements and identified subclauses are specified in Table 6.2.4-1 along with the allowed A-MPR values that may be used to meet these requirements. The allowed A-MPR values specified below in Table 6.2.4.-1 to 6.2.4-15 are in addition to the allowed MPR requirements specified in subclause 6.2.3.

Table 6.2.4-1: Additional Maximum Power Reduction (A-MPR)

	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_01
	6.6.2.1.1
	Table 5.5-1
	1.4, 3, 5, 10, 15, 20
	Table 5.6-1
	N/A

	NS_03
	6.6.2.2.1
	2, 4,10, 23, 25, 35, 36
	3
	>5 
	≤ 1

	
	
	
	5
	>6
	≤ 1

	
	
	
	10
	>6
	≤ 1

	
	
	
	15
	>8
	≤ 1

	
	
	
	20
	>10
	≤ 1

	NS_04
	6.6.2.2.2
	41
	5
	>6
	≤ 1

	
	
	
	10, 15, 20
	Table 6.2.4-4

	NS_05
	6.6.3.3.1
	1
	10,15,20
	≥ 50
	≤ 1

	NS_06
	6.6.2.2.3
	12, 13, 14, 17
	1.4, 3, 5, 10
	Table 5.6-1
	N/A

	NS_07
	6.6.2.2.3

6.6.3.3.2
	13
	10
	Table 6.2.4-2

	NS_08
	6.6.3.3.3
	19
	10, 15
	> 44
	≤ 3

	NS_09
	6.6.3.3.4
	21
	10, 15
	> 40
	≤ 1

	
	
	
	
	> 55
	≤ 2

	NS_10
	
	20
	15, 20
	Table 6.2.4-3

	NS_11
	6.6.2.2.1 6.6.3.3.13
	23
	1.4, 3, 5, 10, 15, 20
	Table 6.2.4-5

	NS_12
	6.6.3.3.5
	26
	1.4, 3, 5
	Table 6.2.4-6

	NS_13
	6.6.3.3.6
	26
	5
	Table 6.2.4-7

	NS_14
	6.6.3.3.7
	26
	10, 15
	Table 6.2.4-8

	NS_15
	6.6.3.3.8
	26
	1.4, 3, 5, 10, 15
	Table 6.2.4-9

Table 6.2.4-10

	NS_16
	6.6.3.3.9
	27
	3, 5, 10
	Table 6.2.4-11, Table 6.2.4-12, Table 6.2.4-13

	NS_17
	6.6.3.3.10
	28
	5, 10
	Table 5.6-1
	N/A

	NS_18
	6.6.3.3.11
	28
	5
	≥ 2
	≤ 1

	
	
	
	10, 15, 20
	≥ 1
	≤ 4

	NS_19
	6.6.3.3.12
	44
	10, 15, 20
	Table 6.2.4-14

	NS_20
	6.2.2

6.6.2.2.1

6.6.3.3.14
	23
	5, 10, 15, 20
	Table 6.2.4-15

	NS_21
	6.6.2.2.1 6.6.3.3.15
	30
	5, 10
	Table 6.2.4-16

	NS_22
	6.6.3.3.16
6.6.3.3.17
	42, 43
	5, 10, 15, 20
	Table 6.2.4-17


	
	
	
	
	
	

	NS_24
	6.6.3.3.18
	28
	10
	Table 5.6-1
	N/A

	...
	
	
	
	
	

	NS_32
	-
	-
	-
	-
	-


Table 6.2.4-2: A-MPR for “NS_07”

	Parameters
	Region A
	Region B
	Region C

	RBstart
	0 - 12
	13 – 18
	19 – 42
	43 – 49

	LCRB [RBs]
	6-8
	1 to 5 and 9-50
	≥8
	≥18
	≤2

	A-MPR [dB]
	≤ 8
	≤ 12
	≤ 12
	≤ 6
	≤ 3

	NOTE 1;
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2;
LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.

NOTE 4;
For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.


Table 6.2.4-3: A-MPR for “NS_10”

	Channel
bandwidth [MHz]
	Parameters
	Region A

	15
	RBstart
	0 – 10

	
	LCRB [RBs]
	1 -20

	
	A-MPR [dB]
	≤ 2

	20
	RBstart
	0 – 15

	
	LCRB [RBs]
	1 -20

	
	A-MPR [dB]
	≤ 5

	NOTE 1:
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2:
LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping which intersects Region A, notes 1 and 2 apply on a per slot basis

NOTE 4:
For intra-subframe frequency hopping which intersect Region A, the larger A-MPR value may be applied for both slots in the subframe


Table 6.2.4-4: A-MPR requirements for "NS_04" with bandwidth >5MHz
	Channel bandwidth [MHz]
	Parameters
	Region A
	Region B
	Region C

	10
	RBstart
	0 – 12
	13 – 36
	37 – 49

	
	RBstart + LCRB [RBs]
	N/A
	>37
	N/A 3

	
	A-MPR [dB]
	≤3dB
	≤2dB
	≤3dB

	15
	RBstart
	0 – 18
	19 – 55
	56 – 74

	
	RBstart + LCRB [RBs]
	N/A
	>56
	N/A 3

	
	A-MPR [dB]
	≤3dB
	≤2dB
	≤3dB

	20
	RBstart
	0 – 24
	25 – 74
	75 – 99

	
	RBstart + LCRB [RBs]
	N/A 3
	>75
	N/A 3

	
	A-MPR [dB]
	≤3dB
	≤2dB
	≤3dB

	NOTE 1:
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2:
LCRB is the length of a contiguous resource block allocation

NOTE 3:
3 refers to any RB allocation that starts in Region A or C is allowed the specified A-MPR

NOTE 4:
For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per slot basis

NOTE 5:
For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe


Table 6.2.4-5: A-MPR for "NS_11"

	Channel Bandwidth [MHz]
	Parameters



	3
	Fc [MHz]
	<2004
	≥2004
	

	
	LCRB [RBs]
	1-15
	>5
	

	
	A-MPR [dB]
	≤5
	≤ 1
	

	5
	Fc [MHz]
	<2004
	2004 ≤ Fc <2007
	≥2007

	
	LCRB [RBs]
	1-25
	1-6 & 15-25
	8-12
	>6

	
	A-MPR [dB]
	≤7
	≤ 4
	0
	≤ 1

	10
	Fc [MHz]
	2005 ≤ Fc <2015
	2015

	
	RBstart
	0-49
	0-49

	
	LCRB [RBs]
	1-50
	1-50

	
	A-MPR [dB]
	≤ 12
	0

	15
	Fc [MHz]
	<2012.5

	
	RBstart
	0-4
	5-21
	22-56
	57-74

	
	LCRB [RBs]
	≥1
	7-50
	0-6 & ≥50
	≤25
	>25
	>0

	
	A-MPR [dB]
	≤15
	≤7
	≤10
	0
	≤6
	≤15

	
	Fc [MHz]
	2012.5

	
	RBstart
	0-12
	13-39
	40-65
	66-74

	
	LCRB [RBs]
	≥1
	≥30
	<30
	≥ (69 – RBstart)
	≥1

	
	A-MPR [dB]
	≤10
	≤6
	0
	≤2
	≤6.5

	20
	Fc [MHz]
	2010

	
	RBstart
	0-12
	13-29
	30-68
	69-99

	
	LCRB [RBs]
	≥1
	10-60
	1-9 & >60
	1-24
	≥25
	≥1

	
	A-MPR [dB]
	≤15
	≤7
	≤10
	0
	≤7
	≤15


Table 6.2.4-6: A-MPR for “NS_12”

	Channel bandwidth [MHz]
	Parameters
	Region A
	Region B

	1.4
	RBstart
	0
	1-2

	
	LCRB [RBs]
	≤3
	≥4
	≥4

	
	A-MPR [dB]
	≤3
	≤6
	≤3

	3
	RBstart
	0-3
	4-5

	
	LCRB [RBs]
	4-9
	1-3 and 10-15
	≥9

	
	A-MPR [dB]
	≤4
	≤3
	≤3

	5
	RBstart
	0-6
	7-9

	
	LCRB [RBs]
	≤8
	≥9
	≥15

	
	A-MPR [dB]
	≤5
	≤3
	≤3


Table 6.2.4-7: A-MPR for “NS_13”

	Channel bandwidth [MHz]
	Parameters
	Region A

	5
	RBstart
	0-2

	
	LCRB [RBs]
	≤5
	≥18

	
	A-MPR [dB]
	≤3
	≤2


Table 6.2.4-8: A-MPR for “NS_14”

	Channel bandwidth [MHz]
	Parameters
	Region A

	10
	RBstart
	0

	
	LCRB [RBs]
	≤5
	≥50

	
	A-MPR [dB]
	≤3
	≤1

	15
	RBstart
	≤8

	
	LCRB [RBs]
	≤16
	≥50

	
	A-MPR [dB]
	≤3
	≤1


Table 6.2.4-9: A-MPR for “NS_15” for E-UTRA highest channel edge > 845 MHz and ≤ 849 MHz

	Channel bandwidth 

[MHz]
	Parameters
	Region A
	Region B
	Region C

	1.4
	RBend [RB]
	
	
	4-5

	
	A-MPR [dB]
	
	
	≤3

	3
	RBend [RB]
	0-1
	8-12
	13-14

	
	LCRB [RB]
	≤2
	≥8
	>0

	
	A-MPR [dB]
	≤4
	≤4
	≤9

	5
	RBend [RB]
	0-4
	12-19
	20-24

	
	LCRB [RB]
	≤2
	≥8
	>0

	
	A-MPR [dB]
	≤4
	≤5
	≤9

	10
	RBend [RB]
	0-12
	23-36
	37-49

	
	LCRB [RB]
	≤2
	≥15
	>0

	
	A-MPR [dB]
	≤4
	≤6
	≤9

	15
	RBend [RB]
	0-20
	26-53
	54-74

	
	LCRB [RB]
	≤2
	≥20 
	>0

	
	A-MPR [dB]
	≤4
	≤5
	≤9


Table 6.2.4-10: A-MPR for “NS_15” for E-UTRA highest channel edge ≤ 845 MHz

	Channel bandwidth 

[MHz]
	Parameters
	Region A
	Region B
	Region C

	5
	RBend [RB]
	
	
	19-24

	
	LCRB [RB]
	
	
	≥18

	
	A-MPR [dB]
	
	
	≤2

	10
	RBend [RB]
	0-4
	29-44
	45-49

	
	LCRB [RB]
	≤2
	≥24
	>0

	
	A-MPR [dB]
	≤4
	≤4
	≤9

	15
	RBend [RB]
	0-12
	44-61
	62-74

	
	LCRB [RB]
	≤2
	≥20
	>0

	
	A-MPR [dB]
	≤4
	≤5
	≤9


Table 6.2.4-11: A-MPR for “NS_16” with channel lower edge at ≥807 MHz and <808.5 MHz

	Channel bandwidth [MHz]
	Parameter
	Region A
	Region B
	Region C
	Region D
	Region E

	3 MHz
	RBstart
	0
	1-2
	
	
	

	
	LCRB [RBs]
	≥12
	12
	
	
	

	
	A-MPR [dB]
	≤2
	≤1
	
	
	

	5 MHz
	RBstart
	0-1
	2
	2-9
	2-5
	

	
	LCRB [RBs]
	1 - 25
	12
	15-18
	20
	

	
	A-MPR [dB]
	≤5
	≤1
	≤2
	≤3
	

	10 MHz
	RBstart
	0 - 8
	0-14
	15-20
	15-24

	
	LCRB [RBs]
	1 - 12
	15-20
	≥24
	≥30
	24-27

	
	A-MPR [dB]
	≤5
	≤3
	≤7
	≤3
	≤1


Table 6.2.4-12: A-MPR for “NS_16” with channel lower edge at ≥808.5 MHz and <812 MHz

	Channel bandwidth [MHz]
	Parameter
	Region A
	Region B
	Region C
	Region D
	Region E

	5 MHz
	RBstart
	0
	0-1
	1-5
	
	

	
	LCRB [RBs]
	16-20
	≥24
	16-20
	
	

	
	A-MPR [dB]
	≤2
	≤3
	≤1
	
	

	10 MHz
	RBstart
	0-6
	0-10
	0-14
	11-20

	
	LCRB [RBs]
	1-12
	15-20
	24-32
	≥36
	24-32

	
	A-MPR [dB]
	≤5
	≤2
	≤4
	≤5
	≤1


Table 6.2.4-13: A-MPR for “NS_16” with channel lower edge at ≥812 MHz

	Channel bandwidth [MHz]
	Parameter
	Region A
	Region B
	Region C
	Region D

	10 MHz
	RBstart
	0 - 9
	0
	1-14
	0-5

	
	LCRB [RBs]
	27-32
	36-40
	36-40
	≥45

	
	A-MPR [dB]
	≤1
	≤2
	≤1
	≤3


Table 6.2.4-14: A-MPR for “NS_19”

	Channel bandwidth [MHz]
	Parameters
	Region A
	Region B

	10
	RBstart
	
	0-6

	
	LCRB [RBs]
	
	≥40

	
	A-MPR [dB]
	
	≤1

	15
	RBstart
	0-6
	7-20

	
	LCRB [RBs]
	≤18
	≥36
	≥42

	
	A-MPR [dB]
	≤2
	≤3
	≤2

	20
	RBstart
	0-14
	15-30

	
	LCRB [RBs]
	≤40
	≥45
	≥50

	
	A-MPR [dB]
	≤2
	≤3
	≤2


Table 6.2.4-15: A-MPR for "NS_20"

	Channel Bandwidth [MHz]
	Parameters

	5
	Fc [MHz]
	< 2007.5
	2007.5 ≤ Fc < 2012.5
	2012.5 ≤ Fc ≤ 2017.5

	
	RBstart
	≤24
	0-3
	4-6
	≤24

	
	LCRB [RBs]
	>0
	15-19
	≥20
	≥18
	1-25

	
	A-MPR [dB]
	≤17
	≤1
	≤4
	≤2
	≤ 0

	10
	Fc [MHz]
	2005

	
	RBstart
	0-25
	26-34
	35-49

	
	LCRB [RBs]
	>0
	8-15
	>15
	>0

	
	A-MPR [dB]
	≤16
	≤2
	≤5
	≤ 6

	
	Fc [MHz]
	2015

	
	RBstart
	0-5
	6-10

	
	LCRB [RBs]
	≥32
	≥40

	
	A-MPR [dB]
	≤4
	≤2

	15
	Fc [MHz]
	2012.5

	
	RBstart
	0-14
	15-24
	25-39
	61-74

	
	LCRB [RBs]
	1-9 & 40-75
	10-39
	24-29
	≥30
	≥36
	≤6

	
	A-MPR [dB]
	≤11
	≤6
	≤1
	≤7
	≤5
	≤6

	20
	Fc [MHz]
	2010

	
	RBstart
	0-21
	22-31
	32-38
	39-49
	50-68
	69-99

	
	LCRB [RBs]
	>0
	1-9 & 31-75
	10-30
	≥15
	≥24
	≥25
	>0

	
	A-MPR [dB]
	≤17
	≤12
	≤6
	≤9
	≤7
	≤5
	≤16

	NOTE 1:
When NS_20 is signaled the minimum requirements for the 10 MHz bandwidth are specified for E‑UTRA UL carrier center frequencies of 2005 MHz or 2015 MHz.

NOTE 2:
When NS_20 is signaled the minimum requirements for the 15 MHz channel bandwidth are specified for E‑UTRA UL carrier center frequency of 2012.5 MHz.


Table 6.2.4-16: A-MPR for "NS_21"

	Channel Bandwidth [MHz]
	 Parameters
	Region A
	Region B

	10
	RBstart
	0 – 6
	0 – 6
	N/A
	N/A

	
	RBend
	N/A
	N/A
	43 – 49
	43 – 49

	
	LCRB [RBs]
	1 – 2
	3 – 12, 32 - 50
	1 – 2
	3 – 12, 32 - 50

	
	 A-MPR [dB]
	≤ 4
	≤ 3
	≤ 4
	≤ 3


Table 6.2.4-17: A-MPR for "NS_22"

	Channel
bandwidth [MHz]
	Parameters
	Region A
	Region B
	Region C
	Region D

	5
	No A-MPR is needed for 5 MHz channel bandwidth

	10
	RBstart
	0-13
	0-17
	≤ 6
	≥12

	
	LCRB [RBs]
	> 36
	33-36
	≤ 32
	≤ 32

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	N/A
	≥44

	
	A-MPR [dB]
	4
	3
	3
	3

	15
	RBstart
	0-24
	0-38
	≤ 14
	≥ 23

	
	LCRB [RBs]
	> 50
	37-50
	≤ 36
	≤ 36

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	N/A
	≥59

	
	A-MPR [dB]
	5
	4
	3
	3

	20
	RBstart
	0-35
	0-51
	≤ 21
	≥ 31

	
	LCRB [RBs]
	> 64
	49-64
	≤ 48
	≤ 48

	
	RBstart + LCRB [RBs]
	N/A
	N/A
	N/A
	≥79

	
	A-MPR [dB]
	5
	4
	3
	3

	NOTE 1;
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2;
LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping between two regions, notes 1 and 2 apply on a per slot basis.

NOTE 4;
For intra-subframe frequency hopping between two regions, the larger A-MPR value of the two regions may be applied for both slots in the subframe.


For PRACH, PUCCH and SRS transmissions, the allowed A-MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth. 

For each subframe, the A-MPR is evaluated per slot and given by the maximum value taken over the transmission(s) within the slot; the maximum A-MPR over the two slots is then applied for the entire subframe.

For the UE maximum output power modified by A-MPR, the power limits specified in subclause 6.2.5 apply.
<Unchanged sections are omitted>
6.6.3.3.16
Minimum requirement (network signalled value "NS_22")
When " NS 22" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.16-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.

Table 6.6.3.3.16-1: Additional requirement 
	
	
	
	

	
	
	
	
	
	

	


	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	MBW

	
	5, 10, 15, 20 MHz
	

	3400 ≤ f ≤ 3800
	-23 (Note 1, Note 3)
	5 MHz

	
	-40 (Note 2)
	1 MHz

	Note 1:
This requirement applies within an offset between 5 MHz and 25 MHz from the lower and from the upper edge of the channel bandwidth.

Note 2:
This requirement applies from 3400 MHz up to 25 MHz below the lower E-UTRA channel edge and from 25 MHz above the upper E-UTRA channel edge up to 3800 MHz.

Note 3:
This emission limit might imply risk of harmful interference to UE(s) operating in the protected operating band


NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth.




	
	
	
	

	
	
	
	
	
	

	



<< End of changes >>
