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1 Introduction

As discussed in R4-150278 only the measurement accuracy requirements should be tested for the new RSRQ definition. In this contribution, we give the test case list for the new RSRQ requirements.
2 Discussions

The proposed test cases to verify the RRM core requirements for new RSRQ definition are listed in Tables 1. 
Table 1 TC list for new RSRQ definition
	No
	Feature/requirements
	Type of Test
	No of tests
	Basic test configuration
	Comments

	1
	Intra-frequency New RSRQ  measurement accuracy (section 9.1.5)
	FDD: absolute and relative RSRQ accuracies 
	1
	Number of cells = 2.

Cell1 BW = 10 MHz

Cell2 BW = 10 MHz

No PDSCH allocated in the subframe transmitting CRS

Cell2 to cell1 time offset: 3 (s

Non-DRX.

Propagation: AWGN. 
	Following are verified:

- Absolute RSRP accuracy on Cell1 and Cell2.

Proposed section:

A.9.1.x FDD new RSRQ for E-UTRAN

	2
	Intra-frequency New RSRQ  measurement accuracy (section 9.1.5)
	TDD: absolute and relative RSRQ accuracies 
	1
	Number of cells = 2.

Cell1 BW = 10 MHz

Cell2 BW = 10 MHz

No PDSCH allocated in the subframe transmitting CRS

Cell2 to cell1 time offset: 3 (s

Non-DRX.

Propagation: AWGN. 
	Following are verified:

- Absolute RSRP accuracy on Cell1 and Cell2.

Proposed section:

A.9.1.x TDD new RSRQ for E-UTRAN

	3
	Inter-frequency New RSRQ  measurement accuracy (section 9.1.5)
	FDD: absolute and relative RSRQ accuracies 
	1
	Number of cells = 2.

Cell 1 and cell2 are on different carriers
Cell1 BW = 10 MHz

Cell2 BW = 10 MHz

No PDSCH allocated in the subframe transmitting CRS

Cell2 to cell1 time offset: 3 (s

Non-DRX.

Propagation: AWGN. 
	Following are verified:

- Absolute RSRP accuracy on Cell1 and Cell2.

. Relative RSRP accuracy between Cell1 and cell2
Proposed section:

A.9.1.x TDD new RSRQ for E-UTRAN

	4
	Inter-frequency New RSRQ  measurement accuracy (section 9.1.5)
	TDD: absolute and relative RSRQ accuracies 
	1
	Number of cells = 2.

Cell 1 and cell2 are on different carriers
Cell1 BW = 10 MHz

Cell2 BW = 10 MHz

No PDSCH allocated in the subframe transmitting CRS

Cell2 to cell1 time offset: 3 (s

Non-DRX.

Propagation: AWGN. 
	Following are verified:

- Absolute RSRP accuracy on Cell1 and Cell2.

. Relative RSRP accuracy between Cell1 and cell2
Proposed section:

A.9.1.x TDD new RSRQ for E-UTRAN


3 Conclusion

In this contribution, we have provided the test case list for the new RSRQ definition with the basic test configuration. It is expected that based on the test case lists RAN4 starts developing these test cases.
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