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1. Introduction

In RAN4#73 UE RF AH, a following way forward on how to handle 3DL/2UL CA configuration pairs was approved in  [1] where the following sentences are captured as two of the WI project management relevant proposals. 
· 3DL/2UL configuration pairs part of the WI are proposed by operators and captured into the WID by the rapporteur.
· Only such 3DL and 2UL CA configurations can be part of the WI which are already specified in TS 36.101.
In this contribution, based on the above agreements we propose the 3L/2UL configuration pairs.
2. Proposals
The following pairs shall be included in a common WID proposed in RAN#67.
· Pairing 1: (UL, DL)=(1+3, 1+3+19), (1+19, 1+3+19), (3+19, 1+3+19)
	UL and DL CA configuration pairing
	Bandwidth combination set
(MHz)
	Bandwidth combination set

	DL CA configuration

	UL CA configuration


	
	

	
	
	Band 1
	Band 3
	Band 19
	

	1A-3A-19A
	1A-3A,
	5, 10, 15, 20
	5, 10, 15, 20
	5, 10, 15
	0

	
	1A-19A
	5, 10, 15, 20
	5, 10, 15, 20
	5, 10, 15
	0

	
	3A-19A
	5, 10, 15, 20
	5, 10, 15, 20
	5, 10, 15
	0

	Note that the WI for each CA configuration colored in blue has already been specified.


· Pairing 2: (UL, DL)=(1+19, 1+19+21), (1+21, 1+19+21), (19+21, 1+19+21)

	UL and DL CA configuration pairing
	Bandwidth combination set
(MHz)
	Bandwidth combination set

	DL CA configuration

	UL CA configuration


	
	

	
	
	Band 1
	Band 19
	Band 21
	

	1A-19A-21A
	1A-19A,
	5, 10, 15, 20
	5, 10, 15
	5, 10, 15
	0

	
	1A-21A
	5, 10, 15, 20
	5, 10, 15
	5, 10, 15
	0

	
	19-21A
	5, 10, 15, 20
	5, 10, 15
	5, 10, 15
	0

	Note that the WI for each CA configuration colored in blue has already been specified.
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