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1.	Introduction
The revised WI proposal to support the LTE Advanced Carrier Aggregation (CA) of Band Combination (25 + 26) was approved in RAN#67 [1]. In this contribution, we provide a text proposal to include the revised bandwidth combination sets into the Inter-band Carrier Aggregation Technical Report [2].

[bookmark: _Toc306263746]Text Proposal
<Start of change>
[bookmark: _Toc401927953][bookmark: _Toc414971170][bookmark: _Toc414972042]6.1.2.1.1	Channel bandwidths per operating band for CA
Table 6.1.2.1.1-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	CA operating / channel bandwidth
	Maximum aggregated bandwidth
[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_25A-26A
	25
	-
	Yes
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	26
	Yes
	Yes
	Yes
	Yes
	Yes
	-
	
	

	
	25
	-
	Yes
	Yes
	Yes
	-
	-
	20
	1

	
	26
	-
	Yes
	Yes
	Yes
	-
	-
	
	

	
	25
	-
	-
	Yes
	Yes
	-
	-
	20
	2

	
	26
	-
	-
	Yes
	Yes
	-
	-
	
	



<End of change>
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