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1 Introduction

Since Rel-12 UE categories have been separated for DL and UL as shown in Annex from [1]. It’s necessary to update RAN4 specification to include such new UE categories in [2]. In this contribution we provide proposals as way forward on how to handle such new UE category in the specification.
2 Different parts to be updated in the spec
2.1 General description for UE category and UE DL category

With UE category and UE DL category introduced it may generate confusion without proper interpretation. So it’s recommended to include the reference and a general description at the beginning of chapter 8. The examples are listed below.
Proposal 1: Add a general subclause for UE category and UE DL category with reference as shown in the example.

<example for general part to be changed>
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

- References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

- For a specific reference, subsequent revisions do not apply.

- For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
ITU-R Recommendation SM.329-10, "Unwanted emissions in the spurious domain"

[3]
ITU-R Recommendation M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000". 
[4]
3GPP TS 36.211: "Physical Channels and Modulation".

[5]
3GPP TS 36.212: "Multiplexing and channel coding".

[6]
3GPP TS 36.213: "Physical layer procedures".

[7]
3GPP TS 36.331: " Requirements for support of radio resource management ".

[8]
3GPP TS 36.307: " Requirements on User Equipments (UEs) supporting a release-independent frequency band".

[9]
3GPP TS 36.423: "X2 application protocol (X2AP) ".
[10]
3GPP TS 23.303: "Technical Specification Group Services and System Aspects; Proximity-based services (ProSe); Stage 2".

[11]
3GPP TS36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".
[12]
3GPP TS 36.306: “Technical Specification Group Radio Access Network; Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio access capabilities”.
<next change for general part >
8.1.3
UE category and UE DL category 
UE category and UE DL category refer to ue-Category  and ue-CategoryDL define in 4.1 and 4.1A from [12]. A UE that belongs to either a UE category or a UE DL category indicated in UE performance requirements in subclause 8, 9, 10 shall fulfil the corresponding requirements.
<end of example>
2.2 Normal demodulation tests

The UE category is configured for UE performance tests in Chapter 8, 9, 10 from [2]. For normal demodulation tests it’s necessary to keep both the legacy “UE category” column and add new “UE DL category” column. An example is shown below.
Proposal 2: Add new separated column as “UE DL category” for normal demodulation tests in Chapter 8, 9, 10 for both single carrier and CA tests as shown in the example.

<example for normal UE performance test to be changed>

8.2.1.1
Single-antenna port performance

The single-antenna performance in a given multi-path fading environments is determined by the SNR for which a certain relative information bit throughput of the reference measurement channels in Annex A.3.3 is achieved. The purpose of these tests is to verify the single-antenna performance with different channel models and MCS. The QPSK and 64QAM cases are also used to verify the performance for all bandwidths specified in Table 5.6.1-1. 

8.2.1.1.1
Minimum Requirement

For single carrier, the requirements are specified in Table 8.2.1.1.1-2, with the addition of the parameters in Table 8.2.1.1.1-1 and the downlink physical channel setup according to Annex C.3.2.
For CA with 2 DL CCs, the requirements are specified in Table 8.2.1.1.1-4, with the addition of the parameters in Table 8.2.1.1.1-3 and the downlink physical channel setup according to Annex C.3.2.

For CA with 3 DL CCs, the requirements are speicifed in Table 8.2.1.1.1-6, based on single carrier requirement speicified in Table 8.2.1.1.1-5, with the addition of the parameters in Table 8.2.1.1.1-1 and the downlink physical channel setup according to Annex C.3.2. 
The test coverage for different number of component carriers is defined in 8.1.2.4.
Table 8.2.1.1.1-1: Test Parameters

	Parameter
	Unit
	Test 1- 5
	Test 6- 8
	Test 9- 15
	Test 16- 18
	Test 19

	Downlink power allocation
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	dB
	0
	0
	0
	0
	0
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	dB
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)
	0 (Note 1)

	
	(
	dB
	0
	0
	0
	0
	0
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at antenna port
	dBm/15kHz
	-98
	-98
	-98
	-98
	-98

	Symbols for unused PRBs
	
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)
	OCNG (Note 2)

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM
	QPSK

	PDSCH transmission mode
	
	1
	1
	1
	1
	1

	Note 1:

[image: image4.wmf]0

=

B

P

.

Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.

Note 3:
Void.

Note 4: 
Void.



	
	
	
	
	
	
	
	


	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	





Table 8.2.1.1.1-2: Minimum performance (FRC)

	Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate

gory
	UE DL cate

gory

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	
	

	1
	10 MHz
	R.2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.0
	≥1
	6,7,9~14

	2
	10 MHz
	R.2 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	70
	-0.4
	≥1
	6,7,9~14

	3
	10 MHz
	R.2 FDD
	OP.1 FDD
	ETU300
	1x2 Low
	70
	0.0
	≥1
	6,7,9~14

	4
	10 MHz
	R.2 FDD
	OP.1 FDD
	HST
	1x2
	70
	-2.4
	≥1
	6,7,9~14

	5
	1.4 MHz
	R.4 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	0.0
	≥1
	6,7,9~14

	6
	10 MHz
	R.3 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	6.7
	≥2
	6,7,9~14

	
	5 MHz
	R.3-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	6.7
	1
	-

	
	5 MHz
(Note 4)
	R.3-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	6.7
	≥2
	6,7,9~14

	7
	10 MHz
	R.3 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.4
	≥2
	6,7,9~14

	
	5 MHz
	R.3-1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.4
	1
	-

	
	5 MHz
(Note 4)
	R.3-1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.4
	≥2
	6,7,9~14

	8
	10 MHz
	R.3 FDD
	OP.1 FDD
	ETU300
	1x2 High
	70
	9.4
	≥2
	6,7,9~14

	
	5 MHz
	R.3-1 FDD
	OP.1 FDD
	ETU300
	1x2 High
	70
	9.4
	1
	-

	
	5 MHz
(Note 4)
	R.3-1 FDD
	OP.1 FDD
	ETU300
	1x2 High
	70
	9.4
	≥2
	6,7,9~14

	9
	3 MHz
	R.5 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.6
	≥1
	6,7,9~14

	10
	5 MHz
	R.6 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.4
	≥2
	6,7,9~14

	
	5 MHz
	R.6-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.5
	1
	-

	11
	10 MHz
	R.7 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.7
	≥2
	6,7,9~14

	
	10 MHz
	R.7-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	16.7
	1
	-

	12
	10 MHz
	R.7 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	70
	19.0
	≥2
	6,7,9~14

	
	10 MHz
	R.7-1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	70
	18.1
	1
	-

	13
	10 MHz
	R.7 FDD
	OP.1 FDD
	EVA5
	1x2 High
	70
	19.1
	≥2
	6,7,9~14

	
	10 MHz
	R.7-1 FDD
	OP.1 FDD
	EVA5
	1x2 High
	70
	17.8
	1
	-

	14
	15 MHz
	R.8 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.7
	≥2
	6,7,9~14

	
	15 MHz
	R.8-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	16.8
	1
	-

	15
	20 MHz
	R.9 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.6
	≥3
	6,7,9~14

	
	20 MHz
	R.9-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	17.3
	2
	6,7,9~14

	
	20 MHz
	R.9-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	16.7
	1
	-

	16
	3 MHz
	R.0 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.9
	≥1
	6,7,9~14

	17
	10 MHz
	R.1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.9
	≥1
	6,7,9~14

	18
	20 MHz
	R.1 FDD
	OP.1 FDD
	ETU70
	1x2 Low
	30
	1.9
	≥1
	6,7,9~14

	19
	10 MHz
	R.41 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-5.4
	≥1
	6,7,9~14

	Note 1:
Void.

Note 2:
Void.

Note 3:
Void.

Note 4:
Test case applicability is defined in 8.1.2.1.


<end of example>
2.3 SDR test

For SDR tests the legacy UE category 11, 12 are also missing in the table so the first thing to be fixed is to add such categories back in the existing tables. Then for the test points it should be a separated table for UE DL category. An example is shown below.

Proposal 3: Add missing legacy UE category 11, 12 in the existing test points table.
Proposal 4: Add new table as test points with UE DL category as shown in the example.

<example for SDR test to be changed>
Table 8.7.1-4: Test points for sustained data rate (FRC) with UE category
	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Cat. 1
	Cat. 2
	Cat. 3
	Cat. 4
	Cat. 6,7
	Cat. 9~12

	Single carrier
	10
	1
	2
	3A
	3A
	-
	-

	
	15
	-
	-
	3C
	4B
	-
	-

	
	20
	-
	-
	3
	4
	6
	-

	CA with 2CCs
	10+10
	-
	-
	3B 
	4A
	4A
	4A

	
	10+15
	-
	-
	3B
	4A
	6B
	6B

	
	10+20
	-
	-
	3B
	4A
	6C
	6C

	
	15+15
	
	
	3B
	4A
	6E
	6E

	
	15+20
	-
	-
	3B
	4A
	6D
	6D

	
	20+20
	-
	-
	3B or 3 (Note 4)
	4A or 4 (Note 4)
	6A
	6A

	CA with 3CCs
	3x20
	-
	-
	-
	-
	6A
	7

	
	15+20+20
	-
	-
	-
	-
	6A
	7A

	
	10+20+20
	-
	-
	-
	-
	6A
	7B

	
	15+15+20
	
	
	
	
	6D
	7C

	
	10+15+20
	-
	-
	-
	-
	6D
	7D

	
	10+10+20
	-
	-
	-
	-
	7E
	7E

	
	10+15+15
	-
	-
	-
	-
	7F
	7F

	
	5+10+20
	-
	-
	-
	-
	7G
	7G

	Note 1:
Void.
Note 2:
For non-CA UE, test is selected for maximum supported bandwidth.

Note 3:
Void. 

Note 4:
If the intra-band contiguous CA is the only CA configuration supported by category 3 or 4 UE, the single carrier test is selecte, i.e., Test 3 for UE category 3 and Test 4 for UE category 4. Otherwise, Test 3B applies for category 3 UE and Test 4A applies for category 4 UE.

Note 5:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


Table 8.7.1-4: Test points for sustained data rate (FRC) with UE DL category
	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	UE DL Cat. 6,7
	UE DL Cat. 9~12

	Single carrier
	20
	6
	-

	CA with 2CCs
	10+10
	4A
	4A

	
	10+15
	6B
	6B

	
	10+20
	6C
	6C

	
	15+15
	6E
	6E

	
	15+20
	6D
	6D

	
	20+20
	6A
	6A

	CA with 3CCs
	3x20
	6A
	7

	
	15+20+20
	6A
	7A

	
	10+20+20
	6A
	7B

	
	15+15+20
	6D
	7C

	
	10+15+20
	6D
	7D

	
	10+10+20
	7E
	7E

	
	10+15+15
	7F
	7F

	
	5+10+20
	7G
	7G

	Note 1:
For non-CA UE, test is selected for maximum supported bandwidth.


<end of example>
2.4 CSI tests

For the CSI tests the UE categories are implied through text. Similar to the demodulation tests the UE DL category should be indicated explicitly. An example is listed below to extend it with UE DL category.
Proposal 5: Extend the text to include UE DL category as shown in the example.

<example for CSI test to be changed>
9.2.1
Minimum requirement PUCCH 1-0 (Cell-Specific Reference Symbols)
9.2.1.1
FDD

The following requirements apply to UE Category ≥1 and UE DL Category 6, 7, 9~14. For the parameters specified in Table 9.2.1.1-1 and Table 9.2.1.1-2, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to RC.1 FDD / RC.14 FDD in Table A.4-1 shall be in the range of ±1 of the reported median more than 90% of the time. If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI + 1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.
The applicability of the requirement with 5MHz bandwidth as specificed in Table 9.2.1.1-2 is defined in 9.1.1.1.
<end of example>
2.5 LC-MTC tests with UE DL Category 0 

For LC-MTC test with UE DL category 0 as such UE category doesn’t exist for legacy UE category it’s proposed to only define the tests with UE DL category 0. A CR is prepared in [3] with such proposal.

Proposal 6: Change the “UE category” to “UE DL category” with UE DL category 0 for all LC-MTC tests as proposed in [3].

2.6 Annex for RMC

The Annex includes all RMC used for both REFSENS and UE performance tests. All legacy UE category should be kept in the meanwile add new row for UE DL category.

Proposal 7: Add new separated column as “UE DL category” for all RMC defined in Annex as shown in the example.

<example for Annex for RMC to be changed>
A.2.2
Reference measurement channels for FDD

A.2.2.1
Full RB allocation

A.2.2.1.1
QPSK

Table A.2.2.1.1-1 Reference Channels for QPSK with full RB allocation

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	50
	75
	100

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/3
	1/3
	1/3
	1/5
	1/6

	Payload size
	Bits
	600
	1544
	2216
	5160
	4392
	4584

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame
(Note 1)
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	1728
	4320
	7200
	14400
	21600
	28800

	Total symbols per Sub-Frame
	
	864
	2160
	3600
	7200
	10800
	14400

	UE Category
	
	≥ 1
	≥ 1
	≥ 1
	≥ 1
	≥ 1
	≥ 1

	UE DL Category
	
	6,7,9~14
	6,7,9~14
	6,7,9~14
	6,7,9~14
	6,7,9~14
	6,7,9~14

	Note 1:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


Table A.2.2.1.1-1a Reference Channels for QPSK with full/maximum RB allocation for UE DL category 0

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	1.4
	3
	5
	10
	15
	20

	Allocated resource blocks
	
	6
	15
	25
	[36]
	[36]
	[36]

	DFT-OFDM Symbols per Sub-Frame
	
	12
	12
	12
	12
	12
	12

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding rate
	
	1/3
	1/5
	1/8
	[1/10]
	[1/10]
	[1/10]

	Payload size
	Bits
	600
	872
	904
	[1000]
	[1000]
	[1000]

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24

	Number of code blocks per Sub-Frame
	
	1
	1
	1
	1
	1
	1

	Total number of bits per Sub-Frame
	Bits
	1728
	4320
	7200
	[10368]
	[10368]
	[10368]

	Total symbols per Sub-Frame
	
	864
	2160
	3600
	[5184]
	[5184]
	[5184]

	UE DL Category
	
	0
	0
	0
	0
	0
	0

	NOTE 1:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<end of example>
The CR sketons are prepared in [4] and [5]. Based on the discussions and decisions from this way forward we should adapt the CRs to include the new UE category and UE DL category.
Proposal 8: Based on the discussions and decisions from this way forward we should adapt the CRs to include the new UE category and UE DL category based on The CR sketons are prepared in [4] and [5].
3 Conclusion

This contribution provides way forward to handle new UE category and UE DL category with proposals as following for approval.
Proposal 1: Add a general subclause for UE category and UE DL category with reference as shown in the example.

Proposal 2: Add new separated column as “UE DL category” for normal demodulation tests in Chapter 8, 9, 10 for both single carrier and CA tests as shown in the example.
Proposal 3: Add missing legacy UE category 11, 12 in the existing test points table.

Proposal 4: Add new table as test points with UE DL category as shown in the example.

Proposal 5: Extend the text to include UE DL category as shown in the example.

Proposal 6: Change the “UE category” to “UE DL category” with UE DL category 0 for all LC-MTC tests as proposed in [3].

Proposal 7: Add new separated column as “UE DL category” for all RMC defined in Annex as shown in the example.

Proposal 8: Based on the discussions and decisions from this way forward we should adapt the CRs to include the new UE category and UE DL category based on The CR sketons are prepared in [4] and [5].
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5 Appendix
The following specification is copied from [1] for reference.
4.1
ue-Category
The  field ue-Category defines a combined uplink and downlink capability. The parameters set by the UE Category are defined in subclause 4.2. Tables 4.1-1 and 4.1-2 define the downlink and, respectively, uplink physical layer parameter values for each UE Category. A UE indicating category 6 or 7 shall also indicate category 4. A UE indicating category 8 shall also indicate category 5. A UE indicating category 9 shall also indicate category 6 and 4. A UE indicating category 10 shall also indicate category 7 and 4. A UE indicating category 11 shall also indicate category 9, 6 and 4. A UE indicating category 12 shall also indicate category 10, 7 and 4. Table 4.1-4 defines the minimum capability for the maximum number of bits of a MCH transport block received within a TTI for an MBMS capable UE.

Table 4.1-1: Downlink physical layer parameter values set by the field ue-Category
	UE Category
	Maximum number of DL-SCH transport block bits received within a TTI (Note 1)
	Maximum number of bits of a DL-SCH transport block received within a TTI
	Total number of soft channel bits
	Maximum number of supported layers for spatial multiplexing in DL

	Category 1
	10296
	10296
	250368
	1

	Category 2
	51024
	51024
	1237248
	2

	Category 3
	102048
	75376
	1237248
	2

	Category 4
	150752
	75376
	1827072
	2

	Category 5
	299552
	149776
	3667200
	4

	Category 6
	301504
	149776 (4 layers)

75376 (2 layers)
	3654144
	2 or 4

	Category 7
	301504
	149776 (4 layers)

75376 (2 layers)
	3654144
	2 or 4

	Category 8
	2998560
	299856
	35982720
	8

	Category 9
	452256
	149776 (4 layers)

75376 (2 layers)
	5481216
	2 or 4

	Category 10
	452256
	149776 (4 layers)

75376 (2 layers)
	5481216
	2 or 4

	Category 11
	603008
	149776 (4 layers, 64QAM)
195816 (4 layers, 256QAM)
75376 (2 layers, 64QAM)
97896 (2 layers, 256QAM)
	7308288
	2 or 4

	Category 12
	603008
	149776 (4 layers, 64QAM)
195816 (4 layers, 256QAM)
75376 (2 layers, 64QAM)
97896 (2 layers, 256QAM)
	7308288
	2 or 4

	NOTE 1:
In carrier aggregation operation, the DL-SCH processing capability can be shared by the UE with that of MCH received from a serving cell. If the total eNB scheduling for DL-SCH and an MCH in one serving cell at a given TTI is larger than the defined processing capability, the prioritization between DL-SCH and MCH is left up to UE implementation.


Table 4.1-2: Uplink physical layer parameter values set by the field ue-Category

	UE Category
	Maximum number of UL-SCH transport block bits transmitted within a TTI
	Maximum number of bits of an UL-SCH transport block transmitted within a TTI
	Support for 64QAM in UL

	Category 1
	5160
	5160
	No

	Category 2
	25456
	25456
	No

	Category 3
	51024
	51024
	No

	Category 4
	51024
	51024
	No

	Category 5
	75376
	75376
	Yes

	Category 6
	51024
	51024
	No

	Category 7
	102048
	51024
	No

	Category 8
	1497760
	149776
	Yes

	Category 9
	51024
	51024
	No

	Category 10
	102048
	51024
	No

	Category 11
	51024
	51024
	No

	Category 12
	102048
	51024
	No


Table 4.1-3: Total layer 2 buffer sizes set by the field ue-Category
	UE Category
	Total layer 2 buffer size [bytes]
	With support for split bearers

	Category 1
	150 000
	230 000

	Category 2
	700 000
	1 100 000

	Category 3
	1 400 000
	2 300 000

	Category 4
	1 900 000
	3 100 000

	Category 5
	3 500 000
	5 900 000

	Category 6
	3 300 000
	5 800 000

	Category 7
	3 800 000
	6 200 000

	Category 8
	42 200 000
	61 600 000

	Category 9
	4 800 000
	7 200 000

	Category 10
	5 200 000
	7 600 000

	Category 11
	6 200 000
	11 000 000

	Category 12
	6 700 000
	11 500 000


Table 4.1-4: Maximum number of bits of a MCH transport block received within a TTI set by the fieldue-Category for an MBMS capable UE 
	UE Category
	Maximum number of bits of a MCH transport block received within a TTI

	Category 1
	10296

	Category 2
	51024

	Category 3
	75376

	Category 4
	75376

	Category 5
	75376

	Category 6
	75376

	Category 7
	75376

	Category 8
	75376

	Category 9
	75376

	Category 10
	75376

	Category 11
	75376 (64QAM)
97896 (256QAM)

	Category 12
	75376 (64QAM)
97896 (256QAM)


Table 4.1-5: Half-duplex FDD operation type set by the field ue-Category for a half-duplex FDD capable UE

	UE Category
	Half-duplex FDD operation type

	Category 1
	Type A

	Category 2
	Type A

	Category 3
	Type A

	Category 4
	Type A

	Category 5
	Type A

	Category 6
	Type A

	Category 7
	Type A

	Category 8
	Type A

	Category 9
	Type A

	Category 10
	Type A

	Category 11
	Type A

	Category 12
	Type A


4.1A
ue-CategoryDL and ue-CategoryUL
The fields ue-CategoryDL and ue-CategoryUL define downlink/uplink capability respectively. The parameters set by the UE DL/UL Categories are defined in subclause 4.2. Tables 4.1A-1 and 4.1A-2 define the downlink and, respectively, uplink physical layer parameter values for each UE DL/UL Category Table 4.1A-4 defines the minimum capability for the maximum number of bits of a MCH transport block received within a TTI for an MBMS capable UE. Table 4.1A-6 defines the only combinations for UE UL and DL Categories that are allowed to be signalled with ue-CategoryDL and ue-CategoryUL. Table 4.1A-6 also defines which UE Categories a UE shall indicate in addition to the combinations for UE UL and DL Categories.
Table 4.1A-1: Downlink physical layer parameter values set by the field ue-CategoryDL
	UE DL Category
	Maximum number of DL-SCH transport block bits received within a TTI (Note 1)
	Maximum number of bits of a DL-SCH transport block received within a TTI
	Total number of soft channel bits
	Maximum number of supported layers for spatial multiplexing in DL

	DL Category 0 (Note 2)
	1000
	1000
	25344
	1

	DL Category 6
	301504
	149776 (4 layers)

75376 (2 layers)
	3654144
	2 or 4

	DL Category 7
	301504
	149776 (4 layers)

75376 (2 layers)
	3654144
	2 or 4

	DL Category 9
	452256
	149776 (4 layers)

75376 (2 layers)
	5481216
	2 or 4

	DL Category 10
	452256
	149776 (4 layers)

75376 (2 layers)
	5481216
	2 or 4

	DL Category 11
	603008
	149776 (4 layers, 64QAM)
195816 (4 layers, 256QAM)
75376 (2 layers, 64QAM)
97896 (2 layers, 256QAM)
	7308288
	2 or 4

	DL Category 12
	603008
	149776 (4 layers, 64QAM)
195816 (4 layers, 256QAM)
75376 (2 layers, 64QAM)
97896 (2 layers, 256QAM)
	7308288
	2 or 4

	DL Category 13
	391632
	195816 (4 layers)
97896 (2 layers)
	3654144
	2 or 4

	DL Category 14
	3916560
	391656
	47431680
	8

	NOTE 1:
In carrier aggregation operation, the DL-SCH processing capability can be shared by the UE with that of MCH received from a serving cell. If the total eNB scheduling for DL-SCH and an MCH in one serving cell at a given TTI is larger than the defined processing capability, the prioritization between DL-SCH and MCH is left up to UE implementation.
NOTE 2:
Within one TTI, a UE indicating category 0 shall be able to receive up to 1000 bits for a transport block associated with C-RNTI/Semi-Persistent Scheduling C-RNTI/P-RNTI/SI-RNTI/RA-RNTI and up to 2216 bits for another transport block associated with P-RNTI/SI-RNTI/RA-RNTI


Table 4.1A-2: Uplink physical layer parameter values set by the field ue-CategoryUL

	UE UL Category
	Maximum number of UL-SCH transport block bits transmitted within a TTI
	Maximum number of bits of an UL-SCH transport block transmitted within a TTI
	Support for 64QAM in UL

	UL Category 0
	1000
	1000
	No

	UL Category 3
	51024
	51024
	No

	UL Category 5
	75376
	75376
	Yes

	UL Category 7
	102048
	51024
	No

	UL Category 8
	1497760
	149776
	Yes

	UL Category 13
	150752
	75376
	Yes


Table 4.1A-3: Total layer 2 buffer sizes set by the fields ue-CategoryDL and ue-CategoryUL

	UE DL Category
	UE UL Category
	Total layer 2 buffer size [bytes]
	With support for split bearers

	DL Category 0
	UL Category 0
	20 000
	N/A

	DL Category 6
	UL Category 5
	3 500 000
	TBD

	DL Category 7
	UL Category 13
	4 200 000
	TBD

	DL Category 9
	UL Category 5
	5 000 000
	TBD

	DL Category 10
	UL Category 13
	5 700 000
	TBD

	DL Category 11
	UL Category 5
	6 400 000
	TBD

	DL Category 12
	UL Category 13
	7 100 000
	TBD

	DL Category 13
	UL Category 3
	4 200 000
	7 300 000

	DL Category 13
	UL Category 5
	4 400 000
	TBD

	DL Category 13
	UL Category 7
	4 700 000
	7 800 000

	DL Category 13
	UL Category 13
	5 100 000
	TBD

	DL Category 14
	UL Category 8
	50 800 000
	76 200 000


Table 4.1A-4: Maximum number of bits of a MCH transport block received within a TTI set by the field ue-CategoryDL for an MBMS capable UE 
	UE DL Category
	Maximum number of bits of a MCH transport block received within a TTI

	DL Category 0
	4584

	DL Category 6
	75376

	DL Category 7
	75376

	DL Category 9
	75376

	DL Category 10
	75376

	DL Category 11
	75376 (64QAM)
97896 (256QAM)

	DL Category 12
	75376 (64QAM)
97896 (256QAM)

	DL Category 13
	75376 (64QAM)
97896 (256QAM)

	DL Category 14
	75376 (64QAM)
97896 (256QAM)


Table 4.1A-5: Half-duplex FDD operation type set by the field ue-CategoryDL for a half-duplex FDD capable UE

	UE DL Category
	Half-duplex FDD operation type

	DL Category 0
	Type B

	DL Category 6
	Type A

	DL Category 7
	Type A

	DL Category 9
	Type A

	DL Category 10
	Type A

	DL Category 11
	Type A

	DL Category 12
	Type A

	DL Category 13
	Type A

	DL Category 14
	Type A


Table 4.1A-6: supported DL/UL Categories combinations set by the fields ue-CategoryDL and ue-CategoryUL and UE categories to be indicated
	UE DL Category
	UE UL Category
	UE categories

	DL Category 0
	UL Category 0
	N/A

	DL Category 6
	UL Category 5
	Category 6, 4

	DL Category 7
	UL Category 13
	Category 7, 4

	DL Category 9
	UL Category 5
	Category 9, 6, 4

	DL Category 10
	UL Category 13
	Category 10, 7, 4

	DL Category 11
	UL Category 5
	Category 11, 9, 6, 4

	DL Category 12
	UL Category 13
	Category 12, 10, 7, 4

	DL Category 13
	UL Category 3
	Category 6, 4

	DL Category 13
	UL Category 5
	Category 6, 4

	DL Category 13
	UL Category 7
	Category 7, 4

	DL Category 13
	UL Category 13
	Category 7, 4

	DL Category 14
	UL Category 8
	Category 8, 5
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