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1. Introduction

In RAN4#74bis meeting, the way forward on PCell mandatory support was agreed in [1]. The agreements in this way forward are as follows:
1. For the existing CA combinations, PCell mandatory support “request” and “exception” is applied to the constituting bands for a CA combination which received “request” and/or “exception” in the following cases (Refer to RP-150476 about “request” and “exception”).

1-1:    CA combinations for inter band FDD-FDD CA and TDD-TDD CA not captured in the following three Tables in TS36.101.

· Table 7.3.1A-0a: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions)
· Table 7.3.1A-0bA: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for two bands)
· Table 7.3.1A-0bC: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for three bands)
1-2:    Operator specific CA combinations such as CA_18A-28A regardless of the above 1-1 and CA types such as FDD-FDD, TDD-TDD and TDD-FDD CA.

1-3:    CA combinations where a “request” and “exception info” is provided, a decision on PCell mandatory support in all aggregated carriers will be discussed in case-by-case basis.
2. The CA combinations not covered by the above cases will be discussed in RAN4#75.

3. How to capture the results into the 3GPP specification is addressed in the next meetings.
In this contribution, we propose to mandate Pcell support for no MSD required A2 combinations which are FFS in the last meeting.
2. Discussion
The CA combinations which are leftover from the Pcell support discussion in the last meeting are listed in Table 2-1. During last meeting, some companies raised their concerns on mandating Pcell support for the challenging CA combinations which have exceptional reference sensitivity requirements. As a result, non-Operator specific CA combinations listed in TS36.101 Table 7.3.1A-0a, Table 7.3.1A-0bA, and Table 7.3.1A-0bC cannot reach conclusion during last meeting. However, there are several CA combinations in TS36.101 Table 7.3.1A-0a, such as CA_3A_8A, CA_26A_41A, and CA_26A_41C, in which MSD requirements are not specified. Based on the observation of the concerns and discussions during last meeting, we think it is reasonable to agree to mandate all aggregated carriers in this kind of combinations in this meeting.
Table 2-1: Undecided PCell mandatory support CA combinations in RAN4#74bis
	E-UTRA 
CA 

Configuration
	E-UTRA 
Bands
	Decision
(PCell 

support)
	Remarks

	
	
	
	

	CA_1A-3A
	1
	FFS
	Captured in Table 7.3.1A-0bA in 36.101.

	
	3
	FFS
	

	CA_1A-28A
	1
	FFS
	Captured in Table 7.3.1A-0a in 36.101

	
	28
	FFS
	

	CA_1A-42A
	1
	FFS
	TDD-FDD CA

	
	42
	FFS
	

	CA_1A-42C
	1
	FFS
	TDD-FDD CA

	
	42
	FFS
	

	CA_3A-8A
	3
	FFS
	Captured in Table 7.3.1A-0a in 36.101.

	
	8
	FFS
	

	CA_3A-42A
	3
	FFS
	TDD-FDD CA and Captured in Table 7.3.1A-0a in 36.101 as well. 

	
	42
	FFS
	

	CA_3A-42C
	3
	FFS
	TDD-FDD CA and Captured in Table 7.3.1A-0a in 36.101 as well.

	
	42
	FFS
	

	CA_7A-8A
	7
	FFS
	Captured in Table 7.3.1A-0a in 36.101.

	
	8
	FFS
	

	CA_26A-41A
	26
	FFS
	Captured in Table 7.3.1A-0a in 36.101.

	
	41
	FFS
	

	CA_26A-41C
	26
	FFS
	Captured in Table 7.3.1A-0a in 36.101.

	
	41
	FFS
	

	CA_1A-3A-5A
	1
	FFS
	Captured in Table 7.3.1A-0bC in 36.101.

	
	3
	FFS
	

	
	5
	FFS
	

	CA_1A-3A-8A
	1
	FFS
	Captured in Table 7.3.1A-0bC in 36.101.

	
	3
	FFS
	

	
	8
	FFS
	

	CA_1A-3A-26A
	1
	FFS
	Each band is requested to be PCell mandatory by China Telecom. The CA combination is not captured in 7.3.1A-0bC in 36.101. However, technically, it will be captured in the Table later. Thus, at this moment, the decisions are FFS.

	
	3
	FFS
	

	
	26
	FFS
	

	CA_1A-3A-20A
	1
	FFS
	Captured in Table 7.3.1A-0bC in 36.101.

	
	3
	FFS
	

	
	20
	FFS
	

	CA_7A-8A-20A
	7
	FFS
	Captured in Table 7.3.1A-0a in 36.101.

	
	8
	FFS
	

	
	20
	FFS
	


3. Conclusion

We provide the following proposal in this paper.
Proposal: For no MSD required Class A2 combinations in Table 2-1, which include CA_3A_8A, CA_26A_41A, and CA_26A_41C, Pcell should be mandatorily supported in all aggregated carriers.
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