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1 Introduction
This contribution further presents the text proposal in [1] on the impact of CA_42E on RRM requirements for TR36.833-7-42.
2 Discussion
As discussed in [1], the RRM requirements will be impacted by the number of CCs in operation, which aligns with the WF approved in last RAN4 meeting [2]. Table 2-1 summarized the high level overview on CA_42E impacts to each section in 36.133 based on [1, 2]. 

Table 2-1 RRM requirements in 36.133

	Section No.
	Requirements
	Notes to the requirements

	4
	E-UTRAN RRC_IDLE state mobility
	The requirements are defined agnostic to number of CCs. 

No changes are needed due to introduction of CA_42E

	5
	E-UTRAN RRC_CONNECTED state mobility
	The requirements are defined agnostic to number of CCs. 

No changes are needed due to introduction of CA_42E

	6
	RRC Connection Mobility Control
	The requirements are defined agnostic to number of CCs. 

No changes are needed due to introduction of CA_42E

	7
	Timing and signalling characteristics
	Need to update the requirements to support CA operation up to 4 CCs

	8
	UE Measurements Procedures in RRC_CONNECTED State
	Need to update the requirements to support CA operation up to 4 CCs 

	9
	Measurements performance requirements for UE
	Need to update the requirements to support CA operation up to 4 CCs 

	10
	Measurements Performance Requirements for E-UTRAN
	The requirements are defined agnostic to number of CCs. 

No changes are needed due to introduction of CA_42E


3 Conclusion
It is proposed to capture the impact analysis in TR 36.833-7-42. A corresponding text proposal is provided in the annex.
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Annex
--------------------------------------------------------TP for TR 36.833-7-42------------------------------------------------------------

5.4
Specific RRM requirements

The RRM requirements for carrier aggregations, as specified in the specification TS 36.133, need to be updated to support CA operation up to 4 carriers. 
Table 5.4-1
RRM requirements in 36.133

	Section No.
	Requirements
	Notes to the requirements

	4
	E-UTRAN RRC_IDLE state mobility
	The requirements are defined agnostic to number of CCs. No changes are needed due to introduction of CA_42E

	5
	E-UTRAN RRC_CONNECTED state mobility
	The requirements are defined agnostic to number of CCs. No changes are needed due to introduction of CA_42E

	6
	RRC Connection Mobility Control
	The requirements are defined agnostic to number of CCs. No changes are needed due to introduction of CA_42E

	7
	Timing and signalling characteristics
	Need to update the requirements to support CA operation up to 4 CCs

	8
	UE Measurements Procedures in RRC_CONNECTED State
	Need to update the requirements to support CA operation up to 4 CCs 

	9
	Measurements performance requirements for UE
	Need to update the requirements to support CA operation up to 4 CCs 

	10
	Measurements Performance Requirements for E-UTRAN
	The requirements are defined agnostic to number of CCs. No changes are needed due to introduction of CA_42E


--------------------------------------------------------End of Text Proposal---------------------------------------------------------------
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