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1 Introduction

This contribution provides the text proposal for the EVM requirement.
Text Proposal 

<Start of TP>

7.3
EVM requirements

7.3.1 
Single carrier

The RMS average of the basic EVM measurements for 10 sub-frames excluding any transient period for the average EVM case, and 60 sub-frames excluding any transient period for the reference signal EVM case, for 64QAM shall not exceed the value specified in Table 7.3.1-1 for the parameters defined in Table 7.3.1-2. 
Table 7.3.1-1: Minimum requirements for Error Vector Magnitude
	Parameter
	Unit
	Average EVM Level
	Reference Signal EVM Level

	64QAM 
	%
	8
	8


Table 7.3.1-2: Parameters for Error Vector Magnitude

	Parameter
	Unit
	Level

	UE Output Power
	dBm
	( -40

	Operating conditions
	
	Normal conditions


7.3.2 
CA


For the intra-band contiguous and non-contiguous carrier aggregation, the Error Vector Magnitude requirement should be defined for each component carrier. Requirements only apply with PRB allocation in one of the component carriers.
The EVM requirement for 64QAM is according to Table 7.3.2-1 if CA is configured in uplink.

Table 7.3.2-1: Minimum requirements for Error Vector Magnitude

	Parameter
	Unit
	Average EVM Level per CC
	Reference Signal EVM Level

	64QAM
	%
	8
	8


<End of TP>
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