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1 Introduction
In RAN4 meeting #75 the link level simulation assumptions were agreed in [1]. In this contribution, we will provide the simulation results based on the agreed simulation assumptions.
2 Simulation assumptions
The simulation results are copied below as is provided in [1].
Table 7.1-1: Common parameters of link level evaluation assumptions

	Parameters
	Unit
	Values

	Cyclic prefix
	
	Normal

	Interference modelling
	Number of explicitly modelled interferers
	
	2

	
	Noc
	dBm/15K
	[-98]

	
	Interference modulation
	
	16QAM

	
	Timing delay and frequency offset for synchronous case
	
	Well aligned: no timing delay and frequency offset between the serving UE and interfering UEs

	Frequency hopping, TTI bundling
	
	Disable


Table 7.1-2: Cases for link level evaluations

	Num
	PRB allocation/

Band width
	MCS
	Propagation condition (Serving, interferers)
	Antenna configuration for serving and interferers
	(DIP1, DIP2) dB

	1
	50 PRB/10MHz
	[6]
	(EPA5, EPA5)
	1x2 Low
	(-1.11, -10.91)

	2
	50 PRB/10MHz
	[6]
	(EPA5, EPA5)
	1x2 Low
	(-0.43, -13.78)

	3
	50 PRB/10MHz
	[15]
	(EPA5, EPA5)
	1x4 Low
	(-1.11, -10.91)

	4
	50 PRB/10MHz
	[15]
	(EPA5, EPA5)
	1x4 Low
	(-0.43, -13.78)

	5
	50 PRB/10MHz
	[20]
	(EPA5, EPA5)
	1x8 Low
	(-1.11, -10.91)

	6
	50 PRB/10MHz
	[20]
	(EPA5, EPA5)
	1x8 Low
	(-0.43, -13.78)

	7
	50 PRB/10MHz
	[6]
	(EVA70, EVA70)
	1x2 Low
	(-1.11, -10.91)

	8
	50 PRB/10MHz
	[6]
	(EVA70, EVA70)
	1x2 Low
	(-0.43, -13.78)

	9
	50 PRB/10MHz
	[15]
	(EVA70, EVA70)
	1x4 Low
	(-1.11, -10.91)

	10
	50 PRB/10MHz
	[15]
	(EVA70, EVA70)
	1x4 Low
	(-0.43, -13.78)

	11
	50 PRB/10MHz
	[20]
	(EVA70, EVA70)
	1x8 Low
	(-1.11, -10.91)

	12
	50 PRB/10MHz
	[20]
	(EVA70, EVA70)
	1x8 Low
	(-0.43, -13.78)


3 Simulation results
The simulation results are provided in the attached excel document.
4 Conclusions

In this paper, we provide our simulation results for BS IRC receiver link level evaluation. 
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