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1. Introduction

The way forward on “Mandating Pcell support in UE for all bands of LTE-CA band combinations” was approved during RAN#67 [1]. In this way forward, several Pcell support proposals for existing, on-going and future CA combinations are provided. 
The pcell support proposals related to on-going and future CA combinations agreed in RAN#67:
1) For new 2-3DL/xUL WIDs (Rel-13 and onwards) it shall be described in the WID for which aggregated carriers Pcell shall be defined in the spec. Also it shall be defined in the WID the aggregated carriers for which Pcell is required to be mandatorily supported by UEs, otherwise UE support is optional for (at least) the release in which it is added to the spec. If during the corresponding work item, major issues are found with specifying Pcell in every band for a combination, then this can be revisited.

2) For 4-5DL/xUL WIDs, RAN4 should discuss further the approach during the work item for handling this, and a decision should be made by RAN#70 (December) plenary.

In RAN#68, the revised WID of B3+B3+B8 3DL CA combination including Pcell mandatorily support request was approved [2]. So in this contribution, we follow the agreed way forward and provide the Pcell support requests for B3+B3+B8 3DL CA combination. 
2. Discussion

The Pcell mandatory support issue has been discussed in several RAN#4 meetings before. In RAN4#75, several proposals were agreed in the way forward [3].

First, for intra band contiguous and non-contiguous CA case, the following proposals are included in this agreed way forward:

Proposal 1: PCell support for pure intra band contiguous CA with 1UL should be mandatory regardless of the arrangement of PCell and SCell positions.

Proposal 2: PCell support for pure intra band non-contiguous CA with 1UL should be mandatory regardless of the arrangement of PCell and SCell positions.
Second, for Class A2 combinations without MSD requirements case, the following proposals were also agreed in this way forward:

Class A2 combinations without MSD requirements in Table 7.3.1A-0a in TS36.101, Pcell should be mandatorily supported in all aggregated carriers if requested regardless of FDD-FDD or TDD-TDD CA. Note that TDD-FDD CA cases are FFS.
Thus, in RAN#75, PCell mandatory support request for the CA configuration listed in the Table 1.3 is approved. 
Table 1.3: CA configuration without MSD requirements
	CA

Configuration
	Bands
	Remark
	PCell support mandatory request

	CA_3A-8A
	3
	Class A2 w/o HTF

CHTTL, KT(R4-152624)
	Mandatory

	
	8
	
	Mandatory


Since the Pcell mandatory support in all aggregated carriers for intra band non-contiguous CA and B3+B8 2DL CA was agreed in the last RAN4 meeting, it is reasonable to mandate Pcell support in all aggregated carriers for B3+B3+B8 3DL CA.
Observation 1: The Pcell mandatory support in all aggregated carriers for the constituent 2DL/1UL CA of B3+B3+B8 3DL/1UL CA was already agreed.
3. Conclusion

In this contribution, we discuss the Pcell mandatory support for the combinations related to B3+B3+B8 3DL CA and provide the following observation.
Observation 1: The Pcell mandatory support in all aggregated carriers for the constituent 2DL/1UL CA of B3+B3+B8 3DL/1UL CA was already agreed.

Thus, we provide the following proposal in this paper.
Proposal 1: Pcell should be mandatorily supported in all aggregated carriers for B3+B3+B8 3DL/1UL CA.
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