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1   Introduction
This contribution provides a text proposal for CA_42E required changes to E-UTRA specifications for TR36.833-7-42 [1].
2 Discussion
The impact to 36.101 is focused on general clause and receiver RF requirement sections. 

For 37.306, since Band 42E would be introduced in Rel-13 time frame, Rel-10, Rel-11 and Rel-12 version of TS 36.307 will need to be revised to provide the appropriate pointers to the Rel-13 specifications to enable backdating of CA_42E to Rel-10, Rel-11 and Rel-12.
There are no changes specific to CA_42E for the BS and RRM specifications.

A text proposal is provided in the Annex.
3
Reference

[1] 
R4-154409, LTE-Advanced intra-band contiguous Carrier Aggregation, CATT
Annex

6
Summary of required changes to E-UTRA specifications

6.1
Required changes to TS36.101
Required changes in TS 36.101 are shown in Table 6.1-1.
Table 6.1-1: Required changes in TS 36.101
	Section
	Requirement
	Required changes in TS 36.101

	5.6A
	Channel BW for CA
	CA_42 E needs to be defined in Table 5.6A-1. 

	5.6A.1
	Channel bandwidths per operating band for CA
	Channel bandwidth definition for CA_42E needs to be included in Table 5.6A.1-1. 

	7.4.1A


	Max input level Minimum requirements for CA
	Need to define for CA_42E.

	7.5.1A
	ACS Min requirements for CA
	Need to define for CA_42E.

	7.6.1.1A
	Blocking Min requirements for CA
	Need to define for CA_42E.

	7.6.2
	Out-of-band blocking
	Need to define for CA_42E.

	7.6.3
	Narrow band blocking
	Need to define for CA_42E.

	7.7.1
	Spurious response
	Need to define for CA_42E.

	7.7.1
	Spurious response
	Need to define for CA_42E.

	7.8
	Intermodulation
	Need to define for CA_42E.

	7.10
	Rx Image
	Need to define for CA_42E.


6.2
Required changes to TS36.104
No changes required in TS 36.104.
6.3
Required changes to TS36.133
No changes specific to CA_42E are required in TS 36.133. 
6.4
Required changes to TS36.141
No changes required in TS 36.141.
6.5
Required changes to TS36.307
Required changes in TS 36.307 are shown in Table 6.5-1.
Table 6.5-1: Required changes in TS 36.307
	Section
	Requirement
	Required Changes in TS 36.307

	X
	CA configuration CA_42E Independent of Release
	Add some changes to 36.307 Rel-10, Rel-11 and Rel-12 to provide the appropriate pointers to the Rel-13 specifications to enable backdating of CA_42E to Rel-10, Rel-11 and Rel-12.
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