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Table 8.2.1.1.1-4: Minimum performance (FRC) for CA with 2DL CCs
	Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate-

gory

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	

	1
	2x10 MHz
	R.2 FDD
	OP.1 FDD (Note 1)
	EVA5
	1x2 Low
	70
	-1.1
	≥3
(Note 2)

	2
	2x20 MHz
	R.42 FDD
	OP.1 FDD (Note 1)
	EVA5
	1x2 Low
	70
	-1.3
	≥5

	3
	2x5 MHz
	R.42-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.0
	≥2

	
	
	
	OP.1 FDD
	
	
	70
	-1.0
	

	4
	10MHz+5MHz
	R.2 FDD for 10MHz CC
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.7
	≥3

	
	
	R.42-2 FDD for 5MHz CC
	OP.1 FDD
	
	
	70
	-1.0
	

	Note 1:
The OCNG pattern applies for each CC.
Note 2:
30usec timing difference between two CCs is applied in inter-band CA case.

Note 3: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


Table 8.2.1.1.1-5: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propagation condition
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.4 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.3

	3MHz
	R.42-1 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.1

	5MHz
	R.42-2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.0

	10MHz
	R.2 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.7

	15MHz
	R.42-3 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.6

	20MHz
	R.42 FDD
	OP.1 FDD
	EVA5
	1x2 Low
	70
	-1.7


<< Unchanged part omitted >>

Table 8.2.1.3.1-5: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condition
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.11-5 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	13.6

	3MHz
	R.11-6 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	12.3

	5MHz
	R.11-2 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	12.3

	10 MHz
	R.11 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	12.9

	15MHz
	R.11-7 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	12.8

	20MHz
	R.30 FDD
	OP. 1 FDD
	EVA70
	2x2 Low
	70
	12.9


<< Unchanged part omitted >>

Table 8.2.1.4.3-4: Minimum performance Multi-Layer Spatial Multiplexing (FRC) for CA with 2DL CCs
	Test num.
	Band-width
	Reference channel
	OCNG pattern
	Propa-

gation condi-tion
	Correlation matrix and antenna config.
	Reference value
	UE cate-

gory

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)
	

	1
	2x10 MHz
	R.14 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.8
	≥3

	2
	2x20 MHz
	R.14-3 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.9
	≥5

	3
	2x5 MHz
	R.14-6 FDD
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	9.5
	≥2

	
	
	
	OP.1 FDD (Note 1)
	
	
	70
	9.5
	

	4
	10MHz+5MHz
	R.14 FDD for 10MHz CC
	OP.1 FDD (Note 1)
	EVA5
	4x2 Low
	70
	10.1
	≥3

	
	
	R.14-6 FDD for 5MHz CC
	OP.1 FDD (Note 1)
	
	
	70
	9.5
	

	Note 1:
The OCNG pattern applies for each CC. 

Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


Table 8.2.1.4.3-5: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.14-4 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.4

	3MHz
	R.14-5 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	9.5

	5MHz
	R.14-6 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	9.5

	10 MHz
	R.14 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.1

	15MHz
	R.14-7 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.1

	20MHz
	R.14-3 FDD
	OP.1 FDD 
	EVA5
	4x2 Low
	70
	10.3


<< Unchanged part omitted >>

Table 8.2.1.7.1-2: Minimum performance (FRC) for CA

	Test Number
	Bandwidth (MHz)
	Reference channel
	Power at antenna port (dBm/15KHz)
	Reference value

Fraction of Maximum

Throughput (%)
	UE Category

	
	PCell
	SCell
	PCell
	SCell
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	PCell
	SCell
	

	1
	20
	20
	R.49 FDD
	NA
	-85
	-79
	85
	NA
	≥5

	2
	10
	10
	NA
	R.49-1 FDD
	-79
	-85.8
	NA
	85
	≥5

	3
	5
	5
	NA
	R.49-2 FDD
	-79
	-85.9
	NA
	85
	≥5

	Note 1: 
The OCNG pattern for PCell is used to fill the control channel. The OCNG pattern for SCell is used to fill the control channel and PDSCH.

Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


<< Unchanged part omitted >>

Table 8.2.1.8.1-2: Minimum performance (FRC) for CA

	Test Number
	Cell
	Band-width
	Reference Channel
	OCNG Pattern
	Propagation Conditions
	Correlation Matrix and Antenna
	Refence value
	Timing relative to PCell (µs)
	UE Category

	
	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	1
	PCell
	10MHz
	R.YY FDD
	OP.1 FDD
	EPA200
	2x2 Low
	70
	21.15
	N/A
	≥3

	
	SCell
	10MHz
	R.35-3 FDD
	
	EPA200
	2x2 Low
	60
	15.18
	-30.26
	

	Note 1:
The EPA200 propagation channels applied to PCell and SCell are statistically independent.

Note 2: 
The applicability and test rules of requirements for different CA configurations and bandwidth combination sets are defined in 8.1.2.3.


<< Unchanged part omitted >>

Table 8.2.2.1.1-4: Minimum performance (FRC) for CA with 2DL CCs
	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	2x20MHz
	R.42 TDD
	OP.1 TDD (Note 1)
	EVA5
	1x2 Low
	70
	-1.2
	≥5

	2
	20MHz+ 15MHz
	R.42 TDD for 20MHz CC
	OP.1 TDD (Note 1)
	EVA5
	1x2 Low
	70
	-1.4
	≥5

	
	
	R.42-3 TDD for 15MHz CC
	OP.1 TDD (Note 1)
	
	
	70
	-1.4
	

	Note 1:
The OCNG pattern applies for each CC. 

Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


Table 8.2.2.1.1-5: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.4 TDD
	OP.1 TDD 
	EVA5
	1x2 Low
	70
	-0.6

	3MHz
	R.42-1 TDD
	OP.1 TDD 
	EVA5
	1x2 Low
	70
	-0.8

	5MHz
	R.42-2 TDD
	OP.1 TDD 
	EVA5
	1x2 Low
	70
	-1.2

	10MHz
	R.2 TDD
	OP.1 TDD 
	EVA5
	1x2 Low
	70
	-1.6

	15MHz
	R.42-3 TDD
	OP.1 TDD 
	EVA5
	1x2 Low
	70
	-1.4

	20MHz
	R.42 TDD
	OP.1 TDD  
	EVA5
	1x2 Low
	70
	-1.4


<< Unchanged part omitted >>

Table 8.2.2.3.1-4: Minimum performance Large Delay CDD (FRC) for CA with 2DL CCs
	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	2x20 MHz
	R.30-1 TDD
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	13.7
	≥5

	2
	20MHz+15MHz
	R.30-1 TDD for 20MHz CC
	OP.1 TDD (Note 1)
	EVA70
	2x2 Low
	70
	13.0
	≥5

	
	
	R.11-9 TDD for 15MHz CC
	OP.1 TDD (Note 1)
	EVA70
	
	70
	12.9
	

	Note 1:
The OCNG pattern applies for each CC.
Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


Table 8.2.2.3.1-5: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.11-5 TDD
	OP.1 TDD 
	EVA70
	2x2 Low
	70
	13.2

	3MHz
	R.11-6 TDD
	OP.1 TDD 
	EVA70
	2x2 Low
	70
	12.8

	5MHz
	R.11-7 TDD
	OP.1 TDD 
	EVA70
	2x2 Low
	70
	12.6

	10 MHz
	R.11-8 TDD
	OP.1 TDD
	EVA70
	2x2 Low
	70
	12.8

	15MHz
	R.11-9 TDD
	OP.1 TDD
	EVA70
	2x2 Low
	70
	12.9

	20MHz
	R.30-1 TDD
	OP. 1 TDD
	EVA70
	2x2 Low
	70
	13.0


<< Unchanged part omitted >>

Table 8.2.2.4.3-4: Minimum performance Multi-Layer Spatial Multiplexing (FRC) for CA with 2DL CCs
	Test number
	Band-width 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	2x20 MHz
	R.43 TDD
	OP.1 TDD (Note 1)
	EVA5
	4x2 Low
	70
	11.1
	≥5

	2
	20MHz+15MHz
	R.43 TDD for 20MHz CC
	OP.1 TDD (Note 1)
	EVA5
	4x2 Low
	70
	10.7
	≥5

	
	
	R.43-5 TDD for 15MHz CC
	OP.1 TDD (Note 1)
	
	
	
	10.6
	

	Note 1:
The OCNG pattern applies for each CC.
Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


Table 8.2.2.4.3-5: Single carrier performance for multiple CA configurations

	Band-width
	Reference channel
	OCNG pattern
	Propa-gation condi-tion
	Correlation matrix and antenna config.
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1.4MHz
	R.43-1 TDD
	OP.1 TDD 
	EVA5
	4x2 Low
	70
	11.0

	3MHz
	R.43-2 TDD
	OP.1 TDD 
	EVA5
	4x2 Low
	70
	9.8

	5MHz
	R.43-3 TDD
	OP.1 TDD 
	EVA5
	4x2 Low
	70
	10.0

	10 MHz
	R.43-4 TDD
	OP.1 TDD
	EVA5
	4x2 Low
	70
	10.5

	15MHz
	R.43-5 TDD
	OP.1 TDD
	EVA5
	4x2 Low
	70
	10.6

	20MHz
	R.43 TDD
	OP. 1 TDD
	EVA5
	4x2 Low
	70
	10.7


<< Unchanged part omitted >>

Table 8.2.2.7.1-2: Minimum performance (FRC) for CA

	Test Number
	Bandwidth (MHz)
	Reference channel
	Power at antenna port (dBm/15KHz)
	Reference value

Fraction of Maximum

Throughput (%)
	UE Category

	
	PCell
	SCell
	PCell
	SCell
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	1
	20
	20
	R.49 TDD
	NA
	-85
	-79
	85
	NA
	≥5

	2
	20
	15
	NA
	R.49-1 TDD
	-79
	-85.8
	NA
	85
	≥5

	Note 1: 
The OCNG pattern for PCell is used to fill the control channel. The OCNG pattern for SCell is used to fill the control channel and PDSCH.

Note 2: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


<< Unchanged part omitted >>

Table 8.7.1-4: Test points for sustained data rate (FRC 64QAM)

	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Cat. 1
	Cat. 2
	Cat. 3
	Cat. 4
	Cat. 6,7
	Cat. 9,10
	Cat. 11, 12

	
	
	
	
	
	
	
	
	DL Cat. 11, 12

	Single carrier
	10
	1
	2
	3A
	3A
	-
	-
	-

	
	15
	-
	-
	3C
	4B
	-
	-
	-

	
	20
	-
	-
	3
	4
	6
	-
	-

	CA with 2CCs
	10+10
	-
	-
	3B 
	4A
	4A
	4A
	-

	
	10+15
	-
	-
	3B
	4A
	6B
	6B
	-

	
	10+20
	-
	-
	3B
	4A
	6C
	6C
	-

	
	15+15
	
	
	3B
	4A
	6E
	6E
	-

	
	15+20
	-
	-
	3B
	4A
	6D
	6D
	-

	
	20+20
	-
	-
	3B or 3 (Note 4)
	4A or 4 (Note 4)
	6A
	6A
	-

	CA with 3CCs
	3x20
	-
	-
	-
	-
	6A
	7
	7

	
	15+20+20
	-
	-
	-
	-
	6A
	7A
	7A

	
	10+20+20
	-
	-
	-
	-
	6A
	7B
	7B

	
	15+15+20
	
	
	
	
	6D
	7C
	7C

	
	10+15+20
	-
	-
	-
	-
	6D
	7D
	7D

	
	10+10+20
	-
	-
	-
	-
	7E
	7E
	7E

	
	10+15+15
	-
	-
	-
	-
	7F
	7F
	7F

	
	5+10+20
	-
	-
	-
	-
	7G
	7G
	7G

	Note 1:
Void.
Note 2:
For non-CA UE, test is selected for maximum supported bandwidth.

Note 3:
Void. 

Note 4:
If the intra-band contiguous CA is the only CA configuration supported by category 3 or 4 UE, the single carrier test is selecte, i.e., Test 3 for UE category 3 and Test 4 for UE category 4. Otherwise, Test 3B applies for category 3 UE and Test 4A applies for category 4 UE.

Note 5:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


<< Unchanged part omitted >>

Table 8.7.1-7: Test points for sustained data rate (FRC 256QAM)

	CA config
	Maximum supported Bandwidth/ Bandwidth combination (MHz)
	Cat. 11, 12
	DL Cat. 13
	
	
	
	

	
	
	DL Cat. 11, 12
	
	
	
	
	

	Single carrier
	20
	-
	1
	
	
	
	

	CA with 2CCs
	2x10
	2
	2
	
	
	
	

	
	10+15
	3
	3
	
	
	
	

	
	10+20
	4
	4
	
	
	
	

	
	2x15
	5
	5
	
	
	
	

	
	15+20
	6
	6
	
	
	
	

	
	20+20
	7
	7
	
	
	
	

	CA with 3CCs
	3x20
	8
	7
	
	
	
	

	
	15+20+20
	9
	7
	
	
	
	

	
	10+20+20
	10
	7
	
	
	
	

	
	15+15+20
	11
	6
	
	
	
	

	
	10+15+20
	12
	6
	
	
	
	

	
	10+10+20
	13
	13
	
	
	
	

	
	10+15+15
	14
	14
	
	
	
	

	
	5+10+20
	15
	15
	
	
	
	


<< Unchanged part omitted >>

Table 8.7.2-4: Test points for sustained data rate (FRC 64QAM)
	CA config
	Bandwidth/ Bandwidth combination
(MHz)
	Cat. 1
	Cat. 2
	Cat. 3
	Cat. 4
	Cat. 6,7
	Cat. 9, 10
	Cat. 11, 12

	
	
	
	
	
	
	
	
	DL Cat. 11, 12

	Single carrier
	10
	1
	2
	-
	-
	-
	-
	-

	
	15
	-
	-
	3A
	3A
	-
	-
	-

	
	20
	-
	-
	3
	4
	6
	-
	-

	CA with 2CCs
	20+20
	-
	--
	3(Note 4)
	4 (Note 4)
	6A
	6A
	-

	
	15+20
	-
	-
	3(Note 4)
	4 (Note 4)
	6B
	6B
	-

	CA with 3 CCs
	3x20
	-
	-
	-
	-
	6A
	7
	7

	
	15+20+20
	-
	-
	-
	-
	6A
	7A
	7A

	Note 1:
Void.

Note 2:
For non-CA UE, test is selected for maximum supported bandwidth.

Note 3:
Void. 

Note 4:
If the intra-band contiguous CA is the only CA configuration supported by category 3 or 4 UE, single carrier test is selected.

Note 5:
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 8.1.2.3.


<< Unchanged part omitted >>

Table 8.7.2-7: Test points for sustained data rate (FRC 256QAM)
	CA config
	Bandwidth/ Bandwidth combination
(MHz)
	Cat. 11, 12
	DL Cat. 13
	
	
	
	

	
	
	DL Cat. 11, 12
	
	
	
	
	

	Single carrier
	20
	-
	1
	
	
	
	

	CA with 2CCs
	15+20
	2
	2
	
	
	
	

	
	2x20
	3
	3
	
	
	
	

	CA with 3 CCs
	3x20
	4
	3
	
	
	
	

	
	15+20+20
	5
	3
	
	
	
	


<< Unchanged part omitted >>

9.6.1

Periodic reporting on multiple cells (Cell-Specific Reference Symbols)
9.6.1.1
FDD

The following requirements apply to UE Category ≥3. For CA with 2 DL CC, for the parameters specified in Table 9.6.1.1-1 and Table 9.6.1.1-2, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of Pcell and Scell reported shall be such that

wideband CQIPcell – wideband CQIScell ≥ 2
for more than 90% of the time. 

Table 9.6.1.1-1: Parameters for PUCCH 1-0 static test on multiple cells (FDD, 2 DL CA)

	Parameter
	Unit
	Pcell
	Scell

	PDSCH transmission mode
	
	1

	Downlink power allocation
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	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	10
	4
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	dB[mW/15kHz] 
	-88
	-94
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	dB[mW/15kHz]
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 10

	cqi-pmi-ConfigurationIndex
	
	11
	16 (shift of 5 ms relative to Pcell)

	Note 1:
3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.


Table 9.6.1.1-2: PUCCH 1-0 static test (FDD, 2 DL CA)
	Test number
	Bandwidth combination

	1
	10MHz for both cells

	2
	20MHz for both cells

	3
	5MHz for both cells

	4
	5MHz for PCell and 10MHz for SCell

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 
If all the cells which can be configured as PCell have the same bandwidth, randomly choose one as PCell.


The following requirements apply to UE Category ≥5. For CA with 3 DL CC, for the parameters specified in Table 9.6.1.1-3 and Table 9.6.1.1-4, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2 reported shall be such that

wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2 ≥ 2
for more than 90% of the time.

Table 9.6.1.1-3: Parameters for PUCCH 1-0 static test on multiple cells (FDD, 3 DL CA)

	Parameter
	Unit
	Pcell
	Scell1
	Scell2

	PDSCH transmission mode
	
	1

	Downlink power allocation
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	dB
	0
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	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0

	[image: image11.wmf])

(

ˆ

j

or

I


	dB[mW/15kHz] 
	-86
	-92
	-98
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	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 20

	cqi-pmi-ConfigurationIndex
	
	21
	26 (shift of 5 ms relative to Pcell)
	31 (shift of 10 ms relative to Pcell)

	Note 1:
3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 FDD as described in Annex A.5.1.1.


Table 9.6.1.1-4: PUCCH 1-0 static test (FDD, 3 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	3x20

	2
	20+20+15

	3
	20+20+10

	4
	20+15+15

	5
	20+15+10

	6
	20+10+10

	7
	15+15+10

	8
	20+10+5

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 
If more than one cell can be configured as PCell, choose one with the smallest bandwidth as PCell. If all the cells which can be configured as PCell have the same bandwidth, randomly choose one as PCell. Randomly associate the other cells to SCell 1 and SCell 2.


9.6.1.2
TDD

The following requirements apply to UE Category ≥3. For CA with 2 DL CC, for the parameters specified in Table 9.6.1.2-1 and Table 9.6.1.2-2, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of Pcell and Scell reported shall be such that

wideband CQIPcell – wideband CQIScell ≥ 2
for more than 90% of the time.

Table 9.6.1.2-1: PUCCH 1-0 static test on multiple cells (TDD, 2 DL CA)

	Parameter
	Unit
	Pcell
	Scell

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
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	dB
	0
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	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	10
	4
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	dB[mW/15kHz] 
	-88
	-94
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	dB[mW/15kHz]
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 10

	cqi-pmi-ConfigurationIndex
	
	8
	13 (shift of 5 ms relative to Pcell)

	Note 1:
3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.


Table 9.6.1.2-2: PUCCH 1-0 static test (TDD, 2 DL CA)
	Test number
	Bandwidth combination

	1
	20MHz for both cells

	2
	15MHz for PCell and 20MHz for SCell

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 
If all the cells which can be configured as PCell have the same bandwidth, randomly choose one as PCell.


The following requirements apply to UE Category ≥5. For CA with 3 DL CC, for the parameters specified in Table 9.6.1.2-3 and Table 9.6.1.2-4, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2 on each cell, the difference between the wideband CQI indices of PCell and SCell1 reported, and the difference between the wideband CQI indices of SCell 1 and SCell2 reported shall be such that

wideband CQIPCell – wideband CQISCell1 ≥ 2
wideband CQISCell1 – wideband CQISCell2 ≥ 2
for more than 90% of the time.

Table 9.6.1.2-3: PUCCH 1-0 static test on multiple cells (TDD, 3 DL CA)

	Parameter
	Unit
	Pcell
	Scell1
	Scell2

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
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	dB
	0
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	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 2)

	SNR
	dB
	12
	6
	0
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	dB[mW/15kHz] 
	-86
	-92
	-98
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	dB[mW/15kHz]
	-98
	-98
	-98

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 20

	cqi-pmi-ConfigurationIndex
	
	18
	23 (shift of 5 ms relative to Pcell)
	28 (shift of 10 ms relative to Pcell)

	Note 1:
3 symbols are allocated to PDCCH. No PDSCH for user data is scheduled for the UE with one sided dynamic OCNG Pattern OP.1 TDD as described in Annex A.5.2.1.


Table 9.6.1.2-4: PUCCH 1-0 static test (TDD, 3 DL CA)

	Test number
	Bandwidth combination (MHz)

	1
	3x20

	2
	20+20+15

	Note 1: 
The applicability of requirements for different CA configurations and bandwidth combination sets is defined in 9.1.1.2. The test coverage for different number of component carriers is defined in 9.1.1.3.
Note 2: 
If more than one cell can be configured as PCell, choose one with the smallest bandwidth as PCell. If all the cells which can be configured as PCell have the same bandwidth, randomly choose one as PCell. Randomly associate the other cells to SCell 1 and SCell 2.


<< End of Change >>

