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Introduction
In RAN4#68, a work item on LTE Advanced 4 Band Carrier Aggregation(4DL/1UL) of Band 2, Band 5, Band 12 and Band 12[1] was approved. CA_5A-12B is one of the fallback 3DL CA configurations, as co-existence requirements have been approved in [2], this contribution provides a text proposal for TR36.853-13 to add operating bands, channel bandwidth, and UE RF requirements.
Both ∆TIB and ∆RIB values of CA_5A-12B are proposed based on fallback 2DL CA_5A-12A which captured in TR36.852-11.
Table1 ΔTIB,c for CA_5A-12B
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_5A-12B
	5
	0.8

	
	12
	0.4



Table2 ΔRIB,c for CA_2A-2A-4A-5A
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_5A-12B
	5
	0.5

	
	12
	0.3
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Text Proposal
<Start of Text Proposal for TR 36.853-13>
[bookmark: _Toc418155978]7.x	Band 5, Band 12 and Band 12
[bookmark: _Toc416283531]7.X.1	Operating bands for CA
Table 7.X.1-1: 3DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_5-12-12
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894MHz
	FDD

	
	12
	699 MHz
	–
	716 MHz
	729 MHz
	–
	746 MHz
	


[bookmark: _Toc416283532]7.X.2	Channel bandwidths per operating band for CA
Table 7.X.2-1: Supported E-UTRA bandwidths per CA configuration for 3DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
	3
	5
	10
	15
	20
	Maximum aggregated bandwidth
	Bandwidth combination set

	
	
	MHz
	MHz
	MHz
	MHz
	MHz
	MHz
	[MHz]
	

	 CA_5A-12B
	5
	
	
	Yes
	Yes
	
	
	25
	0

	
	12B

	See 36.101 V12.7.0 table 5.6A.1-1
BW combination set 0
	
	


[bookmark: _Toc426544274]7.X.3 	ΔTIB,c and ΔRIB,c values
For the UE which supports CA_5A-12B the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 7.x.3 -1 and 7.x.3-2 respectively.
Table 7.x.3 -1: ΔTIB,c for 3DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_5A-12B
	5
	0.8

	
	12
	0.4



Table 7.x.3 -2: ΔRIB,c for 3DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_5A-12B
	
	

	
	5
	0.5

	
	12
	0.3



<End of Text Proposal>


