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<Start of Changes>
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

4C-HSDPA
Four-Carrier HSDPA. HSDPA operation configured on 3 or 4 DL carriers 

8C-HSDPA
Eight-Carrier HSDPA. HSDPA operation configured for 5 to 8 DL carriers

16QAM
16 Quadrature Amplitude Modulation

ACIR
Adjacent Channel Interference Ratio

ACLR
Adjacent Channel Leakage power Ratio

ACS
Adjacent Channel Selectivity

BS
Base Station

BER
Bit Error Ratio

BLER
Block Error Ratio

CACLR
Cumulative ACLR

CPICH
Common Pilot Channel

CW
Continuous Wave (unmodulated signal) 

DB-DC-HSDPA
Dual Band Dual Cell HSDPA

DB-DC-HSUPA
Dual Band Dual Cell HSUPA

DC-HSDPA
Dual Cell HSDPA 

DC-HSUPA
Dual Cell HSUPA

DL
Down Link (forward link)

DTT
Digital Terrestrial Television

EIRP
Effective Isotropic Radiated Power

FDD
Frequency Division Duplexing

GSM
Global System for Mobile Communications

HSDPA
High Speed Downlink Packet Access 

HSUPA
High Speed Uplink Packet Access

IE
Information Element

MIMO
Multiple Input Multiple Output

NC-4C-HSDPA
Non-contiguous Four-Carrier HSDPA. HSDPA operation for two non-adjacent blocks within a single band configured on 2, 3 or 4 DL carriers.

Pout
Output Power

PRAT
Rated Output Power

P-CPICH
Primary CPICH

PHS
Personal Handyphone System

PPM
Parts Per Million 

RAT
Radio Access Technology
QPSK
Quadrature Phase Shift Keying

RSSI
Received Signal Strength Indicator

S-CPICH
Secondary CPICH

SIR
Signal to Interference ratio 

TAE
Time Alignment Error 

TDD
Time Division Duplexing

TPC
Transmit Power Control

UARFCN
UTRA Absolute Radio Frequency Channel Number

UE
User Equipment
UL
Up Link (reverse link)

WCDMA
Wideband Code Division Multiple Access

Wgap



Sub-block gap or inter RF bandwidth gap size

<End of Changes>
<Start of Changes>
5
Frequency bands and channel arrangement

5.1
General

The information presented in this section is based on a chip rate of 3.84 Mcps.

NOTE 1:
Other chip rates may be considered in future releases.

5.2
Frequency bands

a)
UTRA/FDD is designed to operate in the following paired bands:

Table 5.0: Frequency bands

	Operating Band
	UL Frequencies
UE transmit, Node B receive
	DL frequencies
UE receive, Node B transmit

	I
	1920 - 1980 MHz
	2110 -2170 MHz

	II
	1850 -1910 MHz
	1930 -1990 MHz

	III
	1710-1785 MHz
	1805-1880 MHz

	IV
	1710-1755 MHz
	2110-2155 MHz

	V
	824 - 849MHz
	869-894MHz

	VI
	830-840 MHz
	875-885 MHz

	VII
	2500 - 2570 MHz
	2620 - 2690 MHz

	VIII
	880 - 915 MHz
	925 - 960 MHz

	IX
	1749.9 - 1784.9 MHz
	1844.9 - 1879.9 MHz

	X
	1710-1770 MHz
	2110-2170 MHz

	XI
	1427.9 - 1447.9 MHz
	1475.9 - 1495.9 MHz

	XII
	699 - 716 MHz
	729 - 746 MHz

	XIII
	777 - 787 MHz
	746 - 756 MHz

	XIV
	788 - 798 MHz
	758 - 768 MHz

	XV
	Reserved
	Reserved

	XVI
	Reserved
	Reserved

	XVII
	Reserved
	Reserved

	XVIII
	Reserved
	Reserved

	XIX
	830 – 845 MHz
	875 -890 MHz

	XX
	832 - 862 MHz
	791 - 821 MHz

	XXI
	1447.9 - 1462.9 MHz
	1495.9 - 1510.9 MHz

	XXII
	3410 – 3490 MHz
	3510 – 3590 MHz

	XXV
	1850 -1915 MHz
	1930 -1995 MHz

	XXVI
	814-849 MHz
	859-894 MHz

	XXXII

(NOTE 1)
	N/A
	1452 – 1496 MHz

	NOTE 1: 
Restricted to UTRA operation when dual band is configured (e.g., DB-DC-HSDPA or dual band 4C-HSDPA). The down link frequenc(ies) of this band are paired with the uplink frequenc(ies) of the other FDD band (external) of the dual band configuration.


b)
Deployment in other frequency bands is not precluded 

c)
DB-DC-HSDPA is designed to operate in the following configurations:

Table 5.0aA: DB-DC-HSDPA configurations

	DB-DC-HSDPA Configuration
	UL Band
	DL Bands

	1
	I or VIII
	I and VIII

	2
	II or IV
	II and IV

	3
	I or V
	I and V

	4
	I or XI
	I and XI

	5
	II or V
	II and V

	6
	I
	I and XXXII


d)
Single band 4C-HSDPA is designed to operate in the following configurations:

Table 5.0aB Single band 4C-HSDPA configurations

	Single band 4C-HSDPA Configuration
	Operating Band
	Number of DL carriers

	I-3
	I
	3

	II-3
	II
	3

	II-4
	II
	4

	NOTE:
Single band 4C-HSDPA configuration is numbered as (X-M) where X denotes the operating band and M denotes the number of DL carriers.


e)
Dual band 4C-HSDPA is designed to operate in the following configurations:

Table 5.0aC Dual band 4C-HSDPA configurations

	Dual band 4C-HSDPA Configuration
	UL Band
	DL Band A
	Number of DL carriers in Band A
	DL Band B
	Number of DL carriers in Band B

	I-2-VIII-1
	I or VIII
	I
	2
	VIII
	1

	I-3-VIII-1
	I or VIII
	I
	3
	VIII
	1

	II-1-IV-2
	II or IV
	II
	1
	IV
	2

	II-2-IV-1
	II or IV
	II
	2
	IV
	1

	II-2-IV-2
	II or IV
	II
	2
	IV
	2

	I-1-V-2
	I or V
	I
	1
	V
	2

	I-2-V-1
	I or V
	I
	2
	V
	1

	I-2-V-2
	I or V
	I
	2
	V
	2

	I-2-VIII-2
	I or VIII
	I
	2
	VIII
	2

	I-1-VIII-2
	I or VIII
	I
	1
	VIII
	2

	II-1-V-2
	II or V
	II
	1
	V
	2

	I-1-XXXII-2
	I
	I
	1
	XXXII
	2

	I-2-XXXII-1
	I
	I
	2
	XXXII
	1

	NOTE:
Dual band 4C-HSDPA configuration is numbered as (X-M-Y-N) where X denotes the DL Band A, M denotes the number DL carriers in the DL Band A, Y denotes the DL Band B, and N denotes the number of DL carriers in the DL Band B


f)
Single band NC-4C-HSDPA is designed to operate in the following configurations:

Table 5.0aD Single band NC-4C-HSDPA configurations

	Single band NC-4C-HSDPA Configuration
	Operating Band
	Number of DL carriers in one sub-block
	Sub-block gap [MHz]
	Number of DL carriers in the other sub-block

	I-1-5-1
	I
	1
	5
	1

	I-2-5-1
	I
	2
	5
	1

	I-3-10-1
	I
	3
	10
	1

	IV-1-5-1
	IV
	1
	5
	1

	IV-2-10-1
	IV
	2
	10
	1

	IV-2-15-2
	IV
	2
	15
	2

	IV-2-20-1
	IV
	2
	20
	1

	IV-2-25-2
	IV
	2
	25
	2

	NOTE:
Single band NC-4C-HSDPA configuration is numbered as (X-M-Y-N) where X denotes the operating band, M denotes the number of DL carriers in one sub-block, Y denotes the sub-block gap in MHz and N denotes the number of DL carriers in the other sub-block. M and N can be switched.


g) Single Band 8C-HSDPA is designed to operate in the following configurations:

Table 5.0aE Single Band 8C-HSDPA configurations

	Single Band 8C-HSDPA Configuration
	Operating Band
	Number of DL carriers

	I-8
	I
	8

	NOTE:
Single band 8C-HSDPA configuration is numbered as (X-M) where X denotes the operating band and M denotes the number of DL carriers.


h)
DB-DC-HSUPA is designed to operate in the following configurations:

Table 5.0aF Dual Band HSUPA Configurations

	Dual band HSUPA Configuration together with DB-DC-HSDPA/DB-4C-HSDPA
	UL Band A/B
	Number of UL carriers in Band A/B
	DL Band A
	Number of DL carriers in Band A
	DL Band B
	Number of DL carriers in Band B

	I-1-VIII-1
	I and VIII
	1
	I
	1
	VIII
	1

	I-2-VIII-1
	I and VIII
	1
	I
	2
	VIII
	1

	I-2-VIII-2
	I and VIII
	1
	I
	2
	VIII
	2

	I-1-VIII-2
	I and VIII
	1
	I
	1
	VIII
	2

	I-3-VIII-1
	I and VIII
	1
	I
	3
	VIII
	1

	I-1-V-1
	I and V
	1
	I
	1
	V
	1

	I-1-V-2
	I and V
	1
	I
	1
	V
	2

	I-2-V-1
	I and V
	1
	I
	2
	V
	1

	I-2-V-2
	I and V
	1
	I
	2
	V
	2

	II-1-V-1
	II and V
	1
	II
	1
	V
	1

	II-1-V-2
	II and V
	1
	II
	1
	V
	2


<End of Changes>
<Start of Changes>
5.3
Tx-Rx frequency separation

a)
UTRA/FDD is designed to operate with the following TX-RX frequency separation:

Table 5.0A: Tx-Rx frequency separation

	Operating Band
	TX-RX frequency separation

	I
	190 MHz

	II
	80 MHz

	III
	95 MHz

	IV
	400 MHz

	V
	45 MHz

	VI
	45 MHz

	VII
	120 MHz

	VIII
	45 MHz

	IX
	95 MHz

	X
	400 MHz 

	XI
	48 MHz

	XII
	30 MHz

	XIII
	31 MHz

	XIV
	30 MHz

	XIX
	45 MHz

	XX
	41 MHz

	XXI
	48 MHz

	XXII
	100 MHz

	XXV
	80 MHz

	XXVI
	45MHz


b)
UTRA/FDD can support both fixed and variable transmit to receive frequency separation.

c)
The use of other transmit to receive frequency separations in existing or other frequency bands shall not be precluded.

d)
When configured to operate in DC-HSDPA with a single UL frequency, the TX-RX frequency separation in Table 5.0A shall be applied for the serving HS-DSCH cell. For bands XII, XIII and XIV, the TX-RX frequency separation in Table 5.0A shall be the minimum spacing between the UL and either of the DL carriers. 

e)
When configured to operate on dual cells in both the DL and UL, the TX-RX frequency separation in Table 5.0A shall be applied to the primary UL frequency and DL frequency of the serving HS-DSCH cell, and to the secondary UL frequency and the frequency of the secondary serving HS-DSCH cell respectively.

f)
When configured to operate on single/dual band 4C-HSDPA or single band 8C-HSDPA or single band NC-4C-HSDPA with a single UL frequency, the TX-RX frequency separation in Table 5.0A shall be applied for the DL frequency of the serving HS-DSCH cell. When configured to operate on single/dual band 4C-HSDPA or single band 8C-HSDPA or single band NC-4C-HSDPA with dual UL frequencies, the TX-RX frequency separation in Table 5.0A shall be applied to the primary UL frequency and DL frequency of the serving HS-DSCH cell, and to the secondary UL frequency and the frequency of the 1st secondary serving HS-DSCH cell respectively.

g)
For bands XII, XIII and XIV, the requirements in TS 25.104 are applicable only for a single uplink carrier frequency, however dual cell uplink operation may be considered in future releases.

f)
When configured to operate on dual band dual cell HSDPA or dual band 4C-HSDPA with dual band UL frequencies, the TX-RX frequency separation in Table 5.0A shall be applied to the primary UL frequency and DL frequency of the serving HS-DSCH cell, and to the secondary UL frequency and the frequency of the 1st secondary serving HS-DSCH cell respectively. 

<End of Changes>
<Start of Changes>
7
Receiver characteristics

7.1
General

The requirements in clause 7 are expressed for a single receiver antenna connector. For receivers with antenna diversity, the requirements apply for each receiver antenna connector.

For ACS, blocking and intermodulation characteristics, the negative offsets of the interfering signal apply relative to the assigned channel frequency of the lowest carrier frequency used and positive offsets of the interfering signal apply relative to the assigned channel frequency of the highest carrier frequency used.

A BS supporting DC-HSUPA receives two cells simultaneously on adjacent carrier frequencies.

A BS supporting DB-DC-HSUPA receives two cells simultaneously on different bands.  

Unless otherwise stated, the receiver characteristics are specified at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. The requirements in clause 7 shall be met with the transmitter(s) on. If any external apparatus such as a RX amplifier, a filter or the combination of such devices is used, requirements apply at the far end antenna connector (port B).

NOTE:
In normal operating conditions the BS is configured to transmit and receive at the same time. The transmitter may be off for some of the tests as specified in 25.141.
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Figure 7.1: Receiver test ports

<End of Changes>
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8
Performance requirement

8.1
General

Performance requirements for the BS are specified for the measurement channels defined in Annex A and the propagation conditions in Annex B. The requirements only apply to those measurement channels that are supported by the base station. For FRC8 in Annex 9 and Annex 17 the Non E-DPCCH boosting and E-DPCCH boosting requirement only apply for the option supported by the base station. The performance requirements for the high speed train conditions which scenarios defined in Annex B.4A are optional.

Unless stated otherwise, performance requirements apply for a single cell only. Performance requirements for a BS supporting DC-HSUPA or DB-DC-HSUPA are defined in terms of single carrier requirements. The requirements in clause 8 shall be met with the transmitter(s) on.

NOTE:
In normal operating conditions the BS is configured to transmit and receive at the same time. The transmitter may be off for some of the tests as specified in 25.141.
For BS with dual receiver antenna diversity, only the BS performance requirements with Rx diversity apply, the required Eb/N0 shall be applied separately at each antenna port. 

For BS without receiver antenna diversity, only the BS performance requirements without Rx diversity apply, the required Eb/N0 shall be applied at the BS Rx antenna port.

The Eb/N0 used in this section is defined as:
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Where:
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 is the received total energy of DPDCH, DPCCH, S-DPCCH, HS-DPCCH, E-DPDCH, S-E-DPDCH, E-DPCCH and S-E-DPCCH per PN chip per antenna from all paths.
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 is the total one-sided noise power spectral density due to all noise sources
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Table 8.1: Summary of Base Station performance targets

	Physical channel
	Measurement channel
	Static
	Multi-path

Case 1
	Multi-path

Case 2*
	Multi-path

Case 3*
	Moving*
	Birth /

Death*

	
	
	Performance metric

	DCH
	12.2 kbps
	BLER<10-2
	BLER<10-2
	BLER<10-2
	BLER<10-2
	BLER<
	BLER<

	
	64 kbps
	BLER< 

10-1,10-2
	BLER< 

10-1, 10-2
	BLER< 

10-1,10-2
	BLER< 

10-1, 10-2,10-3
	BLER<
	BLER<

	
	144 kbps
	BLER< 

10-1,10-2
	BLER< 

10-1,10-2
	BLER< 

10-1,10-2
	BLER< 

10-1, 10-2,10-3
	-
	-

	
	384 kbps
	BLER< 

10-1,10-2
	BLER< 

10-1,10-2
	BLER< 

10-1,10-2
	BLER< 

10-1, 10-2,10-3
	-
	-

	* Not applicable for Home BS 


<End of Changes>
<Start of Changes>
8.11
Demodulation of E-DPDCH in multipath fading condition 

The performance requirement of the E-DPDCH in multi path fading condition is determined by the minimum throughput, R. For the test parameters specified in Table 8.18, the minimum requirements are specified in Table 8.19. For a BS supporting DC-HSUPA or DB-DC-HSUPA the requirements for FRC1, FRC2, FRC3 and FRC8 shall apply on each cell.

Table 8.18: Test parameters for testing E-DPDCH

	Parameter
	Unit
	Test

	RSN
	
	{0, 1, 2, 3}

	HARQ combining
	
	IR

	Maximum number of HARQ transmission
	
	4

	Power control
	
	OFF

	DPCCH slot format
	
	FRC8 or BS supporting DC‑HSUPA or DB-DC-HSUPA
	1

	
	
	otherwise
	0

	E-DPCCH # code words
	
	1024, no optimization based on
 prior knowledge of valid code words.

	Physical channels to be turned on
	
	DPCCH, E-DPDCH and E-DPCCH


Table 8.19 Minimum Requirement for E-DPDCH

	Fixed 
Reference Channel
	Reference value, EC/N0 (dB), 
for R ≥ 30% and R ≥ 70% of maximum information bit rate

	Propagation conditions
	FRC1
	FRC2
	FRC3
	FRC4
	FRC5
	FRC6
	FRC7
	FRC8

	
	
	
	
	
	
	
	
	Non 
E-DPCCH boosting
	E-DPCCH Boosting



	Pedestrian  A
without RX diversity
	30%
	-2.4
	0.8
	2.4
	-7.1
	-4.4
	-1.4
	-15.0
	NA
	NA

	
	70%
	3.7
	7.1
	9.1
	-0.6
	2.1
	5.2
	-8.4
	16.2
	16.9

	Pedestrian  A
with RX diversity
	30%
	-6.2
	-3.1
	-1.4
	-10.6
	-8.0
	-5.0
	-18.3
	NA
	NA

	
	70%
	-1.0
	2.2
	4.1
	-5.2
	-2.6
	0.2
	-13.3
	10.1
	10.4

	Pedestrian  B
without RX diversity*
	30%
	-2.5
	1.1
	3.5
	-7.5
	-4.7
	-1.3
	-13.6
	NA
	NA

	
	70%
	3.9
	NA
	NA
	-2.1
	0.9
	5.3
	-10.1
	NA
	NA

	Pedestrian  B
with RX diversity*
	30%
	-6.1
	-3.1
	-1.0
	-10.7
	-8.1
	-4.9
	-18.0
	NA
	NA

	
	70%
	-0.3
	3.9
	8.2
	-5.7
	-2.9
	0.7
	-13.8
	12.4
	13.1

	Vehicular 30
without RX diversity*
	30%
	-2.5
	1.0
	3.2
	-7.5
	-4.6
	-1.4
	-14.3
	NA
	NA

	
	70%
	4.9
	NA
	NA
	-1.7
	1.4
	5.8
	-10.1
	NA
	NA

	Vehicular 30
with RX diversity*
	30%
	-6.1
	-2.9
	-0.9
	-10.7
	-8.0
	-4.9
	-17.6
	NA
	NA

	
	70%
	0.6
	4.7
	8.8
	-5.4
	-2.6
	1.0
	-13.7
	13.3
	13.6

	Vehicular 120
without RX diversity*
	30%
	-2.1
	1.3
	3.6
	-7.3
	-4.2
	-1.2
	-14.0
	NA
	NA

	
	70%
	5.1
	NA
	NA
	-1.3
	1.5
	6.1
	-10.1
	NA
	NA

	Vehicular 120
with RX diversity*
	30%
	-5.7
	-2.6
	-0.5
	-10.4
	-7.6
	-4.3
	-17.0
	NA
	NA

	
	70%
	0.7
	5.0
	9.5
	-5.1
	-2.3
	1.2
	-13.2
	NA
	NA

	* Not applicable for Home BS


<End of Changes>
<Start of Changes>
B.5
Multipath fading propagation conditions for E‑DPDCH and E-DPCCH

Table B.3 shows propagation conditions that are used for E-DPDCH and E-DPCCH performance measurements in multipath fading environment. For DC-HSUPA and DB-DC-HSUPA requirements, the fading of the signals for each cell shall be independent.

Table B.3: Propagation Conditions for Multipath Fading Environments for E-DPDCH and E-DPCCH Performance Requirements

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Speed for Band I, II, III, IV, IX, X, XXV
3 km/h
	Speed for Band I, II, III, IV, IX, X, XXV
3 km/h
	Speed for Band I, II, III, IV, IX, X, XXV
30 km/h
	Speed for Band I, II, III, IV, IX, X, XXV
120 km/h

	Speed for Band V, VI, VIII, XIX, XX, XXVI
7 km/h
	Speed for Band V, VI, VIII, XIX, XX, XXVI
7 km/h
	Speed for Band V, VI, VIII, XIX, XX, XXVI
71 km/h
	Speed for Band V, VI, VIII, XIX, XX, XXVI
282 km/h (Note 1)

	Speed for Band VII
2.3 km/h
	Speed for Band VII
2.3 km/h
	Speed for Band VII
23 km/h
	Speed for Band VII
92 km/h

	Speed for Band XI, XXI

4.1 km/h
	Speed for Band XI, XXI

4.1 km/h
	Speed for Band XI, XXI

41 km/h
	Speed for Band XI, XXI

166 km/h (Note 1)

	Speed for Band XII, XIII, XIV 

8 km/h
	Speed for Band XII, XIII, XIV 

8 km/h
	Speed for Band XII, XIII, XIV 

80 km/h
	Speed for Band XII, XIII, XIV 

320 km/h

	Speed for Band XXII:

1.7 km/h
	Speed for Band XXII:

1.7 km/h
	Speed for Band XXII:

17.1 km/h
	Speed for Band XXII:

69 km/h

	Relative Delay 

[ns]
	Relative Mean Power [dB]
	Relative Delay

 [ns]
	Relative Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative

 Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	3700
	-23.9
	2510
	-20.0
	2510
	-20.0

	NOTE 1:
Speed above 120km/h is applicable to demodulation performance requirements only.


<End of Changes>
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