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1
Introduction
A WI to specify the AWS extension band was approved at RAN#67 [1]. In this contribution, we propose Class B bandwidth combination sets for contiguous CA Band 66. 
2
Discussion

2.2
Contiguous CA

Figure 2.2-1 illustrates the block allocations for AWS-1 (3GPP Band 4) and AWS-3 in US and Canada. It also includes Band 23 DL allocation in US 
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Figure 2.2-1: spectrum blocks for AWS-1, AWS-3 in US (upper figure) and Canada (lower figure). The upper figure also includes the AWS-4 DL spectrum
In RAN4 meeting #76, a proposal of CA configuration and bandwidth combination sets was approved [2]. Based on the allocations in the figure above, some other intra-band CA (most Class B) configuration and bandwidth combination sets were not introduced. For feasible usage of Band 66, the revisions below are proposed to the requirements. 
Table 2.2-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations

(NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	
	
	5
	5, 10, 15
	
	20
	0

	
	
	10
	10
	
	
	


3 Proposal 
It is proposed that the attached text proposal below is approved and included in TR 36.869.
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TEXT PROPOSAL:

<start of text proposal >

8.x
Intra-band contiguous CA class B

8.x.1
E-UTRA CA bandwidth combination sets

Table 8.x.1-1 includes the bandwidth combinations for CA_66A-66A.
Table 8.x.1-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations

(NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	
	
	5
	5, 10, 15
	
	20
	0

	
	
	10
	10
	
	
	


<end of text proposal >
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