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1 Introduction
[1][2][3] point out that the issue for cell identification and measurement period requirements in DRX under high speed scenarios were found, the TP for TR 36.878 [4] tries to capture the issue and provide some possible solutions. 
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Text proposal

-----------------------------------------------------------Start of TP---------------------------------------------------------
6.3.4
Other issues and possible options
· RRM in DRX for idle mode:

The existing latency requirements under DRX configuration for idle mode are not suitable for high speed scenario;
· Candidate solution 1: tightening UE requirements
· Candidate solution 2: providing the indication to UE and when UE is operating in the high speed UE should follows the tightened requirements.
Other solutions are not precluded.
· RRM in DRX for connected mode:

The following latency requirements for connected mode would result in performance degradation under high speed scenario:

· Cell identification time when DRX is used
· Measurement period when DRX is used
The following candidate solutions are provided,

· Candidate solution 1: UEs would need to perform cell search and measurement more frequently than once per DRX cycle;
· Candidate solution 2: Enhance cell identification and measurement requirements in DRX for high speed scenarios (Huawei);
· Candidate solution 3: Trigger the active measurements, e.g., the UE could increase the measurement activity if the serving cell RSRP falls below a certain threshold(Qualcomm);
· Candidate solution 4: Network provides the assistant information to UE such that UE have different behaviour compared to the legacy UE (Intel);
· Candidate solution 5:Enhanced RRM requirements are defined up to the upper bound DRX cycle (Nokia).
-----------------------------------------------------------End of TP---------------------------------------------------------
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