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#################################Start of change############################
Table 5.6A.1-2: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA (two bands)

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A
	CA_1A-3A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-3C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_1A-5A
	CA_1A-5A
	1
	
	
	
	Yes
	
	
	20
	0

	
	
	5
	
	
	
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-7A
	CA_1A-7A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_1A-8A
	CA_1A-8A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_1A-11A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-18A
	CA_1A-18A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	18
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-19A
	CA_1A-19A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-20A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-21A
	CA_1A-21A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-26A
	CA_1A-26A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-28A
	CA_1A-28A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	1
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_1A-40A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-41A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-41C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_1A-42A
	CA_1A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_1A-42C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2A-4A
	CA_2A-4A
	2
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	4
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	2

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-2A-4A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	60
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-4A-4A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-2A-4A-4A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	80
	0

	
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_2A-5A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-5A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-5A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-12A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	2

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-2A-12A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-12B
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_2C-12A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-13A
	CA_2A-13A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-2A-13A
	-
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_2A-17A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-28A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_2A-29A
	-
	2
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-29A
	-
	2
	See CA_2C Bandwidth Combination Set 0 in table 5.6A.1-1
	50
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_2A-30A
	-
	2
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_2C-30A
	-
	2
	See CA_2C Bandwidth combination set 0 in Table 5.6A.1-1
	50
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-5A
	CA_3A-5A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	
	Yes
	
	
	20
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	3

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_3C-5A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1 in TS 36.101
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-7A
	CA_3A-7A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-7B
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	7
	See CA_7B bandwidth combination set 0 in table 5.6A.1-1
	
	

	CA_3A-7C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	7
	See CA_7C Bandwidth combination set 1 in table 5.6A.1-1
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	
	7
	See CA_7C Bandwidth combination set 2 in table 5.6A.1-1
	
	

	CA_3C-7A
	-
	3
	See CA_3C Bandwidth Combination Set 0 in table 5.6A.1-1
	60
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-8A
	CA_3A-8A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	
	Yes
	
	
	20
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	3

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-3A-8A
	-
	3
	See CA_3A-3A Bandwidth Combination Set 0 in table 5.6A.1-3
	50


	0

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	See CA_3A-3A Bandwidth Combination Set 1 in table 5.6A.1-3
	40
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-19A
	CA_3A-19A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_3A-20A
	CA_3A-20A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-26A
	CA_3A-26A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	3
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-27A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	27
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-28A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-31A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	25
	0

	
	
	31
	
	Yes
	Yes
	
	
	
	
	

	CA_3A-38A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	38
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-40A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-40C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_3A-42A
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_3A-42C
	-
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-5A
	-
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-4A-5A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in table 5.6A.1-1
	50
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-7A
	CA_4A-7A
	4
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-4A-7A
	-
	4
	
	
	Yes
	Yes
	
	
	40
	0

	
	
	4
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-12A
	CA_4A-12A
	4
	Yes
	Yes
	Yes
	Yes
	
	
	20
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	30
	1

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	12
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	3

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	4

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	
	20
	5

	
	
	12
	
	
	Yes
	
	
	
	
	

	CA_4A-4A-12A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-12B
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_4A-13A
	CA_4A-13A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-4A-13A
	-
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3
	50
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-17A
	CA_4A-17A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-27A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	27
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_4A-28A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_4A-29A
	-
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	2

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-30A
	-
	4
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-7A
	CA_5A-7A
	5
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	
	Yes
	Yes
	
	
	30
	1

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_5A-12A
	CA_5A-12A
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-13A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	13
	
	
	
	Yes
	
	
	
	

	CA_5A-17A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-25A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_5A-29A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	29
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-30A
	-
	5
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_5A-40A
	-
	5
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	5
	
	Yes
	Yes
	Yes
	
	
	30
	1

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-8A
	-
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	30
	1

	
	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-12A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-20A
	CA_7A-20A
	7
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	
	
	
	Yes
	Yes
	Yes
	40
	1

	
	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-22A
	-
	7
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	22
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-28A
	CA_7A-28A
	7
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	1

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7B-28A
	-
	7
	See CA_7B bandwidth combination set 0 in table 5.6A.1-1
	40
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7C-28A
	-
	7
	See CA_7C bandwidth combination set 2 in table 5.6A.1-1
	60
	0

	
	
	28
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-40A
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_7A-40C
	-
	7
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_8A-11A
	-
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	11
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-20A
	-
	8
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	20
	1

	
	
	20
	
	
	Yes
	Yes
	
	
	
	

	CA_8A-40A
	-
	8
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_8A-41A
	
	8
	Yes
	Yes
	Yes
	Yes
	
	
	30
	0

	
	
	41
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_8A-41C
	-
	8
	Yes
	Yes
	Yes
	Yes
	
	
	50
	0

	
	
	41
	See CA_41C bandwidth combination set 3 in table 5.6A.1-1
	
	

	CA_11A-18A
	-
	11
	
	
	Yes
	Yes
	
	
	25
	0

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_12A-25A
	-
	12
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	25
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_12A-30A
	-
	12
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_18A-28A
	CA_18A-28A
	18
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-21A
	CA_19A-21A
	19
	
	
	Yes
	Yes
	Yes
	
	30
	0

	
	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_19A-28A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	25
	0

	
	
	28
	
	
	Yes
	Yes
	
	
	
	

	CA_19A-42A
	-
	19
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_19A-42C
	-
	19
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_20A-31A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	25
	0

	
	
	31
	
	Yes
	Yes
	
	
	
	
	

	CA_20A-32A
	-
	20
	
	
	Yes
	Yes
	
	
	30
	0

	
	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-42A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_20A-42A-42A
	-
	20
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42A-42A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_21A-42A
	-
	21
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_21A-42C
	-
	21
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_23A-29A
	-
	23
	
	
	Yes
	Yes
	Yes
	Yes
	30
	0

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	23
	
	
	Yes
	Yes
	
	
	20
	1

	
	
	29
	
	Yes
	Yes
	Yes
	
	
	
	

	CA_25A-26A
	-
	25
	
	Yes
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	
	26
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	25
	
	Yes
	Yes
	Yes
	
	
	20
	1

	
	
	26
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	25
	
	
	Yes
	Yes
	
	
	20
	2

	
	
	26
	
	
	Yes
	Yes
	
	
	
	

	CA_25A-41A
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_25A-41C
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_25A-41D
	-
	25
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	
	41
	See CA_41D Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_26A-41A
	-
	26
	
	
	Yes
	Yes
	Yes
	
	35
	0

	
	
	41
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_26A-41C
	-
	26
	
	
	Yes
	Yes
	Yes
	
	55
	0

	
	
	41
	See CA_41C Bandwidth Combination Set 1 in Table 5.6A.1-1
	
	

	CA_29A-30A
	-
	29
	
	
	Yes
	Yes
	
	
	20
	0

	
	
	30
	
	
	Yes
	Yes
	
	
	
	

	CA_38A-40A
	-
	38
	
	
	
	Yes
	
	Yes
	40
	0

	
	
	40
	
	
	
	Yes
	
	Yes
	
	

	CA_38A-40A-40A
	-
	38
	
	
	
	Yes
	
	Yes
	60
	0

	
	
	40
	See CA_40A-40A Bandwidth Combination Set 0 in Table 5.6A.1-3
	
	

	CA_38A-40C
	-
	38
	
	
	
	Yes
	
	Yes
	60
	0

	
	
	40
	See CA_40C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	CA_39A-41A
	CA_39A-41A
	39
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39A-41C
	CA_41C

CA_39A-41A
CA_39A-41C
	39
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_39C-41A
	CA_39C

CA_39A-41A
CA_39C-41A
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1
	55
	0

	
	
	41
	
	
	
	
	
	Yes
	
	

	CA_41A-42A
	-
	41
	
	
	
	Yes
	Yes
	Yes
	40
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_41A-42C
	-
	41
	
	
	
	Yes
	Yes
	Yes
	60
	0

	
	
	42
	See CA_42C Bandwidth Combination Set 0 in Table 5.6A.1-1
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.6A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set.

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal.

NOTE 4:
Uplink CA configurations are the configurations supported by the present release of specifications.

NOTE 5: 
For TDD inter-band Carrier Aggregtion only non-simultaneous Rx/Tx uplink CA configurations can be supported by UE supporting corresponding DL CA configuration without simultaneous Rx/Tx.


#################################End of change############################

#################################Start of change############################

6.2.2A
UE maximum output power for CA

The following UE Power Classes define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth.

The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms).

For inter-band carrier aggregation with uplink assigned to one E-UTRA band the requirements in subclause 6.2.2 apply.

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector. The maximum output power is specified in Table 6.2.2A-0.

Table 6.2.2A-0: UE Power Class for dual uplink interband CA

	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_1A-3A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-5A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-7A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-8A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-18A
	
	
	
	
	23
	+2/-35
	
	

	CA_1A-19A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-21A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-26A
	
	
	
	
	23
	+2/-32
	
	

	CA_1A-28A
	
	
	
	
	23
	+2/-3
	
	

	CA_1A-42A
	
	
	
	
	23
	+2/-3
	
	

	CA_2A-4A
	
	
	
	
	23
	 +2/-32
	
	

	CA_2A-13A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-5A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-7A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-8A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-19A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-20A
	
	
	
	
	23
	 +2/-32
	
	

	CA_3A-26A
	
	
	
	
	23
	 +2/-32
	
	

	CA_4A-7A
	
	
	
	
	23
	 +2/-32
	
	

	CA_4A-12A
	
	
	
	
	23
	 +2/-32
	
	

	CA_4A-13A
	
	
	
	
	23
	 +2/-3
	
	

	CA_4A-17A
	
	
	
	
	23
	+2/-3
	
	

	CA_5A-7A
	
	
	
	
	23
	+2/-32
	
	

	CA_5A-12A
	
	
	
	
	23
	 +2/-32
	
	

	CA_5A-17A
	
	
	
	
	23
	+2/-3
	
	

	CA_7A-20A
	
	
	
	
	23
	 +2/-32
	
	

	CA_7A-28A
	
	
	
	
	23
	+2/-32
	
	

	CA_18A-28A
	
	
	
	
	23
	+2/-3
	
	

	CA_19A-21A
	
	
	
	
	23
	+2/-3
	
	

	CA 39A-41A
	
	
	
	
	23
	+2/-32
	
	

	NOTE 1:
Void

NOTE 2:
2 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 4: 
For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).

NOTE 5:
For a UE that supports both Band 18 and Band 26, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB for transmission bandwidths confined within 815 MHz and 818 MHz.


For inter-band carrier aggregation with three uplink component carriers assigned to two E-UTRA bands, UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector. The maximum output power is specified in Table 6.2.2A-0a.
Table 6.2.2A-0a: UE Power Class for 3 uplink interband CA

	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_39A-41C
	
	
	
	
	23
	+2/-32
	
	

	CA_39C-41A
	
	
	
	
	23
	+2/-32
	
	

	NOTE 1:
Void

NOTE 2:
2 refers to the transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 4: 
For inter-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).




For intra-band contiguous carrier aggregation the maximum output power is specified in Table 6.2.2A-1.
Table 6.2.2A-1: CA UE Power Class for intraband contiguous CA

	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_1C
	
	
	
	
	23
	+2/-2
	
	

	CA_3C
	
	
	
	
	23
	+2/-22
	
	

	CA_7C
	
	
	
	
	23
	+2/-22
	
	

	CA_38C
	
	
	
	
	23
	+2/-2
	
	

	CA_39C
	
	
	
	
	23
	+2/-2
	
	

	CA_40C
	
	
	
	
	23
	+2/-2
	
	

	CA_41C
	
	
	
	
	23
	+2/-22
	
	

	CA_42C
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:
Void

NOTE 2:
If all transmitted resource blocks (Figure 5.6A-1) over all component carriers are confined within FUL_low and FUL_low + 4 MHz or/and FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 3:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 4: 
For intra-band contiguous carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).


For intra-band non-contiguous carrier aggregation with one uplink carrier on the PCC, the requirements in subclause 6.2.2 apply. For intra-band non-contiguous carrier aggregation with two uplink carriers the maximum output power is specified in Table 6.2.2A-2.

Table 6.2.2A-2: UE Power Class for intraband non-contiguous CA

	E-UTRA CA Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	CA_4A-4A
	
	
	
	
	23
	+2/-2
	
	

	NOTE 1:
For transmission bandwidths (Figure 5.6-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB 

NOTE 2:
PPowerClass is the maximum UE power specified without taking into account the tolerance

NOTE 3: 
For intra-band non-contiguous carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).


#################################End of change############################
#################################Start of change############################
6.2.3A
UE Maximum Output power for modulation / channel bandwidth for CA
For inter-band carrier aggregation with uplink assigned to one E-UTRA band (Table 5.6A-1), the requirements in subclause 6.2.3 apply. 

For inter-band carrier aggregation with one component carrier per operating band and the uplink active in two E-UTRA bands, the requirements in subclause 6.2.3 apply for each uplink component carrier.
For inter-band carrier aggregation with three uplink assigned to two E-UTRA bands and one uplink component carrier assigned in one E-UTRA band and two contiguous component carriers assigned in the other E-UTRA band, the requirements specified in subclause 6.2.3 apply for the single uplink component carrier assigned for one E-UTRA band, and for two contiguous component carriers assigned to the other E-UTRA band the allowed Maximum Power Reduction (MPR) requirements of intra-band contiguous carrier aggregation in subcluase 6.2.3A apply. 
For intra-band contiguous carrier aggregation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2A-1due to higher order modulation and contiguously aggregated transmit bandwidth configuration (resource blocks) is specified in Table 6.2.3A-1. In case the modulation format is different on different component carriers then the MPR is determined by the rules applied to higher order of those modulations.
#################################End of change############################
#################################Start of change############################
6.2.4A
UE maximum output power with additional requirements for CA
Additional ACLR, spectrum emission and spurious emission requirements for carrier aggregation can be signalled by the network to indicate that the UE shall also meet additional requirements in a specific deployment scenario. To meet these additional requirements, Additional Maximum Power Reduction (A-MPR) is allowed for the CA Power Class as specified in Table 6.2.2A-1. 

If for intra-band carrier aggregation the UE is configured for transmissions on a single serving cell, then subclauses 6.2.3 and 6.2 4 apply with the Network Signaling value indicated by the field additionalSpectrumEmission. 

For intra-band contiguous aggregation with the UE configured for transmissions on two serving cells, the maximum output power reduction specified in Table 6.2.4A-1 is allowed for all serving cells of the applicable uplink CA configurations according to the CA network signalling value indicated by the field additionalSpectrumEmissionSCell-r10. Then clause 6.2.3A does not apply, i.e. the carrier aggregation MPR = 0dB, unless the value indicated is CA_NS_31. For uplink 64QAM, the applied maximum output power reduction is obtained by taking the maximum value of MPR requirements specified in Table 6.2.3A-1 and A-MPR requirements specified in Table 6.2.4A-1.
Table 6.2.4A-1: Additional Maximum Power Reduction (A-MPR) for intra-band contiguous CA

	CA Network Signalling value
	Requirements 

(subclause)
	Uplink CA Configuration
	A-MPR [dB]

(subclause)

	CA_NS_01
	6.6.3.3A.1
	CA_1C
	6.2.4A.1

	CA_NS_02
	6.6.3.3A.2
	CA_1C
	6.2.4A.2

	CA_NS_03
	6.6.3.3A.3
	CA_1C
	6.2.4A.3

	CA_NS_04
	6.6.2.2A.1
	CA_41C
	6.2.4A.4

	CA_NS_05
	6.6.3.3A.4
	CA_38C
	6.2.4A.5

	CA_NS_06
	6.6.3.3A.5
	CA_7C
	6.2.4A.6

	CA_NS_07
	6.6.3.3A.6
	CA_39C
	6.2.4A.7

	CA_NS_08
	6.6.3.3A.7
	CA_42C
	6.2.4A.8

	…
	
	
	

	CA_NS_31
	NOTE 1
	Table 5.6A.1-1 (NOTE 1)
	N/A

	CA_NS_32
	Reserved

	NOTE 1:
Applicable for uplink CA configurations listed in Table 5.6A.1-1 for which none of the additional requirements in subclauses 6.6.3.3A apply.

NOTE 2:
The index of the sequence CA_NS corresponds to the value of additionalSpectrumEmissionSCell-r10.


If for intra-band non-contigous carrier aggregation the UE is configured for transmissions on a single serving cell, then subclauses 6.2.3 and 6.2 4 apply with the Network Signaling value indicated by the field additionalSpectrumEmission.

For intra-band non-contiguous carrier aggregation with the UE configured for transmissions on two serving cells, the maximum output power reduction specified in Table 6.2.4A-2 is allowed for all serving cells of the applicable uplink CA configurations according to the CA network signalling value indicated by the field additionalSpectrumEmissionSCell-r10. MPR as specified in subclause 6.2.3A is not allowed in addition, unless A-MPR is N/A. 

Table 6.2.4A-2: Additional Maximum Power Reduction (A-MPR) for intra-band non-contiguous CA

	CA Network Signalling value
	Additional requirements for sub-blocks in order of increasing uplink carrier frequency
	Uplink CA Configuration
	A-MPR for sub-blocks in order of increasing uplink carrier frequency

	
	Requirements

(subclause)
	Requirements

(subclause)
	
	A-MPR [dB]

(subclause)



	CA_NC_NS_01
	6.6.2.2.1

(NS_03)
	6.6.2.2.1

(NS_03)
	CA_4A-4A
	N/A

	…
	
	
	
	

	CA_NC_NS_31
	NOTE 1
	NOTE 1
	Table 5.6A.1-3 (NOTE 1)
	N/A

	CA_NC_NS_32
	Reserved

	NOTE 1:
Applicable for uplink CA configurations listed in Table 5.6A.1-3 for which the additional requirements in subclause 6.6.2.1.1 (indicated by NS_01) applies in each sub-block.

NOTE 2:
The index of the sequence CA_NC_NS corresponds to the value of additionalSpectrumEmissionSCell-r10.


If for inter-band carrier aggregation the UE is configured for transmissions on a single serving cell, then subclauses 6.2.3 and 6.2 4 apply with the Network Signaling value indicated by the field additionalSpectrumEmission.

For inter-band carrier aggregation with the UE configured for transmissions on two serving cells the maximum output power reduction specified in Table 6.2.4-1 is allowed for each serving cell of the applicable uplink CA configuration according to the Network Signaling value indicated by the field additionalSprectrumEmission for the PCC and the CA network signalling value indicated by the field additionalSpectrumEmissionSCell-r10 for the SCC. The value of additionalSpectrumEmissionSCell-r10 is equal to that of additionalSprectrumEmission configured on the SCC. MPR as specified in subclause 6.2.3A is allowed in addition.
For inter-band carrier aggregation with the UE configured for transmissions on three serving cells in two E-UTRA bands with two contiguous component carriers assigned in one of the E-UTRA band, the maximum output power reduction specified for intra-band contiguous carrier aggregation in subcluase 6.2.4A is allowed for the two serving cells in one E-UTRA band, and the the subcluase 6.2.3 and 6.2.4 apply for the single serving cell in the other E-UTRA band, according to the Network Signalling value indicated by the field additionalSprectrumEmission for the PCC and the CA network signalling value indicated by the field additionalSpectrumEmissionSCell-r10 for the SCC. The value of additionalSpectrumEmissionSCell-r10 is equal to that of additionalSprectrumEmission configured on the SCC. MPR for single serving cell in the other E-UTRA band as specified in subclause 6.2.3A is allowed in addition.
For PUCCH and SRS transmissions, the allowed A-MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth. 

For intra-band carrier aggregation, the A-MPR is evaluated per slot and given by the maximum value taken over the transmission(s) on all component carriers within the slot; the maximum A-MPR over the two slots is then applied for the entire subframe.

For the UE maximum output power modified by A-MPR specified in table 6.2.4A-1, the power limits specified in subclause 6.2.5A apply. 

#################################End of change############################

#################################Start of change############################
Table 6.2.5-2: ΔTIB,c (two bands)

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A
	1
	0.3

	
	3
	0.3

	CA_1A-3C
	1
	0.3

	
	3
	0.3

	CA_1A-5A
	1
	0.3

	
	5
	0.3

	CA_1A-7A
	1
	0.5

	
	7
	0.6 

	CA_1A-8A
	1
	0.3

	
	8
	0.3

	CA_1A-11A
	1
	0.3

	
	11
	0.3

	CA_1A-18A
	1
	0.3

	
	18
	0.3

	CA_1A-19A
	1
	0.3

	
	19
	0.3

	CA_1A-20A
	1
	0.3

	
	20
	0.3

	CA_1A-21A
	1
	0.3

	
	21
	0.3

	CA_1A-26A
	1
	0.3

	
	26
	0.3

	CA_1A-28A
	1
	0.3

	
	28
	0.6

	CA_1A-40A
	1
	0.5

	
	40
	0.5

	CA_1A-41A8
	1
	0.5

	
	41
	0.5

	CA_1A-41C8
	1
	0.5

	
	41
	0.5

	CA_1A-42A
	1
	0.3

	
	42
	0.8

	CA_1A-42C
	1
	0.3

	
	42
	0.8

	CA_2A-4A
	2
	0.5

	
	4
	0.5

	CA_2A-2A-4A
	2
	0.5

	
	4
	0.5

	CA_2A-4A-4A
	2
	0.5

	
	4
	0.5

	CA_2A-2A-4A-4A
	2
	0.5

	
	4
	0.5

	CA_2A-5A
	2
	0.3

	
	5
	0.3

	CA_2A-2A-5A
	2
	0.3

	
	5
	0.3

	CA_2C-5A
	2
	0.3

	
	5
	0.3

	CA_2A-12A
	2
	0.3

	
	12
	0.3

	CA_2A-2A-12A
	2
	0.3

	
	12
	0.3

	CA_2A-12B
	2
	0.3

	
	12
	0.3

	CA_2C-12A
	2
	0.3

	
	12
	0.3

	CA_2A-13A
	2
	0.3

	
	13
	0.3

	CA_2A-2A-13A
	2
	0.3

	
	13
	0.3

	CA_2A-17A
	2
	0.3

	
	17
	0.8

	CA_2A-28A
	2
	0.3

	
	28
	0.3

	CA_2A-29A
	2
	0.3

	CA_2C-29A
	2
	0.3

	CA_2A-30A
	2
	0.5

	
	30
	0.3

	CA_2C-30A
	2
	0.5

	
	30
	0.3

	CA_3A-5A
	3
	0.3

	
	5
	0.3

	CA_3C-5A
	3
	0.3

	
	5
	0.3

	CA_3A-7A
	3
	0.5

	
	7
	0.5

	CA_3A-7B
	3
	0.5

	
	7
	0.5

	CA_3A-7C
	3
	0.5

	
	7
	0.5

	CA_3C-7A
	3
	0.5

	
	7
	0.5

	CA_3A-8A
	3
	0.3

	
	8
	0.3

	CA_3A-3A-8A
	3
	0.3

	
	8
	0.3

	CA_3A-19A
	3
	0.3

	
	19
	0.3

	CA_3A-20A
	3
	0.3

	
	20
	0.3

	CA_3A-26A
	3
	0.3

	
	26
	0.3

	CA_3A-27A
	3
	0.3

	
	27
	0.3

	CA_3A-28A
	3
	0.3

	
	28
	0.3

	CA_3A-31A
	3
	0.3

	
	31
	0.6

	CA_3A-38A
	3
	0,5

	
	38
	0,5

	CA_3A-40A
	3
	0.5

	
	40
	0.5

	CA_3A-40C
	3
	0.5

	
	40
	0.5

	CA_3A-42A
	3
	0.6

	
	42
	0.8

	CA_3A-42C
	3
	0.6

	
	42
	0.8

	CA_4A-5A
	4
	0.3

	
	5
	0.3

	CA_4A-4A-5A
	4
	0.3

	
	5
	0.3

	CA_4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-12A
	4
	0.3

	
	12
	0.8

	CA_4A-4A-12A
	4
	0.3

	
	12
	0.8

	CA_4A-12B
	4
	0.3

	
	12
	0.8

	CA_4A-13A
	4
	0.3

	
	13
	0.3

	CA_4A-4A-13A
	4
	0.3

	
	13
	0.3

	CA_4A-17A
	4
	0.3

	
	17
	0.8

	CA_4A-27A
	4
	0.3

	
	27
	0.3

	CA_4A-28A
	4
	0.3

	
	28
	0.6

	CA_4A-29A
	4
	0.3

	CA_4A-30A
	4
	0.5

	
	30
	0.3

	CA_5A-7A
	5
	0.3

	
	7
	0.3

	CA_5A-12A
	5
	0.8

	
	12
	0.4

	CA_5A-13A
	5
	0.5

	
	13
	0.5

	CA_5A-17A
	5
	0.8

	
	17
	0.4

	CA_5A-25A
	5
	0.3

	
	25
	0.3

	CA_5A-29A
	5
	0.5

	CA_5A-30A
	5
	0.3

	
	30
	0.3

	CA_5A-40A
	5
	0.3

	
	40
	0.3

	CA_7A-8A
	7
	0.3

	
	8
	0.6

	CA_7A-12A
	7
	0.3

	
	12
	0.3

	CA_7A-20A
	7
	0.3

	
	20
	0.3

	CA_7A-22A
	7
	0.5

	
	22
	0.8

	CA_7A-28A
	7
	0.3

	
	28
	0.3

	CA_7B-28A
	7
	0.3

	
	28
	0.3

	CA_7C-28A
	7
	0.3

	
	28
	0.3

	CA_7A-40A
	7
	0.5

	
	40
	[0.6]

	CA_7A-40C
	7
	0.5

	
	40
	[0.6]

	CA_8A-11A
	8
	0.3

	
	11
	0.4

	CA_8A-20A
	8
	0.4

	
	20
	0.4

	CA_8A-40A
	8
	0.3

	
	40
	0.3

	CA_8A-41A
	8
	0.3

	
	41
	0.3

	CA_8A-41C
	8
	0.3

	
	41
	0.3

	CA_11A-18A
	11
	0.3

	
	18
	0.3

	CA_12A-25A
	12
	0.3

	
	25
	0.3

	CA_12A-30A
	12
	0.3

	
	30
	0.3

	CA_18A-28A9
	18
	0.5

	
	28
	0.5

	CA_19A-21A
	19
	0.3

	
	21
	0.4

	CA_19A-28A9
	19
	0.5

	
	28
	0.5

	CA_19A-42A
	19
	0.3

	
	42
	0.8

	CA_19A-42C
	19
	0.3

	
	42
	0.8

	CA_20A-31A
	20
	0.5

	
	31
	0.5

	CA_20A-32A
	20
	0.3

	CA_20A-42A
	20
	0.3

	
	42
	0.8

	CA_20A-42A-42A
	20
	0.3

	
	42
	0.8

	CA_21A-42A
	21
	0.5

	
	42
	0.8

	CA_21A-42C
	21
	0.5

	
	42
	0.8

	CA_23A-29A
	23
	0.3

	CA_25A-26A
	25
	0.3

	
	26
	0.3

	CA_25A-41A8
	25
	0.5

	
	41
	0.5

	CA_25A-41C8
	25
	0.5

	
	41
	0.5

	CA_25A-41D8
	25
	0.5

	
	41
	0.5

	CA_26A-41A
	26
	0.3

	
	41
	0.3

	CA_26A-41C
	26
	0.3

	
	41
	0.3

	CA_29A-30A
	30
	0.3

	CA_38A-40A
	38
	04

	
	40
	04

	CA_38A-40A-40A
	38
	04

	
	40
	04

	CA_38A-40C
	38
	04

	
	40
	04

	CA_39A-41A
	39
	04

	
	41
	04

	CA_39A-41A
	39
	0.57

	
	41
	0.57

	CA_39A-41C
	39
	04

	
	41
	04

	CA_39A-41C
	39
	0.510

	
	41
	0.510

	CA_39C-41A
	39
	04

	
	41
	04

	CA_39C-41A
	39
	0.510

	
	41
	0.510

	CA_41A-42A
	41
	04

	
	42
	0.54

	CA_41A-42C
	41
	04

	
	42
	0.54

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 2:
The above additional tolerances also apply in non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 3:
In case the UE supports more than one of the above 2DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 2DL inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the 2DL tolerances above, truncated to one decimal place for that operating band among the supported 2DL CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 2DL carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional 2DL tolerance shall be the maximum tolerance above that applies for that operating band among the supported 2DL CA configurations

NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.
NOTE 5:
 Unless otherwise specified, in case the UE supports more than one of the above 3DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 3DL inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz and the tolerances are the same, the value applies to the band. If the tolerances are different, the applicable additional 3DL tolerance is FFS. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 3DL carrier aggregation configurations involving such band shall be applied
-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional 3DL tolerance shall be the maximum tolerance above that applies for that operating band among the supported 3DL CA configurations.
NOTE 6:
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also applies to the same E-UTRA operating bands that belong to a supported lower order CA configuration.

NOTE 7:
Applicable for UE supporting inter-band carrier aggregation with two uplinks and without simultaneous Rx/Tx.
NOTE 8:
Only applicable for UE supporting inter-band carrier aggregation with the uplink active in the FDD band.
NOTE 9:
For Band 28, the requirements only apply for the restricted frequency range specified for this CA configuration (Table 5.5A-2).
NOTE 10:
Applicable for UE supporting inter-band carrier aggregation with three uplinks and without simultaneous Rx/Tx.


#################################End of change############################
#################################Start of change############################
6.2.5A
Configured transmitted power for CA

For uplink carrier aggregation the UE is allowed to set its configured maximum output power PCMAX,c for serving cell c and its total configured maximum output power PCMAX. 

The configured maximum output power PCMAX,c  on serving cell c shall be set as specified in subclause 6.2.5.
For uplink inter-band carrier aggregation, MPRc and A-MPRc apply per serving cell c and are specified in subclause 6.2.3 and subclause 6.2.4, respectively. P-MPR c accounts for power management for serving cell c. PCMAX,c  is calculated under the assumption that the transmit power is increased independently on all component carriers.
For uplink intra-band contiguous and non-contiguous carrier aggregation, MPRc = MPR and A-MPRc = A-MPR with MPR and A-MPR specified in subclause 6.2.3A and subclause 6.2.4A respectively. There is one power management term for the UE, denoted P-MPR, and P-MPR c = P-MPR. PCMAX,c  is calculated under the assumption that the transmit power is increased by the same amount in dB on all component carriers.

The total configured maximum output power PCMAX shall be set within the following bounds:

PCMAX_L ≤ PCMAX ≤ PCMAX_H
For uplink inter-band carrier aggregation with one serving cell c per operating band, 


PCMAX_L = MIN {10log10∑ MIN [ pEMAX,c/ (tC,c),  pPowerClass/(mprc·a-mprc·tC,c ·tIB,c) , pPowerClass/pmprc], PPowerClass}


PCMAX_H = MIN{10 log10 ∑ pEMAX,c , PPowerClass}
where
-
pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [7];

-
PPowerClass is the maximum UE power specified in Table 6.2.2A-1 without taking into account the tolerance specified in the Table 6.2.2A-1; pPowerClass is the linear value of PPowerClass;

-
mpr c and a-mpr c are the linear values of MPR c and A-MPR c as specified in subclause 6.2.3 and subclause 6.2.4, respectively; 
-
pmprc is the linear value of P-MPR c; 
-
tC,c is the linear value of TC,ctC,c = 1.41 when NOTE 2 in Table 6.2.2-1 applies for a serving cell c, otherwise tC,c = 1;
-
tIB,c  is the linear value of the inter-band relaxation term TIB,c of the serving cell c as specified in Table 6.2.5-2; otherwise tIB,c.
For uplink inter-band carrier aggregation with one serving cell in one operating band B1 and two serving cells in the other operating band B2

PCMAX_L = MIN {10log10∑(pCMAX_L, Bi), PPowerClass}


PCMAX_H = MIN{10 log10 ∑ pEMAX,c , PPowerClass}
where
-
pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [7];

-
PPowerClass is the maximum UE power specified in Table 6.2.2A-0a without taking into account the tolerance specified in the Table 6.2.2A-0a; pPowerClass is the linear value of PPowerClass;

- 
pCMAX_L, Bi is the linear values of PCMAX_L as specified in corresponding operating band. PCMAX_L,c specified for single carrier in subclause 6.2.5 applies for operating band B1 . PCMAX_L specified for uplink intra-band contiguous and non-contiguous carrier aggregation in subclause 6.2.5A applies for operating band B2. 
For uplink intra-band contiguous and non-contiguous carrier aggregation, 

PCMAX_L  = MIN{10 log10 ∑ pEMAX,c  - TC , PPowerClass – MAX(MPR + A-MPR + ΔTIB,c + TC, P-MPR ) }

PCMAX_H  = MIN{10 log10 ∑ pEMAX,c , PPowerClass}
where 
-
pEMAX,c is the linear value of PEMAX,c which is given by IE P-Max for serving cell c in [7];

-
PPowerClass is the maximum UE power specified in Table 6.2.2A-1 without taking into account the tolerance specified in the Table 6.2.2A-1;

-
MPR and A-MPR are specified in subclause 6.2.3A and subclause 6.2.4A respectively;

-
TIB,c is the additional tolerance for serving cell c as specified in Table 6.2.5-2;

-
P-MPR is the power management term for the UE;

-
TC is the highest value TC,c among all serving cells c in the subframe over both timeslots. TC,c = 1.5 dB when NOTE 2 in Table 6.2.2A-1 applies to the serving cell c, otherwise TC,c = 0 dB. 

For each subframe, the PCMAX_L is evaluated per slot and given by the minimum value taken over the transmission(s) within the slot; the minimum PCMAX_L over the two slots is then applied for the entire subframe. PPowerClass shall not be exceeded by the UE during any period of time.

If the UE is configured with multiple TAGs and transmissions of the UE on subframe i for any serving cell in one TAG overlap some portion of the first symbol of the transmission on subframe i +1 for a different serving cell in another TAG, the UE minimum of PCMAX_L for subframes i and i + 1 applies for any overlapping portion of subframes i and i + 1. PPowerClass shall not be exceeded by the UE during any period of time.

The measured maximum output power PUMAX over all serving cells shall be within the following range:


PCMAX_L  – MAX{TL, TLOW(PCMAX_L) }  ≤  PUMAX  ≤  PCMAX_H  +  THIGH(PCMAX_H) 


PUMAX = 10 log10 ∑ pUMAX,c  
where pUMAX,c  denotes the measured maximum output power for serving cell c expressed in linear scale. The tolerances TLOW(PCMAX) and THIGH(PCMAX) for applicable values of PCMAX are specified in Table 6.2.5A-1 and Table 6.2.5A-2 for inter-band carrier aggregation and intra-band carrier aggregation, respectively. The tolerance TL is the absolute value of the lower tolerance for applicable E-UTRA CA configuration as specified in Table 6.2.2A-0, Table 6.2.2A-0a,  Table 6.2.2A-1 and Table 6.2.2A-2 for inter-band carrier aggregation, intra-band contiguous carrier aggregation and intra-band non-contiguous carrier aggregation, respectively.
Table 6.2.5A-1: PCMAX tolerance for dual-uplink and three-uplink inter-band CA

	PCMAX
(dBm)
	Tolerance
TLOW(PCMAX)
(dB)
	Tolerance
THIGH(PCMAX)
(dB)

	PCMAX = 23
	3.0
	2.0

	22 ≤ PCMAX < 23
	5.0
	2.0

	21 ≤ PCMAX < 22
	5.0
	3.0

	20 ≤ PCMAX < 21
	6.0
	4.0

	16 ≤ PCMAX < 20
	5.0

	11 ≤ PCMAc < 16
	6.0

	-40 ≤ PCMAX < 11
	7.0


Table 6.2.5A-2: PCMAX tolerance 

	PCMAX
(dBm)
	Tolerance
TLOW(PCMAX)
(dB)
	Tolerance
THIGH(PCMAX)
(dB)

	21 ≤ PCMAX ≤ 23
	2.0

	20 ≤ PCMAX < 21
	2.5

	19 ≤ PCMAX < 20
	3.5

	18 ≤ PCMAX < 19
	4.0

	13 ≤ PCMAX < 18
	5.0

	8 ≤ PCMAX < 13
	6.0

	-40 ≤ PCMAX < 8
	7.0


#################################End of change############################

#################################Start of change############################
6.3.2A

UE Minimum output power for CA

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands and intra-band contiguous and non-contiguous carrier aggregation, the minimum controlled output power of the UE is defined as the transmit power of the UE per component carrier, i.e., the power in the channel bandwidth of each component carrier for all transmit bandwidth configurations (resource blocks), when the power on both component carriers are set to a minimum value.

6.3.2A.1
Minimum requirement for CA

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the minimum output power is defined per carrier and the requirement is specified in subclause 6.3.2.1. If more than one uplink compontent carrier assigned to one E-UTRA band, the requirements for intra-band contiguous and non-contiguous carrier aggregation as specified in subclause 6.3.2A.1 apply for those component carriers.
For intra-band contiguous and non-contiguous carrier aggregation the minimum output power is defined as the mean power in one sub-frame (1ms). The minimum output power shall not exceed the values specified in Table 6.3.2A.1-1. 
Table 6.3.2A.1-1: Minimum output power for intra-band contiguous and non-contiguous CA UE
	
	CC Channel bandwidth / Minimum output power / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Minimum output power
	-40 dBm

	Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


#################################End of change############################

#################################Start of change############################
6.3.3A

UE Transmit OFF power for CA

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands and intra-band contiguous and non-contiguous carrier aggregation, transmit OFF power is defined as the mean power per component carrier when the transmitter is OFF on all component carriers. The transmitter is considered to be OFF when the UE is not allowed to transmit or during periods when the UE is not transmitting a sub-frame. During measurements gaps, the UE is not considered to be OFF.

6.3.3A.1
Minimum requirement for CA

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, transmit OFF power requirement is defined per carrier and the requirement is specified in subclause 6.3.3.1. If more than one uplink compontent carrier assigned to one E-UTRA band, the requirements for intra-band contiguous and non-contiguous carrier aggregation as specified in subclause 6.3.3A.1 apply for those component carriers.
For intra-band contiguous and non-contiguous carrier aggregation the transmit OFF power is defined as the mean power in a duration of at least one sub-frame (1ms) excluding any transient periods. The transmit OFF power shall not exceed the values specified in Table 6.3.3A.1-1. 
Table 6.3.3A.1-1: Transmit OFF power for intra-band contiguous and non-contiguos CA UE
	
	CC Channel bandwidth / Transmit OFF power / Measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF power
	-50 dBm

	Measurement bandwidth
	
	
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


#################################End of change############################

#################################Start of change############################
6.3.5A
Power control for CA
The requirements apply for one single PUCCH, PUSCH or SRS transmission of contiguous PRB allocation per component carrier with power setting in accordance with Clause 5.1 of [6].
6.3.5A.1
Absolute power tolerance

The absolute power tolerance is the ability of the UE transmitter to set its initial output power to a specific value for the first sub-frame at the start of a contiguous transmission or non-contiguous transmission with a transmission gap on each active component carriers larger than 20ms. The requirement can be tested by time aligning any transmission gaps on the component carriers.

6.3.5A.1.1

Minimum requirements 

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the absolute power control tolerance is specified on each component carrier exceed the minimum output power as defined in subclause 6.3.2A and the total power is limited by maximum output power as defined in subclause 6.2.2A. The requirements defined in Table 6.3.5.1.1-1 shall apply on each component carrier with all component carriers active. The requirements can be tested by time aligning any transmission gaps on all the component carriers.
For intra-band contiguous carrier aggregation bandwidth class C and intra-band non-contiguous carrier aggregation the absolute power control tolerance per component carrier is given in Table 6.3.5.1.1-1.
6.3.5A.2
Relative power tolerance

6.3.5A.2.1
Minimum requirements 

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the relative power tolerance is specified on each component carrier exceed the minimum output power as defined in subclause 6.3.2A and the total power is limited by PUMAX as defined in subclause 6.2.5A. The requirements shall apply on each component carrier with all component carriers active. The UE transmitter shall have the capability of changing the output power independently on all component carriers in the uplink and:

a)
the requirements for all combinations of PUSCH and PUCCH transitions per component carrier is given in Table 6.3.5.2.1-1.

b)
for SRS the requirements for combinations of PUSCH/PUCCH and SRS transitions between subframes given in Table 6.3.5.2.1-1 apply per component carrier when the target and reference subframes are configured for either simultaneous SRS or simultaneous PUSCH.

c)
for RACH the requirements apply for the primary cell and are given in Table 6.3.5.2.1-1.
The requirements apply when the power of the target and reference sub-frames on each component carrier exceed -20 dBm and the total power is limited by PUMAX as defined in subclause 6.2.5A. For the purpose of these requirements, the power in each component carrier is specified over only the transmitted resource blocks.
For intra-band contiguous carrier aggregation bandwidth class C and intra-band non-contiguous carrier aggregation, the UE shall meet the following requirements for transmission on both assigned component carriers when the average transmit power per PRB is aligned across both assigned carriers in the reference sub-frame:
a)
for all possible combinations of PUSCH and PUCCH transitions per component carrier, the corresponding requirements given in Table 6.3.5.2.1-1;

b)
for SRS transitions on each component carrier, the requirements for combinations of PUSCH/PUCCH and SRS transitions given in Table 6.3.5.2.1-1 with simultaneous SRS of constant SRS bandwidth allocated in the target and reference subrames;

c)
for RACH on the primary component carrier, the requirements given in Table 6.3.5.2.1-1 for PRACH.

For a) and b) above, the power step P between the reference and target subframes shall be set by a TPC command and/or an uplink scheduling grant transmitted by means of an appropriate DCI Format.

For a), b) and c) above, two exceptions are allowed for each component carrier for a power per carrier ranging from -20 dBm to PUMAX,c as defined in subclause 6.2.5. For these exceptions the power tolerance limit is ±6.0 dB in Table 6.3.5.2.1-1.
6.3.5A.3
Aggregate power control tolerance 

Aggregate power control tolerance is the ability of a UE to maintain its power in non-contiguous transmission within 21 ms in response to 0 dB TPC commands with respect to the first UE transmission, when the power control parameters specified in [6] are constant on all active component carriers. 

6.3.5A.3.1

Minimum requirements 

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the aggregate power tolerance is specified on each component carrier exceed the minimum output power as defined in subclause 6.3.2A and the total power is limited by maximum output power as defined in subclause 6.2.2A. The requirements defined in Table 6.3.5.3.1-1 shall apply on each component carrier with all component carriers active. The requirements can be tested by time aligning any transmission gaps on both the component carriers.
For intra-band contiguous carrier aggregation bandwidth class C and intra-band non-contiguous carrier aggregation, the aggregate power tolerance per component carrier is given in Table 6.3.5.3.1-1 with either simultaneous PUSCH or simultaneous PUCCH-PUSCH (if supported by the UE) configured. The average power per PRB shall be aligned across both assigned carriers before the start of the test. The requirement can be tested with the transmission gaps time aligned between component carriers.

#################################End of change############################

#################################Start of change############################
6.5.1A 
Frequency error for CA

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the frequency error requirements defined in subclause 6.5.1 shall apply on each component carrier with all component carriers active.
For intra-band contiguous carrier aggregation the UE modulated carrier frequencies per band shall be accurate to within ±0.1 PPM observed over a period of one timeslot compared to the carrier frequency of primary component carrier received from the E-UTRA in the corresponding band. 

For intra-band non-contiguous carrier aggregation the requirements in Section 6.5.1 applies per component carrier.
#################################End of change############################

#################################Start of change############################
6.5.2A
Transmit modulation quality for CA

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the requirements shall apply on each component carrier as defined in clause 6.5.2 with all component carriers active. If more than one uplink compontent carrier assigned to one E-UTRA band, the requirements for intra-band contiguous and non-contiguous carrier aggregation as specified in subclause 6.5.2A.1, 6.5.2A.2, and 6.5.2A.3 apply for those component carriers.
The requirements in this clause apply with PCC and SCC in the UL configured and activated: PCC with PRB allocation and SCC without PRB allocation and without CSI reporting and SRS configured.
#################################End of change############################

#################################Start of change############################
6.6.1A
Occupied bandwidth for CA

For inter-band carrier aggregation with dual uplink assigned to two E-UTRA bands the occupied bandwidth is defined per component carrier. Occupied bandwidth is the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on assigned channel bandwidth on the component carrier. The occupied bandwidth shall be less than the channel bandwidth specified in Table 6.6.1-1.
For inter-band carrier aggregation with three uplink assigned to two E-UTRA bands and one uplink component carrier assigned in one E-UTRA band and two contiguous component carriers assigned in the other E-UTRA band, the occupied bandwidth is the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on each E-UTRA band. The occupied bandwidth shall be less than the channel bandwidth specified in Table 6.6.1-1 for the E-UTRA band with single uplink carrier.  The OBW shall be less than the aggregated channel bandwidth defined in subclause 5.6A for the E-UTRA band with two contiguous carriers.
For intra-band contiguous carrier aggregation the occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum. The OBW shall be less than the aggregated channel bandwidth defined in subclause 5.6A. 

For intra-band non-contiguous carrier aggregation sub-block occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the sub-block. In case the sub-block consist of one component carrier the occupied bandwidth of the sub-block shall be less than the channel bandwidth specified in Table 6.6.1-1.
#################################End of change############################

#################################Start of change############################
6.6.2.1A
Spectrum emission mask for CA

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the spectrum emission mask of the UE is defined per component carrier while both component carriers are active and the requirements are specified in subclauses 6.6.2.1 and 6.6.2.2. If for some frequency spectrum emission masks of component carriers overlap then spectrum emission mask allowing higher power spectral density applies for that frequency. If for some frequency a component carrier spectrum emission mask overlaps with the channel bandwidth of another component carrier, then the emission mask does not apply for that frequency.
For inter-band carrier aggregation with three uplink assigned to two E-UTRA bands and one uplink component carrier assigned in one E-UTRA band and two contiguous component carriers assigned in the other E-UTRA band, the spectrum emission mask of the UE is defined per E-UTRA band while all component carriers are active. For the E-UTRA band with single uplink component carreier the requirements are specified in subclauses 6.6.2.1 and 6.6.2.2. For the E-UTRA band with two contiguous component carreiers the requirements are specified in Table 6.6.2.1A. The occupied bandwidth shall be less than the channel bandwidth specified in Table 6.6.1-1 for the E-UTRA band with single uplink carrier.  The OBW shall be less than the aggregated channel bandwidth defined in subclause 5.6A for the specified channel bandwidth of the E-UTRA band with two contiguous carriers. If for some frequency spectrum emission masks of each E-UTRA band overlap then spectrum emission mask allowing higher power spectral density applies for that frequency. If for some frequency a component carrier spectrum emission mask overlaps with the channel bandwidth of another component carrier, then the emission mask does not apply for that frequency.
For intra-band contiguous carrier aggregation the spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ( edge of the aggregated channel bandwidth (Table 5.6A-1) For intra-band contiguous carrier aggregation the bandwidth class C, the power of any UE emission shall not exceed the levels specified in Table 6.6.2.1A-1 for the specified channel bandwidth.
Table 6.6.2.1A-1: General E-UTRA CA spectrum emission mask for Bandwidth Class C

	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
(MHz)
	25RB+100RB

(24.95MHz)
	50RB+100RB

(29.9 MHz)
	75RB+75RB (30 MHz)
	75RB+100RB

(34.85 MHz)
	100RB+100RB

(39.8 MHz)
	Measurement bandwidth

	( 0-1
	-22
	-22.5
	-22.5
	-23.5
	-24
	30 kHz

	( 1-5
	-10
	-10
	-10
	-10
	-10
	1 MHz

	( 5-24.95
	-13
	-13
	-13
	-13
	-13
	1 MHz

	( 24.95-29.9
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 29.9-29.95
	-25
	-25
	-13
	-13
	-13
	1 MHz

	( 29.95-30
	
	-25
	-13
	-13
	-13
	1 MHz

	( 30-34.85
	
	-25
	-25
	-13
	-13
	1 MHz

	( 34.85-34.9
	
	-25
	-25
	-25
	-13
	1 MHz

	( 34.9-35
	
	
	-25
	-25
	-13
	1 MHz

	( 35-39.8
	
	
	
	-25
	-13
	1 MHz

	( 39.8-39.85
	
	
	
	-25
	-25
	1 MHz

	( 39.85-44.8
	
	
	
	
	-25
	1 MHz


For intra-band non-contiguous carrier aggregation transmission the spectrum emission mask requirement is defined as a composite spectrum emissions mask. Composite spectrum emission mask applies to frequencies up to ( ΔfOOB starting from the edges of the sub-blocks. Composite spectrum emission mask is defined as follows

a)
Composite spectrum emission mask is a combination of individual sub-block spectrum emissions masks 

b)
In case the sub-block consist of one component carrier the sub-lock general spectrum emission mask is defined in subclause 6.6.2.1.1

c)
If for some frequency sub-block spectrum emission masks overlap then spectrum emission mask allowing higher power spectral density applies for that frequency

d)
If for some frequency a sub-block spectrum emission mask overlaps with the sub-block bandwidth of another sub-block, then the emission mask does not apply for that frequency.
#################################End of change############################

#################################Start of change############################
6.6.2.3.2A
Minimum requirement UTRA for CA

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel bandwidth on the component carrier to the filtered mean power centred on an adjacent channel frequency. The UTRA Adjacent Channel Leakage power Ratio is defined per carrier and the requirement is specified in subclause 6.6.2.3.2.
For inter-band carrier aggregation with three uplink assigned to two E-UTRA bands and one uplink component carrier assigned in one E-UTRA band and two contiguous component carriers assigned in the other E-UTRA band, the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is defined separately for component carrer on each band. For the E-UTRA band with single uplink component carreier, the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel bandwidth on the component carrier to the filtered mean power centred on an adjacent channel frequency and the requirement is specified in subclause 6.6.2.3.2. For the E-UTRA band with two contiguous component carreiers the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the aggregated channel bandwidth to the filtered mean power centred on an adjacent(s) UTRA channel frequency and the requirements specified in subcluase 6.6.2.3.2A for intra-band contiguous carrier aggregation shall apply.
For intra-band contiguous carrier aggregation the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the aggregated channel bandwidth to the filtered mean power centred on an adjacent(s) UTRA channel frequency. 

For intra-band non-contiguous carrier aggregation when all sub-blocks consist of one component carrier the UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the sum of the filtered mean powers centered on the assigned sub-block frequencies to the filtered mean power centred on an adjacent(s) UTRA channel frequency. UTRAACLR1/2 requirements are applicaple for all sub-blocks and are specified in Table 6.6.2.3.2A-2. UTRAACLR1 is required to be met in the sub-block gap when the gap bandwidth Wgap is 5MHz≤Wgap <15MHz. Both UTRAACLR1 and UTRAACLR2 are required to be met in the sub-block gap when the gap bandwidth Wgap is 15MHz≤Wgap.

UTRA Adjacent Channel Leakage power Ratio is specified for both the first UTRA adjacent channel (UTRAACLR1) and the 2nd UTRA adjacent channel (UTRAACLR2). The UTRA channel power is measured with a RRC bandwidth filter with roll-off factor =0.22. The assigned aggregated channel bandwidth power is measured with a rectangular filter with measurement bandwidth specified in Table 6.6.2.3.2A-1 for intraband contiguous carrier aggregation or 6.6.2.3.2A-2 for intraband non-contiguous carrier aggregation. If the measured UTRA channel power is greater than –50dBm then the UTRAACLR shall be higher than the value specified in Table 6.6.2.3.2A-1 for intraband contiguous carrier aggregation or 6.6.2.3.2A-2 for intraband non-contiguous carrier aggregation.

Table 6.6.2.3.2A-1: Requirements for UTRAACLR1/2
	
	CA bandwidth class / UTRAACLR1/2 / measurement bandwidth

	
	CA bandwidth class C

	UTRAACLR1
	33 dB

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA /2 + BWUTRA/2

/

- BWChannel_CA / 2 - BWUTRA/2

	UTRAACLR2
	36 dB

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA /2 + 3*BWUTRA/2

/

- BWChannel_CA /2 – 3*BWUTRA/2

	CA E-UTRA channel Measurement bandwidth
	BWChannel_CA - 2* BWGB

	UTRA 5MHz channel Measurement bandwidth (NOTE 1)
	3.84 MHz

	UTRA 1.6MHz channel measurement bandwidth (NOTE 2)
	1.28 MHz

	NOTE 1:
Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2:
Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.


Table 6.6.2.3.2A-2: Requirements for intraband non-contiguous CA UTRAACLR1/2

	
	UTRAACLR1/2  / measurement bandwidth

	UTRAACLR1
	33 dB

	Adjacent channel centre frequency offset (in MHz)
	+ Fedge,block,high + BWUTRA/2
/

- Fedge,block,low - BWUTRA/2

	UTRAACLR2
	36 dB

	Adjacent channel centre frequency offset (in MHz)
	+ Fedge,block,high + 3*BWUTRA/2
/

- Fedge,block,low – 3*BWUTRA/2

	Sub-block measurement bandwidth
	BWChannel,block - 2* BWGB

	UTRA 5 MHz channel Measurement bandwidth (NOTE 1)
	3.84 MHz

	UTRA 1.6 MHz channel measurement bandwidth (NOTE 2)
	1.28 MHz

	NOTE 1:
Applicable for E-UTRA FDD co-existence with UTRA FDD in paired spectrum.

NOTE 2:
Applicable for E-UTRA TDD co-existence with UTRA TDD in unpaired spectrum.


6.6.2.3.3A
Minimum requirements for CA E-UTRA

For intra-band contiguous carrier aggregation the carrier aggregation E-UTRA Adjacent Channel Leakage power Ratio (CA E-UTRAACLR) is the ratio of the filtered mean power centred on the aggregated channel bandwidth to the filtered mean power centred on an adjacent aggregated channel bandwidth at nominal channel spacing. The assigned aggregated channel bandwidth power and adjacent aggregated channel bandwidth power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.3A-1. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.3A-1. 

Table 6.6.2.3.3A-1: General requirements for CA E-UTRAACLR
	
	CA bandwidth class / CA E-UTRAACLR / Measurement bandwidth

	
	CA bandwidth class C

	CA E-UTRAACLR
	30 dB

	CA E-UTRA channel Measurement bandwidth
	BWChannel_CA - 2* BWGB

	Adjacent channel centre frequency offset (in MHz)
	+ BWChannel_CA
/

- BWChannel_CA


For inter-band carrier aggregation with two uplink assigned to two E-UTRA bands, E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel bandwidth on a component carrier to the filtered mean power centred on an adjacent channel frequency. The E-UTRA Adjacent Channel Leakage power Ratio is defined per carrier and the requirement is specified in subclause 6.6.2.3.1.
For inter-band carrier aggregation with three uplink assigned to two E-UTRA bands and one uplink component carrier assigned in one E-UTRA band and two contiguous component carriers assigned in the other E-UTRA band, the E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is defined separately for component carrer on each band. For the E-UTRA band with single uplink component carreier, the E-UTRA Adjacent Channel Leakage power Ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned channel bandwidth on the component carrier to the filtered mean power centred on an adjacent channel frequency and the requirement is specified in subclause 6.6.2.3.1. For the E-UTRA band with two contiguous component carreiers the E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the filtered mean power centred on the aggregated channel bandwidth to the filtered mean power centred on an adjacent(s) aggregated channel bandwidth at nominal channel spacing and the requirements of CA E-UTRAACLR specified in subcluase 6.6.2.3.3A for intra-band contiguous carrier aggregation shall apply.
For intra-band non-contiguous carrier aggregation when all sub-blocks consist of one component carrier the E-UTRA Adjacent Channel Leakage power Ratio (E-UTRAACLR) is the ratio of the sum of the filtered mean powers centred on the assigned sub-block frequencies to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. In case the sub-block gap bandwidth Wgap is smaller than of the sub-block bandwidth then for that sub-block no E-UTRAACLR requirement is set for the gap. In case the sub-block gab bandwidth Wgap is smaller than either of the sub-block bandwidths then no E- UTRAACLR requirement is set for the gap.The assigned E-UTRA sub-block power and adjacent E-UTRA channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3.3A-2. If the measured adjacent channel power is greater than –50dBm then the E-UTRAACLR shall be higher than the value specified in Table 6.6.2.3.3A-2.

Table 6.6.2.3.3A-2: General requirements for non-contiguous intraband CA E-UTRAACLR

	
	CC and adjacent channel bandwidth / E-UTRAACLR / Measurement bandwidth

	
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	E-UTRAACLR1
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB
	30 dB

	CC and adjacent channel measurement bandwidth [MHz]
	1.08
	2.7
	4.5
	9
	13.5
	18

	Adjacent channel centre frequency offset [MHz]
	+ 1.4 
/
- 1.4
	+ 3
/
- 3
	+ 5
/
- 5
	+ 10 
/
- 10
	+ 15 
/
- 15
	+ 20 
/
- 20


#################################End of change############################

#################################Start of change############################
6.6.3.1A
Minimum requirements for CA 

This clause specifies the spurious emission requirements for carrier aggregation.

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the spurious emission requirement Table 6.6.3.1-2 apply for the frequency ranges that are more than FOOB as defined in Table 6.6.3.1-1 away from edges of the assigned channel bandwidth on a component carrier. If for some frequency a spurious emission requirement of individual component carrier overlaps with the spectrum emission mask or channel bandwidth of another component carrier then it does not apply.

NOTE:
For inter-band carrier aggregation with uplink assigned to two E-UTRA bands the requirements in Table 6.6.3.1-2 could be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur; in that case, the requirements for remaining applicable frequencies in Table 6.6.3.1-2 would be considered to be verified by the measurements verifying the one uplink inter-band CA spurious emission requirement.
For inter-band carrier aggregation with three uplink assigned to two E-UTRA bands and one uplink component carrier assigned in one E-UTRA band and two contiguous component carriers assigned in the other E-UTRA band, the spurious emission requriememnt in Table 6.6.3.1-2 apply for frequency ranges that are more than FOOB (MHz) from the edge of assigned channel bandwidth on one component carrier or aggregated channel bandwidth of two contiguous component carriers. The FOOB is defined in Table 6.6.3.1-1 for one sinle component carrier and Table 6.6.3.1A-1 for two contiguous component carriers. If for some frequency a spurious emission requirement of individual component carrier overlaps with the spectrum emission mask or channel bandwidth of another component carrier then it does not apply.
For intra-band contiguous carrier aggregation the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth (Table 5.6A-1). For frequencies ΔfOOB greater than FOOB as specified in Table 6.6.3.1A-1the spurious emission requirements in Table 6.6.3.1-2 are applicable.

Table 6.6.3.1A-1: Boundary between E-UTRA out of band and spurious emission domain for intra-band contiguous carrier aggregation

	CA Bandwidth Class
	OOB boundary FOOB

(MHz)

	A
	Table 6.6.3.1-1

	B
	FFS

	C
	BWChannel_CA + 5


For intra-band non-contiguous carrier aggregation transmission the spurious emission requirement is defined as a composite spurious emission requirement. Composite spurious emission requirement applies to frequency ranges that are more than FOOB away from the edges of the sub-blocks. Composite spurious emission requirement is defined as follows 

a)
Composite spurious emission requirement is a combination of individual sub-block spurious emission requirements

b)
In case the sub-block consist of one component carrier the sub-lock spurious emission requirement and FOOB are defined in subclause 6.6.3.1

c)
If for some frequency an individual sub-block spurious emission requirement overlaps with the general spectrum emission mask or the sub-block bandwidth of another sub-block then it does not apply

#################################End of change############################

#################################Start of change############################
6.6.3.2A
Spurious emission band UE co-existence for CA

This clause specifies the requirements for the specified carrier aggregation configurations for coexistence with protected bands.
NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band. 

For inter-band carrier aggregation with the uplink assigned to two E-UTRA bands, the requirements in Table 6.6.3.2A-0 apply on each component carrier with both component carriers are active. 

NOTE:
For inter-band carrier aggregation with uplink assigned to two E-UTRA bands the requirements in Table 6.6.3.2A-0 could be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur; in that case, the requirements for remaining applicable frequencies in Table 6.6.3.2A-0 would be considered to be verified by the measurements verifying the one uplink inter-band CA UE to UE co-existence requirements.
For three uplink inter-band carrier aggregation, the requirements in Table 6.6.3.2A-0a apply on each component carrier with all component carriers are active. 

Table 6.6.3.2A-0: Requirements for dual-uplink inter-band carrier aggregation

	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_1A-3A
	E-UTRA Band 1, 5, 7, 8, 20, 26, 27, 28, 31, 32, 38, 40, 41, 43, 44
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 3, 34
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA band 11,18,19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	10

	
	E-UTRA band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	10

	
	Frequency range
	1880
	
	1895
	-40
	1
	3,12

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	3, 12, 13

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	3, 12, 13

	CA_1A-5A
	E-UTRA Band 1, 5, 7, 8, 22, 28, 31, 38, 40,  42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 3,34
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA band 26
	859
	-
	869
	-27
	1
	

	
	E-UTRA band 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	CA_1A-7A
	E-UTRA Band 1, 5, 7, 8, 20, 22, 26, 27, 28, 31,32, 40, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 3, 34
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	Frequency range
	1880
	
	1895
	-40
	1
	3,12

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	3, 12, 13

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	3, 12, 13

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	3, 13, 14

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	3, 13, 14

	
	Frequency range
	2595
	-
	2620
	-40
	1
	3, 14

	CA_1A-8A
	E-UTRA Band 1, 20, 26, 28, 31, 32, 38, 40
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 3, 34
	FDL_low
	-
	FDL_high
	-50
	1
	2,3

	
	E-UTRA band 7
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 8
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	
	E-UTRA band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	11

	
	E-UTRA band 22, 41, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	Frequency range
	860
	-
	890
	-40
	1
	3, 11

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	4, 11

	
	Frequency range
	1880
	
	1895
	-40
	1
	3,12

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	3, 12, 13

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	3, 12, 13

	CA_1A-18A
	E-UTRA Band 1, 11, 21, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 34
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	3

	
	Frequency range
	860
	-
	890
	-40
	1
	3

	
	Frequency range
	945
	-
	960
	-50
	1
	3

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 4, 7

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_1A-19A
	E-UTRA Band 1, 11, 21, 28, 42
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 34
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	Frequency range
	860
	-
	890
	-40
	1
	3, 8

	
	Frequency range
	945
	-
	960
	-50
	1
	3

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 4, 7

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_1A-21A
	E-UTRA Band 11
	FDL_low 
	- 
	FDL_high
	-35
	1
	3, 16

	
	E-UTRA Band 1, 18, 19, 28, 34, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	16

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	4

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_1A-26A
	E-UTRA Band 1,5, 7, 11, 18, 19, 20, 21, 22, 26, 27, 31, 32, 38, 40, 42, 43, 44
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1880
	-
	1895
	-40
	1
	3, 12

	
	Frequency range
	1895
	-
	1915
	-15.5
	5
	3, 12, 13

	
	Frequency range
	1915
	-
	1920
	+1.6
	5
	3, 12, 13

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	7

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 3, 34
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	Frequency range
	703
	-
	799
	-50
	1
	

	
	
	799
	-
	803
	-40
	1
	3

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	3

	CA_1A-28A
	E-UTRA Band 5, 7, 8, 18, 19, 20, 26, 27, 31, 32, 38, 40, 41 
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 22, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 3, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	5, 21

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	5, 6

	
	Frequency range
	470
	-
	694
	-42
	8
	3, 22

	
	Frequency range
	470
	-
	710
	-26.2
	6
	Z

	
	Frequency range
	758
	-
	773
	-32
	1
	3

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	662
	-
	694
	-26.2
	6
	3

	
	Frequency range
	1880
	
	1895
	-40
	1
	3,12

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	3, 12, 13

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	3, 12, 13

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	3

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	5  

	CA_1A-42A
	E-UTRA Band 1, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, 32, 38, 40, 41, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	
	Frequency range
	1880
	
	1895
	-40
	1
	3,12

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	3, 12, 13

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	3, 12, 13

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	3

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 4, 7

	CA_2A-4A
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 26, 27, 28, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	CA_2A-13A
	E-UTRA Band 4, 5,10,12,13,17, 22, 23, 26, 27, 29, 41, 42
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2,14, 25 
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 24, 30, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	3

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	3, 9

	CA_3A-5A
	E-UTRA Band 1, 5, 7, 8, 22, 28, 31, 38, 40,  42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 3,34
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA band 26
	859
	-
	869
	-27
	1
	

	CA_3A-7A
	E-UTRA Band 1, 5, 7, 8, 20, 26, 27, 28, 31, 32, 33, 34, 40, 43, 44
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 3
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA band 22, 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	3, 13, 14

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	3, 13, 14

	
	Frequency range
	2595
	-
	2620
	-40
	1
	3, 14

	CA_3A-8A
	E-UTRA Band 1, 20, 28, 31, 32, 33, 34, 38, 39, 40, 44
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 3, 8
	FDL_low
	-
	FDL_high
	-50
	1
	2, 3

	
	E-UTRA band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	10,11

	
	E-UTRA band 7, 22, 41, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	4, 10, 11

	
	Frequency range
	860
	-
	890
	-40
	1
	3,11,17

	CA_3A-19A
	E-UTRA Band 1, 11, 21, 28
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 34
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	Frequency range
	860
	-
	890
	-40
	1
	3, 8

	
	Frequency range
	945
	-
	960
	-50
	1
	3

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 4, 7

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_3A-20A
	E-UTRA Band 1, 7, 8, 31, 32, 33, 34, 40, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3, 20
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 22, 38, 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	758
	-
	788
	-50
	1
	

	CA_3A-26A
	E-UTRA Band 1, 5, 7, 26, 34, 39, 40, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 3
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA band 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	10

	
	E-UTRA band 22, 41, 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	4, 10

	
	Frequency range
	703
	-
	799
	-50
	1
	

	
	
	799
	-
	803
	-40
	1
	3

	
	Frequency range
	851
	-
	859
	-53
	0.00625
	15

	
	E-UTRA Band 27
	FDL_low
	-
	859
	-32
	1
	15

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	CA_4A-7A
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 26, 27, 28, 29, 30, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	3, 13, 14

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	3, 13, 14

	
	Frequency range
	2595
	-
	2620
	-40
	1
	3, 14

	CA_4A-12A
	E-UTRA Band 2, 5, 7,13, 14, 17, 22, 23, 24, 25, 26, 27, 30, 41, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10. 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low
	-
	FDL_high
	-50
	1
	3

	CA_4A-13A
	E-UTRA Band 2,4, 5, 7, 10,12,13,17, 22, 23,25, 26, 27, 29, 41, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 14
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 24, 30, 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	3

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	3, 9

	CA_4A-17A
	E-UTRA Band 2, 5, 7,13, 14, 17, 22, 23, 24, 25, 26, 27, 30, 41, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10. 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low
	-
	FDL_high
	-50
	1
	3

	CA_5A-7A
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 22, 28, 29, 30, 31, 40, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 26
	859
	-
	869
	-27
	1
	

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	3, 13, 14

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	3, 13, 14

	
	Frequency range
	2595
	-
	2620
	-40
	1
	3, 14

	CA_5A-12A
	E-UTRA Band 2, 5, 13, 14, 17, 22, 23, 24, 25, 30, 31, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 4, 10, 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA band 26
	859
	-
	869
	-27
	1
	

	
	E-UTRA band 12
	FDL_low
	-
	FDL_high
	-50
	1
	3

	CA_5A-17A
	E-UTRA Band 2, 5, 13, 14, 17, 22, 23, 24, 25, 30, 31, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band 4, 10, 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA band 26
	859
	-
	869
	-27
	1
	

	
	E-UTRA band 12
	FDL_low
	-
	FDL_high
	-50
	1
	3

	CA_7A-20A
	E-UTRA Band 1,3, 7, 8, 22, 28, 31, 32, 33, 34, 40, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	-
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	3, 13, 14

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	3, 13, 14

	
	Frequency range
	2595
	-
	2620
	-40
	1
	3, 14

	CA_7A-28A
	E-UTRA Band 2, 3, 5, 7, 8, 20, 26, 27, 31, 34, 40
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 1, 4, 10, 22, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	5, 6

	
	Frequency range
	758
	-
	773
	-32
	1
	3

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	3, 13, 14

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	3, 13, 14

	
	Frequency range
	2595
	-
	2620
	-40
	1
	3, 14

	CA_18A-28A
	E-UTRA Band 11, 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	5, 21

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	5, 6

	
	E-UTRA Band 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 34
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	470
	-
	710
	-26.2
	6
	23

	
	Frequency range
	758
	-
	773
	-32
	1
	3

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	3, 8

	
	Frequency range
	945
	-
	960
	-50
	1
	3

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	3

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA_19A-21A
	E-UTRA Band 1, 18, 19, 28, 34, 42
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 11
	FDL_low
	-
	FDL_high
	-50
	1
	3, 16

	
	E-UTRA Band 21
	FDL_low
	-
	FDL_high
	-50
	1
	16

	
	Frequency range
	860
	-
	890
	-40
	1
	3, 8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	4

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	
	Frequency range
	2595
	-
	2645
	-50
	1
	

	CA 39A-41A
	E-UTRA Band 1, 8, 26, 34, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1805
	-
	1855
	[-40]
	1
	19

	
	Frequency range
	1855
	-
	1875
	[-15.5]
	5
	3, 13,19

	
	Frequency range
	1875
	-
	1880
	[-15.5]
	5
	3, 13, 20

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. In case the exceptions are allowed due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3 or 4 for the 2nd, 3rd or 4th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.
NOTE 4:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.
NOTE 5:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.

NOTE 6:
As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 7:
Applicable when NS_05 in section 6.6.3.3.1 is signalled by the network. 
NOTE 8:
Applicable when NS_08 in subclause 6.6.3.3.3 is signalled by the network 
NOTE 9:
Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD.

NOTE10:
This requirement applies for 5, 10, 15 and 20 MHz E-UTRA channel bandwidth allocated within 1744.9MHz and 1784.9MHz.
NOTE 11:
This requirement is applicable only for the following cases:
- for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 902.5 MHz ≤ Fc <  907.5 MHz with an uplink transmission bandwidth less than or equal to 20 RB
- for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 907.5 MHz ≤ Fc ≤  912.5 MHz without any restriction on uplink transmission bandwidth.
- for carriers of 10 MHz channel bandwidth when carrier centre frequency (Fc) is Fc = 910 MHz with an uplink transmission bandwidth less than or equal to 32 RB with RBstart > 3.
NOTE 12:
This requirement is applicable for any channel bandwidths within the range 1920 - 1980 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 1930 - 1938 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE13:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.
NOTE 14:
This requirement is applicable for any channel bandwidths within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.
NOTE 15:
Applicable when NS_15 in subclause 6.6.3.3.8 is signalled by the network.
NOTE 16:
Applicable when NS_09 in subclause 6.6.3.3.4 is signalled by the network
NOTE 17:
This requirement is applicable only when Band 3 transmission frequency is less than or equal to 1765 MHz.
NOTE 18:
This requirement applies when the E-UTRA carrier is confined within 2545-2575MHz or 2595-2645MHz and the channel bandwidth is 10 or 20 MHz

NOTE 19:
This requirement is applicable for an uplink transmission bandwidth less than or equal to [54 RB] for carriers of 15 MHz bandwidth when carrier center frequency is within the range 1887.5 - 1889.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1890 - 1898 MHz. 

NOTE 20:
This requirement is only applicable for carriers with bandwidth confined within 1885-1920 MHz (requirement for carriers with at least 1RB confined within 1880 - 1885 MHz is not specified). This requirement applies for an uplink transmission bandwidth less than or equal to [54 RB] for carriers of 15 MHz bandwidth when carrier center frequency is within the range 1892.5 - 1894.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1895 - 1903 MHz.

NOTE 21:
As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 22:
This requirement is applicable in the case of a 10 MHz E-UTRA carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.

NOTE 23:
This requirement is applicable for 5 and 10 MHz E-UTRA channel bandwidth allocated within 718-728MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with RBstart > 1 and RBstart<48.


able 6.6.3.2A-0a: Requirements for three uplink inter-band carrier aggregation

	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA 39A-41C
	E-UTRA Band 1, 8, 26, 34, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1805
	-
	1855
	[-40]
	1
	5

	
	Frequency range
	1855
	-
	1875
	[-15.5]
	5
	3, 4 ,5

	
	Frequency range
	1875
	-
	1880
	[-15.5]
	5
	3, 4 ,5

	CA 39C -41A
	E-UTRA Band 1, 8, 26, 34, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1805
	-
	1855
	[-40]
	1
	5

	
	Frequency range
	1855
	-
	1875
	[-15.5]
	5
	3, 4 ,5

	
	Frequency range
	1875
	-
	1880
	[-15.5]
	5
	3, 4 ,5

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. In case the exceptions are allowed due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3 or 4 for the 2nd, 3rd or 4th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.
NOTE 4:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.
NOTE 5:
This requirement is applicable for an uplink transmission bandwidth less than or equal to [54 RB] for carriers of 15 MHz bandwidth when carrier center frequency is within the range 1887.5 - 1889.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1890 - 1898 MHz. 




Table 6.6.3.2A-1: Requirements for intraband carrier aggregation

	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_1C
	E-UTRA Band 1, 3, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, 38, 40, 41, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	CA_3C
	E-UTRA Band 1, 7, 8, 20, 26, 27, 28, 31, 33, 34, 38, 41, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	10

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	CA_7C
	E-UTRA Band 1, 3, 7, 8, 20, 22, 27, 28, 29, 30. 31, 33, 34, 40, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	CA_38C
	E-UTRA Band 1,3, 8, 20, 22, 27, 28, 29, 30, 31, 33, 34, 40, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	CA_39C
	E-UTRA Band 22, 34, 40, 41, 42, 44
	FDL_low
	-
	FDL_high
	-50
	1
	

	CA_40C
	E-UTRA Band 1, 3, 7, 8, 20, 22, 26, 27, 33, 34, 38, 39, 41, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	CA_41C
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13 , 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 34, 39, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	CA_42C
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 11, 18, 19, 20, 21, 25, 26, 27, 28, 31, 33, 34, 38, 40, 41, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval

NOTE 3:
To meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 4:
N/A

NOTE 5:
N/A

NOTE 6:
N/A

NOTE 7:
N/A

NOTE 8:
N/A

NOTE 9:
N/A
NOTE 10:
The requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the aggregated channel bandwidth.
NOTE 11:
N/A

NOTE 12:
For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 13:
N/A
NOTE 14:
N/A


Table 6.6.3.2A-2: Requirements for intraband non-contiguous CA

	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_4A-4A
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 22, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd or 3rd harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2 or 3 for the 2nd or 3rd harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.


#################################End of change############################
#################################Start of change############################
6.7.1A
Minimum requirement for CA

User Equipment(s) transmitting in close vicinity of each other can produce intermodulation products, which can fall into the UE, or eNode B receive band as an unwanted interfering signal. The UE intermodulation attenuation is defined by the ratio of the mean power of the wanted signal to the mean power of the intermodulation product on both component carriers when an interfering CW signal is added at a level below the wanted signal at each of the transmitter antenna port with the other antenna port(s) if any is terminated. Both the wanted signal power and the intermodulation product power are measured through rectangular filter with measurement bandwidth shown in Table 6.7.1A-1.

For inter-band carrier aggregation with uplink assigned to two E-UTRA bands, the requirement is specified in Table 6.7.1-1 which shall apply on each component carrier with both component carriers active.
For inter-band carrier aggregation with three uplink assigned to two E-UTRA bands and one uplink component carrier assigned in one E-UTRA band and two contiguous component carriers assigned in the other E-UTRA band, the requirement specified in Table 6.7.1-1 shall apply for the single uplink component carrier assigned for one E-UTRA band, and for two contiguous component carriers assigned to the other E-UTRA band the requirements specified in Table 6.7.1A-1 shall apply.
For intra-band contiguous carrier aggregation the requirement of transmitting intermodulation is specified in Table 6.7.1A-1.

Table 6.7.1A-1: Transmit Intermodulation
	CA bandwidth class(UL)
	C

	Interference Signal
Frequency Offset
	BWChannel_CA
	2*BWChannel_CA

	Interference CW Signal Level
	-40dBc

	Intermodulation Product
	-29dBc
	-35dBc

	Measurement bandwidth
	BWChannel_CA- 2* BWGB


#################################End of change############################

#################################Start of change############################
For the UE which supports inter-band carrier aggregation configuration in Table 7.3.1-1A and Table 7.3.1-1B with the uplink in one or two E-UTRA bands, the minimum requirement for reference sensitivity in Table 7.3.1-1 shall be increased by the amount given in ΔRIB,c in Table 7.3.1-1A and Table 7.3.1-1B for the applicable E-UTRA bands.
Table 7.3.1-1A: ΔRIB,c (two bands)

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A
	1
	0

	
	3
	0

	CA_1A-3C
	1
	0

	
	3
	0

	CA_1A-5A
	1
	0

	
	5
	0

	CA_1A-7A
	1
	0

	
	7
	0

	CA_1A-8A
	1
	0

	
	8
	0

	CA_1A-11A
	1
	0

	
	11
	0

	CA_1A-18A
	1
	0

	
	18
	0

	CA_1A-19A
	1
	0

	
	19
	0

	CA_1A-20A
	1
	0

	
	20
	0

	CA_1A-21A
	1
	0

	
	21
	0

	CA_1A-26A
	1
	0

	
	26
	0

	CA_1A-28A
	1
	0

	
	28
	0.2

	CA_1A-40A
	1
	0

	
	40
	0

	CA_1A-41A8
	1
	0

	
	41
	0

	CA_1A-41C8
	1
	0

	
	41
	0

	CA_1A-42A
	1
	0

	
	42
	0.5

	CA_1A-42C
	1
	0

	
	42
	0.5

	CA_2A-4A
	2
	0.3

	
	4
	0.3

	CA_2A-2A-4A
	2
	0.3

	
	4
	0.3

	CA_2A-4A-4A
	2
	0.3

	
	4
	0.3

	CA_2A-2A-4A-4A
	2
	0.3

	
	4
	0.3

	CA_2A-5A
	2
	0

	
	5
	0

	CA_2A-2A-5A
	2
	0

	
	5
	0

	CA_2C-5A
	2
	0

	
	5
	0

	CA_2A-12A
	2
	0

	
	12
	0

	CA_2A-2A-12A
	2
	0

	
	12
	0

	CA_2A-12B
	2
	0

	
	12
	0

	CA_2C-12A
	2
	0

	
	12
	0

	CA_2A-13A
	2
	0

	
	13
	0

	CA_2A-2A-13A
	2
	0

	
	13
	0

	CA_2A-17A
	2
	0

	
	17
	0.5

	CA_2A_28A
	2
	0

	
	28
	0

	CA_2A-30A
	2
	0.4

	
	30
	0.5

	CA_2C-30A
	2
	0.4

	
	30
	0.5

	CA_3A-5A
	3
	0

	
	5
	0

	CA_3C-5A
	3
	0

	
	5
	0

	CA_3A-7A
	3
	0

	
	7
	0

	CA_3A-7B
	3
	0

	
	7
	0

	CA_3A-7C
	3
	0

	
	7
	0

	CA_3C-7A
	3
	0

	
	7
	0

	CA_3A-8A
	3
	0

	
	8
	0

	CA_3A-3A-8A
	3
	0

	
	8
	0

	CA_3A-19A
	3
	0

	
	19
	0

	CA_3A-20A
	3
	0

	
	20
	0

	CA_3A-26A
	3
	0

	
	26
	0

	CA_3A-27A
	3
	0

	
	27
	0

	CA_3A-28A
	3
	0

	
	28
	0

	CA_3A-31A
	3
	0

	
	31
	0.2

	CA_3A-38A
	3
	0

	
	38
	0

	CA_3A-40A
	3
	0

	
	40
	0

	CA_3A-40C
	3
	0

	
	40
	0

	CA_3A-42A
	3
	0.2

	
	42
	0.5

	CA_3A-42C
	3
	0.2

	
	42
	0.5

	CA_4A-5A
	4
	0

	
	5
	0

	CA_4A-4A-5A
	4
	0

	
	5
	0

	CA_4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-4A-7A
	4
	0.5

	
	7
	0.5

	CA_4A-12A
	4
	0

	
	12
	0.5

	CA_4A-12B
	4
	0

	
	12
	0.5

	CA_4A-4A-12A
	4
	0

	
	12
	0.5

	CA_4A-13A
	4
	0

	
	13
	0

	CA_4A-4A-13A
	4
	0

	
	13
	0

	CA_4A-17A
	4
	0

	
	17
	0.5

	CA_4A-27A
	4
	0

	
	27
	0

	CA_4A-28A
	4
	0

	
	28
	0.2

	CA_4A-30A
	4
	0.4

	
	30
	0.5

	CA_5A-7A
	5
	0

	
	7
	0

	CA_5A-12A
	5
	0.5

	
	12
	0.3

	CA_5A-13A
	5
	0

	
	13
	0

	CA_5A-17A
	5
	0.5

	
	17
	0.3

	CA_5A-25A
	5
	0

	
	25
	0

	CA_5A-30A
	5
	0

	
	30
	0

	CA_5A-40A
	5
	0

	
	40
	0

	CA_7A-8A
	7
	0

	
	8
	0.2

	CA_7A-12A
	7
	0

	
	12
	0

	CA_7A-20A
	7
	0

	
	20
	0

	CA_7A-22A
	7
	0

	
	22
	0.5

	CA_7A-28A
	7
	0

	
	28
	0

	CA_7B-28A
	7
	0

	
	28
	0

	CA_7C-28A
	7
	0

	
	28
	0

	CA_7A-40A
	7
	0

	
	40
	0.5

	CA_7A-40C
	7
	0

	
	40
	0.5

	CA_8A-11A
	8
	0

	
	11
	0

	CA_8A-20A
	8
	0

	
	20
	0

	CA_8A-40A
	8
	0

	
	40
	0

	CA_8A-41A
	8
	0

	
	41
	0

	CA_8A-41C
	8
	0

	
	41
	0

	CA_11A-18A
	11
	0

	
	18
	0

	CA_12A-25A
	12
	0

	
	25
	0

	CA_12A-30A
	12
	0

	
	30
	0

	CA_18A-28A9
	18
	0

	
	28
	0

	CA_19A-21A
	19
	0

	
	21
	0

	CA_19A-28A9
	19
	0

	
	28
	0

	CA_19A-42A
	19
	0

	
	42
	0.5

	CA_19A-42C
	19
	0

	
	42
	0.5

	CA_20A-31A
	20
	0

	
	31
	0

	CA_20A-42A
	20
	0

	
	42
	0.5

	CA_20A-42A-42A
	20
	0

	
	42
	0.5

	CA_21A-42A
	21
	0.2

	
	42
	0.5

	CA_21A-42C
	21
	0.2

	
	42
	0.5

	CA_25A-26A
	25
	0

	
	26
	0

	CA_25A-41A8
	25
	0

	
	41
	0

	CA_25A-41C8
	25
	0

	
	41
	0

	CA_25A-41D8
	25
	0

	
	41
	0

	CA_26A-41A
	26
	0

	
	41
	0

	CA_26A-41C
	26
	0

	
	41
	0

	CA_38A-40A
	38
	0.54

	
	40
	0.54

	CA_38A-40A-40A
	38
	0.54

	
	40
	0.54

	CA_38A-40C
	38
	0.54

	
	40
	0.54

	CA_39A-41A
	39
	0.24

	
	41
	0.24

	CA_39A-41A
	39
	0.27

	
	41
	0.27

	CA_39A-41C
	39
	0.24

	
	41
	0.24

	CA_39A-41C
	39
	0.210

	
	41
	0.210

	CA_39C-41A
	39
	0.24

	
	41
	0.24

	CA_39C-41A
	39
	0.210

	
	41
	0.210

	CA_41A-42A
	41
	0.44

	
	42
	0.54

	CA_41A-42C
	41
	0.44

	
	42
	0.54

	NOTE 1:
The above additional tolerances are only applicable for the E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 2:
The above additional tolerances also apply in intra-band and non-aggregated operation for the supported E-UTRA operating bands that belong to the supported inter-band carrier aggregation configurations

NOTE 3:
In case the UE supports more than one of the above 2DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 2DL inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz, the applicable additional tolerance shall be the average of the 2DL tolerances in Table 7.3.1-1A, truncated to one decimal place that would apply for that operating band among the supported 2DL CA configurations. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 2DL carrier aggregation configurations involving such band shall be applied

-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional tolerance shall be the maximum 2DL tolerance in Table 7.3.1-1A that would apply for that operating band among the supported 2DL CA configurations

NOTE 4:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.
NOTE 5:
Unless otherwise specified, in case the UE supports more than one of the above 3DL inter-band carrier aggregation configurations and a E-UTRA operating band belongs to more than one 3DL inter-band carrier aggregation configurations then:

-
When the E-UTRA operating band frequency range is ≤ 1GHz and the tolerances are the same, the value applies to the band. If the tolerances are different, the applicable additional 3DL tolerance is FFS. In case there is a harmonic relation between low band UL and high band DL, then the maximum tolerance among the different supported 3DL carrier aggregation configurations involving such band shall be applied
-
When the E-UTRA operating band frequency range is >1GHz, the applicable additional 3DL tolerance shall be the maximum tolerance above that applies for that operating band among the supported 3DL CA configurations.

NOTE 6:
The above additional tolerances applicable for the E-UTRA operating bands that belong to the supported highest order inter-band carrier aggregation configuration, also applies to the same E-UTRA operating bands that belong to a supported lower order CA configuration.

NOTE 7:
Applicable for UE supporting inter-band carrier aggregation with two uplinks and without simultaneous Rx/Tx.
NOTE 8:
Only applicable for UE supporting inter-band carrier aggregation with the uplink active in the FDD band.
NOTE 9:
For Band 28, the requirements only apply for the restricted frequency range specified for this CA configuration (Table 5.5A-2).
NOTE 10:
Applicable for UE supporting inter-band carrier aggregation with three uplinks and without simultaneous Rx/Tx.



#################################End of change############################

