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< Unchanged sections have been omitted >
8.8.x
SFN and Subframe Time Difference measurements
When no DRX is used the physical layer measurement period of the SFN and subframe time difference measurement shall be 200 ms.

When DRX is used in RRC_CONNECTED state the physical layer measurement period (Tmeasure_SSTD1) of the SFN and subframe time difference measurement shall be as specified in table 8.8.x -1.

Table 8.8.x-1: SFN and subframe time difference measurement requirement when DRX is used

	DRX cycle length note 3 (s)
	Tmeasure_SSTD1 (s) (DRX cycles)

	≤0.04
	0.2 (Note1)

	0.04<DRX-cycle≤2.56
	Note2 (5)

	Note1: Number of DRX cycle depends upon the DRX cycle in use

Note2: Time depends upon the DRX cycle in use
Note3: DRX cycle length is that of longer DRX cycle between PCell and PSCell


If IDC autonomous denial is configured then the UE shall also meet the requirements, provided not more than 30 IDC autonomous denial suframes are configured over an IDC autonomous denial validity period of at least 200 ms.

The measurement accuracy for the UE SFN and subframe time difference measurement when DRX is used as well as when no DRX is used shall be as specified in the sub-clause 9.x.x
< Unchanged sections have been omitted >
