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1
Introduction
There has been an operator request to support 3 MHz and 5 MHz channel bandwidth for band 8 and band 40, respectively, in CA_3A-8A-40A, CA_1A_3A-40A, and CA_1A-8A-40A  for Region 1. This was approved in the revised WIDs, RP-151261, RP-151258 and RP-151259, during RAN#69 [1,2,3].

2
Conclusion
The attached modification to the bandwidth combination set of CA_3A-8A-40A, CA_1A_3A-40A, and CA_1A-8A-40A  is proposed to 36.853-13 [4].
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Text Proposal to TR 36.853-13
<Start of change>

6.33
Band 1, Band 3 and Band 40

6.33.1 
Operating bands for CA
Table 6.33.1-1: 3DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1-3-40
	1
	1920 MHz
	–
	1980 MHz 
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD


6.33.2
Channel bandwidths per operating band for CA
Table 6.33.2-1: Supported E-UTRA bandwidths per CA configuration for 3DL inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_1A-3A-40A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	3
	
	
	Yes
	Yes
	Yes 
	Yes
	
	

	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	


UL carrier shall be supported in each of the 3 carriers being aggregated.
<Next change>

6.34
Band 1, Band 8 and Band 40

6.34.1 
Operating bands for CA
Table 6.34.1-1: 3DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1-8-40
	1
	1920 MHz
	–
	1980 MHz 
	2110 MHz
	–
	2170 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD


6.34.2
Channel bandwidths per operating band for CA
Table 6.34.2-1: Supported E-UTRA bandwidths per CA configuration for 3DL inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_1A-8A-40A
	1
	
	
	Yes
	Yes
	Yes 
	Yes
	50
	0

	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	


UL carrier shall be supported in each of the 3 carriers being aggregated.
<Next change>

6.35
Band 3, Band 8 and Band 40

6.35.1 
Operating bands for CA
Table 6.35.1-1: 3DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_3-8-40
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD


6.35.2
Channel bandwidths per operating band for CA
Table 6.35.2-1: Supported E-UTRA bandwidths per CA configuration for 3DL inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-8A-40A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	8
	
	Yes
	Yes
	Yes
	
	
	
	

	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	


UL carrier shall be supported in each of the 3 carriers being aggregated.
<End of change>







