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1 Introduction
In #76bis meeting, the TP [1] on PDSCH simulation results under ETU600 was agreed. In this contribution, we will summarize the simulation results from different companies and propose the requirements for ETU600.
2 Summary of simulation results
The alignment and impairment simulation results are summarized in the Table 2.1 and Table 2.2 respectively.
Table 2.1: Alignment results of PDSCH under ETU 600 @ 70% relative throughput 
	
	Huawei, HiSilicon

(R4-154244)
	CATT

(R4-154407)
	Ericsson
(R4-154576)
	LGE
(R4-154627)
	Span
	Average

	SNR[dB] for R.35-4 FDD
	17.06
	19.01
	17.4
	19.2
	2.14
	18.2

	SNR[dB] for R.35-2 TDD
	17.12
	18.47
	18.7
	19.2
	2.08
	18.4


Table 2.2: Impairment results of PDSCH under ETU 600 @ 70% relative throughput
	
	CATT

(R4-154407)
	Ericsson
(R4-154576)
	LGE
(R4-154576)
	Qualcomm Incorporated
(R4-155535)
	Average
	Additional margin 
	Reference value 

	SNR[dB] for R.35-4 FDD
	20.51
	18.4
	21.2
	19.8
	20.0
	0.8
	20.8

	SNR[dB] for R.35-2 TDD
	19.97
	19.7
	21.2
	20.2
	20.3
	0.8
	21.1


From the Table 2.2, we can see that the spans of observed SNR are in acceptable rage, so we suggest:

Propose 1:
The requirements of PDSCH under ETU600 are 20.8dB and 21.1dB for FDD and TDD respectively.
3 Conclusions and proposals
In this contribution, we summarize the simulation results under ETU600 based on the agreed TP. And based on the summarization, we propose that

Propose 1:

The requirements of PDSCH under ETU600 are 20.8dB and 21.1dB for FDD and TDD respectively.
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