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<<< Start of changed sub-sections>>>

6.2.3A
UE Maximum Output power for modulation / channel bandwidth for CA
For inter-band carrier aggregation with uplink assigned to one E-UTRA band (Table 5.6A-1), the requirements in subclause 6.2.3 apply.

For intra-band contiguous carrier aggregation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2A-1due to higher order modulation and contiguously allocated transmissions (resource blocks) is specified in Table 6.2.3A-1. In case the modulation format is different on different component carriers then the MPR is determined by the rules applied to higher order of those modulations.
Table 6.2.3A-1: Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	CA bandwidth Class C
	MPR (dB)

	
	50 RB + 100 RB
	75 RB + 75 RB
	100 RB + 100 RB
	

	QPSK
	> 12 and ≤ 50
	> 16 and ≤ 75
	> 18 and ≤ 100
	≤ 1

	QPSK
	> 50
	> 75
	> 100
	≤ 2

	16 QAM
	≤ 12
	≤ 16
	≤ 18
	≤ 1

	16 QAM
	> 12 and ≤ 50
	> 16 and ≤ 75
	> 18 and ≤ 100
	≤ 2

	16 QAM
	> 50
	> 75
	> 100
	≤ 3


For PUCCH and SRS transmissions, the allowed MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth.

For intra-band contiguous carrier aggregation bandwidth class C with non-contiguous resource allocation, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2A-1 is specified as follows 

MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA = 
8.2




; 0 ≤ A < 0.025


9.2 - 40A 


; 0.025
≤ A < 0.05

8 – 16A



; 0.05
≤ A < 0.25

4.83 – 3.33A


; 0.25  ≤ A ≤ 0.4,

3.83 – 0.83A


; 0.4  ≤ A < 1,

Where 


A = NRB_alloc / NRB_agg.


CEIL{MA, 0.5} means rounding upwards to closest 0.5dB, i.e. MPR∈[3.0, 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0 7.5 8.0 8.5]
For intra-band carrier aggregation, the MPR is evaluated per slot and given by the maximum value taken over the transmission(s) on all component carriers within the slot; the maximum MPR over the two slots is then applied for the entire subframe.

For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5A apply.

<<< End of changed sub-sections>>>
<<< Start of changed sub-sections>>>
6.2.4A.1
A-MPR for CA_NS_01 for CA_1C

If the UE is configured to CA_1C and it receives IE CA_NS_01 the allowed maximum output power reduction applied to transmissions on the PCC and the SCC for contiguously aggregated signals is specified in table 6.2.4A.1-1.

Table 6.2.4A.1-1: Contiguous allocation A-MPR for CA_NS_01

	CA_1C: CA_NS_01
	RBstart
	LCRB [RBs]
	RBstart +  LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100 RB / 100 RB
	0 – 23 and 176 – 199
	> 0
	N/A
	≤ 12.0

	
	24 – 105
	> 64
	N/A
	≤ 6.0

	
	106 – 175
	N/A
	> 175
	≤ 5.0

	75 RB / 75 RB
	0 – 6 and 143 – 149
	0 < LCRB  ≤ 10
	N/A
	≤ 11.0

	
	
	> 10
	N/A
	≤ 6.0

	
	7 – 90 
	> 44
	N/A
	≤ 5.0

	
	91 – 142
	N/A
	> 142
	≤ 2.0

	NOTE 1:
RBstart indicates the lowest RB index of transmitted resource blocks

NOTE 2:
LCRB is the length of a contiguous resource block allocation

NOTE 3:
For intra-subframe frequency hopping which intersects regions, notes 1 and 2 apply on a per  slot basis
NOTE 4:
For intra-subframe frequency hopping which intersects regions, the larger A-MPR value may be applied for both slots in the subframe


If the UE is configured to CA_1C and it receives IE CA_NS_01 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows

A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA =
-22.5 A + 17


; 0 ≤ A < 0.20

-11.0 A + 14.7

; 0.20 ≤ A < 0.70

-1.7 A + 8.2


; 0.70  ≤ A < 1

Where A = NRB_alloc / NRB_agg.

6.2.4A.2
A-MPR for CA_NS_02 for CA_1C

If the UE is configured to CA_1C and it receives IE CA_NS_02 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.2-1.

Table 6.2.4A.2-1: Contiguous allocation A-MPR for CA_NS_02

	CA_1C: CA_NS_02
	RBend
	LCRB [RBs]
	A-MPR for QPSK and 16 QAM[dB]

	100 RB / 100 RB
	0 - 20
	> 0
	≤ 4 dB

	
	21 - 46
	> 0
	≤ 3 dB

	
	47 - 99
	> RBend – 20
	≤ 3 dB

	
	100 - 184
	>75
	≤ 6 dB

	
	185 – 199
	> 0
	≤ 10 dB

	75 RB / 75 RB
	0 - 48
	> 0
	≤ 2 dB

	
	49 – 80
	> RBend - 20
	≤ 3 dB

	
	81 - 129
	> 60
	≤ 5 dB

	
	130 - 149
	> 84
	≤ 6 dB

	
	130 - 149
	1-84
	≤ 2 dB


If the UE is configured to CA_1C and it receives IE CA_NS_02 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows:

A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA =
-22.5 A + 17

; 0 ≤ A < 0.20

-11.0 A + 14.7


; 0.20  ≤ A < 0.70

-1.7 A + 8.2


  ; 0.70  ≤ A < 1

Where A = NRB_alloc / NRB_agg.

6.2.4A.3
A-MPR for CA_NS_03 for CA_1C

If the UE is configured to CA_1C and it receives IE CA_NS_03 the allowed maximum output power reduction applied to transmission on the PCC and the SCC for contiguously aggregated signals is specified in Table 6.2.4A.3-1.

Table 6.2.4A.3-1: Contiguous allocation A-MPR for CA_NS_03

	CA_1C: CA_NS_03
	RBend
	LCRB [RBs]
	A-MPR for QPSK and 16-QAM [dB]

	100 RB / 100 RB
	0 - 26
	> 0
	≤ 10 dB

	
	27 - 63
	≥ RBend - 27
	≤ 6 dB

	
	27 - 63
	< RBend - 27
	≤ 1 dB

	
	64 – 100
	> RBend – 20
	≤ 4 dB

	
	101 – 171
	> 68
	≤ 7 dB

	
	172 – 199
	> 0
	≤ 10 dB

	75 RB / 75 RB
	0 - 20
	> 0
	≤ 10 dB

	
	21 - 45
	> 0
	≤ 4 dB

	
	46 - 75
	> RBend – 13
	≤ 2 dB

	
	76 – 95
	> 45
	≤ 5 dB

	
	96 – 149
	> 43
	≤ 8 dB

	
	120 – 149
	1-43
	≤ 6 dB


If the UE is configured to CA_1C and it receives IE CA_NS_03 the allowed maximum output power reduction applied to transmissions on the PCell and the SCell with non-contiguous resource allocation is defined as follows:

A-MPR = CEIL {MA, 0.5}

Where MA is defined as follows 
MA =
-23.33A + 17.5

; 0 ≤ A < 0.15

-7.65A + 15.15


; 0.15  ≤ A < 1
Where A = NRB_alloc / NRB_agg.
<<< End of changed sub-sections>>>
