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<< Start of Change >>
8.11.4
RSSI measurements
8.11.4.1
E-UTRAN intra-frequency measurements
NOTE: The requirements in this section are applicable only for measurements on SCC following the frame structure type 3 [16].
The UE physical layer shall be capable of performing the RSSI measurements on one or more serving carriers, if the carrier(s) are indicated bythe network [2].

 The UE physical layer shall be capable of reporting RSSI measurement in the configured OFDM symbols indicated by network [2] to high layers.
The RSSI measurement accuracy shall be as specified in the sub-clause 9.1.18.5.

8.11.4.1.1
Measurement Reporting Requirements

Reported RSSI measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.1.18.5.

8.11.4.2
E-UTRAN inter-frequency measurements
The UE physical layer shall be capable of performing the RSSI measurements on one or more inter-frequency carriers, if the carrier(s) are indicated by the network [2]. 
The UE physical layer shall be capable of reporting RSSI measurement in the configured OFDM symbols indicated by network [2] to high layers.
The RSSI measurement accuracy shall be as specified in the sub-clause 9.1.18.5.

8.11.4.2.1
Measurement Reporting Requirements

Reported RSSI and channel occupancy measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.1.18.5.

<< End of Change >>
