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A.9.x
E-UTRAN FDD-WLAN measurements
A.9.x.1
Test Purpose and Environment

The purpose of this test is to verify that the IEEE 802.11 RSSI measurement accuracy is within the specified limits. This test will verify the requirements in Sections 9.7.1.

A.9.x.2
Test parameters

In this set of test cases, RSSI measurement is performed on the serving AP. The accuracy of IEEE 802.11 RSSI is tested by using the parameters in Table A.9.x.2-1. Cell 1 is the E-UTRA PCell.

Table A.9.x.2-1: IEEE 802.11 RSSI test parameters
	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Serving AP

	RF Channel Number
	
	1
	2

	BWchannel
	
	10
	[20]

	Measurement bandwidth

Note: it should be the minimum measurement bandwidth for WLAN RSSI
	MHz
	N/A
	[20]

	Beacon frame peroidicity
	ms
	N/A
	102.4
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	-104.7dBm/15kHz
	-73.45 dBm/20MHz
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	dB
	0
	N/A

	WLAN SNR
	
	N/A
	[-3]

	IEEE802.11 RSSI
	dBm
	N/A
	-71.69

	Propagation condition
	-
	AWGN


A.9.1.1.3
Test Requirements

The RSRP measurement accuracy shall fulfil the requirements in sections 9.7.1 
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