3GPP TSG-RAN WG4 Meeting #78bis
R4-161923
San Jose Del Cabo, Mexico, 11 – 15 April, 2016
Source:
Ericsson, AT&T
Title:
TP for TR 36.714-03-01 on 2A-5B, 4A-5B and 5B-30A
Agenda item:



7.3.1
Document for:
Approval
1. Introduction

This contribution provides a TP for TR 36.714-03-01 to finalize the requirements for the 3DL CA combinations 2A-5B, 4A-5B and 5B-30A defined in RP-160582 [1].
2. Text Proposal
---Start of changes---

6.15.3
ΔTIB,c and ΔRIB,c values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.15.3-1 and 6.15.3-2 respectively. These values are derived from the existing CA combination CA_2A-5A.
Table 6.15.3-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2A-5B
	2
	0.3

	
	5
	0.3


Table 6.15.3-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2A-5B
	2
	0

	
	5
	0


---Text omitted---

6.16.3
ΔTIB,c and ΔRIB,c values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.16.3-1 and 6.16.3-2 respectively. These values are derived from the existing CA combination CA_4A-5A.

Table 6.16.3-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_4A-5B
	4
	0.3

	
	5
	0.3


Table 6.16.3-2: ΔRIB,c for 3DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_4A-5B
	4
	0

	
	5
	0


---Text omitted---

6.17.3
ΔTIB,c and ΔRIB,c values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.17.3-1 and 6.17.3-2 respectively. These values are derived from the existing CA combination CA_5A-30A.

Table 6.17.3-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_5B-30A
	5
	0.3

	
	30
	0.3


Table 6.17.3-2: ΔRIB,c for 3DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_5B-30A
	5
	0

	
	30
	0


---End of changes---
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