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1   Introduction
In this contribution, we would like to discuss the impact of LAA on the RAN4 specification of BS demodulation performance requirements. Based on RAN1 agreements in [1~3], we analyze the impact on BS performance requirements. This is the resubmission of [4].
2   Discussion
In the Annex we briefly summarize the agreements in RAN1 for LAA and analyze the impact on the demodulation performance requirements. In order to improve the capacity the unlicensed spectrum is explored and the access to the unlicensed spectrum should be associated with the licensed spectrum in order to well operate the network. On the unlicensed carriers, according to regulation, the LAA device (BS in Rel-13) should listen to the possible transmission from other devices before transmission. For the transmission, LAA device should not occupy the channel for a long duration and thus the burst transmission is specified.

As given in Annex, there are mainly three new mechanism specified for LAA:

· LBT transmission procedure

· RRM measurement enhancement: single shot cell identification/RSRP measurement and new RSSI measurement

· DL burst transmission after LBT beginning with partial or full subframe and ending with a DwPTS-like subframe.

In Rel-13, only downlink transmission is supported where LBT is used. Thus LBT procedure in Rel-13 applies only to BS. There was channel access procedure requirement specified in TS36.104, which was finalized in the core part. This requirement is to verify the BS transmission behavior and the performance for detection of the aggressor cell transmissions according to a given threshold. So there is no need to specify any new BS demodulation performance requirements.
· Proposal 1: there is no need to introduce the additional BS performance requirement in LAA performance part discussion.

In the access requirements, the requirement is specified as follows:

The Base Station shall be able to assess whether the medium is busy or idle with at least [TBD%] probability, using a channel access procedure with the parameters in Table 9.1.1-1.
The LBT transmission procedure seems not fully be verified. So we propose in the conformance test, the LBT procedure timing should be verified to ensure the good performance of LBT.

· Proposal 2: in Rel-13, verify the LBT ECCA procedure step by step including the timing in the conformance test.
3   Conclusions
In this contribution, we discuss the LAA BS demodulation requirements. The proposals are summarized as follows:

· Proposal 1: there is no need to introduce the additional BS performance requirement in LAA performance part discussion.

· Proposal 2: in Rel-13, verify the LBT ECCA procedure step by step including the timing in the conformance test.
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