Page 1



3GPP TSG-RAN4 Meeting #78bis 
R4-162386
San Jose del Cabo, Mexico, 11 - 15 April 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.101
	CR
	3535
	rev
	-
	Current version:
	13.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	ACS for CA Bandwidth Class D: Case 2 wanted signal power

	
	

	Source to WG:
	Anritsu, Huawei, HiSilicon

	Source to TSG:
	R4

	
	

	Work item code:
	LTE_CA_B38-Core
	
	Date:
	2016-04-04

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	For Adjacent Channel Selectivity (ACS), the Test parameters for Case 1 and Case 2 are intended to test the ACS requirement at the bottom and top of the UEs input power range. The actual ACS requirement in Table 7.5.1A-1 depends on the CA Bandwidth Class, but within a class the same dB value applies for both Case 1 and Case 2.

However for CA Bandwidth Class D, the Test parameters for Case 1 and Case 2 do not correspond to the same ACS requirement. The Case 2 wanted signal power for CA Bandwidth Class D appears to be wrong. Examples are given here assuming 20MHz wanted CCs in Band 38, where Refsens is -94dBm/18MHz:

CA Bandwidth Class D
Case 1: Wanted signal = (-94dBm + 14dB) = -80dBm

Case 1: Interferer = (-94dBm +14dB +4.8dB(3CCs) +20.7dB) = -54.5dBm

Case 1 Difference = (-54.5dBm + 80.0dBm) = 25.5dB
Case 2: Wanted signal = (-43.9dBm +10log10(100RB/300RB)) = -48.7dBm
Case 2: Interferer = -25dBm

Case 2 Difference = (-25dBm + 48.7dBm) = 23.7dB
We believe the figures in red to be wrong
CA Bandwidth Class C (for comparison)
Case 1: Wanted signal = (-94dBm + 14dB) = -80dBm

Case 1: Interferer = (-94dBm +14dB +3dB(2CCs) +22.5dB) = -54.5dBm

Case 1 Difference = (-54.5dBm + 80.0dBm) = 25.5dB
Case 2: Wanted signal = (-47.5dBm +10log10(100RB/200RB)) = -50.5dBm
Case 2: Interferer = -25dBm

Case 2 Difference = (-25dBm + 50.5dBm) = 25.5dB


	
	

	Summary of change:
	The Case 2 wanted signal power for CA Bandwidth Class D is changed, so that it relates to the same ACS value as Case 1.

.

	
	

	Consequences if not approved:
	The Case 2 test parameters will test the wrong requirement for CA Bandwidth Class D, and would pass a UE that does not meet the ACS requirement.

Isolated impact analysis:
Changes test parameters only, no change to UE ACS requirement.
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<< Unchanged sections omitted >>
7.5.1A
Minimum requirements for CA
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one E-UTRA band, the adjacent channel requirements are defined with the uplink active on the band(s) other than the band whose downlink is being tested. The UE shall meet the requirements specified in subclause 7.5.1 for each component carrier while all downlink carriers are active. For E-UTRA CA configurations including an operating band without uplink operation or an operating band with an unpaired DL part (as noted in Table 5.5-1), the requirements for all downlinks shall be met with the single uplink carrier active in each band capable of UL operation. For a component carrier configured in Band 46, the requirements specified in subclause 7.5.1 are replaced by the requirements in Table 7.5.1A-0a with test parameters in Table 7.5.1A-0b and Table 7.5.1A-0c.

Table 7.5.1A-0a: Adjacent channel selectivity

	E-UTRA band
	Rx Parameter
	Units
	Channel bandwidth

	
	
	
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	46
	ACS
	dB
	
	
	
	
	
	27


Table 7.5.1A-0b: Test parameters for Adjacent channel selectivity, Case 1

	E-UTRA Band
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	46
	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + 14 dB

	
	PInterferer
	dBm
	
	
	
	
	
	REFSENS +39.5dB

	
	BWInterferer 
	MHz
	
	
	
	
	
	20

	
	FInterferer (offset)
	MHz
	
	
	
	
	
	20+0.0025

/

-20-0.0025

	NOTE 1:
In a band capable of uplink operation, the transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.1-2 with PCMAX_L as defined in subclause 6.2.5.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex A.3.2 (TBD)


Table 7.5.1A-0c: Test parameters for Adjacent channel selectivity, Case 2

	E-UTRA band

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	46
	Power in Transmission Bandwidth Configuration
	dBm
	
	
	
	
	
	-50.5 

	
	PInterferer
	dBm
	-25

	
	BWInterferer 
	MHz
	
	
	
	
	
	20

	
	FInterferer (offset)
	MHz
	
	
	
	
	
	20+0.0025

/

-20-0.0025

	NOTE 1:
In a band capable of unplink operation, the transmitter shall be set to 24dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.1-2 with PCMAX_L as defined in subclause 6.2.5.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex A.3.2 (TBD)


For E-UTRA CA configurations listed in Table 7.3.1A-0a under conditions for which reference sensitivity for the operating band being tested is N/A, the adjacent channel requirements of subclause 7.5.1A do not apply.
For intra-band contiguous carrier aggregation the downlink SCC(s) shall be configured at nominal channel spacing to the PCC. For FDD, the PCC shall be configured closest to the uplink band. All downlink carriers shall be active throughout the test. The uplink output power shall be set as specified in Table 7.5.1A-2 and Table 7.5.1A-3 with the uplink configuration set according to Table 7.3.1A-1 for the applicable carrier aggregation configuration. For UE(s) supporting one uplink carrier, the uplink configuration of the PCC shall be in accordance with Table 7.3.1-2. The UE shall fulfil the minimum requirement specified in Table 7.5.1A-1 for an adjacent channel interferer on either side of the aggregated downlink signal at a specified frequency offset and for an interferer power up to -25 dBm. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Tables 7.5.1A-2 and 7.5.1A-3. For operating bands with an unpaired DL part (as noted in Table 5.5-1), the requirements also apply for an SCC assigned in the unpaired part with parameters specified in Tables 7.5.1A-2 and 7.5.1A-3.
For intra-band non-contiguous carrier aggregation with one uplink carrier and two downlink sub-blocks, each larger than or equal to 5 MHz, the adjacent channel selectivity requirements are defined with the uplink configuration in accordance with Table 7.3.1A-3. For this uplink configuration, the UE shall meet the requirements for each sub-block as specified in subclauses 7.5.1 and 7.5.1A for one component carrier and two component carriers per sub-block, respectively. The UE shall fulfil the minimum requirements all values of a single adjacent channel interferer in-gap and out-of-gap up to a –25 dBm interferer power while all downlink carriers are active. For the lower range of test parameters (Case 1), the interferer power Pinterferer shall be set to the maximum of the levels given by the carriers of the respective sub-blocks as specified in Table 7.5.1-2 and Table 7.5.1A-2 for one component carrier and two component carriers per sub-block, respectively. The wanted signal power levels for the carriers of each sub-block shall then be adjusted relative to Pinterferer in accordance with the ACS requirement for each sub-block (Table 7.5.1-1 and Table 7.5.1A-1). For the upper range of test parameters (Case 2) for which the interferer power Pinterferer is -25 dBm (Table 7.5.1-3 and Table 7.5.1A-3) the wanted signal power levels for the carriers of each sub-block shall be adjusted relative to Pinterferer like for Case 1.
Table 7.5.1A-1: Adjacent channel selectivity

	
	
	CA Bandwidth Class

	Rx Parameter
	Units
	B
	C
	D
	E
	F

	ACS
	dB
	27
	24
	22.2
	21
	


Table 7.5.1A-2: Test parameters for Adjacent channel selectivity, Case 1

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC
	
	REFSENS + 14 dB
	REFSENS + 14 dB
	REFSENS + 14 dB
	REFSENS + 14 dB
	

	PInterferer
	dBm
	Aggregated power + 25.5 dB
	Aggregated power + 22.5 dB
	Aggregated power + 20.7 dB
	Aggregated power + 19.5 dB
	

	BWInterferer 
	MHz
	5
	5
	5
	5
	

	FInterferer (offset)
	MHz
	2.5 + Foffset
/

-2.5 - Foffset
	2.5 + Foffset
/

-2.5 - Foffset
	2.5 + Foffset
/

-2.5 - Foffset
	2.5 + Foffset
/

-2.5 - Foffset
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1 
NOTE 3:
The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the adjacent channel interferer and shall be further adjusted to 
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Table 7.5.1A-3: Test parameters for Adjacent channel selectivity, Case 2

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	-50.5 +10log10(NRB,c/ NRB agg)
	-47.5 +10log10(NRB,c/NRB agg)
	-45.7 +10log10(NRB,c/NRB agg)
	-44.5 +10log10(NRB,c/NRB agg)
	

	PInterferer
	dBm
	-25

	BWInterferer 
	MHz
	5
	5
	5
	5
	

	FInterferer (offset)


	MHz
	2.5+ Foffset
/

-2.5- Foffset
	2.5+ Foffset
/

-2.5- Foffset
	2.5+ Foffset
/

-2.5- Foffset
	2.5+ Foffset
/

-2.5- Foffset
	

	NOTE 1:
The transmitter shall be set to 24dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex 3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set-up according to Annex C.3.1

NOTE 3:
The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the adjacent channel interferer and shall be further adjusted to 
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For combinations of intra-band and inter-band carrier aggregation with up to five downlink carriers (up to two non-contiguously aggregated carriers per band and up to four contiguously aggregated carriers per band) and one uplink carrier assigned to one E-UTRA band, the requirement is defined with the uplink active in each band other than that supporting the downlink(s) under test. The uplink configuration shall be in accordance with Table 7.3.1A-3 when the uplink is active in the band supporting two non-contiguous component carriers, Table 7.3.1A-1 when the uplink is active in a band supporting two contiguous component carriers and in accordance with Table 7.3.1-2 when the uplink is active in a band supporting one carrier per band. The downlink PCC shall be configured closer to the uplink operating band than the downlink SCC(s) when the uplink is active in band(s) supporting contiguous aggregation of up to three component carriers. For these uplink configurations, the UE shall meet the adjacent channel selectivity requirements for intra-band non-contiguous carrier aggregation of two downlink carriers with RIBNC = 0 dB for all sub-block gaps (Table 7.3.1A-3) for the two non-contiguous downlink carriers, the requirements for intra-band contiguous carrier aggregation for the contiguously aggregated downlink carriers and for any remaining component carrier(s) the requirements specified in subclause 7.5.1. For contiguously aggregated component carriers configured in Band 46, the said requirements for intra-band contiguous carrier aggregation of downlink carriers are replaced by requirements in Table 7.5.1A-4 with test parameters in Table 7.5.1A-5 and Table 7.5.1A-6. All downlink carriers shall be active throughout the tests and the requirements for downlinks shall be met with the single uplink carrier active in each band capable of UL operation.

Table 7.5.1A-4: Adjacent channel selectivity

	E-UTRA band
	Rx Parameter
	Units
	CA Bandwidth Class

	
	
	
	B
	C
	D
	E
	F

	46
	ACS
	dB
	
	24
	22.2
	21
	


Table 7.5.1A-5: Test parameters for Adjacent channel selectivity, Case 1

	E-UTRA Band
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	
	B
	C
	D
	E
	F

	46
	Pw in Transmission Bandwidth Configuration, per CC
	
	
	REFSENS + 14 dB
	REFSENS + 14 dB
	REFSENS + 14 dB
	

	
	PInterferer
	dBm
	
	Aggregated power + 22.5 dB
	Aggregated power + 20.7 dB
	Aggregated power + 19.5 dB
	

	
	BWInterferer
	MHz
	
	20
	20
	20
	

	
	FInterferer (offset)
	MHz
	
	10 + Foffset
/

-10 - Foffset
	10 + Foffset
/

-10 - Foffset
	10 + Foffset
/

-10 - Foffset
	

	NOTE 1*:
In a band capable of uplink operation, the transmitter shall be set to 4dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex A.3.2 (TBD) 
NOTE 3:
The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the adjacent channel interferer and shall be further adjusted to 
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Table 7.5.1A-6: Test parameters for Adjacent channel selectivity, Case 2

	E-UTRA band
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	
	B
	C
	D
	E
	F

	46
	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	
	-47.5 +10log10(NRB,c/NRB agg)
	-45.7 +10log10(NRB,c/NRB agg)
	-44.5 +10log10(NRB,c/NRB agg)
	

	
	PInterferer
	dBm
	-25

	
	BWInterferer 
	MHz
	
	20
	20
	20
	

	
	FInterferer (offset)


	MHz
	
	10 + Foffset
/

-10 - Foffset
	10 + Foffset
/

-10 - Foffset
	10 + Foffset
/

-10 - Foffset
	

	NOTE 1:
In a band capable of uplink operation, the transmitter shall be set to 24dB below PCMAX_L,c or PCMAX_L as defined in subclause 6.2.5A.

NOTE 2:
The interferer consists of the Reference measurement channel specified in Annex 3.2 (TBD)

NOTE 3:
The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the adjacent channel interferer and shall be further adjusted to 
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<< End of changes >>
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