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1. Introduction
New CA configuration CA_3A-3A-8A with UL configured to CA_3A-8A was agreed as part of revised Rel-14 for xDL/2UL basket WI [1]. CA_3A-8A has an IMD problem with both bands but for some reason RAN4 never specified B3 MSD. This paper discusses MSD aspects on CA_3A-3A-8A with UL configured to CA_3A-8A.
2. Discussion
At the time when RAN4 was working on 2UL 2DL CA CA_3A-8A, discussion was concentrated on the operator holdings. The text and IMD analysis in 2UL CA TR 36.860-12 indicates that even IMDs clearly lands on band 3, it does not land on specific operator spectrum holdings [2]. We believe this was the reason no-one ever even analysed MSD (example [3]) on B3 and therefore company who collected results, did not write MSD to 36.101 CR [4]. 
With CA_3A-3A-8A, new analysis for which allocations IMD lands is needed and possible level of MSD analysed. The likelihood of IMD landing on one configured CC in band 3 is larger.

Proposal 1: Before completing CA_3A-3A-8A with UL on CA_3A-8A, RAN4 will analyse MSD for band 3. 

Also, it may be that other operators may be interested of deploying 2UL 2DL CA on CA_3A-8A whose allocation is other than what was analysed:
B3UL: 1735 – 1755; B3DL: 1830 – 1850 MHz

B8UL: 905 – 915; B8DL: 950 – 960 MHz 

Current specification does not cover anything else than above mentioned part of bands and receiver performance of UE is not guaranteed.
Proposal 2: If any operator requests so, CA_3A-8A ULCA MSD on band 3 is analysed under TEI-12. 

3. Conclusion

Treatment of CA_3A-3A-8A with UL configure to CA_3A-8A was discussed and proposal was made:
Proposal 1: Before completing CA_3A-3A-8A with UL on CA_3A-8A, RAN4 will analyse MSD for band 3. 

Further, operators interest for extending UL CA requirements to cover beyond analysed frequency was asked by means of a proposal: 

Proposal 2: If any operator requests so, CA_3A-8A ULCA MSD on band 3 is analysed under TEI-12. 
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