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***************************** Start of changes ******************************************
6.2.2F
UE maximum output power for category NB1
Category NB1 UE Power Classes are specified in Table 6.2.2F-1 and define the maximum output power for any transmission bandwidth within the category NB1 channel bandwidth. For 3.75 kHz sub-carrier spacing the maximum output power is defined as mean power of measurement which period is atleast one slot (2ms) excluding the 2304Ts gap when UE is not transmitting. For 15kHz sub-carrier spacing the maximum output power is defined as mean power of measurement which period is atleast one sub-frame (1ms).
Table 6.2.2F-1: UE Power Class

	EUTRA band
	Class 3 (dBm)
	Tolerance (dB)
	Class 5 (dBm)
	Tolerance (dB)

	1
	23
	±2
	20
	±2

	2
	23
	±2
	20
	±2

	3
	23
	±2
	20
	±2

	5
	23
	±2
	20
	±2

	8
	23
	±2
	20
	±2

	12
	23
	±2
	20
	±2

	13
	23
	±2
	20
	±2

	17
	23
	±2
	20
	±2

	18
	23
	±2
	20
	±2

	19
	23
	±2
	20
	±2

	20
	23
	±2
	20
	±2

	26
	23
	±2
	20
	±2

	28
	23
	±2
	20
	±2

	66
	23
	±2
	20
	±2


***************************** Unchanged section ******************************************
6.3.2F
UE Minimum output power for category NB1

For category NB1 UE the single-tone and multi-tone transmission minimum output power requirement for the channel bandwidth is -40 dBm. For 3.75kHz sub-carrier spacing the minimum output power is defined as mean power in one slot (2ms) excluding the 2304Ts gap when UE is not transmitting. For 15kHz sub-carrier spacing the minimum output power is defined as mean power in one sub-frame (1ms).
***************************** Unchanged section ******************************************
6.3.3F
Transmit OFF power for category NB1

For category NB1 UE the transmit OFF power requirement for the channel bandwidth is -50 dBm. For 3.75kHz sub-carrier spacing the the transmit OFF power is defined as mean power in one slot (2ms) excluding the 2304Ts gap when UE is not transmitting. For 15kHz sub-carrier spacing the transmit OFF power is defined as mean power in one sub-frame (1ms).
***************************** Unchanged section ******************************************
6.5.1F
Frequency error for UE category NB1

For UE category NB1, the UE modulated carrier frequency shall be accurate to within the following limits

Table 6.5.1F-1: Frequency error requirement for UE category NB1

	Carrier frequency [GHz]
	Frequency error [ppm]

	≤1
	±0.2

	>1
	±0.1


Observed over a period of one time slot (0.5 ms for 15 kHz sub-carrier spacing and 2 ms excluding the 2304Ts gap for 3.75 kHz sub-carrier spacing) and averaged over 72/Ntones slots (where Ntones = {1, 3, 6, 12} is the number of sub-carriers used for the transmission), compared to the carrier frequency received from the E-UTRA Node B.
***************************** Unchanged section ******************************************
6.6.2F
Out of band emission for category NB1

6.6.2F.1
Spectrum emission mask

The spectrum emission mask of the category NB1 UE applies to frequencies (ΔfOOB) starting from the ( edge of the assigned category NB1 channel bandwidth. For frequencies greater than (ΔfOOB) as specified in Table 6.6.2F.1-1 the spurious requirements in subclause 6.6.3 are applicable.

The power of any category NB1 UE emission shall not exceed the levels specified in Table 6.6.2F.1-1.

Table 6.6.2F.1-1: category NB1 UE spectrum emission mask 
	ΔfOOB (kHz)
	Emission limit (dBm)
	Measurement bandwidth

	( 0
	26
	30 kHz 

	( 100
	-5
	30 kHz

	( 150
	-8
	30 kHz

	( 300
	-29
	30 kHz

	( 500-1700
	-35
	30 kHz


In addition to the spectrum emission mask requirement in Table 6.6.2F.1-1 a category NB1 UE shall also meet the applicable E-UTRA spectrum emission mask requirement in sub-clause 6.6.2. E-UTRA spectrum emission requirement applies for frequencies that are Foffset away from edge of NB1 channel edge as defined in Table 6.6.2F.1-2.

Table 6.6.2F.1-2: Foffset for category NB1 UE spectrum emission mask 
	Channel BW (MHz)
	Foffset

[kHz]

	1.4
	165

	3
	190

	5
	200

	10
	225

	15
	240

	20
	245


Note:
Foffset in Table 6.6.F.1-2 is used to guarantee co-existence for guard-band operation.

***************************** Unchanged section ******************************************
7.6.2.1F
Minimum requirements for category NB1

The category NB1 UE throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.3.2 with parameters specified in Table 7.6.2.1F-1.

For Table 7.6.2.1F-1 in frequency range 1, 2 and 3, up to 24 exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size. For these exceptions the requirements of subclause 7.7.1F spurious response are applicable.

Table 7.6.2.1F-1: Out-of-band blocking parameters for category NB1 UE

	Parameter
	Units
	Frequency

	
	
	Range 1
	Range 2
	Range 3

	Pwanted
	dBm
	REFSENS + 6 dB

	Pinterferer
	dBm
	-44
	-30
	-15

	Finterferer range
	MHz
	FDL_low - 15 to FDL_low - 60 
	FDL_low - 60 to FDL_low - 85 
	FDL_low - 85 to 1 MHz 

	
	MHz
	FDL_high + 15 to FDL_high + 60 
	FDL_high + 60 to FDL_high + 85 
	FDL_high + 85 to 12750 MHz 

	NOTE 1:
For operating bands which downlink band frequency range is between 729 MHz < 1 GHz the power level of the interferer (PInterferer) for Range 3 shall be modified to: – 18 dBm for the frequency range which is bounded by FDL_low  - 150 MHz of the lowest band that UE supports in frequency range 729 MHz < 1 GHz and FDL_high  + 150 MHz of the lowest band that UE supports in frequency range 729 MHz < 1 GHz.
NOTE 2:
For operating bands which downlink band frequency range is between 1805 MHz < f < 2200 MHz the power level of the interferer (PInterferer) for Range 3 shall be modified to: – 20 dBm for the frequency range which is bounded by FDL_low  - 200 MHz of the lowest band that UE supports in frequency range 1805 MHz < f < 2200 MHz and FDL_high  + 200 MHz of the lowest band that UE supports supports in frequency range 1805 MHz < f < 2200.


***************************** End of changes ******************************************
