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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is a technical report for 4DL/1UL Inter-band Carrier Aggregation under Rel-14 time frame according to the New CA WI approach in Release 14 [1]. The purpose is to gather the relevant background information and studies in order to address 4DL/1UL Inter-band Carrier Aggregation requirements for the Rel-14 band combinations in Table 1-1.
Table 1-1: Release 14 4DL/1UL inter-band carrier aggregation combinations
	CA combination
	REL independent from

	CA_1A-3A-5A-7A
	Rel-11

	CA_1A-3A-5A-28A
	Rel-11

	CA_1A-3A-5A-38A
	Rel-12

	CA_1A-3A-7A-20A
	Rel-11

	CA_1A-3A-7A-40A
	Rel-12

	CA_1A-3A-7A-42A
	Rel-12

	CA_1A-3C-8A
	Rel-11

	CA_1A-3A-20A-42A
	Rel-12

	CA_1A-3A-40C
	Rel-12

	CA_1A-3C-40°
	Rel-12

	CA_1A-5A-7C
	Rel-11

	CA_1A-7A-20A-42A
	Rel-12

	CA_1A-41A-42C
	Rel-12

	CA_1A-41C-42A
	Rel-12

	CA_1A-46D
	Rel-13

	CA_2A-2A-12A-12A
	Rel-11

	CA_2A-2A-5A-66A
	Rel-11

	CA_2A-2A-13A-66A
	Rel-11

	CA_2A-2A-66A-66A
	Rel-11

	CA_2A-2A-66B
	Rel-11

	CA_2A-2A-66C
	Rel-11

	CA_2A-4A-5B
	Rel-11

	CA_2A-4A-7A-7A
	Rel-11

	CA_2A-4A-12A-12A
	Rel-11

	CA_2A-4A-12B
	Rel-11

	CA_2A-5A-12A-12A
	Rel-11

	CA_2A-5A-66B
	Rel-11

	CA_2A-5B-66A
	Rel-11

	CA_2A-5A-66C
	Rel-11

	CA_2C-5B
	Rel-11

	CA_2A-5B-30A
	Rel-11

	CA_2A-13A-66A-66A
	Rel-11

	CA_2A-13A-66B
	Rel-11

	CA_2A-13A-66C
	Rel-11

	CA_2A-46A-46C 
	Rel-13

	CA_2A-46D
	Rel-13

	CA_2A-66A-66B
	Rel-11

	CA_2A-66A-66C
	Rel-11

	CA_2A-66D
	Rel-11

	CA_3A-3A-7A-8A
	Rel-11

	CA_3A-3A-7A-8A
	Rel-11

	CA_3A-3A-7A-7A
	Rel-11

	CA_3A-3A-7A-7A
	Rel-11

	CA_3A-7A-7A-8A 
	Rel-11

	CA_3A-7A-7A-8A 
	Rel-11

	CA_3A-7A-20A-32A
	Rel-11

	CA_3A-7A-20A-42A
	Rel-12

	CA_3A-7A-40C
	Rel-12

	CA_3C-40C
	Rel-12

	CA_3A-41D
	Rel-12

	CA_3C-41C
	Rel-12

	CA_3A-41A-42C
	Rel-12

	CA_3A-41C-42A
	Rel-12

	CA_3A-46D
	Rel-13

	CA_4A-4A-12A-12A
	Rel-11

	CA_4A-4A-12B
	Rel-11

	CA_4A-4A-5B
	Rel-11

	CA_4A-5A-12A-12A
	Rel-11

	CA_4A-5A-12B
	Rel-11

	CA_4A-5B-30A
	Rel-11

	CA_4A-46A-46C
	Rel-13

	CA_4A-46D
	Rel-13

	CA_5A-46D
	Rel-13

	CA_5A-5A-66A-66A
	Rel-11

	CA_5A-5A-66B
	Rel-11

	CA_5A-5A-66C
	Rel-11

	CA_5B-66A-66A
	Rel-11

	CA_5B-66B
	Rel-11

	CA_5B-66C
	Rel-11

	CA_5A-66D
	Rel-11

	CA_5A-66A-66C
	Rel-11

	CA_5A-66A-66B
	Rel-11

	CA_7A-46D
	Rel-13

	CA_8B-39C
	Rel-12

	CA_8A-41D
	Rel-12

	CA_8B-41C
	Rel-12

	CA_11A-46D
	Rel-13

	CA_13A-66D
	Rel-11

	CA_13A-66A-66C
	Rel-11

	CA_13A-66A-66B
	Rel-11

	CA_41A-42D
	Rel-11

	CA_41D-42A
	Rel-11

	CA_46A-46C-66A
	Rel-13

	CA_46D-66A
	Rel-13


Note 1: UL carrier shall be supported in each of the 4 bands being aggregated unless otherwise specified.
Note 2: UL carrier is only supported on Band 1 or Band 42 not Band 41 because the fall back mode 1UL/2DL CA_1A-41A has the limitation that UL carrier is only supported on Band 1.
This TR contains a general part and band specific combination part. The actual requirements are added to the corresponding technical specifications.

2
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3
Definitions and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [2] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [2].

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [2] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [2].
4
Background
The present document is a technical report for 4DL/1UL Inter-band Carrier Aggregation under Rel-14 time frame. It covers both the UE and BS side. The present document is divided in two different parts:

- 
General part: this part covers BS and UE specific which is band combination independent. 

- 
Specific band combination part:  this part covers each band combination and its specific issues independently from each other (i.e. one subclause is defined per band combination)

The specific band combination parts are independent and therefore, the working speed also differs.
4.1
TR Maintenance
A single company is responsible for introducing all approved TPs in the present document, i.e. TR editor. However, it is the responsibility of the contact person of each band combination to ensure that the TPs related to the band combination have been implemented.
5
4DL Carrier Aggregation with Single UL: General Part
As 4DL CA combinations have been studied in Rel-13, the identified general issues identified in Rel-13 [3] also apply to Rel-14. This TR only captured the new general issues if identified in Rel-14.
6
4DL Carrier Aggregation with Single UL: Specific Band Combination Part

6.1
CA_4DL_3A-41A-42C_1UL_BCS0
6.1.1
Channel bandwidths per operating band for CA

Table 6.1.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_3-41-42
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD


Table 6.1.1-2: Supported E-UTRA bandwidths per CA configuration for 3DL inter-band CA 
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-41A-42C
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	41
	
	
	
	Yes
	Yes
	Yes
	
	

	
	42
	See CA_42C Bandwidth combination set 1 in Table 5.6A.1-1 of TS 36.101
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of  TS 36.101 [4] when operating in single carrier mode.
6.1.2
Co-existence studies

The 3rd order IMD products caused in the BS by transmitting CA_3A-41A-42C (i.e. 4DL CA with one component carrier on bands 3 and 41 and two carriers on band 42) are derived in the constituent 3DL and 2DL CA fall-back modes, which have been already analyzed and captured into 3GPP TR 36.852-12, TR 36.852-13, TR 36.853-12 and TR 36.853-13.
6.1.3
∆TIB and ∆RIB values
For four simultaneous DLs and one UL the (TIB,c and (RIB values for 1UL/4DL CA_3A-41A-42C are shown in table 6.1.3-1 and  table 6.1.3-2, respectively:
Table 6.1.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_3A-41A-42C
	3
	1

	
	41
	0.31/0.82

	
	42
	0.8

	NOTE 1:  The requirement is specified for the frequency range of 2545-2690MHz
NOTE 2:  The requirement is specified for the frequency range of 2496-2545MHz.



Table 6.1.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_3A-41A-42C
	3
	0.5

	
	41
	01/0.52

	
	42
	0.5

	NOTE 1:  The requirement is specified for the frequency range of 2545-2690MHz
NOTE 2:  The requirement is specified for the frequency range of 2496-2545MHz.


6.1.4
REFSENS requirements
For the REFSENS of Band 3, Band 41 and Band 42 for 1UL/4DL CA_3A-41A-42C, the requirements are shown in table 6.1.4-1 with the uplink configuration in table 6.1.4-2.
 Table 6.1.4-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA
	EUTRA CA Configuration
	EUTRA band
	Channel bandwidth
	Duplex mode
	Applicable active UL band

	
	
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	
	

	CA_3A-41A-42C5,6,7,8
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	41
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	42
	
	
	
	-71.7
	-71.7
	-71.7
	
	

	CA_3A-41A-42C5,6,9
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	41
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	42
	
	
	
	-94.7
	-93.2
	-92.5
	
	

	CA_3A-41A-42C5,6,10
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	42

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	CA_3A-41A-42C5,6,10
	3
	
	
	[-93.5]
	[-90.5]
	[-88.7]
	[-87.4]
	FDD
	41

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	NOTE 5:  The B41 requirements are modified by -0.5dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2545-2690 MHz.

NOTE 6:  The antenna isolation for MSD calculation is assumed as 10 dB. For conducted mode REFSENS test such antenna isolation is not observed as the antennas are disconnected. Additionally antenna isolation assumption is under discussion depending on the frequency range.
NOTE 7:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_3A-42A, CA_3A-42C, CA_1A-3A-42A, CA_1A-3A-42C, CA_3A-19A-42A, CA_3A-19A-42C and CA_1A-3A-19A-42A, CA 3A-41A-42A, CA 3A-41A-42C.
NOTE 8:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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NOTE 9:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
[image: image7.wmf](

)

2

/

20

HB

Channel

BW

+

±

 MHz offset from 
[image: image8.wmf]LB

UL

f

2

 in the victim (higher band) with [image: image9.wmf]2

2

_

_

LB

Channel

LB

high

UL

LB

UL

LB

Channel

LB

low

UL

BW

F

f

BW

F

-

<

<

+

, where[image: image10.wmf]LB

Channel

BW

and
[image: image11.wmf]HB

Channel

BW

are the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.

NOTE 10:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


Table 6.1.4-2: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	3
	
	
	25
	50
	501
	501
	FDD

	41
	
	
	
	50 
	75 
	100 
	TDD

	42
	
	
	
	50 
	75 
	100 
	TDD

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1 in TS 36.101).


6.2
CA_4DL_8B-41C_1UL_BCS0 
6.2.1
Channel bandwidths per operating band for CA
Table 6.2.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_8-41
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD


Table 6.2.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	CA configuration
	Operating

bands
	Channel bandwidth(MHz)
	Bandwidth Combination Set
	Maximum aggregated bandwidth

[MHz]

	
	
	1.4
	3
	5
	10
	15
	20
	
	

	CA_8B-41C
	8
	See table 6.2.1-3 below
	0
	60

	
	41
	See CA_41C in Table 5.6A.1-1 in TS 36.101 of Bandwidth Combination Set 3
	
	


Table 6.2.1-3 Bandwidth combination sets defined for CA_8B
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_8B
	5, 10
	10
	20
	0

	
	10
	5
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 when operating in single carrier mode.

6.2.2
Co-existence studies
6.2.2.1
For the BS
The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting the 4DL CA configurations of CA_8B_41C can be calculated as shown in Table 6.2.2.1-1 and Table 6.2.2.1-2.
Table 6.2.2.1-1: DL harmonics frequency limits for 4DL CA of Band 8, Band 8, Band41 and Band 41
	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	925
	960
	2496
	2690

	2nd order harmonics frequency range (MHz)
	1850 to 1920
	4992 to 5380

	3rd order harmonics frequency range (MHz)
	2775 to 2880
	7488 to 8070


As shown in Table 6.2.2.1-1, second harmonics may fall to UL frequencies of Band 2, 25, 33, 35, 37 or 39. 
Table 6.2.2.1-2: DL IMD products frequency limits for 4DL CA of Band 8, Band 8, Band41 and Band 41
	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	925
	960
	2496
	2690

	Two-tone 2nd order IMD products
	(f2_low – f1_high(
	(f2_high – f1_low(
	(f2_low + f1_low(
	(f2_high + f1_high(

	IMD frequency range (MHz)
	1536 to 1765
	3421 to 3650

	Two-tone 3rd order IMD products
	(2*f1_low – f2_high(
	(2*f1_high – f2_low(
	(2*f2_low – f1_high(
	(2* f2_high – f1_low(

	IMD frequency range (MHz)
	576 to 840
	4032 to 4455

	Two-tone 3rd order IMD products
	2*f1_low + f2_low
	2*f1_high + f2_high
	2*f2_low + f1_low
	2*f2_high + f1_high

	IMD frequency range (MHz)
	4346 to 4610
	5917 to 6340

	Three-tone 3rd order IMD products
	(f1_low – 
max BW f2)
	(f1_high + 
max BW f2)
	(f2_low – 
max BW f1)
	(f2_high + 
max BW f1)

	IMD frequency range (MHz)
	885 to 1000
	2476 to 2710


As shown in Table 6.2.2.1-2, second order intermodulation products may fall to UL frequencies of Band 3, 4, 9, 10, 22, 24, 42 or 43. Third intermodulation products may fall to UL frequencies of Band 5, 6, 7, 8, 12, 13, 14, 17, 18, 19, 20, 26, 27, 28, 38 or 44. It is suggested BS transmitters supporting CA of Band 8, Band 8, Band 41 and Band 41 should not share the same antenna with Band 2, 3, 4, 5, 6, 7, 8, 9, 10, 12, 13, 14, 17, 18, 19, 20, 22, 24, 25, 26, 27, 28, 33, 35, 37, 38, 39, 42, 43 or 44 BS receiver, unless the antenna path meets very stringent third order PIM specification so that the PIM will not cause Band 2, 3, 4, 5, 6, 7, 8, 9, 10, 12, 13, 14, 17, 18, 19, 20, 22, 24, 25, 26, 27, 28, 33, 35, 37, 38, 39, 42, 43 or 44 BS receiver desensitization.
6.2.2.2
For the UE

As shown in the table 6.2.2.2-1, the 3rd harmonic of band 8 will fall into DL of band 41.
Table 6.2.2.2-1: Impact of UL Harmonic Interference
	
	
	
	
	
	2nd  Harmonic
	3rd  Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	8
	880
	915
	925
	960
	1760
	1830
	2640
	2745

	41
	2496
	2690
	2496
	2690
	4992
	5380
	7488
	8070


However, no harmonic issues were found due to operators’ spectrum holdings. Therefore, it is not necessary to introduce harmonic trap filter for this specific combination.
6.2.3
∆TIB and ∆RIB values

For the UE which supports CA_8B-41C, the ΔTIB,c and ΔRIB,c  are defined for applicable bands in Table 6.2.3-1 and 6.2.3-2 respectively.
Table 6.2.3-1: ΔTIB,c for 4DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB] 



	CA_8B-41C
	8
	0.3

	
	41
	0.3


Table 6.2.3-2: ΔRIB,c for 4DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c  [dB] 



	CA_8B-41C
	8
	0

	
	41
	0


6.3
CA_4DL_8A-41D_1UL_BCS0 
6.3.1
Channel bandwidths per operating band for CA
Table 6-X-1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_8-41
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD


Table 6-X-1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	CA configuration
	Operating

Bands
	Channel bandwidth(MHz)
	Bandwidth Combination Set
	Maximum aggregated bandwidth

[MHz]

	
	
	1.4
	3
	5
	10
	15
	20
	
	

	CA_8A-41D
	8
	Yes
	Yes
	Yes
	Yes
	
	
	0
	70

	
	41
	See CA_41D in Table 5.6A.1-1 in TS 36.101 of Bandwidth Combination Set 0
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 when operating in single carrier mode.

6.3.2
Co-existence studies
6.3.2.1
For the BS
The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting the 4DL CA configurations of CA_8A_41D can be calculated as shown in Table 6.3.2.1-1 and Table 6.3.2.1-2.
Table 6.3.2.1-1: DL harmonics frequency limits for 4DL CA of Band 8, Band 41, Band41 and Band 41
	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	925
	960
	2496
	2690

	2nd order harmonics frequency range (MHz)
	1850 to 1920
	4992 to 5380

	3rd order harmonics frequency range (MHz)
	2775 to 2880
	7488 to 8070


As shown in Table 6.3.2.1-1, second harmonics may fall to UL frequencies of Band 2, 25, 33, 35, 37 or 39. 
Table 6.3.2.1-2: DL IMD products frequency limits for 4DL CA of Band 8, Band 41, Band 41 and Band 41
	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	925
	960
	2496
	2690

	Two-tone 2nd order IMD products
	(f2_low – f1_high(
	(f2_high – f1_low(
	(f2_low + f1_low(
	(f2_high + f1_high(

	IMD frequency range (MHz)
	1536 to 1765
	3421 to 3650

	Two-tone 3rd order IMD products
	(2*f1_low – f2_high(
	(2*f1_high – f2_low(
	(2*f2_low – f1_high(
	(2* f2_high – f1_low(

	IMD frequency range (MHz)
	576 to 840
	4032 to 4455

	Two-tone 3rd order IMD products
	2*f1_low + f2_low
	2*f1_high + f2_high
	2*f2_low + f1_low
	2*f2_high + f1_high

	IMD frequency range (MHz)
	4346 to 4610
	5917 to 6340

	Three-tone 3rd order IMD products
	(f1_low – 
max BW f2)
	(f1_high + 
max BW f2)
	(f2_low – 
max BW f1)
	(f2_high + 
max BW f1)

	IMD frequency range (MHz)
	865 to 1020
	2486 to 2700


As shown in Table 6.3.2.1-2, second order intermodulation products may fall to UL frequencies of Band 3, 4, 9, 10, 22, 24, 42 or 43. Third intermodulation products may fall to UL frequencies of Band 5, 6, 7, 8, 12, 13, 14, 17, 18, 19, 20, 26, 27, 28, 38 or 44. It is suggested BS transmitters supporting CA of Band 8, Band 41, Band 41 and Band 41 should not share the same antenna with Band 2, 3, 4, 5, 6, 7, 8, 9, 10, 12, 13, 14, 17, 18, 19, 20, 22, 24, 25, 26, 27, 28, 33, 35, 37, 38, 39, 42, 43 or 44 BS receiver, unless the antenna path meets very stringent third order PIM specification so that the PIM will not cause Band 2, 3, 4, 5, 6, 7, 8, 9, 10, 12, 13, 14, 17, 18, 19, 20, 22, 24, 25, 26, 27, 28, 33, 35, 37, 38, 39, 42, 43 or 44 BS receiver desensitization.
6.3.2.2
For the UE

As shown in the table 6.3.2.2-1, the 3rd harmonic of band 8 will fall into DL of band 41.
Table 6.3.2.2-1: Impact of UL Harmonic Interference
	
	
	
	
	
	2nd  Harmonic
	3rd  Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	8
	880
	915
	925
	960
	1760
	1830
	2640
	2745

	41
	2496
	2690
	2496
	2690
	4992
	5380
	7488
	8070


However, no harmonic issues were found due to operators’ spectrum holdings. Therefore, it is not necessary to introduce harmonic trap filter for this specific combination.
6.3.3
∆TIB and ∆RIB values

For the UE which supports CA_8A-41D, the ΔTIB,c and ΔRIB,c  are defined for applicable bands in Tables 6.3.3-1 and 6.3.3-2 respectively.
Table 6.3.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB] 



	CA_8A-41D
	8
	0.3

	
	41
	0.3


Table 6.3.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c  [dB] 



	CA_8A-41D
	8
	0

	
	41
	0


6.4
CA_4DL_1A-3A-7A-40A_1UL_BCS0
6.4.1
Channel bandwidths per operating band for CA

Table 6.4.1-1: 4DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_1-3-7-40
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD


Table 6.4.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_1A-3A-7A-40A 
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in Table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.4.2
Co-existence studies
The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_1A-3A-7A-40A follow from those derived for the constituent 2DL and 3DL CA fall-back modes. 
6.4.3
ΔTIB,c and ΔRIB,c values
For the UE which supports CA_1A-3A-7A-40A the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.4.3-1 and 6.4.3-2 respectively. 
Table 6.4.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A-7A-40A
	1
	0.6

	
	3
	0.6

	
	7
	0.8

	
	40
	0.9


Table 6.4.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A-7A-40A
	1
	0

	
	3
	0

	
	7
	0.3

	
	40
	0.8


6.4.4
REFSENS requirements
For the REFSENS of 4DL/1UL CA_1A-3A-7A-40A, the requirements are shown in table 6.4.4-1 with the uplink configuration in table 6.4.4-2.
Table 6.4.4-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA
	Channel bandwidth
	Applicable active UL band

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode
	

	CA_1A-3A-7A-40A11
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	3
	
	
	-94
	-91.5
	-90
	-89
	
	

	
	7
	
	
	
	-94.7
	-92.9
	-91.7
	
	

	
	40
	
	
	-92.6
	-90.5
	-89.2
	-88.1
	TDD
	

	CA_1A-3A-7A-40A12
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	1

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	7
	
	
	
	-94.7
	-92.9
	-91.7
	
	

	
	40
	
	
	-92.6
	-90.5
	-89.2
	-88.1
	TDD
	

	CA_1A-3A-7A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	3

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	7
	
	
	
	-94.7
	-92.9
	-91.7
	
	

	
	40
	
	
	-94.6
	-92.1
	-90.5
	-89.4
	TDD
	

	CA_1A-3A-7A-40A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD
	7

	
	3
	
	
	-97
	-94
	-92.2
	-91
	
	

	
	7
	
	
	
	-94.7
	-92.9
	-91.7
	
	

	
	40
	
	
	-96
	-93.3
	-91.7
	-90.6
	TDD
	

	CA_1A-3A-7A-40A
	1
	
	
	-91.7
	-89.5
	-87.9
	-86.9
	FDD
	40

	
	3
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	
	

	
	7
	
	
	
	-94
	-92.4
	-91.2
	
	

	
	40
	
	
	-99.2
	-96.2
	-94.4
	-93.2
	TDD
	

	NOTE 11:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth other than Band 1, the requirement applies regardless of channel bandwidth in Band 1
NOTE 12:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth other than Band 1, the requirement applies regardless of channel bandwidth in Band 1. 


Table 6.4.4-2: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	CA_1A-3A-7A-40A
	11,3
	
	
	25
	25
	25
	25
	FDD

	
	11,4
	
	
	25
	45
	45
	45
	FDD

	
	3
	
	
	25 
	50 
	501
	501
	FDD

	
	7
	
	
	25 
	50 
	75
	751
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).

NOTE 2:
the UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.1-2 for the uplink bandwidth in which case the allocation according to Table 7.3.1-2 applies.
NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
NOTE 4:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.


6.5
CA_4DL_3A-7A-40C_1UL_BCS0
6.5.1
Channel bandwidths per operating band for CA

Table 6.5.1-1: 4DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_3-7-40-40
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD


Table 6.5.1-2: Supported E-UTRA bandwidths per CA configuration for 3DL inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-7A-40C 
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	40
	See CA_40C Bandwidth combination set 1 in Table 5.6A.1-1 of TS 36.101
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in Table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.5.2
Co-existence studies
The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_3A-7A-40C follow from those derived for the constituent 2DL and 3DL CA fall-back modes.
6.5.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_3A-7A-40C the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.5.3-1 and 6.5.3-2 respectively.

Table 6.5.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_3A-7A-40C
	3
	0.6

	
	7
	0.8

	
	40
	0.9


Table 6.5.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_3A-7A-40C
	3
	0

	
	7
	0.3

	
	40
	0.8


6.5.4
REFSENS requirements
For the REFSENS of 4DL/1UL CA_3A-7A-40C, the requirements are shown in table 6.5.4-1 with the uplink configuration in table 6.5.4-2.
Table 6.5.4-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA
	Channel bandwidth
	Applicable active UL band

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode
	

	CA_3A-7A-40C
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD
	3

	
	7
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	
	

	
	40
	
	
	-94.6
	-92.1
	-90.5
	-89.4
	TDD
	

	CA_3A-7A-40C
	3
	
	
	-100
	-97
	-95.2
	-94
	FDD
	7

	
	7
	
	
	-97.7
	-94.7
	-92.9
	-91.7
	
	

	
	40
	
	
	-96
	-93.3
	-91.7
	-90.6
	TDD
	

	CA_3A-7A-40C
	3
	
	
	-94.2
	-91.2
	-89.5
	-88.3
	FDD
	40

	
	7
	
	
	-96.8
	-94
	-92.4
	-91.2
	
	

	
	40
	
	
	-99.2
	-96.2
	-94.4
	-93.2
	TDD
	


Table 6.5.4-2: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	CA_3A-7A-40C
	3
	
	
	25 
	50 
	501
	501
	FDD

	
	7
	
	
	25 
	50 
	75
	751
	FDD

	
	40
	
	
	25
	50
	75 
	100 
	TDD

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).



6.6
CA_4DL_1A-41A-42C_1UL_BCS0 
6.6.1
Channel bandwidths per operating band for CA
Table 6.6.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1-41-42
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD


Table 6.6.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_1A-41A-42C
	1A
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	41A
	
	
	
	Yes
	Yes
	Yes
	
	

	
	42C
	See CA_42C Bandwidth Combination Set 1 in Table 5.6A.1-1 of TS36.101
	
	


NOTE 1: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.

NOTE 2: 
UL carrier is only supported on Band 1 or Band 42 not Band 41 because the fall back mode 1UL/2DL CA_1A-41A has the limitation that UL carrier is only supported on Band 1.
6.6.2
Co-existence studies for Band 1, Band 41, Band 41 and Band 42 CA

The 3rd IMD products caused in the BS by transmitting of CA_1A-41A-42C (i.e. 4DL CA with one component carrier on Bands 1 and Band 41 and two contiguous carriers on Band 42) are derived in the constituent 3DL and 2DL CAs, which have been already analysed and captured into 3GPP TR 36.852-12, TR36.853-12 and TR36.853-13.
6.6.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_1A-41A-42C the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.6.3 -1 and 6.6.3-2 respectively.
Table 6.6.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-41A-42C
	1
	0.5

	
	41
	0.5

	
	42
	0.8

	NOTE: 
Only applicable for UE supporting inter-band carrier aggregation with the uplink active in Band 1 or Band 42.


Table 6.6.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-41A-42C
	1
	0

	
	41
	0

	
	42
	0.5

	NOTE: 
Only applicable for UE supporting inter-band carrier aggregation with the uplink active in Band 1 or Band 42.


6.7
CA_4DL_2A-4A-12B_1UL_BCS0
6.7.1
Channel bandwidths per operating band for CA

Table 6.7.1-1: Channel bandwidths per operating band
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_2A-4A-12B
	
	2
	
	
	Yes
	Yes
	Yes
	Yes
	55
	0

	
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	


6.7. 2
Co-existence studies

The 3rd IMD products caused in the BS by transmitting of CA_2A-4A-12B (i.e. 4DL CA with one component carrier in band 2 and 4 and two contiguous component carriers in band 12) are derived in the constituent 3DL and 2DL CAs, which have been already analyzed and captured into 3GPP TR 36.852-11, TR 36.852-12, TR 36.852-13, TR36.853-12 and TR36.853-13.

6.8
CA_4DL_4A-4A-12B_1UL_BCS0
6.8.1
Channel bandwidths per operating band for CA

Table 6.8.1-1: Channel bandwidths per operating band
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_4A-4A-12B
	
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3 of TS 36.101
	55
	0

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	


6.8.2
Co-existence studies

The 3rd IMD products caused in the BS by transmitting of CA_4A-4A-12B (i.e. 4DL CA with two non-contiguous component carriers in band 4 and two contiguous component carriers in band 12) are derived in the constituent 3DL and 2DL CAs, which have been already analyzed and captured into 3GPP TR 36.852-11, TR 36.852-12, TR 36.852-13, TR36.853-12 and TR36.853-13.

6.9
CA_4DL_4A-5A-12B_1UL_BCS0
6.9.1
Channel bandwidths per operating band for CA

Table 6.9.1-1: Channel bandwidths per operating band
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_4A-5A-12B
	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	45
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	12
	See CA_12B Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	


6.9. 2
Co-existence studies

The 3rd IMD products caused in the BS by transmitting of CA_4A-5A-12B (i.e. 4DL CA with one component carrier in band 4 and 5 and two contiguous component carriers in band 12) are derived in the constituent 3DL and 2DL CAs, which have been already analyzed and captured into 3GPP TR 36.852-11, TR 36.852-12, TR 36.852-13, TR36.853-12 and TR36.853-13.
6.10
CA_4DL_41A-42D_1UL_BCS0
6.10.1
Channel bandwidths per operating band for CA
Table 6.10.1-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_41A-42D
	
	41
	
	
	
	Yes
	Yes
	Yes
	80
	0

	
	
	42
	See CA_42D Bandwidth combination set 1 in Table 5.6A.1-1 of TS 36.101
	
	


6.10.2
Co-existence studies
The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_41A-42D follow from those derived for the constituent 2DL and 3DL CA fall-back modes.
6.10.3
∆TIB and ∆RIB values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 6.10.3-1 and 6.10.3-2 respectively.

Table 6.10.3-1: ΔTIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_41A-42D
	41
	01

	
	42
	0.51

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


Table 6.10.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_41A-42D
	41
	0.41

	
	42
	0.51

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


6.10.4
REFSENS requirements

For the this combination, UE support inter-band CA with 1UL and without simultaneous Rx/Tx, the same REFSENS requirements for the constituent 2DL and 3DL CA fall-back modes can be re-used.
6.11
CA_4DL_41D-42A_1UL_BCS0
6.11.1
Channel bandwidths per operating band for CA
Table 6.11.1-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_41D-42A
	
	41
	See CA_41D Bandwidth combination set 0 in Table 5.6A.1-1 of TS 36.101
	80
	0

	
	
	42
	
	
	
	Yes
	Yes
	Yes
	
	


6.11.2
Co-existence studies
The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_41D-42A follow from those derived for the constituent 2DL and 3DL CA fall-back modes.
6.11.3
∆TIB and ∆RIB values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 6.11.3-1 and 6.11.3-2 respectively.

Table 6.11.3-1: ΔTIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_41D-42A
	41
	01

	
	42
	0.51

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


Table 6.11.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_41D-42A
	41
	0.41

	
	42
	0.51

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


6.11.4
REFSENS requirements

For the this combination, UE support inter-band CA with 1UL and without simultaneous Rx/Tx, the same REFSENS requirements for the constituent 2DL and 3DL CA fall-back modes can be re-used.
6.12
CA_4DL_3A-7A-20A-32A_1UL_BCS0

6.12.1
Channel bandwidths per operating band for CA
Table 6.12.1-1: Inter-band CA 
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	Channel BW (MHz)
	BS transmit / UE receive
	Channel BW (MHz)
	

	
	
	FUL_low   –  FUL_high
	
	FDL_low   –  FDL_high
	
	

	CA_3-7-20-32
	3
	1710 MHz
	–
	1785 MHz
	5,10, 15, 20
	1805 MHz
	–
	1880 MHz
	5, 10, 15, 20
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	10, 15, 20
	2620 MHz
	–
	2690 MHz
	10, 15, 20
	

	
	20
	832 MHz
	–
	862 MHz
	5,10, 15, 20
	791 MHz
	–
	821 MHz
	5, 10, 15, 20
	

	
	32
	N/A
	N/A
	1452 MHz
	–
	1496 MHz
	5, 10, 15, 20
	


Table 6.12.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA 
	CA operating / channel bandwidth
	Maximum aggregated bandwidth
[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-7A-20A-32A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.

6.12.2
Co-existence studies
<Editor’s note: Text to be added>

6.12.3
ΔTIB,c and ΔRIB,c values

<Editor’s note: Text to be added>

6.13
CA_4DL_1A-3A-40C_1UL_BCS0
6.13.1
Channel bandwidths per operating band for CA

Table 6.13.1-1: 4DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_1-3-40
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD


Table 6.13.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	CA configuration
	Operating

bands
	Channel bandwidth(MHz)
	Bandwidth Combination Set
	Maximum aggregated bandwidth

[MHz]

	
	
	1.4
	3
	5
	10
	15
	20
	
	

	CA_1A-3A-40C
	1
	
	
	Yes
	Yes
	Yes
	Yes
	0
	80

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	40
	See CA_40C Bandwidth Combination Set 1 in TS 36.101 Table 5.6A.1-1
	
	


6.13.2
Co-existence studies

The 2nd / 3rd harmonics and IMD products caused in the BS by transmitting CA_1A-3A-40C follow those derived for the constituent 2DL and 3DL CA fall-back modes.

6.14
CA_4DL_1A-3C-40A_1UL_BCS0
6.14.1
Channel bandwidths per operating band for CA

Table 6.14.1-1: 4DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_1-3-40
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD


Table 6.14.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	CA configuration
	Operating bands
	Channel bandwidth(MHz)
	Bandwidth Combination Set
	Maximum aggregated bandwidth

[MHz]

	
	
	1.4
	3
	5
	10
	15
	20
	
	

	CA_1A-3C-40A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	0
	80

	
	3
	See CA_3C Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	
	

	
	40
	
	
	Yes
	Yes
	Yes
	Yes
	
	


6.14.2
Co-existence studies

The 2nd / 3rd harmonics and IMD products caused in the BS by transmitting CA_1A-3C-40A follow those derived for the constituent 2DL and 3DL CA fall-back modes.

6.14.3
∆TIB and ∆RIB values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 6.14.3-1 and 6.14.3-2 respectively.

Table 6.14.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3C-40A
	1
	0.5

	
	3
	0.5

	
	40
	0.5


Table 6.14.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3C-40A
	1
	0

	
	3
	0

	
	40
	0


6.14.4
REFSENS requirements

For the REFSENS of CA_1A-3C-40A the same REFSENS requirements for the constituent 2DL and 3DL CA fall-back modes can be re-used.
6.15
CA_4DL_3C-40C_1UL_BCS0
6.15.1
Channel bandwidths per operating band for CA

Table 6.15.1-1: 4DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_3-40
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	40
	2300 MHz
	–
	2400 MHz
	2300 MHz
	–
	2400 MHz
	TDD


Table 6.15.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	CA configuration
	Operating

bands
	Channel bandwidth(MHz)
	Bandwidth Combination Set
	Maximum aggregated bandwidth

[MHz]

	
	
	1.4
	3
	5
	10
	15
	20
	
	

	CA_3C-40C
	3
	See CA_3C Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	0
	80

	
	40
	See CA_40C Bandwidth Combination Set 1 in TS 36.101 Table 5.6A.1-1
	
	


6.15.2
Co-existence studies

The 2nd / 3rd harmonics and IMD products caused in the BS by transmitting CA_3C-40C follow those derived for the constituent 2DL and 3DL CA fall-back modes.
6.16
CA_4DL_4A-46D_1UL_BCS0 and CA_4DL_4A-46A-46C_1UL_BCS0
6.16.1
Channel bandwidths per operating band for CA

Table 6.16.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_4-46
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD

	CA_4-46-46
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD


Table 6.16.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_4A-46D
	4
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 6.16.1-5
	
	

	CA_4A-46A-46C
	4
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	46
	See CA_46A-46C Bandwidth Combination Set 0 in Table 6.16.1-3
	
	


Table 6.16.1-3: Supported E-UTRA bandwidths per CA configuration for intra-band non-contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_46A-46C2
	-
	20
	See CA_46C Bandwidth Combination Set 0 in Table 6.16.1-4
	
	60
	0

	
	
	See CA_46C Bandwidth Combination Set 0 in Table 6.16.1-4
	20
	
	
	

	NOTE 1:
Uplink CA configurations are the configurations supported by the present release of specifications.
NOTE 2:   In this version of the specification, restricted to E-UTRA DL operation when inter-band carrier aggregation is configured.


Table 6.16.1-4: Supported E-UTRA bandwidths per CA configuration for intra-band contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_46C
	-
	20
	20
	
	
	40
	0

	NOTE 1:
Uplink CA configurations are the configurations supported by the present release of specifications.

NOTE 2:   In this version of the specification, restricted to E-UTRA DL operation when inter-band carrier aggregation is configured.


Table 6.16.1-5: Supported E-UTRA bandwidths per CA configuration for intra-band contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_46D
	20
	20
	20
	60
	0


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all for the constituent bands as defined in Table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.16.2
Co-existence studies 

The 2nd and 3rd order harmonics and IMD products for Band 4 and Band 46 caused in the BS by transmitting the 4DL CA configurations of CA_4DL_4A-46A-46C_1UL_BCS0 and 
CA_4DL_4A-46D_1UL_BCS0 are included in TR 36.714-02-01 and TR 36.714-03-01.
6.16.3
∆TIB and ∆RIB values
For this combination, the (TIB,c and (RIB values are shown in table 6.16.3-1, and in table 6.16.3-2 assuming separate antenna architecture without HTF:
Table 6.16.3-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_4A-46D
	4
	0

	CA_4A-46A-46C
	4
	0


Table 6.16.3-2: ΔRIB 

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB [dB]

	CA_4A-46D
	4
	0

	CA_4A-46A-46C
	4
	0


6.17
CA_4DL_46D-66A_1UL_BCS0 and CA_4DL_46A-46C-66A_1UL_BCS0
6.17.1

Channel bandwidths per operating band for CA

Table 6.17.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_46-66
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD

	
	66
	1710 MHz
	–
	1780 MHz
	 2110 MHz
	–
	2200 MHz
	FDD

	CA_46-46-66
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD

	
	66
	1710 MHz
	–
	1780 MHz
	 2110 MHz
	–
	2200 MHz
	FDD


Table 6.17.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_46D_66A
	46
	See CA_46D Bandwidth Combination Set 0 in Table 6.17.1-5
	80
	0

	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	CA_46A-46C_66A
	46
	See CA_46A-46C Bandwidth Combination Set 0 in Table 6.17.1-3
	80
	0

	
	66
	
	
	Yes
	Yes
	Yes
	Yes
	
	


Table 6.17.1-3: Supported E-UTRA bandwidths per CA configuration for intra-band non-contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_46A-46C2
	-
	20
	See CA_46C Bandwidth Combination Set 0 in Table 6.17.1-4
	
	60
	0

	
	
	See CA_46C Bandwidth Combination Set 0 in Table 6.17.1-4
	20
	
	
	

	NOTE 1:
Uplink CA configurations are the configurations supported by the present release of specifications.

NOTE 2:   In this version of the specification, restricted to E-UTRA DL operation when inter-band carrier aggregation is configured.


Table 6.17.1-4: Supported E-UTRA bandwidths per CA configuration for intra-band contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations (NOTE 1)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_46C
	-
	20
	20
	
	
	40
	0

	NOTE 1:
Uplink CA configurations are the configurations supported by the present release of specifications.

NOTE 2:   In this version of the specification, restricted to E-UTRA DL operation when inter-band carrier aggregation is configured.


Table 6.17.1-5: Supported E-UTRA bandwidths per CA configuration for intra-band contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_46D
	20
	20
	20
	60
	0


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all for the constituent bands as defined in Table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.

6.17.2
Co-existence studies
The 2nd and 3rd order harmonics and IMD products for Band 66 and Band 46 caused in the BS by transmitting the 4DL CA configurations of CA_4DL_46A-46C-66A_1UL_BCS0 and CA_4DL_46D-66A_1UL_BCS0 are included in TR 36.714-02-01 and TR 36.714-03-01.
6.17.3
∆TIB and ∆RIB values
For this combination, the (TIB,c and (RIB values are shown in table 6.17.3-1, and in table 6.17.3-2 assuming separate antenna architecture without HTF:
Table 6.17.3-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_46D-66A
	66
	0

	CA_46A-46C-66A
	66
	0


Table 6.17.3-2: ΔRIB 

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB [dB]

	CA_46D-66A
	66
	0

	CA_46A-46C-66A
	66
	0


6.18
CA_4DL_1A-41C-42A_1UL_BCS0 
6.18.1
Channel bandwidths per operating band for CA
Table 6.18.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1-41-42
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD


Table 6.18.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_1A-41C-42A
	1A
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	41C
	See CA_41C Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS36.101
	
	

	
	42A
	
	
	
	Yes
	Yes
	Yes
	
	


NOTE 1: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.

NOTE 2: 
UL carrier is only supported on Band 1 or Band 42 not Band 41 because the fall back mode 1UL/2DL CA_1A-41A has the limitation that UL carrier is only supported on Band 1.
6.18.2
Co-existence studies
The 3rd IMD products caused in the BS by transmitting of CA_1A-41C-42A (i.e. 4DL CA with one component carrier on Bands 1 and Band 42 and two contiguous carriers on Band 41) are derived in the constituent 3DL and 2DL CAs, which have been already analysed and captured into 3GPP TR 36.852-12, TR36.853-12 and TR36.853-13.
6.18.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_1A-41C-42A, the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.18.1.3 -1 and 6.18.1.3-2 respectively.
Table 6.18.1.3 -1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-41C-42A
	1
	0.5

	
	41
	0.5

	
	42
	0.8

	NOTE: 
Only applicable for UE supporting inter-band carrier aggregation with the uplink active in Band 1 or Band 42.


Table 6.18.1.3 -2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-41C-42A
	1
	0

	
	41
	0

	
	42
	0.5

	NOTE: 
Only applicable for UE supporting inter-band carrier aggregation with the uplink active in Band 1 or Band 42.


6.19
CA_4DL_3A-41D_1UL_BCS0 
6.19.1
Channel bandwidths per operating band for CA

Table 6.19.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_3-41
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD


Table 6.19.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA 
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-41D
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	41
	See CA_41D Bandwidth combination set 0 in Table 5.6A.1-1 of TS 36.101
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of  TS 36.101 [4] when operating in single carrier mode.
6.19.2
Co-existence studies
The 2nd and 3rd order harmonics and DL IMD products caused in the BS by transmitting the 4DL CA configurations of Band 3 and Band 41 (4DL CA with one component carrier in Band 3 and three contiguous component carriers in Band 41) can be calculated as shown in Table 6.19.2-1 below. In addition, the maximum transmission bandwidth of 80MHz (20MHz in Band 3 and 60MHz in Band 41) is considered. 

Table 6.19.2-1: Band 3, Band41, Band 41 and Band 41 DL harmonics and IMD products

	DL Frequency
	f1_low
	f1_high
	f2_low
	f2_high

	
	1805
	1880
	2496
	2690

	2nd order harmonics frequency range (MHz)
	3610 
	3760
	4992 
	5380

	3rd order harmonics frequency range (MHz)
	5415 
	5640
	7488 
	8070

	2nd order IMD products
	|f2_low – f1_high|
	|f2_high – f1_low|
	|f2_low + f1_low|
	|f2_high + f1_high|

	IMD frequency limits (MHz)
	616
	885
	4301
	4570

	3rd order IMD products
	|f2_high – 2*f1_low|
	|f2_low – 2*f1_high|
	|2*f2_low – f1_high|
	|2*f2_high – f1_low|

	IMD frequency limits (MHz)
	920
	1264
	3112
	3575

	3rd order IMD products
	|2*f1_low + f2_low|
	|2*f1_high + f2_high|
	|2*f2_low + f1_low|
	|2*f2_high + f1_high|

	IMD frequency limits (MHz)
	6106
	6450
	6797
	7260

	3rd order IMD products
	|f1_low – f2_high + f2_low|
	|f1_high + f2_high – f2_low|
	|f2_low – f1_high + f1_low|
	|f2_high + f1_high – f1_low|

	IMD frequency limits (MHz)
	1611
	2074
	2421
	2765

	3rd order IMD products (with maximum channel bandwidth)
	|f1_low – max BW f2|
	|f1_high + max BW f2|
	|f2_low – max BW f1|
	|f2_high + max BW f1|

	IMD frequency limits (MHz)
	1745
	1940
	2476
	2710


As shown in the table 6.19.2-1, the 2nd order harmonics of the BS transmitting may fall into the BS receive band of Band 43 and none of 3rd harmonics may fall into any receive frequencies of the other E-UTRA Bands. In addition, the 2nd order IMD products may fall into BS receive Bands 5, 6, 8, 12, 13, 14, 17, 18, 19, 20, 26, 27, 28, 44 and 68, and the 3rd order IMD products may fall into BS receive Bands of 1, 2, 3, 4, 7, 9, 10, 22, 23, 24, 25, 33, 34, 35, 36, 37, 38, 39, 41, 42, 65 and 66. However, when the impact of maximum bandwidth is considered, the 3rd order IMD products do not fall into the BS receive of Bands 23, 24, and 34. 

It should be noted that Bands 2, 6, 10, 12, 13, 14, 17, 18, 19, 20, 22, 25, 27, 33, 35, 36, 37, 65 and 66 are not intended for use in the same geographical area as Band 3 and Band 41. Consequently, the focus here will be on the harmonics and IMD products falling into Bands 1, 3, 4, 5, 7, 8, 9, 26, 28, 38, 39, 41, 42, 44 and 68. 

TDD BS does not transmit and receive simultaneously in a single band, the BS’s own Band 41 receiver and other synchronized Band 41 receivers would not be interfered.
It is recommended that Bands 3 and 41 BS transmitters should not share the same antenna with Bands 1, 3, 4, 5, 7, 8, 9, 26, 28, 68, unsynchronized 38, unsynchronized 39, unsynchronized 42 and unsynchronized 44 BS receivers unless the antenna path meets very stringent 3rd order PIM specification so that the PIM will not cause these Band’s BS receivers desensitization. Note that antenna sharing may be allowed as the state-of-the-art continues to evolve in the future.
6.19.3 
∆TIB,c and ∆RIB,c values

For four simultaneous DLs and one UL, the (TIB,c and (RIB,c  values for 1UL/4DL CA_3A-41D are shown in table 6.19.3-1 and  table 6.19.3-2, respectively.

Table 6.19.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_3A-41D
	3
	0.5

	
	41
	0.31

	
	
	0.82

	NOTE 1: The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.

NOTE 2: The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


Table 6.19.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_3A-41D
	3
	0

	
	41
	01

	
	
	0.52

	NOTE 1: The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.

NOTE 2: The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


6.19.4 
REFSENS requirements
For the REFSENS of Band 3 and Band 41 for 1UL/4DL CA_3A-41D, the requirements are shown in table 6.19.4-1 with the uplink configuration in table 6.19.4-2.
 Table 6.19.4-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA
	EUTRA CA Configuration
	EUTRA band
	Channel bandwidth
	Duplex mode
	Applicable active UL band

	
	
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	
	

	CA_3A-41D
	3
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	CA_3A-41D
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	[-99.7]4
	[-96.7]4
	[-94.9]4
	[-93.7]4
	
	

	
	41
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	NOTE 1:
These requirements apply regardless of the channel bandwidth and the location of UL band.

NOTE 2:   The B41 requirements are modified by -0.5dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2545-2690 MHz.

NOTE 3:   The antenna isolation for MSD calculation is assumed as 10 dB.  For conducted mode REFSENS test such antenna isolation is not observed as the antennas are disconnected. Additionally antenna isolation assumption is under discussion depending on the frequency range.
NOTE 4:   Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


Table 6.19.4-2: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	3
	
	
	25
	50
	501
	501
	FDD

	41
	
	
	25
	50
	75 
	100 
	TDD

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (TS 36.101 Table 5.6-1).


6.20
CA_4DL_3C-41C_1UL_BCS0

6.20.1
Channel bandwidths per operating band for CA
Table 6.20.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_3-41
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD


Table 6.20.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA 
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3C-41C
	3
	See CA_3C Bandwidth combination set 0 in Table 5.6A.1-1 of TS 36.101
	80
	0

	
	41
	See CA_41C Bandwidth combination set 0 in Table 5.6A.1-1 of TS 36.101
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of  TS 36.101 [4] when operating in single carrier mode.
6.20.2 

Co-existence studies
The 3rd order IMD products caused in the BS by transmitting CA_3C-41C (i.e. 4DL CA with two component carriers on both bands 3 and 41) are derived in the constituent 3DL and 2DL CA fall-back modes, which have been already analyzed and captured into TR 36.852, and TR 36.853.
6.20.3 
∆TIB,c and ∆RIB,c values

For four simultaneous DLs and one UL, the (TIB,c and (RIB,c  values for 1UL/4DL CA_3C-41C are shown in table 6.20.3-1 and  table 6.20.3-2, respectively.
Table 6.20.3-1: ΔTIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_3C-41C
	3
	0.5

	
	41
	0.31

	
	
	0.82

	NOTE1:  The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE2:  The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


Table 6.20.3-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_3C-41C
	3
	0

	
	41
	01

	
	
	0.52

	NOTE1:  The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE2:  The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


6.20.4 
REFSENS requirements
For the REFSENS of Band 3 and Band 41 for 1UL/4DL CA_3C-41C, the requirements are shown in table 6.20.4-1 with the uplink configuration in table 6.20.4-2.
 Table 6.20.4-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA
	EUTRA CA Configuration
	EUTRA band
	Channel bandwidth
	Duplex mode
	Applicable active UL band

	
	
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	
	

	CA_3C-41C
	3
	
	
	[-94]
	[-91]
	[-89.2]
	[-87.9]
	FDD
	41

	
	41
	
	
	-97.5
	-94.5
	-92.7
	-91.5
	TDD
	

	CA_3C-41C
	3
	
	
	-97 
	-94
	-92.2
	-91
	FDD
	3

	
	
	
	
	[-99.7]4
	[-96.7]4
	[-94.9]4
	[-93.7]4
	
	

	
	41
	
	
	[-93.3]
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	NOTE 1:
These requirements apply regardless of the channel bandwidth and the location of UL band.

NOTE 2:   The B41 requirements are modified by -0.5dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2545-2690 MHz.

NOTE 3:   The antenna isolation for MSD calculation is assumed as 10 dB.  For conducted mode REFSENS test such antenna isolation is not observed as the antennas are disconnected. Additionally antenna isolation assumption is under discussion depending on the frequency range.
NOTE 4:   Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


Table 6.20.4-2: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	3
	
	
	25
	50
	501
	501
	FDD

	41
	
	
	25
	50
	75 
	100 
	TDD

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (TS 36.101 Table 5.6-1).


6.21
CA_4DL_2A-4A-5B_1UL_BCS0 
6.21.1
Channel bandwidths per operating band for CA
Table 6.21.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_2A-4A-5B
	2
	
	
	Yes
	Yes
	Yes
	Yes
	60
	0

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.21.2
Co-existence studies

The 3rd IMD products caused in the BS by transmitting of CA_2A-4A-5B are derived in the constituent 3DL CA_2A-4A-5A which have been already analysed and captured into TR 36.853-12 [5].

6.21.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_2A-4A-5B the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.21.3-1 and 6.21.3-2 respectively. These values are derived from the existing combination 2A-4A-5A.
Table 6.21.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2A-4A-5B
	2
	0.5

	
	4
	0.5

	
	5
	0.3


Table 6.21.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_2A-4A-5B
	2
	0.3

	
	4
	0.3

	
	5
	0


6.22
CA_4DL_2A-5B-30A_1UL_BCS0 
6.22.1
Channel bandwidths per operating band for CA
Table 6.22.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_2A-5B-30A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	

	
	30
	
	
	Yes
	Yes
	
	
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.22.2
Co-existence studies

The 3rd IMD products caused in the BS by transmitting of CA_2A-5B-30A are derived in the constituent 3DL CA_2A-5A-30A, which have been already analysed and captured into TR36.853-12 [5].

6.22.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_2A-5B-30A the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.22.3 -1 and 6.22.3-2 respectively. These values are derived from the existing combination 2A-5A-30A.
Table 6.22.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2A-5B-30A
	2
	0.5

	
	5
	0.3

	
	30
	0.3


Table 6.22.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_2A-5B-30A
	2
	0.4

	
	5
	0

	
	30
	0.5


6.23
CA_4DL_4A-5B-30A_1UL_BCS0 
6.23.1
Channel bandwidths per operating band for CA
Table 6.23.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_4A-5B-30A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	

	
	30
	
	
	Yes
	Yes
	
	
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.23.2
Co-existence studies

The 3rd IMD products caused in the BS by transmitting of CA_4A-5B-30A are derived in the constituent 3DL CA_4A-5A-30A, which have been already analysed and captured into TR36.853-12 [5].

6.23.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_4A-5B-30A the ΔTIB,c and ΔRIB,c are defined for applicable bands in Tables 6.23.3 -1 and 6.23.3-2 respectively. These values are derived from the existing combination 4A-5A-30A.
Table 6.23.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_4A-5B-30A
	4
	0.5

	
	5
	0.3

	
	30
	0.3


Table 6.23.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_4A-5B-30A
	4
	0.4

	
	5
	0

	
	30
	0.5


6.24
CA_4DL_2C-5B_1UL_BCS0
6.24.1
Channel bandwidths per operating band for CA
Table 6.24.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_2C-5B
	2
	See CA_2C Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	60
	0

	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.24.2
Co-existence studies

The 3rd IMD products caused in the BS by transmitting of CA_2C-5B are derived in the constituent 3DL CA_2A-2A-5A which have been already analysed and captured into TR 36.853-12 [5].

6.24.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_2C-5B the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.24.3-1 and 6.24.3-2 respectively. These values are derived from the existing combination 2C-5A.
Table 6.24.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2C-5B
	2
	0.3

	
	5
	0.3


Table 6.24.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_2C-5B
	2
	0

	
	5
	0


6.25
CA_4DL_4A-4A-5B_1UL_BCS0 
6.25.1
Channel bandwidths per operating band for CA
Table 6.25.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_4A-4A-5B
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	60
	0

	
	5
	See CA_5B Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.25.2
Co-existence studies

The 3rd IMD products caused in the BS by transmitting of CA_4A-4A-5B are derived in the constituent 3DL CA_4A-4A-5A which have been already analysed and captured into TR 36.853-12 [5].

6.25.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_4A-4A-5B the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.25.3-1 and 6.25.3-2 respectively. These values are derived from the existing combination 4A-4A-5A.
Table 6.25.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_4A-4A-5B
	4
	0.3

	
	5
	0.3


Table 6.25.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_4A-4A-5B
	4
	0

	
	5
	0


6.26
CA_4DL_1A-3A-7A-20A_1UL_BCS0 

6.26.1
Channel bandwidths per operating band for CA
Table 6.26.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_1A-3A-7A-20A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.26.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_1A-3A-7A-20A follow from those derived for the constituent 2DL and 3DL CA fall-back modes. 
6.26.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_1A-3A-7A-20A the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.26.3-1 and 6.26.3-2 respectively. Aggregation is made based on 1+3+7 CA while Band 20 is aggregated through a diplexer.Table 6.26.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A-7A-20A
	1
	0.6

	
	3
	0.6

	
	7
	0.6

	
	20
	0.3


Table 6.26.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A-7A-20A
	1
	0

	
	3
	0

	
	7
	0

	
	20
	0


6.26.4
REFSENS requirements
REFSENS requirements for 1A-3A-7A-20A are TBD.
6.27
CA_4DL_1A-3A-7A-42A_1UL_BCS0 

6.27.1
Channel bandwidths per operating band for CA
Table 6.27.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_1A-3A-7A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.27.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_1A-3A-7A-42A follow from those derived for the constituent 2DL and 3DL CA fall-back modes. 
6.27.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_1A-3A-7A-42A the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.27.3 -1 and 6.27.3-2 respectively. Values are derived from existing combination 1A-3A-42A and where Band 7 is added by replacing the 1A-3A quadplexer with a hexplexer (adding 0.1 dB).
Table 6.27.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A-7A-42A
	1
	0.7

	
	3
	0.7

	
	7
	0.7

	
	42
	0.8


Table 6.27.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A-7A-42A
	1
	0.3

	
	3
	0.3

	
	7
	0.3

	
	42
	0.5


6.27.4
REFSENS requirements
REFSENS requirements for 1A-3A-7A-42A are TBD.
6.28
CA_4DL_1A-3A-20A-42A_1UL_BCS0 

6.28.1
Channel bandwidths per operating band for CA
Table 6.28.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_1A-3A-20A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.28.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_1A-3A-20A-42A follow from those derived for the constituent 2DL and 3DL CA fall-back modes. 
6.28.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_1A-3A-20A-42A the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.28.3 -1 and 6.28.3-2 respectively. Values are derived from existing combination 1A-3A-19A-42A.
Table 6.28.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A-20A-42A
	1
	0.6

	
	3
	0.6

	
	20
	0.3

	
	42
	0.8


Table 6.28.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A-20A-42A
	1
	0.2

	
	3
	0.2

	
	20
	0


	
	42
	0.5


6.28.4
REFSENS requirements
REFSENS requirements for 1A-3A-20A-42A are TBD.
6.29
CA_4DL_1A-7A-20A-42A_1UL_BCS0 

6.29.1
Channel bandwidths per operating band for CA
Table 6.29.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_1A-7A-20A-42A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.29.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_1A-7A-20A-42A follow from those derived for the constituent 2DL and 3DL CA fall-back modes. 
6.29.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_1A-7A-20A-42A the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.29.3-1 and 6.29.3-2 respectively. Values are derived from existing combination 1A-7A-20A plus a triplexer to add Band 42 (with triplexer adding 0.1 dB on TIB and 0.2 dB on RIB).
Table 6.29.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-7A-20A-42A
	1
	0.6

	
	7
	0.7

	
	20
	0.4

	
	42
	0.8


Table 6.29.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-7A-20A-42A
	1
	0.2

	
	7
	0.2

	
	20
	0.2

	
	42
	0.5


6.29.4
REFSENS requirements
REFSENS requirements for 1A-7A-20A-42A are TBD.
6.30
CA_4DL_3A-7A-20A-42A_1UL_BCS0 

6.30.1
Channel bandwidths per operating band for CA
Table 6.30.1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Band or E-UTRA CA configuration
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	 CA_3A-7A-20A-42A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	42
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.30.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_3A-7A-20A-42A follow from those derived for the constituent 2DL and 3DL CA fall-back modes. 
6.30.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_3A-7A-20A-42A the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.30.3-1 and 6.30.3-2 respectively. Values are derived from existing combination 3A-19A-42A adding a quadplexer to combine band 7 with band 3.
Table 6.30.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_3A-7A-20A-42A
	3
	0.6

	
	7
	0.6

	
	20
	0.3

	
	42
	0.8


Table 6.30.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_3A-7A-20A-42A
	3
	0.2

	
	7
	0.2

	
	20
	0

	
	42
	0.5


6.30.4
REFSENS requirements
REFSENS requirements for 3A-7A-20A-42A are TBD.
6.31
CA_4DL_1A-5A-7C_1UL_BCS0
6.31.1
Channel bandwidths per operating band for CA
 Table 6.31.1-1: 4DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_1-5-7
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD


Table 6.31.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_1A-5A-7C
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	
	7
	See CA_7C Bandwidth combination set 1 in the Table 6.31.1-3
	
	


Table 6.31.1-3: E-UTRA CA configurations and bandwidth combination sets for intra-band CA

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_7C
	10
	20
	40
	1

	
	15
	15, 20
	
	

	
	20
	10, 15, 20
	
	


6.31.2
Co-existence studies for CA_1A-5A-7C 

The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting the 4DL CA_1A-5A-7C follow from those derived for the constituent 2DL and 3DL CAs, which have been already analysed and captured into TR 36.853-12, TR36.852-12 and TR36.807 v10.0.0.
6.31.3
∆TIB,c and ∆RIB,c values

For the UE which supports CA_1A-5A-7C, the ΔTIB,c and ΔRIB,c  are defined for applicable bands in Table 6.31.3-1 and 6.31.3-2 respectively.
Table 6.31.3-1: ΔTIB,c for 4DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB] 

	CA_1A-5A-7C
	1
	0.5

	
	5
	0.3

	
	7
	0.6


Table 6.31.3-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c  [dB] 

	CA_1A-5A-7C
	1
	0

	
	5
	0

	
	7
	0


6.32
CA_4DL_1A-3C-8A_1UL_BCS0
6.32.1
Channel bandwidths per operating band for CA
The CA operating band is already specified in TS 36.101 [4] in the following.

Table 6.32.1-1: Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_1-3-8
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD


A bandwidth combination set for CA_1A-3C-8A is proposed in the following.

Table 6.32.1-2: Channel bandwidths per operating band

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations 
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3C-8A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	
	3
	See CA_3C Bandwidth Combination Set 0 in Table 5.6A.1-1 of TS 36.101
	
	

	
	
	8
	
	Yes
	Yes
	Yes
	
	
	
	


6.32.2

Co-existence studies

No new coexistence study is needed because the 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_1A-3C-8A follow from those derived for the constituent 2DL and 3DL CA fall-back modes, i.e., CA_1A-3C, CA_3C-8A, and CA_1A-3A-8A.
6.32.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_1A-3C-8A the ΔTIB,c and ΔRIB,c  is defined in the same way as CA_1A-3A-8A for applicable bands in Table 6.32.3-1and Table 6.32.3-2 respectively.

Table 6.32.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3C-8A
	1
	0.3

	
	3
	0.3

	
	8
	0.3


Table 6.32.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3C-8A
	1
	0

	
	3
	0

	
	8
	0


6.32.4
REFSENS requirements
For the UE which supports CA_1A-3C-8A the MSD for Band 8 uplink is specified in a similar way as CA_3A-8A.
Table 6.32.4-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3C-8A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	N/A
	N/A
	N/A
	N/A
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	NOTE 4:
No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity is only verified when this is not the case (the requirements specified in clause 7.3.1 apply).


Table 6.32.4-2: Uplink configuration for the low band (exceptions)
	E-UTRA Band / Channel bandwidth of the high band / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3C-8A
	8
	
	
	8
	16
	25
	25
	FDD


For the UE which supports CA_1A-3C-8A the MSD for Band 1 uplink is specified in the same way as CA_1A-3A-8A.
Table 6.32.4-3: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA (exceptions for three bands)

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3C-8A4
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-94
	-91.5
	-90
	-89
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	CA_1A-3C-8A5
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	3
	
	
	-97
	-94
	-92.2
	-91
	

	
	8
	
	-99.2
	-97
	-94
	
	
	

	NOTE 4:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in Band 3 and Band 5 or Band 8 or Band 19 or Band 20 or Band 26 or Band 28 or Band 42, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 5:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in Band 3 and Band 5 or Band 8 or Band 19 or Band 20 or Band 26 or Band 28 or Band 42, the requirement applies regardless of channel bandwidth in Band 1.


Table 6.32.4-4: Uplink configuration for the uplink band (exceptions for three bands)

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3C-8A1, 2
	1
	
	
	25
	25
	25
	25
	FDD

	CA_1A-3C-8A1, 3
	1
	
	
	25
	45
	45
	45
	FDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.

NOTE 2:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.


6.33
CA_4DL_2A-4A-7A-7A_1UL_BCS0

6.33.1

Channel bandwidths per operating band for CA

Table 6.33.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_2-4-7-7
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	4
	1710 MHz
	–
	1755 MHz
	2110 MHz
	–
	2155 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD


Table 6.33.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth
[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_2A-4A-7A-7A 
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	7
	See the CA_7A-7A Bandwidth combination set 1 in Table 5.6A.1-3
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in Table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
6.33.2
Co-existence studies
The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_2A-4A-7A-7A follow from those derived for the constituent 2DL and 3DL CA fall-back modes.

6.33.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_2A-4A-7A-7A the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 6.33.3-1 and 6.33.3-2 respectively.

Table 6.33.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2A-4A-7A-7A
	2
	0.5

	
	4
	0.5

	
	7
	0.5



Table 6.33.3-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_2A-4A-7A-7A
	2
	0.3

	
	4
	0.5

	
	7
	0.5


6.34
CA_4DL_3A-46D 1UL_BCS0

6.34.3
Co-existence studies
The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_3A-46D follow from those derived for the constituent 2DL and 3DL CA fall-back modes.

6.34.4
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_3A-46D the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.34.4-1 and 6.34.4-2 respectively assuming separate antenna architecture without HTF:
Table 6.34.4-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_3A-46D
	3
	0


Table 6.34.4-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_3A-46D
	3
	0


6.35
CA_4DL_7A-46D_1UL_BCS0

6.35.3
Co-existence studies
The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_7A-46D follow from those derived for the constituent 2DL and 3DL CA fall-back modes.

6.35.4
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_7A-46D the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.35.4-1 and 6.35.4-2 respectively assuming separate antenna architecture.
Table 6.35.4-1: ΔTIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_7A-46D
	7
	0


Table 6.35.4-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_7A-46D
	7
	0


6.36
CA_4DL_11A-46D_1UL_BCS0
6.36.1
Channel bandwidths per operating band for CA
Table 6.36.1-1: Inter-band CA

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_11-46
	11
	1427.9 MHz
	–
	1447.9 MHz
	1475.9 MHz
	–
	1495.9 MHz
	FDD

	
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD


Table 6.36.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_11A-46D
	11
	
	
	Yes
	Yes
	
	
	70
	0

	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 6.36.1-3
	
	


Table 6.36.1-3: Supported E-UTRA bandwidths per CA configuration for intra-band contiguous CA
	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_46D
	20
	20
	20
	60
	0


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all for the constituent bands as defined in Table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.

6.36.2
Co-existence studies
The harmonic frequencies are observed in table 6.36.2-1. Therefore it is concluded that there is an issue on 4th harmonic interference from Band 11 UL to Band 46 DL. It was agreed not to apply HTF for this CA combination. How to treat MSD requirements is FFS.

Table 6.36.2-1: Impact of UL/DL Harmonic Interference
	
	
	
	
	
	2nd  Harmonic
	3rd  Harmonic
	2nd  Harmonic
	3rd Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	11
	1427.9
	1447.9
	1475.9
	1495.9
	2855.8
	2895.8
	4283.7
	4343.7
	2951.8
	2991.8
	4427.7
	4487.7

	46
	N/A
	N/A
	5150
	5925
	N/A
	N/A
	N/A
	N/A
	10300
	11850
	15450
	17775


The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting of Band 11 and Band 46 DL carriers can be calculated as shown in table 6.36.2-2 below:
Table 6.36.2-2 Band 11 and Band 46 DL harmonics and IMD products
	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	1475.9
	1495.9
	5150
	5925

	2nd order harmonics frequency range (MHz)
	2951.8
	2991.8
	10300
	11850

	3rd order harmonics frequency range (MHz)
	4427.7
	4487.7
	15450
	17775

	2nd order IMD products
	(f2_low – f1_high)
	(f2_high – f1_low)
	(f2_low + f1_low)
	(f2_high + f1_high)

	IMD frequency limits (MHz)
	3654.1
	4449.1
	6625.9
	7420.9

	3rd order IMD products
	(2*f1_low –  f2_high)
	 (2*f1_high – f2_low)
	(2*f2_low – f1_high)
	(2*f2_high – f1_low)

	IMD frequency limits (MHz)
	2973.2
	2158.2
	8804.1
	10374.1

	3rd order IMD products
	(2*f1_low + f2_low)
	(2*f1_high + f2_high)
	(2*f2_low + f1_low)
	(2*f2_high + f1_high)

	IMD frequency limits (MHz)
	8101.8
	8916.8
	11775.9
	13345.9

	3rd order IMD products
	(f1_low – f2_high + f2_low)
	(f1_high + f2_high – f2_low)
	(f2_low – f1_high + f1_low)
	(f2_high + f1_high – f1_low)

	IMD frequency limits (MHz)
	700.9
	2270.9
	5130
	5945

	3rd order IMD products (with maximum channel bandwidth)
	(f1_low – f2_BWmax)
	(f1_high + f2_BWmax)
	(f2_low – f1_BWmax)
	(f2_high + f1_BWmax)

	IMD frequency limits (MHz)
	1415.9
	1555.9
	5140
	5935


It can be seen from table 6.36.2-2 that some 2nd IMD products caused by BS supporting carrier aggregation of Band 11 and Band 46 fall into the BS receive band of Band 43, while some 3rd IMD products fall into the BS receive band of Bands 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 17, 18, 19, 20, 21, 23, 24, 25, 26, 27, 28, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 44, 45, 65, 66 and 68. Note that the calculation in table 6.36.2-2 (except the last row) assumes the BS transmits the whole 20 and 775 MHz DL frequency of Band 11 and Band 46 respectively.
If the BS only transmits up to 20MHz and 60 MHz DL in Band 1 and Band 46 respectively as stated in Table 6.36.1-1, the 3rd IMD products may still fall into the BS receive band of the Bands 7, 11, 21, 30, 38, 40, 41 and 45 as shown in the last row in table 6.36.2-2.
Considering spectrum allocation in each ITU region, Band 11 has been operated only in Japan so far.  Hence, coexistence with Band 7, 30, 38, 40, 43 and 45 could be out of scope.

Therefore, it is recommended that Bands 11 and 46 BS transmitters should not share the same antenna, unless the antenna path meets very stringent 3rd order PIM specification so that the PIM will not cause the BS receiver desensitisations in Band 11, 21 and 41.
6.36.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_11A-46D the ΔTIB,c and ΔRIB,c are defined for applicable bands in Table 6.36.3-1 and 6.36.3-2 respectively.
Table 6.36.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_11A-46D
	11
	0


Table 6.36.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_11A-46D
	11
	0


6.36.4
REFSENS requirements
The corresponding MSD requirement for Band 46 in this combination is FFS.
6.37
CA_4DL_2A-2A-12A-12A_1UL_BCS0
6.37.1
Channel bandwidths per operating band for CA

Table 6.37.1-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_2A-2A-12A-12A
	2
	See CA_2A-2A Bandwidth Combination Set 0 in Table 5.6A.1-3 of TS 36.101
	50
	0

	
	12
	
	
	Yes
	
	
	
	
	

	
	12
	
	
	Yes
	
	
	
	
	


6.37.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_2A-2A-12A-12A follow from those derived for the constituent 2DL and 3DL CA fall-back modes.

6.37.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_2A-2A-12A-12A the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 6.37.3-1 and 6.37.3-2 respectively. Values are derived from existing values for 2A-12A.
Table 6.37.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2A-2A-12A-12A
	2
	0.3

	
	12
	0.3


Table 6.37.3-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_2A-2A-12A-12A
	2
	0

	
	12
	0


6.38
CA_4DL_2A-4A-12A-12A_1UL_BCS0
6.38.1
Channel bandwidths per operating band for CA

Table 6.38.1-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_2A-4A-12A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	50
	0

	
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	12
	
	
	Yes
	
	
	
	
	

	
	12
	
	
	Yes
	
	
	
	
	


6.38.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_2A-4A-12A-12A follow from those derived for the constituent 2DL and 3DL CA fall-back modes.

6.38.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_2A-4A-12A-12A the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 6.38.3-1 and 6.38.3-2 respectively. Values are derived from existing values for 2A-4A-12A.
Table 6.38.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2A-4A-12A-12A
	2
	0.5

	
	4
	0.5

	
	12
	0.8


Table 6.38.3-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_2A-4A-12A-12A
	2
	0.3

	
	4
	0.3

	
	12
	0.5


6.39
CA_4DL_2A-5A-12A-12A_1UL_BCS0
6.39.1
Channel bandwidths per operating band for CA

Table 6.39.1-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_2A-5A-12A-12A
	2
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	12
	
	
	Yes
	
	
	
	
	

	
	12
	
	
	Yes
	
	
	
	
	


6.39.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_2A-5A-12A-12A follow from those derived for the constituent 2DL and 3DL CA fall-back modes.

6.39.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_2A-5A-12A-12A the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 6.39.3-1 and 6.39.3-2 respectively. Values are derived from existing values for 2A-5A-12A.
Table 6.39.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2A-5A-12A-12A
	2
	0.3

	
	5
	0.8

	
	12
	0.4


Table 6.39.3-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_2A-5A-12A-12A
	2
	0

	
	5
	0.5

	
	12
	0.3


6.40
CA_4DL_4A-4A-12A-12A_1UL_BCS0
6.40.1
Channel bandwidths per operating band for CA

Table 6.40.1-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_4A-4A-12A-12A
	4
	See CA_4A-4A Bandwidth Combination Set 0 in Table 5.6A.1-3 of TS 36.101
	50
	0

	
	12
	
	
	Yes
	
	
	
	
	

	
	12
	
	
	Yes
	
	
	
	
	


6.40.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_4A-4A-12A-12A follow from those derived for the constituent 2DL and 3DL CA fall-back modes.

6.40.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_4A-4A-12A-12A the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 6.40.3-1 and 6.40.3-2 respectively. Values are derived from existing values for 4A-12A.
Table 6.40.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_4A-4A-12A-12A
	4
	0.3

	
	12
	0.8


Table 6.40.3-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_4A-4A-12A-12A
	4
	0

	
	12
	0.5


6.41
CA_4DL_4A-5A-12A-12A_1UL_BCS0
6.41.1
Channel bandwidths per operating band for CA

Table 6.41.1-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_4A-5A-12A-12A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	12
	
	
	Yes
	
	
	
	
	

	
	12
	
	
	Yes
	
	
	
	
	


6.41.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_4A-5A-12A-12A follow from those derived for the constituent 2DL and 3DL CA fall-back modes.

6.41.3
ΔTIB,c and ΔRIB,c values

For the UE which supports CA_4A-5A-12A-12A the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 6.41.3-1 and 6.41.3-2 respectively. Values are derived from existing values for 4A-5A-12A.
Table 6.38.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_4A-5A-12A-12A
	4
	0.3

	
	5
	0.8

	
	12
	0.8


Table 6.38.3-2: ΔRIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_4A-5A-12A-12A
	4
	0

	
	5
	0.5

	
	12
	0.5


6.42
CA_4DL_8B-39C_1UL_BCS0
6.42.1
Channel bandwidths per operating band for CA

Table 6.42.1-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations (NOTE 4)
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_8B-39C
	-
	8
	See CA_8B Bandwidth Combination Set 0 in Table 5.6A.1-1 in 36.101
	55
	0

	
	
	39
	See CA_39C Bandwidth Combination Set 0 in Table 5.6A.1-1 in 36.101
	
	


6.42.2
Co-existence studies

6.42.2.1
For the BS

Table 6.42.2.1-1 shows harmonics frequency limits and Table 6.42.2.1-2shows intermodulation products frequency limits for CA of Band 8, Band 8, Band 39 and Band 39 respectively. 

Table 6.42.2.1-1: DL harmonics frequency limits for CA of Band 8, Band 8, Band 39 and Band 39

	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	925
	960
	1880
	1920

	2nd order harmonics frequency range (MHz)
	1850 to 1920
	3760 to 3840

	3rd order harmonics frequency range (MHz)
	2775 to 2880
	5640 to 5760


As shown in Table 6.42.2.1-1, second and third harmonics may fall to UL frequencies of Band 2, 25, 33, 35 37, 46. 

Table 6.42.2.1-2: DL intermodulation products frequency limits for CA of Band 8, Band 8, Band 39 and Band 39

	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	925
	960
	1880
	1920

	Two-tone 2nd order IMD products
	(f2_low – f1_high(
	(f2_high – f1_low(
	(f2_low + f1_low(
	(f2_high + f1_high(

	IMD frequency range (MHz)
	920 to 995
	2805 to 2880

	Two-tone 3rd order IMD products
	(2*f1_low – f2_high(
	(2*f1_high – f2_low(
	(2*f2_low – f1_high(
	(2* f2_high – f1_low(

	IMD frequency range (MHz)
	40 to 70
	2800 to 2915

	Two-tone 3rd order IMD products
	2*f1_low + f2_low
	2*f1_high + f2_high
	2*f2_low + f1_low
	2*f2_high + f1_high

	IMD frequency range (MHz)
	3730 to 3840
	4685 to 4800

	3rd IMD products with maximum CA bandwidth
	(f1_low – 
max BW f2)
	(f1_high + 
max BW f2)
	(f2_low – 
max BW f1)
	(f2_high + 
max BW f1)

	IMD frequency range (MHz)
	890 to 995
	1860 to 1940


As shown in Table 6.42.2.1-2, third intermodulation products may fall to UL frequencies of Band 1, 2, 8, 25, 33, 35, 36, 37, 43, 65 .

It is suggested BS transmitters supporting CA of Band 8, Band 8 and Band 39 should not share the same antenna with Band 1, 2, 8, 25, 33, 35, 36, 37, 43, 46 or 65 BS receiver, unless the antenna path meets very stringent third order PIM specification so that the PIM will not cause Band 1, 2, 25, 33, 35, 36, 37, 43, 46 or 65 BS receiver desensitization.

6.42.2.2
For the UE

For single UL the 2nd and 3rd harmonic analysis for B8 and B39 is done in the 2DL/1UL TR 36.714-02-01. None of the products falls into the B8 or B39 UE receiving bands. For UE coexistence the single UL is already considered for these bands in TS 36.101 [4].
6.42.3
ΔTIB,c and ΔRIB,c
For the UE which supports inter-band CA_8B-39C configurations with uplink assigned to one E-UTRA band the ΔTIB,c is defined for applicable bands in Table 6.42.3-1.

Table 6.42.3-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c Inter-band with one active UL serving cell [dB]

	CA_8B-39C
	8
	0.3

	
	39
	0.3


For the UE which supports inter-band CA_8B-39C configuration in Table 6.42.3-2 with uplink in one E-UTRA band, the minimum requirement for reference sensitivity in Table 7.3.1-1 of TS 36.101 [4] shall be increased by the amount given in ΔRIB,c in Table 6.42.3-2 for the applicable E-UTRA bands.

Table 6.42.3-2: ΔRIB,c for 4DLs aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c Inter-band with one active UL serving cell [dB]

	CA_8B-39C
	8
	0

	
	39
	0


6.43
CA_4DL_5A-46D_1UL_BCS0

6.43.1
Channel bandwidths per operating band for CA

Table 6.43.1-1: Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_5-46
	5
	824 MHz
	–
	849 MHz
	869 MHz
	–
	894 MHz
	FDD

	
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD


Table 6.43.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth
[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_5A-46D 
	5
	
	
	Yes
	Yes
	
	
	70
	0

	
	46
	See CA_46D Bandwidth Combination Set 0, which will be specified in Rel-14
	
	


6.43.2
Co-existence studies
6.43.2.1
For the BS

The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting of Band 5 and Band 46 DL carriers can be calculated as shown in table 6.43.2-1 below:
Table 6.43.2-1: Band 5 and Band 46 DL harmonics and IMD products

	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	869
	894
	5150
	5925

	2nd order harmonics frequency range (MHz)
	1738
	1788
	10300
	11850

	3rd order harmonics frequency range (MHz)
	2607
	2682
	15450
	17775

	Two-tone 2nd order IMD products
	|(f2_low – f1_high)|
	|(f2_high – f1_low)|
	(f2_low + f1_low)
	(f2_high + f1_high)

	IMD frequency limits (MHz)
	4256
	5056
	6019
	6819

	Two-tone 3rd order IMD products
	|(2*f1_low- f2_high)|
	|(2*f1_high- f2_low)|
	|(2*f2_low – f1_high)|
	|(2*f2_high – f1_low)|

	IMD frequency limits (MHz)
	4187
	3362
	9406
	10981

	Two-tone 3rd order IMD products
	(2*f1_low + f2_low)
	(2*f1_high + f2_high)
	(2*f2_low + f1_low)
	(2*f2_high + f1_high)

	IMD frequency limits (MHz)
	6888
	7713
	11169
	12744

	Three-tone 3rd order IMD products
	|(f1_low – f2_high + f2_low)|
	(f1_high + f2_high – f2_low)
	|(f2_low – f1_high + f1_low)|
	|(f2_high + f1_high – f1_low)|

	IMD frequency limits (MHz)
	94
	1669
	5125
	5950

	Three-tone 3rd order IMD products (with maximum channel bandwidth)
	|(f1_low – f2_BWmax)|
	(f1_high + f2_BWmax)
	|(f2_low – f1_BWmax)|
	(f2_high + f1_BWmax)

	IMD frequency limits (MHz)
	809
	954
	5140
	5935


It can be seen from table 6.43.3.1-1 that:
· some 2nd order harmonics may fall into the BS receive band of Band 3, 4, 9, 10 and 66.
· some 3rd order harmonics may fall into the BS receive band of Band 38 and 41.
· some two-tone 3rd order IMD products may fall into the BS receive band of Band 22, 42 and 43.
· some three-tone 3rd order IMD products may fall into the BS receive band of Band 5, 6, 8, 18, 19, 20, 26 and 27 where the BS only transmits up to 10MHz and 60MHz DL in Band5 and Band46 respectively,
It is recommended that Band 5 and 46 BS transmitters do not share the same antenna with Band 3, 4, 5, 6, 8, 9, 10, 18, 19, 20, 22, 26, 27, 38, 41, 42, 43 and 66 BS receivers unless the antenna path meets very stringent third order PIM specification so that the antenna PIM will not cause Band 3, 4, 5, 6, 8, 9, 10, 18, 19, 20, 22, 26, 27, 38, 41, 42, 43 and 66 BS receiver desensitization.

6.43.2. 
For the UE

Table 6.43.2.2-1 summarizes frequency ranges where harmonics occur due to Band 5 or Band 46 for UE. For 7th harmonics, MSD analysis is provided in clause 6.43.4. For other harmonics, it can be concluded that there is no harmonic issue in this combination for UE.

Table 6.43.2.2-1: Impact of UL and DL Harmonic Interference for UE
	
	
	
	
	
	7th Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	5
	824
	849
	869
	894
	5768
	5943

	46
	N/A
	5150
	5925
	N/A


6.43.3
 ΔTIB,c and ΔRIB,c values

For the UE which supports CA_5A-46D the ΔTIB,c is defined for applicable bands in Table 6.43.3-1 assuming separate antenna architecture. The ΔRIB,c is not specified as it is considered already in REFSENS requirements for this combination.

Table 6.43.3-1: ΔTIB,c for 4DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_5A-46D
	5
	0


6.43.4
 REFSENS requirements

MSD values provided by each company, reference sensitivity and Uplink configuration for reference sensitivity are provided following tables.

Table 6.43.4-1
	Tdoc
	Source
	MSD [dB]
	Note

	R4-163694
	LGE
	[17.26]
	Separate antenna w/o HTF

	R4-164204
	Qualcomm
	4.7
	Separate antenna w/o HTF

	R4-164258
	Mediatek
	3.2
	Separate antenna w/o HTF


Table 6.43.4-2: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_5A-46D1
	5
	
	
	-98
	-95
	
	
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	NOTE 1: 
It is FFS whether the requirements do not apply when there is at least one individual RE within the uplink transmission bandwidth of the lower band for which the 7th transmitter harmonic is within the downlink transmission bandwidth of the higher band and a range FHD above and below the edge of this downlink transmission bandwidth.


Table 6.43.4-3: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_5A-46D1
	5
	
	
	25 
	25
	
	
	FDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth.


6.44
CA_4DL_1A-46D_1UL_BCS0
6.44.1
Channel bandwidths per operating band for CA
Table 6.44.1-1: Inter-band CA
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_1-46
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD


Table 6.44.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_1A-46D
	1
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 6.44.1-3
	
	


Table 6.44.1-3: Supported E-UTRA bandwidths per CA configuration for intra-band contiguous CA
	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_46D
	20
	20
	20
	60
	0


6.44.2
Co-existence studies
The harmonic frequencies are observed in table 6.44.2-1. Therefore it is concluded that there is an issue on 3rd harmonic interference from Band 1 UL to Band 46 DL. 

Table 6.44.2-1: Impact of UL/DL Harmonic Interference
	
	
	
	
	
	2nd  Harmonic
	3rd  Harmonic
	2nd  Harmonic
	3rd Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	1
	1920
	1980
	2110
	2170
	3840
	3960
	5760
	5940
	4220
	4340
	6330
	6510

	46
	
	
	5150
	5925
	
	
	
	
	10300
	11850
	15450
	17775


The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting of Band 1 and Band 46 DL carriers can be calculated as shown in table 6.44.2-2 below:
Table 6.44.2-2 Band 1 and Band 46 DL harmonics and IMD products
	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	2110
	2170
	5150
	5925

	2nd order harmonics frequency range (MHz)
	4220
	4340
	10300
	11850

	3rd order harmonics frequency range (MHz)
	6330
	6510
	15450
	17775

	2nd order IMD products
	(f2_low – f1_high)
	(f2_high – f1_low)
	(f2_low + f1_low)
	(f2_high + f1_high)

	IMD frequency limits (MHz)
	2980
	3815
	7260
	8095

	3rd order IMD products
	(2*f1_low –  f2_high)
	 (2*f1_high – f2_low)
	(2*f2_low – f1_high)
	(2*f2_high – f1_low)

	IMD frequency limits (MHz)
	810
	1705
	8130
	9740

	3rd order IMD products
	(2*f1_low + f2_low)
	(2*f1_high + f2_high)
	(2*f2_low + f1_low)
	(2*f2_high + f1_high)

	IMD frequency limits (MHz)
	9370
	10265
	12410
	14020

	3rd order IMD products
	(f1_low – f2_high + f2_low)
	(f1_high + f2_high – f2_low)
	(f2_low – f1_high + f1_low)
	(f2_high + f1_high – f1_low)

	IMD frequency limits (MHz)
	1335
	2945
	5090
	5985

	3rd order IMD products (with maximum channel bandwidth)
	(f1_low – f2_BWmax)
	(f1_high + f2_BWmax)
	(f2_low – f1_BWmax)
	(f2_high + f1_BWmax)

	IMD frequency limits (MHz)
	2050
	2230
	5130
	5945


It can be seen from table 6.44.2-2 that some 2nd IMD products caused by BS supporting carrier aggregation of Band 1 and Band 46 fall into the BS receive band of Bands 22, 42 and 43, while some 3rd IMD products fall into the BS receive band of Bands 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 18, 19, 20, 21, 23, 24, 25, 26, 27, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 45, 46, 65 and 66. Note that the calculation in table 6.44.2-2 (except the last row) assumes the BS transmits the whole 60 and 775 MHz DL frequency of Band 1 and Band 46 respectively.
If the BS only transmits up to 20MHz and 60 MHz DL in Band 1 and Band 46 respectively as stated in Table 6.44.1-1, the 3rd IMD products may still fall into the BS receive band of the Bands 5, 6, 8, 11, 18, 19, 20, 21, 24, 26, 27, 45, 65 and 66 as shown in the last row in table 6.44.2-2.
Therefore, it is recommended that Bands 1 and 46 BS transmitters should not share the same antenna, unless the antenna path meets very stringent 3rd order PIM specification so that the PIM will not cause the BS receiver desensitisations in Band 5, 6, 8, 11, 18, 19, 20, 21, 22, 24, 26, 27, 42, 43, 45, 65 and 66.
6.44.3
∆TIB and ∆RIB values
For this combination, the (TIB,c and (RIB values are shown in table 6.44.3-1, and in table 6.44.3-2 assuming separate antenna architecture without HTF:
Table 6.44.3-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-46D
	1
	0


Table 6.44.3-2: ΔRIB 

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB [dB]

	CA_1A-46D
	1
	0


6.44.4
MSD

As observed in 6.44.2, this CA configuration has 3rd harmonic issue from Band 1 to Band 46. Nevertheless, it was agreed not to apply HTF for this CA combination in order to avoid additional insertion loss for the licensed band. In this case, the frequency gap to avoid MSD in Band 46 and the UL configuration are specified as shown in tables 6.44.4-1 and 6.44.4-2.

Table 6.44.4-1: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-46D
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.
NOTE 2:
Reference measurement channel is TBD

NOTE 3:
The signal power is specified per port.

NOTE 4:
The requirements do not apply when there is at least one individual RE within the uplink transmission bandwidth of the lower band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of the higher band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = [15] MHz for 3rd harmonic.


Table 6.44.4-2: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-46D
	1
	
	
	25 
	50 
	75 
	100 
	FDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).


Note that expected MSD (worst) is shown in table 6.44.4-3 and these don’t have to be specified in the TS in order to avoid impacts for the license band. 
Table 6.44.4-3: Expected MSD (worst)
	Tdoc
	Source
	MSD [dB]
	Number of RB in lower band
	NOTE

	R4-163694
	LG Electronics
	20.2
	100
	Separate antenna w/o HTF

	R4-164204
	Qualcomm
	22.3
	100
	Separate antenna w/o HTF

	R4-164258
	MediaTek
	17.8
	100
	Separate antenna w/o HTF

	R4-162358
	Huawei
	15.1
	100
	Shared antenna w/o HTF


6.45
CA_4DL_3A-41C-42A_1UL_BCS0
6.45.1
Channel bandwidths per operating band for CA
Table 6.45.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low  –  FUL_high
	FDL_low  –  FDL_high
	

	CA_3-41-42
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	TDD

	
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD


Table 6.45.1-2: Supported E-UTRA bandwidths per CA configuration for 3DL inter-band CA 
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-41C-42A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	41
	See CA_41C Bandwidth combination set 0 in Table 5.6A.1-1 of TS 36.101
	
	

	
	42
	
	
	
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of  TS 36.101 [4] when operating in single carrier mode.
6.45.2
Co-existence studies
The 3rd order IMD products caused in the BS by transmitting CA_3A-41C-42A (i.e. 4DL CA with one component carrier on bands 3 and 42 and two carriers on band 41) are derived in the constituent 3DL and 2DL CA fall-back modes, which have been already analyzed and captured into 3GPP TR 36.852-12, TR 36.852-13, TR 36.853-12 and TR 36.853-13.
6.45.3
∆TIB and ∆RIB values
For four simultaneous DLs and one UL the (TIB,c and (RIB values for 1UL/4DL CA_3A-41C-42A are shown in table 6.45.3-1 and  table 6.45.3-2, respectively:
Table 6.45.3-1: ΔTIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_3A-41C-42A
	3
	1

	
	41
	0.31/0.82

	
	42
	0.8

	Note 1:
 The requirement is specified for the frequency range of 2545-2690MHz.

Note 2:
 The requirement is specified for the frequency range of 2496-2545MHz.


Table 6.45.3-2: ΔRIB,c for 4DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_3A-41C-42A
	3
	0.5

	
	41
	01/0.52

	
	42
	0.5

	Note 1:
 The requirement is specified for the frequency range of 2545-2690MHz.

Note 2:
 The requirement is specified for the frequency range of 2496-2545MHz.


6.45.4
REFSENS requirements
For the REFSENS of Band 3, Band 41 and Band 42 for 1UL/4DL CA_3A-41C-42A, the requirements are shown in table 6.45.4-1 with the uplink configuration in table 6.45.4-2.
 Table 6.45.4-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA
	EUTRA CA Configuration
	EUTRA band
	Channel bandwidth
	Duplex mode
	Applicable active UL band

	
	
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	
	

	CA_3A-41C-42A5,6,7,8
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	41
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	42
	
	
	
	-71.7
	-71.7
	-71.7
	
	

	CA_3A-41C-42A5,6,9
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	3

	
	41
	
	
	
	[-90.7]
	[-89.2]
	[-88.1]
	TDD
	

	
	42
	
	
	
	-94.7
	-93.2
	-92.5
	
	

	CA_3A-41C-42A5,6,10
	3
	
	
	-96.5
	-93.5
	-91.7
	-90.5
	FDD
	42

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	CA_3A-41C-42A5,6,10
	3
	
	
	[-93.5]
	[-90.5]
	[-88.7]
	[-87.4]
	FDD
	41

	
	41
	
	
	
	-94.5
	-92.7
	-91.5
	TDD
	

	
	42
	
	
	
	-95.5
	-93.7
	-92.5
	
	

	NOTE 5:  The B41 requirements are modified by -0.5dB when carrier frequency of the assigned E-UTRA channel bandwidth is within 2545-2690 MHz.
NOTE 6:  The antenna isolation for MSD calculation is assumed as 10 dB. For conducted mode REFSENS test such antenna isolation is not observed as the antennas are disconnected. Additionally antenna isolation assumption is under discussion depending on the frequency range.

NOTE 7:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = 10 MHz for CA_3A-42A, CA_3A-42C, CA_1A-3A-42A, CA_1A-3A-42C, CA_3A-19A-42A, CA_3A-19A-42C, CA_1A-3A-19A-42A, CA 3A-41A-42A, CA 3A-41A-42C and CA 3A-41C-42A.

NOTE 8:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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NOTE 9:
The requirements are only applicable to channel bandwidths with a carrier frequency at 
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NOTE 10:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one E-UTRA band and without simultaneous Rx/Tx.


Table 6.45.4-2: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex Mode

	3
	
	
	25
	50
	501
	501
	FDD

	41
	
	
	
	50 
	75 
	100 
	TDD

	42
	
	
	
	50 
	75 
	100 
	TDD

	NOTE 1:
1 refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1 in TS 36.101).


6.46
CA_4DL_3A-7A-7A-8A_1UL BCS0 and BCS1
6.46.1
Operating bands for CA

Table 6.46.1-1: Inter-band CA operating bands for 3DLs
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_3-7-7-8
	3
	 1710 MHz
	
	1785 MHz
	1805 MHz
	
	1880 MHz
	FDD

	
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	

	
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	


6.46.2
Channel bandwidths per operating band for CA
Table 6.46.2-1: E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA with 4DLs
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth
[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-7A-7A-8A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	7
	See CA_7A-7A BCS1 in table 2 below
	
	

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	60
	1

	
	7
	See CA_7A-7A BCS2 in table 2 below
	
	

	
	8
	
	
	Yes
	Yes
	
	
	
	


Table 6.46.2-2: E-UTRA CA_7A-7A configurations and bandwidth combination sets defined for inter-band CA with 4DLs

	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_7A-7A
	5
	15
	40
	0

	
	10
	10, 15
	
	

	
	15
	15, 20
	
	

	
	20
	20
	
	

	
	5, 10, 15, 20
	5, 10, 15, 20
	40
	1

	
	5, 10, 15, 20
	5, 10
	30
	2


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of  TS 36.101 [4] when operating in single carrier mode.
6.46.3
Co-existence studies
6.46.3.1
For the BS
The 3rd IMD products caused in the BS by transmitting of CA_3A-7A-7A-8A are derived in the constituent 3DL CA_3A-7A-7A, CA_3A-7A-8A, and CA_7A-7A-8A, which have been already analysed and captured into TR 36.853-13 and TR 36.714-03-01.
6.47
CA_4DL_3A-46D_1UL_BCS0

6.47.1
Channel bandwidths per operating band for CA

Table 6.47.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_3-46
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD


Table 6.47.1-2: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_3A-46D
	3
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 6.47.1-3
	
	


Table 6.47.1-3: Supported E-UTRA bandwidths per CA configuration for intra-band contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_46D
	20
	20
	20
	60
	0


6.47.2
Co-existence studies

The harmonic frequencies are observed in table 6.47.2-1. Therefore it is concluded that there is an issue on 3rd harmonic interference from Band 3 UL to Band 46 DL.
Table 6.47.2-1: Impact of UL/DL Harmonic Interference
	
	
	
	
	
	2nd  Harmonic
	3rd  Harmonic
	2nd  Harmonic
	3rd Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	DL Low Band Edge
	DL High Band Edge

	3
	1710
	1785
	1805
	1880
	3420
	3570
	5130
	5355
	3610
	3760
	5415
	5640

	46
	
	
	5150
	5925
	
	
	
	
	10300
	11850
	15450
	17775


The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting of Band 3 and Band 46 DL carriers can be calculated as shown in table 6.47.2-2 below:
Table 6.47.2-2 Band 3 and Band 46 DL harmonics and IMD products
	BS DL carriers
	f1_low
	f1_high
	f2_low
	f2_high

	DL frequency (MHz)
	1805
	1880
	5150
	5925

	2nd order harmonics frequency range (MHz)
	3610
	3760
	10300
	11850

	3rd order harmonics frequency range (MHz)
	5415
	5640
	15450
	17775

	2nd order IMD products
	(f2_low – f1_high)
	(f2_high – f1_low)
	(f2_low + f1_low)
	(f2_high + f1_high)

	IMD frequency limits (MHz)
	3270
	4120
	6955
	7805

	3rd order IMD products
	(2*f1_low –  f2_high)
	 (2*f1_high – f2_low)
	(2*f2_low – f1_high)
	(2*f2_high – f1_low)

	IMD frequency limits (MHz)
	1390
	2315
	8420
	10045

	3rd order IMD products
	(2*f1_low + f2_low)
	(2*f1_high + f2_high)
	(2*f2_low + f1_low)
	(2*f2_high + f1_high)

	IMD frequency limits (MHz)
	8760
	9685
	12105
	13730

	3rd order IMD products
	(f1_low – f2_high + f2_low)
	(f1_high + f2_high – f2_low)
	(f2_low – f1_high + f1_low)
	(f2_high + f1_high – f1_low)

	IMD frequency limits (MHz)
	1030
	2655
	5075
	6000

	3rd order IMD products (with maximum channel bandwidth)
	(f1_low – f2_BWmax)
	(f1_high + f2_BWmax)
	(f2_low – f1_BWmax)
	(f2_high + f1_BWmax)

	IMD frequency limits (MHz)
	1745
	1940
	5130
	5945


It can be seen from table 6.47.2-2 that some 2nd IMD products caused by BS supporting carrier aggregation of Band 3 and Band 46 fall into the BS receive band of Bands 22, 42 and 43, while some 3rd IMD products fall into the BS receive band of Bands 1, 2, 3, 4, 7, 9, 10, 11, 21, 23, 24, 25, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 45, 65 and 66. Note that the calculation in table 6.47.2-2 (except the last row) assumes the BS transmits the whole 60 and 775 MHz DL frequency of Band 3 and Band 46 respectively.
If the BS only transmits up to 20MHz and 60 MHz DL in Band 3 and Band 46 respectively as stated in Table 6.47.1-2, the 3rd IMD products may still fall into the BS receive band of the Bands 1, 2, 3, 4, 9, 10, 11, 21, 23, 24, 25, 30, 33, 34, 35, 36, 37, 39, 40, 45, 65 and 66 as shown in the last row in table 6.47.2-2.
Therefore, it is recommended that Bands 3 and 46 BS transmitters should not share the same antenna, unless the antenna path meets very stringent 3rd order PIM specification so that the PIM will not cause the BS receiver desensitisations in Band 1, 2, 3, 4, 9, 10, 11, 21, 22, 23, 24, 25, 30, 33, 34, 35, 36, 37, 39, 40, 42, 43, 45, 65 and 66.

6.47.3
∆TIB and ∆RIB values

For this combination, the (TIB,c and (RIB values are shown in table 6.47.3-1, and in table 6.47.3-2, and in table 6.47.3-2 assuming separate antenna architecture without HTF:
Table 6.47.3-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_3A-46D
	3
	0


Table 6.47.3-2: ΔRIB 

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB [dB]

	CA_3A-46D
	3
	0


6.47.4
MSD

As observed in clause 6.47.2, this CA configuration has 3rd harmonic issue from Band 3 to Band 46. Nevertheless, it was agreed not to apply HTF for this CA combination in order to avoid additional insertion loss for the licensed band. In this case, the frequency gap to avoid MSD in Band 46 and the UL configuration is specified as shown in table 6.47.4-1 and 6.47.4-2.

Table 6.47.4-1: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_3A-46D
	3
	
	
	-97
	-94
	-92.2
	-91
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.

NOTE 2:
Reference measurement channel is TBD

NOTE 3:
The signal power is specified per port.

NOTE 4:
The requirements do not apply when there is at least one individual RE within the uplink transmission bandwidth of the lower band for which the 2nd/3rd/4th transmitter harmonic is within the downlink transmission bandwidth of the higher band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = [15] MHz for 3rd harmonic.


Table 6.47.4-2: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_3A-46D
	3
	
	
	25 
	50 
	501
	501
	FDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1).


Note that expected MSD (worst) is shown in table 6.47.4-3 and these don’t have to be specified in TS 36.101 [4] in order to avoid impacts for the license band. 
Table 6.47.4-3: Expected MSD (worst)
	Tdoc
	Source
	MSD [dB]
	Number of RB in lower band
	NOTE

	R4-164204
	Qualcomm
	22.3
	100
	Separate antenna w/o HTF

	R4-164258
	MediaTek
	17.8
	100
	Separate antenna w/o HTF


6.48
CA_4DL_1A-3A-5A-7A_1UL_BCS0

6.48.1
Operating bands for CA
Table 6.48.1-1: 4DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex
mode

	
	
	BS receive / UE transmit
	Channel BW (MHz)
	BS transmit / UE receive
	Channel BW (MHz)
	

	
	
	FUL_low   –  FUL_high
	
	FDL_low   –  FDL_high
	
	

	CA_1-3-5-7
	1
	1920 MHz
	–
	1980 MHz
	5,10, 15, 20
	2110 MHz
	–
	2170 MHz
	5, 10, 15, 20
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	10, 15, 20
	1805 MHz
	–
	1880 MHz
	10, 15, 20
	

	
	5
	824 MHz
	–
	849 MHz
	5,10
	869 MHz
	–
	894 MHz
	5, 10
	

	
	7
	2500 MHz
	–
	2570 MHz
	5, 10, 15, 20
	2620 MHz
	–
	2690 MHz
	5, 10, 15, 20
	


6.48.2

Channel bandwidths per operating band for CA
Table 6.48.2-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA 
	CA operating / channel bandwidth
	Maximum aggregated bandwidth
[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_1A-3A-5A-7A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	70
	0

	
	3
	
	
	
	Yes
	Yes
	Yes
	
	

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.

6.48.3
Co-existence studies
The 3rd order IMD products caused in the BS by transmitting of Band 1, Band 3, Band 5 and Band 7 DL carriers (i.e. 4DL CA with one component carrier in each band) are derived in the constituent 3DL and 2DL CAs, which have been already analyzed.
6.48.4
ΔTIB,c and ΔRIB,c values

For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Tables 6.48.4-1 and 6.48.4-2 respectively.
Table 6.48.4-1: ΔTIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3A-5A-7A
	1
	0.6

	
	3
	0.6

	
	5
	0.3

	
	7
	0.6


Table 6.48.4-2: ΔRIB,c for 4DLs aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3A-5A-7A
	1
	0

	
	3
	0

	
	5
	0

	
	7
	0


6.48.5
MSD

For this combination MSD is specified in Table 6.48.5-1 and 6.48.5-2.

Table 6.48.5-1: Reference sensitivity for carrier aggregation QPSK PREFSENS, CA
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_1A-3A-5A-7A
	1
	
	
	-100
	-97
	-95.2
	-94
	FDD

	
	34
	
	
	
	-91.5
	-90
	-89
	

	
	35
	
	
	
	-94
	-92.2
	-91
	

	
	5
	
	
	-98
	-95
	
	
	

	
	7
	
	
	
	-95
	-93.2
	-92
	

	NOTE 4:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz. For each channel bandwidth in the bands other than Band 1, the requirement applies regardless of channel bandwidth in Band 1.
NOTE 5:
These requirements apply when the uplink is active in Band 1 and the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz. For each channel bandwidth in the bands other than Band 1, the requirement applies regardless of channel bandwidth in Band 1. 


Table 6.48.5-2: Uplink configuration for reference sensitivity
	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	UL band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Duplex mode

	CA_1A-3A-5A-7A
	11,2
	
	
	25
	25
	25
	25
	FDD

	
	11,3
	
	
	25
	45
	45
	45
	

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink channel in Band 3 but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1) in the uplink channel in Band 1.
NOTE 2:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is < 60 MHz
NOTE 3:
UL allocation when the separation between the lower edge of the uplink channel in Band 1 and the upper edge of the downlink channel in Band 3 is ≥ 60 MHz.


6.49
CA_4DL_2A-46D_1UL_BCS0
6.49.1
Channel bandwidths per operating band for CA

Table 6.49.1-1: 4DL Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	CA_2-46
	2
	1850 MHz
	–
	1910 MHz
	1930 MHz
	–
	1990 MHz
	FDD

	
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD


Table 6.49.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth
[MHz]
	Bandwidth combination set

	CA_2A-46D
	2
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0

	
	46
	See CA_46D Bandwidth Combination Set 0 in Table 6.49.1-3
	
	


Table 6.49.1-3: Supported E-UTRA bandwidths per CA configuration for intra-band contiguous CA
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	Allowed channel bandwidths for carrier [MHz]
	
	

	CA_46D
	20
	20
	20
	60
	0


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all for the constituent bands as defined in Table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.

6.49.2
Co-existence studies
The 2nd and 3rd order harmonics and IMD products for Band 2 and Band 46 caused in the BS by transmitting the 4DL CA configurations of CA_4DL_2A-46A-46C_1UL_BCS0 and CA_4DL_2A-46D_1UL_BCS0 are included in TR 36.714-02-01 and TR 36.714-03-01. MSD value without HTF is provided in clause 6.49.4.
6.49.3
∆TIB value
For this combination, the (TIB,c value is shown in table 6.49.3-1 assuming separate antenna architecture without HTF:
Table 6.49.3-1: ΔTIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_2A-46D
	2
	0


6.49.4
REFSENS requirements

The refsens is specified in the following:
Table 6.49.5-1: Reference sensitivity QPSK PREFSENS
	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_2A-46D1
	2
	
	
	-98 
	-95
	-93.2
	-92
	FDD

	
	46
	
	
	
	
	
	-90
	TDD

	NOTE 1: 
The requirements do not apply when there is at least one individual RE within the uplink transmission bandwidth of the lower band for which the transmitter harmonic is within the downlink transmission bandwidth of the higher band and a range FHD above and below the edge of this downlink transmission bandwidth. The value FHD depends on the E-UTRA configuration: FHD = [15] MHz for CA_xA-46D (x=1, 2, 3, and 4) and for CA_46D-66A for 3rd harmonic. FFS MHz for the other configuations listed.


Table 6.49.5-2: Uplink configuration for reference sensitivity

	E-UTRA Band / Channel bandwidth / NRB / Duplex mode

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex mode

	CA_2A-46D
	2
	
	
	25
	50
	501
	501
	FDD

	NOTE 1:
refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.6-1 in TS 36.101).


MSD value without the harmonic trap filter is provided by companies in the following:

Table 6.49.5-3
	Tdoc
	Source
	MSD [dB]
	Number of UL RB in lower band
	Note

	R4-164204
	Qualcomm
	22.3
	100
	Separate antenna w/o HTF

	R4-164258
	MediaTek
	17.8
	100
	Separate antenna w/o HTF


6.50
CA_7A-46D_BCS0
6.50.1
Operating bands for CA

Table 6.50.1-1: 4DL Inter-band CA operating bands

	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_7-46
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD

	
	46
	N/A
	5150 MHz
	–
	5925 MHz
	TDD


6.50.2
Channel bandwidths per operating band for CA

Table 6.50.2-1: Supported E-UTRA bandwidths per CA configuration for 4DL inter-band CA
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_7A-46D 
	7
	
	
	Yes
	Yes
	Yes
	Yes
	80
	0



	
	46
	See the CA_46D Bandwidth combination set 1 in Table 5.6A.1-1 of TS 36.101
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in Table 5.6.1-1 of TS 36.101 [4] when operating in single carrier mode.
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R4-161511, “TP for TR36.714-04-01: delta values on B1+B41+B42+B42 CA”, (KDDI Corporation)
R4-162939, “TP for TR36.714-04-01: Delta Tib/Rib and REFSEN for CA_3A-41D”, (ZTE, Nubia)
R4-162940, “TP for TR36.714-04-01: Delta Tib/Rib and REFSEN for CA_3C-41C”, (ZTE, Nubia)
R4-161924, “TP to 36.714-04-01 for fallbacks to 2A-4A-5B-30A, 2C-5B-30A and 4A-4A-5B-30A”, (Ericsson, AT&T)
R4-161927, “TP to 36.714-04-01 for fallbacks to 1A-3A-7A-20A-42A”, (Ericsson)
R4-162033, “TP on the operating bands and coexistence analysis for CA_1A-5A-7C in 4DL/1UL CA”, (LG Electronics Inc., LG Uplus)
R4-163077, “TP to 36.714-04-01: Operating bands, channel bandwidths, relaxation values and MSD for CA_1A-3C-8A”, (Nokia, KT)
R4-162329, “TP for TR 36.714-04-01: UE requirement relaxation for CA_1A-3A-7A-40A”, (Huawei, Hisilicon)
R4-162330, “TP for TR 36.714-04-01: UE requirement relaxation for CA_3A-7A-40C”, (Huawei, Hisilicon)
R4-162340, “TP for TR 36.714-04-01: operating bands, channel bandwidths for CA_2A-4A-7A-7A”, (Huawei, Hisilicon)
R4-162341, “TP for TR 36.714-04-01: co-existence studies, delta Tib and Rib values for CA_2A-4A-7A-7A”, (Huawei, Hisilicon)
R4-162347, “TP for TR 36.714-04-01: co-existence studies, delta Tib and Rib values for CA_3A-46D”, (Huawei, Hisilicon)
R4-162349, “TP for TR 36.714-04-01: co-existence studies, delta Tib and Rib values for CA_7A-46D”, (Huawei, Hisilicon)
R4-162941, “TP for TR 36.714-04-01: Missing fallbacks 4DL for CA_5DL_1A-3C-40C_1UL_BCS0”, (TeliaSonera)
R4-161508, “TP for TR36.714-04-01: Co-existence studies on B1+B41+B41+B42 CA”, (KDDI Corporation)
R4-161510, “TP for TR36.714-04-01: Co-existence studies on B1+B41+B42+B42 CA”, (KDDI Corporation)
R4-161520, “TP for TR36.714-04-01: Co-existence studies on B11+B46+B46+B46 CA”, (KDDI Corporation)
R4-163076, “TP for TR36.714-04-01: channel bandwidths per operating band and co-existence study for CA_3A-41D, (ZTE, Nubia)
R4-161544, “TP for TR36.714-04-01: channel bandwidths per operating band and co-existence study for CA_3C-41C”, (ZTE, Nubia)
R4-161593, “TP for TR 36.714-04-01: BS Coexistence Studies of Harmonics and Intermodulation Products caused by LTE 4DL/1UL Advanced Carrier Aggregation with Bands 2, 4, 5 and 12A (RAN#71)”, (Nokia, U.S. Cellular)
R4-161594, “TP for TR 36.714-04-01: BS Coexistence Studies of Harmonics and Intermodulation Products caused by LTE 4DL/1UL Advanced Carrier Aggregation with Bands 2, 4, 5 and 30 (RAN#70)”, (Nokia, AT&T)
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	Comments from ETSI EditHelp have been implemented

Implemented TP´s from RAN4 #79:
R4-164827, ”TP for TR36.714-04-01: delta values on CA_11A-46D”, (KDDI Corporation)

R4-163187, “TP for TR36.714-04-01: updated the REFSEN table for CA_3A-41D and CA_3C-41C”, (ZTE, Nubia)
R4-164828: “TP for TR 36.714-04-01: CA_5A-46D_BCS0”, (LG Uplus, LG Electronics)

R4-163306, ”TP for TR36.714-04-01: PCell clarification on CA_1A-41A-42C and CA_1A-41C-42A”, (KDDI Corporation)

R4-163378, “TP for TR 36.714-04-01: UE RF relaxation for CA_8B_39C”, (CATT, CMCC)

R4-164688, “TP for TR 36.714-04-01: 4DL/1UL CA_1A-46D_BCS0”, (NTT DOCOMO, INC)

R4-163565, “TP for TR36.714-04-01: Corrections required for B41-B42 CAs for 4DL/1UL”, (SoftBank Corp.)

R4-163567, “TP for TR36.714-04-01: Finalization of CA_3A-41C-42A (4DL/1UL)”, (SoftBank Corp.)

R4-163576, “TP for 36.714-04-01: CA_3A-7A-7A-8A operating bands, channel bandwidths and BS co-existence studies”, (CHTTL, Nokia)

R4-164689, “TP for TR 36.714-04-01: 4DL/1UL CA_3A-46D_BCS0”, (NTT DOCOMO INC.)

R4-164929, ”TP for TR 36.714-04-01: CA_1A_3A_5A_7A”, (SK Telecom, Ericsson-LG, LG Electronics, Nokia)

R4-163732, ”TP to 36.714-04-01 for 2A-2A-12A-12A, 2A-4A-12A-12A, 2A-5A-12A-12A, 4A-4A-12A-12A, 4A-5A-12A-12A”, (Ericsson, US Cellular)

R4-164896, ”TP for TR 36.714-04-01: CA_4DL_2A-46D_1UL_BCS0”, (Nokia, T-Mobile USA)

R4-163962, ”TP for TR 36.714-04-01: operating bands, channel bandwidths for CA_7A-46D”, (Huawei, Hisilicon)

R4-164232, ”TP to 36.714-04-01 on 1+3+7+20”, (Vodafone)
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