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1.
Introduction

NB-IoT RRM Test cases will be defined according to the test case list in R4-78AH-0250. This document gives an example In-band test case in a standardised format.
2.
Test case definition
The aim is to specify all the key parameters using a layout which can be easily used by RAN5 to define the implementation. It also clarifies which parameters are generic, and which are defined per cell. 
3.
Example Reselection Test case A.8.1.x
The example below is based on the description/test requirements in Ericsson R4-165868, and the basic test configuration defined in R4-79AH-0250. Relevant extracts are provided in Annexes A and B.  
Main updates:

· Test case name includes deployment mode, as in Nokia R4-165445

· Only one eUTRA cell

· eUTRA cell is specified in a separate table

· eUTRA cell transmits OCNG, at the same power spectral density as the lower level NB-IoT cell

· T2 and T3 time periods made compatible with UE reselection time requirements

Remaining work:

· Clarify Physical channels for eCell 1 to ensure compatibility with OCNG pattern

· Define suitable OCNG patterns

· Finalise parameters in [ ]
A.4.2.12 HD – FDD Intra frequency case for UE Category NB1 In-Band mode in normal coverage
A.4.2.12.1
Test Purpose and Environment

This test is to verify the requirement for the HD-FDD intra frequency cell reselection requirements for Cat-NB1 UE specified in clause 4.6.2.2.

The test scenario comprises of 1 E-UTRA carrier and a total of 3 cells as given in tables A.4.2.12.1-1, A.4.2.12.1-2 and A.4.2.12.1-3. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Only nCell1 is already identified by the UE prior to the start of the test, i.e. nCell 2 is not identified. nCell 1 and nCell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing nCell 2.
Table A.4.2.12.1-1: General test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in normal coverage
	Parameter
	Unit
	Value
	Comment

	NB-IOT operational mode
	
	In-band
	

	Initial condition
	Active cell 
	
	nCell1
	

	
	Neighbour cells
	
	eCell1, nCell2
	

	T2 end condition
	Active cell 
	
	nCell2
	

	
	Neighbour cells
	
	eCell1, nCell2 
	

	Final condition
	Visited cell 
	
	nCell1
	

	E-UTRA RF Channel Number
	
	1
	One carrier frequency is used for eCell.

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH Configuration
	
	1
	Refer to [A.3.y1]

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	[>7]
	During T1, nCell2 shall be powered off, and during the off time the physical cell identity shall be changed. The intention is to ensure that nCell2 has not been detected by the UE prior to the start of period T2

	T2
	s
	60
	T2 is defined so that cell re-selection time is taken into account.

	T3
	s
	10
	T3 is defined so that cell re-selection time is taken into account.


Table A.4.2.12.1-2: nCell 1, nCell 2 specific test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in normal coverage
	
	
	nCell 1
	nCell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	kHz
	200
	200

	PRB location within eCell
	-
	30
	30

	NOCNG Patterns
	-
	[FFS]
	[FFS]

	NPBCH_RA
	dB
	0
	0

	NPBCH_RB
	dB
	
	

	NPSS_RA
	dB
	
	

	NSSS_RA
	dB
	
	

	NPDCCH_RA
	dB
	
	

	NPDCCH_RB
	dB
	
	

	NPDSCH_RA
	dB
	
	

	NPDSCH_RB
	dB
	
	

	NOCNG_RANote 1
	dB
	
	

	NOCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	dBm
	-140
	-140

	Pcompensation
	dB
	0
	0

	Qhysts
	dB
	0
	0

	Qoffsets, n
	dB
	0
	0

	[Cell_selection_and_

reselection_quality_measurement]
	
	[NRSRP]
	[NRSRP]
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	dBm/15 kHz
	Specified in Table A.4.2.12.1-3
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	dB
	16
	13
	16
	-infinity
	16
	13
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 Note2
	dB
	16
	-3.11
	2.79
	-infinity
	2.79
	-3.11

	NRSRP Note2
	dBm/15 kHz
	-82
	-85
	-82
	-infinity
	-82
	-85

	Treselection
	s
	0
	0

	Propagation Condition 
	
	AWGN
	AWGN

	Antenna Configuration
	
	1x1
	1x1

	Timing offset to nCell 1
	ms
	-
	3

	Note 1:
NOCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Es/Iot and NRSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table A.4.2.12.1-3: eCell 1 specific test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in normal coverage
	
	
	eCell 1

	
	
	T1
	T2
	T3

	BWchannel
	MHz
	10

	OCNG Pattern
	-
	[FFS]

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	[PCFICH_RB]
	dB
	

	[PDCCH_RA]
	dB
	

	[PDCCH_RB]
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
	

	Qrxlevmin
	dBm
	-140

	Pcompensation
	dB
	0

	Qhysts
	dB
	0

	Qoffsets, n
	dB
	0

	
[image: image4.wmf]oc

N


	dBm/15 kHz
	-98
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	dB
	13
	13
	13
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 Note2
	dB
	13
	13
	13

	RSRP Note2
	dBm/15 kHz
	-85
	-85
	-85

	Treselection
	s
	0

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	1x1

	Note 1:
OCNG shall be used such that the eCell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power 
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Note 3:
Es/Iot and RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.4.2.12.2
Test Requirements

The cell reselection delay to a newly detectable cell is defined as the time from the beginning of time period T2, to the moment when the UE camps on nCell 2, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on nCell 2.

The cell re-selection delay to a newly detectable cell shall be less than 53 s.

The cell reselection delay to an already detected cell is defined as the time from the beginning of time period T3, to the moment when the UE camps on nCell 1, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on nCell 1.

The cell re-selection delay to an already detected cell shall be less than 8 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay to a newly detectable cell can be expressed as:  Tdetect,NB_Intra_NB-IoT-NC + TSI, and to an already detected cell can be expressed as: Tevaluate, NB_intra_NB-IoT-NC + TSI,
Where:

Tdetect,NB_Intra_NB-IoT-NC


See Table 4.6.2.2-1 in clause 4.6.2.2
Tevaluate, NB_intra_NB-IoT-NC
See Table 4.6.2.2-1 in clause 4.6.2.2

TSI
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 52.28 s, allow 53 s for the cell re-selection delay to a newly detectable cell and 7.78 s, allow 8 s for the cell re-selection delay to an already detected cell in the test case.
Annex A:
Original test case in Ericsson R4-165868

A.4.2.12 HD – FDD Intra frequency case for Cat-NB1 UE in normal coverage
A.4.2.12.1
Test Purpose and Environment

This test is to verify the requirement for the HD-FDD intra frequency cell reselection requirements for Cat-NB1 UE specified in clause 4.6.2.2.
The test scenario comprises of 1 E-UTRA carrier and 2 cells as given in tables A.4.2.12.1-1 and A.4.2.12.1-2. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Only nCell 1 is already identified by the UE prior to the start of the test, i.e. nCell 2 is not identified by the UE prior to the start of the test. nCell 1 and nCell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing nCell 2.
Table A.4.2.12.1-1: General test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in normal coverage
	Parameter
	Unit
	Value
	Comment

	NB-IOT operational mode
	
	In-band
	

	Initial condition
	Active cell 
	
	nCell1
	

	
	Neighbour cells
	
	nCell2, eCell1, eCell2 
	

	T2 end condition
	Active cell 
	
	nCell2
	

	
	Neighbour cells
	
	nCell1, eCell1, eCell2
	

	Final condition
	Visited cell 
	
	nCell1
	

	E-UTRA RF Channel Number
	
	1
	Only one carrier frequency is used for eCells.

	NB-IOT RF Channel Number
	
	1
	Only one carrier frequency is used for nCells.

nCell1 is within eCell1,

nCell2 is within eCell2.

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH Configuration
	
	1
	Refer to A.3.y1

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	>7
	During T1, nCell 2 shall be powered off, and during the off time the physical cell identity shall be changed, The intention is to ensure that nCell 2 has not been detected by the UE prior to the start of period T2

	T2
	s
	40
	T2 need to be defined so that cell re-selection reaction time is taken into account.

	T3
	s
	15
	T3 need to be defined so that cell re-selection reaction time is taken into account.


Table A.4.2.12.1-2: Cell specific test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in normal coverage
	Parameter
	Unit
	nCell 1
	nCell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	NB-IOT BW
	KHz
	180

	OCNG Patterns 
	
	OP.X YYY
	OP.X YYY

	NPBCH_RA
	dB
	0
	0

	NPBCH_RB
	dB
	
	

	NPSS_RA
	dB
	
	

	NSSS_RA
	dB
	
	

	NPDCCH_RA
	dB
	
	

	NPDCCH_RB
	dB
	
	

	NPDSCH_RA
	dB
	
	

	NPDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	   dBm
	-140
	-140
	-140
	-140
	-140
	-140

	Pcompensation
	dB
	0
	0
	0
	0
	0
	0

	Qhysts
	dB
	0
	0
	0
	0
	0
	0

	Qoffsets, n
	dB
	0
	0
	0
	0
	0
	0

	Cell_selection_and_

reselection_quality_measurement
	
	RSRP
	RSRP
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	dBm/15 kHz
	-98
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	dB
	16
	13
	16
	-infinity
	16
	13
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	dB
	16
	-3.11
	2.79
	-infinity
	2.79
	-3.11

	RSRP Note3
	dBm/15 kHz
	-82
	-85
	-82
	-infinity
	-82
	-85

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Sintrasearch
	dB
	Not sent
	Not sent

	Propagation Condition 
	
	AWGN
	AWGN

	Antenna Configuration
	
	1x1
	1x1

	Timing offset to nCell 1
	ms
	-
	3

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


A.4.2.12.2
Test Requirements

The cell reselection delay to a newly detectable cell is defined as the time from the beginning of time period T2, to the moment when the UE camps on nCell 2, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on nCell 2.

The cell re-selection delay to a newly detectable cell shall be less than 53 s.

The cell reselection delay to an already detected cell is defined as the time from the beginning of time period T3, to the moment when the UE camps on nCell 1, and starts to send preambles on the PRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on nCell 1.

The cell re-selection delay to an already detected cell shall be less than 8 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

NOTE:
The cell re-selection delay to a newly detectable cell can be expressed as:  Tdetect,NB_Intra_NB-IoT-NC + TSI, and to an already detected cell can be expressed as: Tevaluate, NB_intra_NB-IoT-NC + TSI,
Where:

Tdetect,NB_Intra_NB-IoT-NC


See Table 4.6.2.2-1 in clause 4.6.2.2
Tevaluate, NB_intra_NB-IoT-NC
See Table 4.6.2.2-1 in clause 4.6.2.2

TSI
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 1280 ms is assumed in this test case.
This gives a total of 52.28 s, allow 53 s for the cell re-selection delay to a newly detectable cell and 7.78 s, allow 8 s for the cell re-selection delay to an already detected cell in the test case.
Annex B:
Extract from R4-79AH-0250

Table 1 RRM Test Cases for Cat-NB1 UEs

	No
	Test scenario
	Phase
	Coverage  level: serving cell
	Coverage level: target cell
	In-band

(IB)
	Standalone

(SA)
	Guardband

(GB)
	Volunteer Company
	Issues for investigation
	Comments

	Cell Re-selection Tests

	1
	Intra-frequency cell reselection under NC
	I
	Normal
	Normal
	Y
	TBD
	TBD
	Ericsson
R4-165868
	Tests in SA and GB TBD until next meeting. Unnecessary test should be avoided.  

Need to check if UE supports all modes. If UE supports all modes then testing in most stringent case is sufficient.
	Need to check accuracy for intra- and inter-frequency and based on accuracy difference decide whether to have test # 2 or not.



	2
	Intra-frequency cell reselection under EC
	II
	Enhanced
	Enhanced 
	Y
	TBD
	TBD
	Ericsson
	
	

	3
	Inter-frequency cell reselection under EC
	II
	Enhanced
	Enhanced 
	Y
	TBD
	TBD
	Ericsson
	
	


Table 2 Basic Test configurations for the different deployment modes

	Test case #
	In-band
	Standalone
	Guardband

	1-3
	Number of NB-IOT cells = 2

nCell1, nCell2

nCell1 and nCell2 are on the same NB-IoT carrier (nF1)

Number of E-UTRA cells = 2
eCell1, eCell2
eCell1 and eCell2 are on the same E-UTRA carrier (eF1)

eCell1 BW = 10 MHz

eCell2 BW = 10 MHz
In-band operation of:

nCell1 within eCell1 and

nCell2 within eCell2
New PRACH configuration

New nRMC for SIBs in anchor carrier of the target cell and nOCNG

Anchor carrier is in RB number # 30
Other requirements should be similar to existing test configurations in corresponding UE category M1 test case.
	TBD
	TBD
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