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	Reason for change:
	(Rel-14 Cat-A of Rel-12 Cat-F CR R4-1610366)
The PDCCH/PCFICH/PHICH RMC (Reference Measurement Channels) specified for TC A:7.1.7A  in Table Table A.7.1.7A.1-1 is R.7 TDD for both the 20MHz cells which is incorrect. This RMC is used for Channel BW 10 MHz and not 20MHz. Instead it should be R.10 TDD.

Simlilarly for TC A.7.1.7B the PDCCH/PCFICH/PHICH RMC for Cell 1 (20 MHz) is incorrectly specified as R.7 TDD in Table A.7.1.7B.1-1. It should be corrected to R.10 TDD



	
	

	Summary of change:
	In TC A.7.1.7A  in Table A.7.1.7A.1-1, PDCCH/PCFICH/PHICH RMC corrected for all cells/ tests from  R.7 TDD to R10.TDD.

In TC A.7.1.7B  in Table A.7.1.7B.1-1, PDCCH/PCFICH/PHICH RMC corrected for 20 MHz cells from  R.7 TDD to R10.TDD
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	Other comments:
	 Change in RAN5 TS 36.521-3 already done by agreed R5-162310.



< Unchanged sections omitted >

A.7.1.7A
E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell in sTAG for 20MHz +20MHz
A.7.1.7A.1
Test Purpose and Environment

The purpose of this test case is the same as for the test defined in subclause A.7.1.7. The test parameters are the same except those described in the following section. The listed parameter values in Tables A.7.1.7B.1.1-1 will replace the values of corresponding parameters in Tables A.7.1.7.1-1.
Table A.7.1.7A.1-1: Test Parameters for UE Transmit Timing Accuracy Tests for Scell in sTAG for E-UTRAN TDD with 20MHz +20MHz bandwidth
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	Test 1
	Test 2
	Test 1
	Test 2

	E-UTRA RF Channel Number
	
	1
	1
	2
	2

	Channel Bandwidth (BWchannel)
	MHz
	20
	20
	20
	20

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.10 TDD
	R.10 TDD
	R.10 TDD
	R.10 TDD

	OCNG Pattern defined in A.3.2.2
	
	OP.8 TDD
	OP.8 TDD
	OP.8 TDD
	OP.8 TDD

	IoNote1
	dBm/18 MHz
	-62.5
	-62.5
	-62.5
	-62.5

	Note 1:
Io level has been derived from other parameters for information purpose. It is not a settable parameter.


A.7.1.7A.2
Test Requirements

The test requirements defined in section A.7.1.7.2 shall apply to these test cases.
A.7.1.7B
E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell in sTAG for 20MHz +10MHz
A.7.1.7B.1
Test Purpose and Environment

The purpose of this test case is the same as for the test defined in subclause A.7.1.7. The test parameters are the same except those described in the following section. The listed parameter values in Tables A.7.1.7B.1-1 will replace the values of corresponding parameters in Tables A.7.1.7.1-1.
Table A.7.1.7B.1-1: Test Parameters for UE Transmit Timing Accuracy Tests for Scell in sTAG for E-UTRAN TDD with 20MHz +10MHz bandwidth
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	Test 1
	Test 2
	Test 1
	Test 2

	E-UTRA RF Channel Number
	
	1
	1
	2
	2

	Channel Bandwidth (BWchannel)
	MHz
	20
	20
	10
	10

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.2
	
	R.10 TDD
	R.10 TDD
	R.6 TDD
	R.6 TDD

	OCNG Pattern defined in A.3.2.2
	
	OP.8 TDD
	OP.8 TDD
	OP.2 TDD
	OP.2 TDD

	IoNote1
	dBm/18 MHz
	-62.5
	-62.5
	-
	-

	
	dBm/9 MHz
	-
	-
	-65.5
	-65.5

	Note 1:
Io level has been derived from other parameters for information purpose. It is not a settable parameter.


A.7.1.7B.2
Test Requirements

The test requirements defined in section A.7.1.7.2 shall apply to these test cases.
< End of changes >
