Page 2



3GPP TSG-R5 WG1 Meeting #27
Tdoc (
R5-050876
Bath, England, 25th Apr – 29th Apr 2005

	CR-Form-v7

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	1248
	(

rev
	-
	(

Current version:
	5.11.1
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	CR to 34.123-1 Rel-5: Correction to WI-012 RLC test case 7.2.3.28



	
	

	Source:
(

	Rohde & Schwarz

	
	

	Work item code:
(

	TEI
	
	Date: (

	18/05/2005

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	· In the RLC test case 7.2.3.28 the SS is checking that the UE does not retransmit any PDUs. The current prose use a downlink SDU size fitting into one PDU, which is expanded in uplink such that the UE transmit the necessary number of PDUs in uplink. In TTCN the downlink and uplink SDU size have been choosen to be equal to enable the use of the RLC standard mechanism for checking PDU content to verify that no retransmission is done by the UE. As the TTCN implementation still achieves the test purpose it is proposed that the prose is changed to align with TTCN. 

	
	

	Summary of change:
(

	· The DL and UL SDU sizes have been choosen to be the same: (2 * Poll_PDU * AM_7_PayloadSize) – 1. 

	
	

	Consequences if 
(

not approved:
	Misalignment between TTCN and prose

	
	

	Clauses affected:
(

	7.2.3.28.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Affects R99, Rel-4 and Rel-5;

This CR has been approved on the RAN5 e-mail reflector as R5-050501r1.doc


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help
 information about the field that they are closest to
.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

<START OF MODIFIED SECTION>

7.2.3.28
Status reporting / Abnormal conditions / Reception of LIST SUFI with Length set to zero

7.2.3.28.1
Definition

Peer RLCs use STATUS PDUs to manage flow control and retransmission. On a STATUS report PDU with an invalid LIST SUFI the RLC must behave as specified. Incorrect behaviour may result in degradation of QoS, or failure of the UE to communicate.

7.2.3.28.2
Conformance requirement

The List super-field

The List Super-Field consists of a type identifier field (LIST), a list length field (LENGTH) and a list of LENGTH number of pairs as shown in figure 9.11 below:

	Type = LIST

	LENGTH

	SN1

	L1

	SN2

	L2

	…

	SNLENGTH

	LLENGTH


Figure 9.11: The List fields in a STATUS PDU

LENGTH

Length: 4 bits
The number of (SNi , Li)-pairs in the super-field of type LIST. The value "0000" is invalid and the list is discarded.
Reference

TS 25.322 clause 9.2.2.11.4.

7.2.3.28.3
Test purpose
To verify that if a STATUS PDU is received with a LIST SUFI and the LENGTH field is set to "0000" that the list is discarded.

7.2.3.28.4
Method of test

Initial conditions

The generic procedure for Radio Bearer establishment (clause 7.1.3 of TS 34.108) is executed, with all the parameters as specified in the procedure, with the exception that the default Radio Access Bearer is replaced with the RAB defined for AM 7-bit "Length Indicator" tests in clause 7.2.3.1.

The following RLC parameter values are used in place of the values in clause 7.2.3.1:

	Uplink RLC
	

	
Polling info
	

	

Poll_PDU
	4


These settings apply to both the uplink and downlink DTCH.

The Radio Bearer is placed in UE test loop mode 1 with the UL SDU size set to (2 * Poll_PDU * AM_7_PayloadSize) – 1 bytes.

Test procedure

a)
The SS sends an SDU of size (2 * Poll_PDU * AM_7_PayloadSize) – 1. See note 1.
b)
The SS monitors the received (looped back) PDUs for a poll request.

c)
The SS responds to the poll request by transmitting a STATUS PDU with a LIST SUFI. The list contains an indication that two PDUs were not received, but has the length field set to "0000".

d)
The SS continues to monitor the received PDUs to verify that none are retransmitted.

e)
The SS may optionally release the radio bearer.
NOTE 1.
The DL SDU size has been choosen to simplify TTCN implementation. If the number of PDUs in downlink and uplink is the same then the RLC standard mechanism for checking PDU content can be used to verify that no retransmission is done by the UE.
Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	DOWNLINK RLC PDU
	SDU 1 (start)

	2
	(
	…
	SS continues to transmit RLC PDUs



	3
	(
	DOWNLINK RLC PDU
	SDU 1 (end)

	4
	(
	UPLINK RLC PDU
	SDU 1 (start)

	5
	(
	UPLINK RLC PDU
	

	6
	(
	…
	SS continues to receive RLC PDUs



	7
	(
	UPLINK RLC PDU
	SN = Poll_PDU - 1, Poll

	8
	(
	STATUS PDU
	LIST(LENGTH = "0000", SN = 1, SN = 2)

	9
	(
	…
	SS continues to receive RLC PDUs



	10
	(
	UPLINK RLC PDU
	Poll

	11
	(
	STATUS PDU
	Normal reply

	12
	(
	…
	SS continues to receive RLC PDUs



	13
	(
	UPLINK RLC PDU
	SDU 1 (end)

	14
	
	RB RELEASE
	Optional step

	NOTE 1:
The Expected Sequence shown is infomative.


The UPLINK and DOWNLINK PDU flows may overlap, but are shown separate for clarity.


Information such as SDU, PDU or Sequence numbers given in the comments column shall be considered informative only, for test case development purposes.


7.2.3.28.5
Test requirements

No RLC PDUs shall be retransmitted by the UE.

<END OF MODIFIED SECTION>
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