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8.4.2
Random Access

8.4.2.1
Correct behaviour when receiving an ACK (Release 5 and earlier)
8.4.2.1.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 [5] and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.
This test is applicable for Release 5 and earlier releases only. See subclause 8.4.2.1A for later releases.
8.4.2.1.2
Minimum Requirements

The UE shall have capability to calculate initial power according to the open loop algorithm and apply this power level at the first preamble and increase the power on additional preambles. The absolute power applied to the first preamble shall have an accuracy as specified in table 6.3 of TS 25.101 [1]. The relative power applied to additional preambles shall have an accuracy as specified in clause 6.5.2.1 of 25.101 [1].
The absolute power applied to the first preamble shall be -30 dBm with an accuracy as specified in clause 6.4.1.1 of TS 25.101 [1]. The accuracy is ± 9dB in the case of normal condition or ±12dB in the case of extreme condition.

There are two relative powers, one is the power difference for preamble ramping and another is the power difference between last preamble part and message part. From the test parameter in the table 8.4.2.1.2, the test requirement of the power difference for all preamble ramping is 3dB (Power offset P0). The accuracy is ±2 dB as specified in clause 6.5.2.1 of 25.101 [1]. The test requirement of the power difference between 10th preamble PRACH and message part is 3 dB (note). The accuracy is ±2 dB as specified in clause 6.5.2.1 of 25.101 [1].
NOTE:
In order to calculate the power difference between 10th preamble PRACH and message part by using Power offset P p-m in the table 8.4.2.1.2, the gain factors of PRACH message part are needed. The gain factor d is set to15. The temporary gain factor c is set to 15.

The UE shall stop transmitting preambles upon a ACK on the AICH has been received and then transmit a message. The UE shall transmit 10 preambles and 1 message.
The normative reference for this requirements is TS 25.133 [2] clauses 6.3.2 and A.6.2.2.1.

8.4.2.1.3
Test purpose

The purpose of this test is to verify that the behaviour of the random access procedure is according to the requirements and that the PRACH power settings are within specified limits.
8.4.2.1.4
Method of test

8.4.2.1.4.1
Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1 in the case of the PRACH power measurement. And in the case of the function test of the random access procedure, connect the SS to the UE antenna connector as shown in figure A.8. A spectrum analyzer is set to 0 span mode. 

See TS 34.108 [3] for details regarding generic call setup procedure.

Table 8.4.2.1.1: RF Parameters for Random Access test

	Parameter
	Unit
	Cell 1

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	Number of other transmitted Acquisition Indicators
	-
	0

	AICH_Ec/Ior
	dB
	-10

	PICH_Ec/Ior
	dB
	-15

	OCNS_Ec/Ior when an AI is not transmitted
	dB
	-0,941

	OCNS_Ec/Ior when an AI is transmitted
	dB
	-1,516
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	dBm/3.84 MHz
	-70 

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition
	
	AWGN


The test parameters "System Information Block (SIB) type 5 (ASC #0)" defined in clause 6.1 of TS 34.108 [3], shall be used in all random access tests (see note). Crucial parameters for the test requirements are repeated in tables 8.4.2.1.2 and 8.4.2.1.3 and these overrule the parameters defined in SIB type 5.
NOTE:
A parameter of AC-to-ASC mapping(AC0-9) in SIB5 of clause 6.1 of TS 34.108 [3] shall be set to 0 in the case of all random access tests. The EFACC of Type A, which is specified in clause 8.3.2.15 of TS 34.108 [3], shall be selected.

Table 8.4.2.1.2: UE parameters for Random Access test

	Parameter
	Unit
	Value

	Access Service Class (ASC#0)
 
‑ Persistence value 
	

0..1
	 

1

	Maximum number of preamble ramping cycles (Mmax). 
	
	2

	Maximum number of preambles in one preamble ramping cycle 
(Preamble Retrans Max)
	
	12

	The backoff time TB01
 NB01min=NB01max
	ms
#TTI

	N/A
10


	Power step when no acquisition indicator is received 
(Power offset P0)
	dB
	3

	Power offset between the last transmitted preamble and the control part of the message (Power offset P p-m)
	dB
	0

	Maximum allowed UL TX power
	DBm
	21


Table 8.4.2.1.3: SS parameters for Random Access test

	Parameter
	Unit
	Value

	Primary CPICH DL TX power 
	dBm
	-8

	UL interference
	dBm
	-92

	SIR in open loop power control (Constant value)
	dB
	-10

	AICH Power Offset
	dB
	0


8.4.2.1.4.2
Procedure 

1)
A call is set up according to the Generic call setup procedure. The test parameters are set up according to table 8.4.2.1.1, table 8.4.2.1.2 and table 8.4.2.1.3. The PRACH procedure within the call setup is used for the test. It is necessary that an ACK on the AICH shall be transmitted after 10 preambles have been received by the SS
2)
Measure the first PRACH preamble output power, the each power difference for preamble ramping and the power difference between 10th preamble PRACH and message part of the UE according to annex B.

3)
Measure the number of the preamble part and the message part by using a spectrum analyzer.

8.4.2.1.5
Test requirements

The accuracy of the first preamble as specified in clause 6.4.1.1 of TS 25.101 [1] shall not be verified in this test. It is verified under the section 5.4.1, Open loop power control.
There are two relative powers, one is the power difference for preamble ramping and another is the power difference between last preamble part and message part. From the test parameter in the table 8.4.2.1.2, the test requirement of the power difference for all preamble ramping is 3dB (Power offset P0). The accuracy is (3 dB. The test requirement of the power difference between 10th preamble PRACH and message part (control + data) is 3 dB (note). The accuracy is (3 dB

Table 8.4.2.1.4: 
Test requirement for power difference

	
	Power difference for all preambles
	Power difference between 10th preamble PRACH and message part (control+data)

	Test requirement
	3dB             (3 dB
	3dB            (3 dB


NOTE:
In order to calculate the power difference between 10th preamble PRACH and message part by using Power offset P p-m in the table 8.4.2.1.2, the gain factors of PRACH message part are needed. The gain factor d is set to15. The temporary gain factor c is set to 15.

The UE shall stop transmitting preambles upon a ACK on the AICH has been received and then transmit a message. The UE shall transmit 10 preambles and 1 message.
Table 8.4.2.1.5: RF Parameters for Random Access test

	Parameter
	Unit
	Cell 1

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	Number of other transmitted Acquisition Indicators
	-
	0

	AICH_Ec/Ior
	dB
	-10

	PICH_Ec/Ior
	dB
	-15

	OCNS_Ec/Ior when an AI is not transmitted
	dB
	-0,941

	OCNS_Ec/Ior when an AI is transmitted
	dB
	-1,516
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	dBm/3.84 MHz
	-70 

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition
	
	AWGN


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.4.2.1A
Correct behaviour when receiving an ACK (Release 6 and later)
8.4.2.1A.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 [5] and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.
This test is applicable for Release 6 and later releases only. This test includes measurement of PRACH timing. See subclause 8.4.2.1 for the PRACH test for earlier releases that does not include PRACH timing.
8.4.2.1A.2
Minimum Requirements

The UE shall have capability to calculate initial power according to the open loop algorithm and apply this power level at the first preamble and increase the power on additional preambles. The absolute power applied to the first preamble shall have an accuracy as specified in table 6.3 of TS 25.101 [1]. The relative power applied to additional preambles shall have an accuracy as specified in clause 6.5.2.1 of 25.101 [1].
The absolute power applied to the first preamble shall be -30 dBm with an accuracy as specified in clause 6.4.1.1 of TS 25.101 [1]. The accuracy is ± 9dB in the case of normal condition or ±12dB in the case of extreme condition.

There are two relative powers, one is the power difference for preamble ramping and another is the power difference between last preamble part and message part. From the test parameter in the table 8.4.2.1A.2, the test requirement of the power difference for all preamble ramping is 3dB (Power offset P0). The accuracy is ±2 dB as specified in clause 6.5.2.1 of 25.101 [1]. The test requirement of the power difference between 10th preamble PRACH and message part is 3 dB (note). The accuracy is ±2 dB as specified in clause 6.5.2.1 of 25.101 [1].
NOTE:
In order to calculate the power difference between 10th preamble PRACH and message part by using Power offset P p-m in the table 8.4.2.1A.2, the gain factors of PRACH message part are needed. The gain factor d is set to15. The temporary gain factor c is set to 15.

The UE shall stop transmitting preambles upon an ACK on the AICH has been received and then transmit a message. The UE shall transmit 10 preambles and 1 message.

The UE PRACH burst timing error shall be less than or equal to ( 3.5 Chips. The reference point shall be the expected timing calculated from the UE’s reference detected path of the P-CCPCH.
The normative reference for this requirement is TS 25.133 [2] clauses 6.3.2, 7.4.2 and A.6.2.2.1.
8.4.2.1A.3
Test purpose

The purpose of this test is to verify that the behaviour of the random access procedure is according to the requirements and that the PRACH power settings and timing are within specified limits.

8.4.2.1A.4
Method of test

8.4.2.1A.4.1
Initial conditions
Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1 in the case of the PRACH power measurement. And in the case of the function test of the random access procedure, connect the SS to the UE antenna connector as shown in figure A.8.
See TS 34.108 [3] for details regarding generic call setup procedure.

Table 8.4.2.1A.1: RF Parameters for Random Access test

	Parameter
	Unit
	Cell 1

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	Number of other transmitted Acquisition Indicators
	-
	0

	AICH_Ec/Ior
	dB
	-10

	PICH_Ec/Ior
	dB
	-15

	OCNS_Ec/Ior when an AI is not transmitted
	dB
	-0,941

	OCNS_Ec/Ior when an AI is transmitted
	dB
	-1,516
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	dBm/3.84 MHz
	-70 

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition
	
	AWGN


The test parameters "System Information Block (SIB) type 5 (ASC #0)" defined in clause 6.1 of TS 34.108 [3], shall be used in all random access tests (see note). Crucial parameters for the test requirements are repeated in tables 8.4.2.1A.2 and 8.4.2.1A.3 and these overrule the parameters defined in SIB type 5.
NOTE:
A parameter of AC-to-ASC mapping (AC0-9) in SIB5 of clause 6.1 of TS 34.108 [3] shall be set to 0 in the case of all random access tests. The EFACC of Type A, which is specified in clause 8.3.2.15 of TS 34.108 [3], shall be selected.

Table 8.4.2.1A.2: UE parameters for Random Access test

	Parameter
	Unit
	Value

	Access Service Class (ASC#0)
 
‑ Persistence value 
	

0..1
	 

1

	Maximum number of preamble ramping cycles (Mmax). 
	
	2

	Maximum number of preambles in one preamble ramping cycle 
(Preamble Retrans Max)
	
	12

	The backoff time TB01
 NB01min=NB01max
	ms
#TTI

	N/A
10


	Power step when no acquisition indicator is received 
(Power offset P0)
	dB
	3

	Power offset between the last transmitted preamble and the control part of the message (Power offset P p-m)
	dB
	0

	Maximum allowed UL TX power
	DBm
	21


Table 8.4.2.1A.3: SS parameters for Random Access test

	Parameter
	Unit
	Value

	Primary CPICH DL TX power 
	dBm
	-8

	UL interference
	dBm
	-92

	SIR in open loop power control (Constant value)
	dB
	-10

	AICH Power Offset
	dB
	0


8.4.2.1A.4.2
Procedure 

1)
A call is set up according to the Generic call setup procedure. The test parameters are set up according to table 8.4.2.1A.1, table 8.4.2.1A.2 and table 8.4.2.1A.3. The PRACH procedure within the call setup is used for the test. It is necessary that an ACK on the AICH shall be transmitted after 10 preambles have been received by the SS

2)
Measure the first PRACH preamble output power and timing, the each power difference for preamble ramping and the power difference between 10th preamble PRACH and message part of the UE according to annex B.

3)
Measure the number and timing of the preamble part and the message part by using a spectrum analyzer.

8.4.2.1A.5
Test requirements

The power accuracy of the first preamble as specified in clause 6.4.1.1 of TS 25.101 [1] shall not be verified in this test. It is verified under the section 5.4.1, Open loop power control.

The timing accuracy of all measured PRACH preamble and PRACH message bursts shall be within ( 4 chips of the reference timing for the used access slot for PRACH preambles or slot for PRACH messages. The reference timing shall be the expected timing calculated from the UE’s reference detected path of the P-CCPCH.
There are two relative powers, one is the power difference for preamble ramping and another is the power difference between last preamble part and message part. From the test parameter in the table 8.4.2.1A.2, the test requirement of the power difference for all preamble ramping is 3dB (Power offset P0). The accuracy is (3 dB. The test requirement of the power difference between 10th preamble PRACH and message part (control + data) is 3 dB (note). The accuracy is (3 dB

Table 8.4.2.1A.4: 
Test requirement for power difference

	
	Power difference for all preambles
	Power difference between 10th preamble PRACH and message part (control+data)

	Test requirement
	3dB             (3 dB
	3dB            (3 dB


NOTE:
In order to calculate the power difference between 10th preamble PRACH and message part by using Power offset P p-m in the table 8.4.2.1A.2, the gain factors of PRACH message part are needed. The gain factor d is set to15. The temporary gain factor c is set to 15.

The UE shall stop transmitting preambles upon an ACK on the AICH has been received and then transmit a message. The UE shall transmit 10 preambles and 1 message.
Table 8.4.2.1A.5: RF Parameters for Random Access test

	Parameter
	Unit
	Cell 1

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	Number of other transmitted Acquisition Indicators
	-
	0

	AICH_Ec/Ior
	dB
	-10

	PICH_Ec/Ior
	dB
	-15

	OCNS_Ec/Ior when an AI is not transmitted
	dB
	-0,941

	OCNS_Ec/Ior when an AI is transmitted
	dB
	-1,516
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	dBm/3.84 MHz
	-70 

	CPICH_Ec/Io
	dB
	-13

	Propagation Condition
	
	AWGN


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.4.2.2
Correct behaviour when receiving an NACK

8.4.2.2.1
Definition and applicability

The random access procedure is used when establishing the layer 1 communication between the UE and UTRAN. The random access shall provide a fast access but without disturbing ongoing connections. The random access is specified in clause 6 of TS 25.214 and the control of the RACH transmission is specified in clause 11.2 of TS 25.321. A random access transmit sequence is described in clause 6.7.2 of TS 25.303.

<new section>

F.1.5
Requirements for support of RRM

Table F.1.5: Maximum Test System Uncertainty for Radio Resource Management Tests

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	8.2 Idle Mode Tasks
	
	

	8.2.2 Cell Re-Selection
	
	

	8.2.2.1 Scenario 1: Single carrier case
	During T1 and T2:
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During T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(2) at T1 and the relative uncertainty of Ior(1, 3, 4, 5, 6), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(1) at T2 and the relative uncertainty of Ior(2, 3, 4, 5, 6), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.2.2.2 Scenario 2: Multi carrier case
	Channel 1 during T1 and T2:
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Channel 1 during T1:
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Channel 1 during T2:
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Channel 2 during T1 and T2:
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Channel 2 during T2:
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	Assumptions:

a) to e): Same as for the one-frequency test 8.2.2.1.

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(3, 4), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(2) and the relative uncertainty of Ior(5, 6), are uncorrelated to each other.

g) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

h) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.2.3 UTRAN to GSM Cell Re-Selection
	
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
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	0.1 dB uncertainty in CPICH_Ec ratio

0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.3 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	8.2.3.2 Scenario 2: Only UTRA level changed
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	Same as 8.2.3.1

	8.2.4 FDD/TDD cell re-selection
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	Same as 8.2.2.2

	8.3 UTRAN Connected Mode Mobility
	
	

	8.3.1 FDD/FDD Soft Handover
	During T0/T1 and T2/T3/T4/T5/T6:
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Relative delay of paths received from cell 2 with respect to cell 1:    ±0.5 chips

During T0/T1:

Already covered above

During T2/T3/T4/T5/T6:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.2 FDD/FDD Hard Handover 
	
	

	8.3.2.1 Handover to intra-frequency cell
	During T1 and T2 / T3:
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During T1:

Already covered above

During T2 / T3:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(2), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.2.2 Handover to inter-frequency cell
	Channel 1 during T1 and T2 / T3:
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Channel 2 during T1 and T2 / T3:
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Channel 2 during T1:

Already covered above

Channel 2 during T2 / T3:

[image: image60.wmf]or

c

I

E

CPICH

_



±0.1 dB


[image: image61.wmf]or

I

(2)


±0.7 dB


	

	
	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) The uncertainty for Ioc(n) and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.3 FDD/TDD Handover
	TBD
	

	8.3.4 Inter-system Handover from UTRAN FDD to GSM
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RXLEV
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	0.1 dB uncertainty in CPICH_Ec ratio
0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.3 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	8.3.5 Cell Re-selection in CELL_FACH
	
	

	8.3.5.1 One frequency present in the neighbour list
	During T1 and T2:
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During T1:
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During T2:
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	Assumptions:

a) The contributing uncertainties for Ior(n), channel power ratio, and Ioc are derived according to ETR 273-1-2 [16], with a coverage factor of k=2.

b) Within each cell, the uncertainty for Ior(n), and channel power ratio are uncorrelated to each other.

c) The relative uncertainties for Ior(n) across different cells may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

d) Across different cells, the channel power ratio uncertainties may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

e) The uncertainty for Ioc and Ior(n) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

f) The absolute uncertainty of Ior(2) at T1 and the relative uncertainty of Ior(1, 3, 4, 5, 6), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(1) at T2 and the relative uncertainty of Ior(2, 3, 4, 5, 6), are uncorrelated to each other.

An explanation of correlation between uncertainties, and of the rationale behind the assumptions, is recorded in 3GPP TR 34 902 [24].

	8.3.5.2 Two frequencies present in the neighbour list
	Channel 1 during T1 and T2:
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Channel 1 during T1:


[image: image77.wmf]or

I

(1)


±0.7 dB


[image: image78.wmf]or

I

(3, 4) relative to 
[image: image79.wmf]or

I

(1)
±0.3 dB

Channel 1 during T2:
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Channel 2 during T1 and T2:
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Channel 2 during T1:
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Channel 2 during T2:


[image: image88.wmf]or

I

(2)


±0.7 dB


[image: image89.wmf]or

I

(5, 6) relative to 
[image: image90.wmf]or

I

(2)
±0.3 dB


	

	
	Assumptions:

a) to e): Same as for the one-frequency test 8.3.5.1.

f) The absolute uncertainty of Ior(1) and the relative uncertainty of Ior(3, 4), are uncorrelated to each other. Similarly, the absolute uncertainty of Ior(2) and the relative uncertainty of Ior(5, 6), are uncorrelated to each other.

g) The absolute uncertainties for Ior(1) and Ior(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

h) The absolute uncertainties for Ioc(1) and Ioc(2) may have any amount of positive correlation from zero (uncorrelated) to one (fully correlated).

An explanation of correlation between uncertainties, and of the rationale behind the assumptions is recorded in 3GPP TR 34 902 [24]. 

	8.3.5.3 Cell Re-selection to GSM
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RXLEV
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	0.1 dB uncertainty in CPICH_Ec ratio

0.3 dB uncertainty in
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  based on power meter measurement after the combiner

0.3 dB uncertainty in Ioc/RXLEV based on power meter measurement after the combiner

The absolute error of the AWGN is specified as 1.0 dB.

The absolute error of the RXLEV is specified as 1.0 dB.

	8.3.6 Cell Re-selection in CELL_PCH
	
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1
	Same as 8.2.2.1

	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2
	Same as 8.2.2.2

	8.3.7 Cell Re-selection in URA_PCH
	
	

	8.3.7.1 One frequency present in the neighbour list
	Same as 8.2.2.1
	Same as 8.2.2.1

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2
	Same as 8.2.2.2

	8.4 RRC Connection Control
	
	

	8.4.1 RRC Re-establishment delay
	Settings.
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	0.1 dB uncertainty in CPICH_Ec ratio
0.3 dB uncertainty in 
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Overall error  is the sum of the 
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 ratio error and the CPICH_Ec/Ior ratio. 

The absolute error of the AWGN is specified as 1.0 dB



	8.4.2 Random Access
	Settings.
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Measurements: 

Power difference. ( 1dB

Maximum Power: same as 5.5.2
	0.1 dB uncertainty in AICH_Ec ratio
0.3 dB uncertainty in 
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 based on power meter measurement after the combiner

Overall error  is the sum of the 
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 ratio error and the AICH_Ec/Ior ratio. 

The absolute error of the AWGN is specified as 1.0 dB

Power difference:

Assume symmetric meas error (1.0 dB  comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error.

Maximum Power:

Assume asymmetric meas error -1.0 dB / 0.7 dB comprising RSS of: -0.7 dB downlink error plus -0.7 dB meas error, and +0.7 dB for upper limit

	
	PRACH timing error ±0.5 chips
	

	8.4.3 Transport format combination selection in UE
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	0.1 dB uncertainty in DPCH_Ec ratio

	8.5 Timing and Signalling Characteristics
	
	


<new section>

F.2.4
Requirements for support of RRM

Table F.2.4: Test Tolerances for Radio Resource Management Tests

	Clause
	Test Tolerance

	8.2 Idle Mode Tasks
	

	8.2.2 Cell Re-Selection
	

	8.2.2.1 Scenario 1: Single carrier case
	During T1 and T2:
+0.60 dB for all Cell 1 and 2 Ec/Ior ratios

-0.50 dB for all Cell 3, 4 ,5, 6 Ec/Ior ratios

+0.03 dB for Ior(3, 4, 5, 6)

During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)

During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)

	8.2.2.2 Scenario 2: Multi carrier case
	Channel 1 during T1 and T2:
+0.70 dB for all Cell 1 Ec/Ior ratios

-0.80 dB for all Cell 3 and 4 Ec/Ior ratios

Channel 1 during T1:

-0.01 dB for Ior(1)

-0.01 dB for Ior(3, 4)

No change for Ioc(1)

Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.80 dB for Ioc(1)

Channel 2 during T1 and T2:
+0.70 dB for all Cell 2 Ec/Ior ratios

-0.80 dB for all Cell 5 and 6 Ec/Ior ratios

Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.80 dB for Ioc(2)

Channel 2 during T2:

-0.01 dB for Ior(2)

-0.01 dB for Ior(5, 6)

No change for Ioc(2)

	8.2.3 UTRAN to GSM Cell Re-Selection
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for RXLEV

	8.2.3.2 Scenario 2: Only UTRA level changed
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for RXLEV

	8.2.4 FDD/TDD cell re-selection
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

0.3 dB for Ioc1/Ioc2

	8.3 UTRAN Connected Mode Mobility
	

	8.3.1 FDD/FDD Soft Handover
	During T0/T1 and T2/T3/T4/T5/T6:
+0.70 dB for all Cell 1 Ec/Ior ratios

Relative delay: {–147.5 … +147.5} chips

During T0/T1:

Already covered above

During T2/T3/T4/T5/T6:

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.3.2 FDD/FDD Hard Handover 
	

	8.3.2.1 Handover to intra-frequency cell
	During T1 and T2 / T3:
+0.70 dB for all Cell 1 Ec/Ior ratios

During T1:

Already covered above

During T2 / T3:

+0.70 dB for all Cell 2 Ec/Ior ratios

	8.3.2.2 Handover to inter-frequency cell
	Channel 1 during T1 and T2 / T3:
+0.80 dB for all Cell 1 Ec/Ior ratios

Channel 2 during T1:

Not applicable

Channel 2 during T2 / T3:

+0.80 dB for all Cell 2 Ec/Ior ratios

	8.3.3 FDD/TDD Handover
	TBD

	8.3.4 Inter-system Handover form UTRAN FDD to GSM
	During T2 and T3:

+ 1 dB for RXLEV

	8.3.5 Cell Re-selection in CELL_FACH
	

	8.3.5.1 One frequency present in the neighbour list
	During T1 and T2:
+0.60 dB for all Cell 1 and 2 Ec/Ior ratios

-0.50 dB for all Cell 3, 4 ,5, 6 Ec/Ior ratios

+0.03 dB for Ior(3, 4, 5, 6)

During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)

During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)



	8.3.5.2 Two frequencies present in the neighbour list
	Channel 1 during T1 and T2:
+0.60 dB for all Cell 1 Ec/Ior ratios

-0.70 dB for all Cell 3 and 4 Ec/Ior ratios

Channel 1 during T1:

+0.05 dB for Ior(1)

+0.05 dB for Ior(3, 4)

No change for Ioc(1)

Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.60 dB for Ioc(1)

Channel 2 during T1 and T2:
+0.60 dB for all Cell 2 Ec/Ior ratios

-0.70 dB for all Cell 5 and 6 Ec/Ior ratios

Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.60 dB for Ioc(2)

Channel 2 during T2:

+0.05 dB for Ior(2)

+0.05 dB for Ior(5, 6)

No change for Ioc(2)



	8.3.5.3 Cell Re-selection to GSM
	0.3 dB for 
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0.1 dB for CPICH_Ec/Ior

1.0 dB for RXLEV

	8.3.6 Cell Re-selection in CELL_PCH
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1

	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

	8.3.7 Cell Re-selection in URA_PCH
	

	8.3.7.1 One frequency present in the neighbour list
	Same as 8.2.2.1

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

	8.4 RRC Connection Control
	

	8.4.1 RRC Re-establishment delay
	0 dB for 
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0 dB for any_Ec/Ior

Zero TT is  applied, as level settings are not critical with respect to the outcome of the test.



	8.4.2 Random Access
	Settings:

0.3 dB for 
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0.1 dB for AICH_Ec/Ior

Measurements: 

Power difference: ( 1dB

Maximum Power: -1dB / +0.7dB
PRACH timing error 0.5 chips

	8.4.3 Transport format combination selection in UE
	0 dB for DPCH_Ec/Ior

	8.5 Timing and Signalling Characteristics
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Table F.4.4: Derivation of Test Requirements (RRM tests)
	Test 
	Test Parameters in TS 25.133 [2]
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	8.2 Idle Mode Tasks
	
	
	

	8.2.2 Cell Re-Selection
	
	
	

	8.2.2.1 Scenario 1: Single carrier case
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	During T1 and T2:

Cells 1 and 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 3, 4, 5, 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior(3, 4, 5, 6) = -69.73 dBm


	During T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

+0.03 dB for Ior(3, 4, 5, 6)


	During T1 and T2:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ior(3, 4, 5, 6) + TT



	
	During T1:

Ior(1) = -62.73 dBm 

Ior(2) = -59.73 dBm 


	During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)


	During T1:

Ior(1) + TT

Ior(2) + TT 



	
	During T2:

Ior(1) = -59.73 dBm 

Ior(2) = -62.73 dBm


	During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)


	During T2:

Ior(1) + TT

Ior(2) + TT



	8.2.2.2 Scenario 2: Multi carrier case
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	Channel 1 during T1 and T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 3 and 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 1 during T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

-0.80 dB

-0.80 dB

-0.80 dB

-0.80 dB


	Channel 1 during T1 and T2:
Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	
	Channel 1 during T1:

Ior(1) = -73.39 dBm 

Ior(3, 4) = -77.39 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T1:

-0.01 dB for Ior(1)

-0.01 dB for Ior(3,4)

0.00 dB for Ioc(1)


	Channel 1 during T1:

Ior(1) + TT

Ior(3, 4) + TT

Ioc(1) + TT



	
	Channel 1 during T2:

Ior(1) = -67.75 dBm 

Ior(3, 4) = -74.75 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.80 dB for Ioc(1)


	Channel 1 during T2:

Ior(1) + TT

Ior(3, 4) + TT 

Ioc(1) + TT



	
	Channel 2 during T1 and T2:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Cells 5 and 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 2 during T1 and T2:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

-0.80 dB

-0.80 dB

-0.80 dB

-0.80 dB


	Channel 2 during T1 and T2:
Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	
	Channel 2 during T1:

Ior(2) = -67.75 dBm 

Ior(5, 6) = -74.75 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.80 dB for Ioc(2)


	Channel 2 during T1:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	
	Channel 2 during T2:

Ior(2) = -73.39 dBm 

Ior(5, 6) = -77.39 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T2:

-0.01 dB for Ior(2)

-0.01 dB for Ior(5,6)

0.00 dB for Ioc(2)


	Channel 2 during T2:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	8.2.3 UTRAN to GSM Cell Re-Selection
	
	
	

	8.2.3.1 Scenario 1: Both UTRA and GSM level changed
	During T1:
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 = -10 dB

Ior/Ioc = 0 dB

RXLEV=-90 dBm
	During T1:
0.1 dB for 
[image: image114.wmf]or
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T1:

Formulas:
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 = ratio + TT

Ior/Ioc = ratio + TT

RXLEV - TT

Ior/Ioc = 0.3 dB
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= -9.9 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be below –90 dBm (Threshold for GSM).

	
	During T2:
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 = -10 dB

Ior/Ioc = - 5 dB

RXLEV=-75 dBm
	During T2:
0.1 dB for 
[image: image118.wmf]or
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T2:

Formulas:
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 = ratio - TT

Ior/Ioc = ratio - TT

RXLEV + TT

Ior/Ioc = -5.3 dB
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 -10.1 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –75 dBm (Threshold for GSM).

	8.2.3.2 Scenario 2: Only UTRA level changed
	During T1:
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 = -10 dB

Ior/Ioc = 20 dB

RXLEV=-80 dBm
	During T1:
0.1 dB for 
[image: image122.wmf]or
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T1:

Formulas:
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 = ratio + TT

Ior/Ioc = ratio + TT

RXLEV - TT

Ior/Ioc = 20.3 dB
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= -9.9 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be below –80 dBm (Threshold for GSM).

	
	During T2:
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 = -10 dB

Ior/Ioc = -9 dB

RXLEV=-80 dBm
	During T2:
0.1 dB for 
[image: image126.wmf]or
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T2:

Formulas:
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 = ratio - TT

Ior/Ioc = ratio - TT

RXLEV + TT

Ior/Ioc = -9.3 dB
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= -10.1 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –80 dBm (Threshold for GSM).

	8.2.4 FDD/TDD cell re-selection
	TBD
	
	

	8.3 UTRAN Connected Mode Mobility
	TBD
	
	

	8.3.1 FDD/FDD Soft Handover
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T0/T1 and T2/T3/T4/T5/T6:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Relative delay of paths received from cell 2 with respect to cell 1 = {-148 … 148} chips
	During T0/T1 and T2/T3/T4/T5/T6:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB

0.5  chips


	During T0/T1 and T2/T3/T4/T5/T6:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

{-148+TT … 148-TT} chips

	
	During T0/T1:

Already covered above


	During T0/T1:

Covered above


	During T0/T1:

Already covered above



	
	During T2/T3/T4/T5/T6:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T2/T3/T4/T5/T6:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T2/T3/T4/T5/T6:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	8.3.2 FDD/FDD Hard Handover
	
	
	

	8.3.2.1 Handover to intra-frequency cell
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	During T1 and T2 / T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T1 / T2 / T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T1 and T2 / T3:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	
	During T1:

Already covered above


	During T1:

Covered above


	During T1:

Already covered above



	
	During T2 / T3:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	During T2 / T3:

+0.70 dB

+0.70 dB

+0.70 dB

+0.70 dB


	During T2 / T3:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	8.3.2.2 Handover to inter-frequency cell
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].



	
	Channel 1 during T1 and T2 / T3:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 1 during T1 and T2 / T3:

+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB


	Channel 1 during T1 and T2 / T3:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	
	Channel 2 during T1:

Not applicable


	Channel 2 during T1:

Not applicable


	Channel 2 during T1:

Not applicable



	
	Channel 2 during T2 / T3:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB


	Channel 2 during T2 / T3:
+0.80 dB

+0.80 dB

+0.80 dB

+0.80 dB


	Channel 2 during T2 / T3:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	8.3.3 FDD/TDD Handover
	TBD
	
	

	8.3.4 Inter-system Handover form UTRAN FDD to GSM
	During T2 and T3

RXLEV=-75 dBm


	During T2 and T3:

+ 1 dB for RXLEV


	During T2 and T3

RXLEV + TT

Only RXLEV during T2 and T3 is a critical parameter. UE measurement accuracy for GSM Carrier RSSI is (4 dB in this test. 

During T2 and T3 : measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –80 dBm (Threshold for GSM). => TT=+1 dB for RXLEV

	8.3.5 Cell Re-selection in CELL_FACH
	
	
	

	8.3.5.1 One frequency present in the neighbour list
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	During T1 and T2:

Cells 1 and 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 3, 4, 5, 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Ior(3, 4, 5, 6) = -69.73 dBm


	During T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

-0.50 dB

+0.03 dB for Ior(3, 4, 5, 6)
	During T1 and T2:

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ior(3, 4, 5, 6) + TT



	
	During T1:

Ior(1) = -62.73 dBm 

Ior(2) = -59.73 dBm 


	During T1:

-0.27 dB for Ior(1)

+0.13 dB for Ior(2)


	During T1:

Ior(1) + TT

Ior(2) + TT 



	
	During T2:

Ior(1) = -59.73 dBm 

Ior(2) = -62.73 dBm


	During T2:

+0.13 dB for Ior(1)

-0.27 dB for Ior(2)


	During T2:

Ior(1) + TT

Ior(2) + TT



	8.3.5.2 Two frequencies present in the neighbour list
	Because the relationships between the Test system uncertainties and the Test Tolerances are complex, it is not possible to give a simple derivation of the Test Requirement in this document. The analysis is recorded in 3GPP TR 34 902 [24].

	
	Channel 1 during T1 and T2:

Cell 1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 3 and 4:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB


	Channel 1 during T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB


	Channel 1 during T1 and T2:
Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	
	Channel 1 during T1:

Ior(1) = -71.85 dBm 

Ior(3, 4) = -76.85 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T1:

+0.05 dB for Ior(1)

+0.05 dB for Ior(3,4)

0.00 dB for Ioc(1)


	Channel 1 during T1:

Ior(1) + TT

Ior(3, 4) + TT

Ioc(1) + TT



	
	Channel 1 during T2:

Ior(1) = -67.75 dBm 

Ior(3, 4) = -74.75 dBm

Ioc(1) = -70.00 dBm


	Channel 1 during T2:

+0.75 dB for Ior(1)

-0.05 dB for Ior(3, 4)

-1.60 dB for Ioc(1)


	Channel 1 during T2:

Ior(1) + TT

Ior(3, 4) + TT 

Ioc(1) + TT



	
	Channel 2 during T1 and T2:

Cell 2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB

Cells 5 and 6:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

S-CCPCH_Ec/Ior = -12 dB


	Channel 2 during T1 and T2:

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

+0.60 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

-0.70 dB

	Channel 2 during T1 and T2:
Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT

Ec/Ior ratio + TT



	
	Channel 2 during T1:

Ior(2) = -67.75 dBm 

Ior(5, 6) = -74.75 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T1:

+0.75 dB for Ior(2)

-0.05 dB for Ior(5, 6)

-1.60 dB for Ioc(2)


	Channel 2 during T1:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	
	Channel 2 during T2:

Ior(2) = -71.85 dBm 

Ior(5, 6) = -76.85 dBm

Ioc(2) = -70.00 dBm


	Channel 2 during T2:

+0.05 dB for Ior(2)

+0.05 dB for Ior(5,6)

0.00 dB for Ioc(2)


	Channel 2 during T2:

Ior(2) + TT

Ior(5, 6) + TT 

Ioc(2) + TT



	8.3.5.3 Cell Re-selection to GSM
	During T1:
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 = -10 dB

Ior/Ioc = 0 dB

RXLEV=-90 dBm

Ioc/RXLEV = 20
	During T1:
0.1 dB for 
[image: image130.wmf]or
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T1:
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 = ratio + TT

Ior/Ioc = ratio + TT

RXLEV - TT 
Ior/Ioc = 0.3 dB
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= -9.9 dB:

Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be below –90 dBm (Threshold for GSM). 

	
	During T2:
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 = -10 dB

Ior/Ioc = - 5 dB

RXLEV=-75 dBm

Ioc/RXLEV = 5
	During T2:
0.1 dB for 
[image: image134.wmf]or
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0.3 dB for Ior/Ioc

1.0 dB for RXLEV 
	During T2:
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 = ratio - TT

Ior/Ioc = ratio - TT

RXLEV + TT 
Ior/Ioc = -5.3 dB
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 -10.1 dB:
Measured GSM Carrier RSSI ( uncertainty of RXLEV setting shall be above –75 dBm (Threshold for GSM).

	8.3.6 Cell Re-selection in CELL_PCH
	
	
	

	8.3.6.1 One frequency present in the neighbour list
	Same as 8.2.2.1

 
	Same as 8.2.2.1

 
	Same as 8.2.2.1
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[image: image138.wmf]oc
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 = - 70 dBm

Ior/Ioc = 10.27 dB

Note: Parameters are valid for cell 1 at time T2 and cell 2 at time T1
	0.1 dB for 
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0.3 dB for Ior/Ioc


	Formulas:
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 = ratio + TT

Ior/Ioc = ratio + TT

Ioc unchanged

Ior/Ioc = 10.57 dB
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 -9.9 dB:


	8.3.6.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2

 
	Same as 8.2.2.2

 
	Same as 8.2.2.2
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[image: image143.wmf]oc
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 = - 70 dBm

Ior/Ioc = 2.2 dB

Note: Parameters are valid for cell 1 at time T2 and cell 2 at time T1
	0.1 dB for 
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0.3 dB for Ior/Ioc


	Formulas:


[image: image145.wmf]or

c

I

E

CPICH

_

 = ratio + TT

Ior/Ioc = ratio + TT

Ioc unchanged

Ioc ratio unchanged

Ior/Ioc = 2.5 dB
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 -9.9 dB:


	8.3.7 Cell Re-selection in URA_PCH
	
	
	

	8.3.7.1 One frequency present in the neighbour list
	 Same as 8.2.2.1


	Same as 8.2.2.1

 
	Same as 8.2.2.1

 

	
	
	
	

	8.3.7.2 Two frequencies present in the neighbour list
	Same as 8.2.2.2


	Same as 8.2.2.2

 
	Same as 8.2.2.2

 

	
	
	
	

	8.4 RRC Connection Control
	
	
	

	8.4.1 RRC Re-establishment delay
	TBD
	
	

	8.4.1.1 Test 1
	Cell 1, T1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

DCH_Ec/Ior = -17 dB

Ior/Ioc = 2.39 dB

Cell 1, T2:

Ior/Ioc = -infinity

Cell 2, T1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior/Ioc = 4.39 dB

Cell 2, T2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior/Ioc = 0.02 dB


	0.1 dB for 
[image: image147.wmf]or
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0.3 dB for Ior/Ioc


	Level settings in either direction are not critical with respect to the outcome of the test.



	8.4.1.2 Test 2
	Cell 1, T1:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

DCH_Ec/Ior = -17 dB

Ior/Ioc = -3.35 dB

Cell 1, T2:

Ior/Ioc = -infinity

Cell 2, T1:

Ior/Ioc = -infinity

Cell 2, T2:

CPICH_Ec/Ior = -10 dB

PCCPCH_Ec/Ior = -12 dB

SCH_Ec/Ior = -12 dB

PICH_Ec/Ior = -15 dB

Ior/Ioc = 0.02 dB
	0.1 dB for 
[image: image148.wmf]or
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0.3 dB for Ior/Ioc
	Level settings in either direction are not critical with respect to the outcome of the test.



	8.4.2 Random Access
	PRACH  power   difference nominal  3dB ± 2dB UE setting uncertainty
	Measurement TT:Power  difference ± 1dBMaximum Power-1dB / +0.7dB
	Test parameter settings unchanged.Power measurement:Upper limit   +TT  Lower limit    -TT  

	8.4.2.1A Correct behaviour when receiving an ACK (Release 6 and later)
	PRACH timing error ±3.5 chips
	0.5 chips
	Formula: 
Upper limit + TT
Lower limit – TT

	8.4.2.4 Random Access correct behaviuor when reaching maximum transmit power 
	Maximum preamble power=0dBm±9dB 
	1.0 dB
	Formula: 
Upper limit + TT
Lower limit – TT

	8.4.3 Transport format combination selection in UE
	DL Power control is ON so DPCH_Ec/Ior depends on TPC commands sent by UE
	0 dB for DPCH_Ec/Ior
	No test requirements for DPCH_Ec/Ior


<new section>
F.5.4
Requirements for support of RRM

Table F.5.4: Equipment accuracy for RRM

	Clause
	Equipment accuracy
	Test conditions

	8.2.2 to 8.7.8
	any_Ec/Ior

±0.1 dB

Ior//Ioc                                   ±0.3 dB 

Ioc1/Ioc2                                ±0.3 dB

Ioc                                          ±1.0 dB

RXLEV                                   ±1.0 dB
	

	8.4.2.1A Correct behaviour when receiving an ACK (Release 6 and later)
	PRACH timing error ±0.5 chips
	±10 chips
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