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Introduction
This document contains draft test case for General Purpose PDP Context.
6.1
General Purpose PDP Context Establishment (UE Requests for a Dedicated PDP Context)
6.1.1 Definition 
Test to verify that the UE can establish a ‘General Purpose PDP context’ for SIP signalling.
6.1.2 Conformance requirement

A. Prior to communication with the IM CN subsystem, the UE shall:

a)
perform a GPRS attach procedure;

b)
establish a PDP context used for SIP signalling according to the APN and GGSN selection criteria described in 3GPP TS 23.060 [4] and 3GPP TS 27.060 [10A]. This PDP context shall remain active throughout the period the UE is connected to the IM CN subsystem, i.e. from the initial registration and at least until the deregistration. As a result, the PDP context provides the UE with information that makes the UE able to construct an IPv6 address;


The UE shall choose one of the following options when performing establishment of this PDP context:

I.
….
II.
A general-purpose PDP context:

The UE may decide to use a general-purpose PDP Context to carry IM CN subsystem-related signaling. The UE shall indicate to the GGSN that this is a general-purpose PDP context by not setting the IM CN Subsystem Signalling Flag. The UE may carry both signalling and media on the general-purpose PDP context. The UE can also set the Signalling Indication attribute within the QoS IE.

The UE indicates the IM CN Subsystem Signalling Flag to the GGSN within the Protocol Configuration Options IE of the ACTIVATE PDP CONTEXT REQUEST message or ACTIVATE SECONDARY PDP CONTEXT REQUEST message. Upon successful signalling PDP context establishment the UE receives an indication from GGSN in the form of IM CN Subsystem Signalling Flag within the Protocol Configuration Options IE. If the flag is not received, the UE shall consider the PDP context as a general-purpose PDP context.

The encoding of the IM CN Subsystem Signalling Flag within the Protocol Configuration Options IE is described in 3GPP TS 24.008 [8].

Reference(s)

3G TS 24.229, clause 9.2.1

6.1.3
Test purpose
To verify that the UE sends a correctly composed Activate PDP context request by setting the IM CN Subsystem Signalling Flag to the GGSN within the Protocol Configuration Options IE.  
On  receiving Activate PDP Context accept with IM CN Subsystem Signalling Flag not set within the Protocol Configuration Options IE, UE shall consider the PDP context as a General Purpose PDP context for SIP signalling .
6.1.4
Method of test
Initial conditions

The UE is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN. UE is not registered to IMS services, has not established PDP context.
Related ICS/IXIT Statement(s)
<To be added>

Test procedure

1 UE is configured for setting the IM CN Subsystem Signalling Flag to the GGSN within the Protocol Configuration Options IE in Activate PDP Context Request message. UE initiates an Activate PDP Context procedure.
2 SS Responds with an Activate PDP Context Accept message by not setting IM CN Subsystem Signalling Flag within the Protocol Configuration Options IE 
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	Activate PDP Context Request
	UE sends this PDU by setting the IM CN Subsystem Signalling Flag to the GGSN within the Protocol Configuration Options IE 

	2
	(
	Activate PDP Context Accept
	SS Sends this response by not setting IM CN Subsystem Signalling Flag within the Protocol Configuration Options IE 


Specific Message Contents:

Step 1: Activate PDP Context Request
Use the default message in annex [TBD–common message definitions].with the following exceptions:
	IE
	Value/Remarks

	Protocol Configuration options
	

	- Additional Parameters
	

	-- container 1 Identifier
	0002H (IM CN Subsystem Signaling Flag)

	-- Container 1 Length
	0 bytes


Step 2:

Activate PDP Context Accept

Use the default message in annex [TBD–common message definitions]
6.1.5 
Test requirements

1 In step 1, UE sets the IM CN Subsystem Signalling Flag to the GGSN within the Protocol Configuration Options IE.
2 After step 2, UE shall consider the PDP context as a general purpose PDP context for SIP signalling

Clause numbering depends on applicability. Defined terms should be ordered alphabetically.
