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5.2A.4
Method of test

5.2A.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.

NEXT CHANGED SECTION
5.7A.4
Method of test

5.7A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.
2)
The UL Reference Measurement Channel and the Fixed Reference Channels (FRC H-Set 1) are specified in Annex C.10.1 and C.8.1.1.

NEXT CHANGED SECTION 
5.9A.4
Method of test

5.9A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.

NEXT CHANGED SECTION
5.10A.4
Method of test

5.10A.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.

NEXT CHANGED SECTION 

5.13.1A.4
Method of test

5.13.1A.4.1
Initial conditions

Test environment: normal, vibration; see clauses G.2.1, G.2.2 and G.2.3.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.

NEXT CHANGED SECTION 

6.2.4
Method of test

6.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
Channel conditions are initially set up with received CPICH_RSCP >-85 dBm. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1. The parameter settings of the cell are set up according to TS 34.108 [3], clause 6.1.5 for “Default settings for a serving cell in a single cell environment”.

NEXT CHANGED SECTION
6.3.4
Method of test

6.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
RF parameters are set up according to table 6.3.3 and table E.3.3.
NEXT CHANGED SECTION
6.3A.4
Method of test

6.3A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

RF parameters are given in tables 6.3A.4 and table E.5.1. 

Table 6.3A.3 Contents of RADIO BEARER SETUP message: AM or UM
	Information Element
	Value/Remark

	CHOICE channel requirement
	Uplink DPCH info

	          - Power Control Algorithm
	Algorithm2


6.3A.4.2
Procedure

Connect the SS to the UE antenna connector as shown in figure A.1.

NEXT CHANGED SECTION 
7
Performance requirements

7.1
General

The performance requirements for the UE in this clause are specified for the measurement channels specified in annex C and table 7.1.1, the propagation conditions specified in clause 7.1.2 and the Down link Physical channels specified in annex D. Unless stated otherwise, DL power control is OFF. 

When DCCH has been configured on downlink DCH then DCCH Data shall be continuously transmitted on downlink DCH during the measurement period. When there is no signalling to transmit on downlink DCCH then dummy DCCH transmission as described in Annex C.9 shall be used.
The method for Block Error Ratio (BLER) measurement is specified in Annex C.6. See 3GPP TS 34.109 [4] for details regarding the UE test loop.

Table 7.1.1: Bit / Symbol rate for Test Channel

	Type of User Information
	User bit rate
	DL DPCH

symbol rate
	DL DPCH

bit rate
	TTI

(ms)

	12,2 kbps reference measurement channel
	12,2 kbps
	30 ksps
	60 kbps
	20

	64 kbps reference measurement channel
	64 kbps
	120 ksps
	240 kbps
	20

	144kbps reference measurement channel
	144 kbps
	240 ksps
	480 kbps
	20

	384 kbps reference measurement channel
	384 kbps
	480 ksps
	960 kbps
	10


The common RF test conditions of Performance requirement are defined in clause E.3.3, and each test conditions in this clause (clause 7) should refer clause E.3.3. Individual test conditions are defined in the paragraph of each test.

All Block Error ratio (BLER) measurements in clause 7 shall be performed according to the general rules for statistical testing in Annex F.6

7.1.1
Measurement Configurations

It as assumed that fields inside DPCH have the same energy per PN chip. Also, if the power of S-CCPCH is not specified in the test parameter table, it should be set to zero. The power of OCNS should be adjusted that the power ratios (Ec/Ior) of all specified downlink channels add up to one.

Unless otherwise stated, the UE output power for the tests shall be greater than –10 dBm. 

Note 1:
If tests are performed with maximum UE output power it is known that this may cause a good UE to fail at least for tests in sections 7.7 and 7.10.


NEXT CHANGED SECTION 

7.8.2.4
Method of test

7.8.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS and an AWGN source to the UE antenna connector as shown in figure A.9.
7.8.2.4.2
Procedure

1)
Enter the UE into loopback test mode according to the Generic call setup procedure specified in TS 34.108 [3] clause 7.3.2, with the exception of the information element of the RRC CONNECTION SETUP message listed in Annex I. With this exception, the outer loop is based on DTCH and not on DCCH. System simulator shall activate power control at the activation time of the Radio Bearer Setup message (At RRC connection setup only DCCH is established). The uplink DPCH physical channel is considered established at the activation time of the Radio Bearer Setup message.
2)
RF parameters are set up at the activation time of the Radio Bearer Setup message according to table 7.8.2.3 for the test running.
3)
SS will vary the physical channel power in downlink according to the TPC commands from UE. Downlink power control mode (DPC_MODE) 0 shall be used.

4)
Measure 
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 power ratio averaged over 50 ms during T1. T1 starts 10 ms after the uplink DPDCH physical channel is considered established and T1 equals to 500 ms. The first 10 ms shall not be used for averaging, i.e. the first sample to be input to the averaging filter is at the beginning of T1. The averaging shall be performed with a sliding rectangular window averaging filter. The window size of the averaging filter is linearly increased from 0 up to 50 ms during the first 50 ms of T1, and then kept equal to 50ms.

5)
Measure 
[image: image2.wmf]or

c

I

E

DPCH

_

 power ratio averaged over 50 ms during T2. T2 starts, when T1 has expired and T2 equals to 500 ms.

The reception of the "RB setup complete" and the "CLOSE UE TEST LOOP COMPLETE" messages is not necessary to pass this test.
7.8.2.5
Test Requirements 

The test parameters are specified in table 7.8.2.3.

Table 7.8.2.3: Test parameters for downlink power control, initial convergence

	Parameter
	Test 1
	Test 2
	Test 3
	Test 4
	Unit

	Target quality value on DTCH
	0,01
	0,01
	0,1
	0,1
	BLER

	Initial DPCH_Ec/Ior
	-5,9
	-25,9
	-3
	-22,8
	dB

	Information Data Rate
	12,2
	12,2
	64
	64
	kbps
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	-60
	dBm/3,84 MHz

	Propagation condition
	Static
	

	Maximum_DL_Power (note)
	7
	dB

	Minimum_DL_Power (note)
	-18
	dB

	DL Power Control step size, TPC
	1
	dB

	Limited Power Increase
	"Not used"
	

	NOTE:
Power is compared to P-CPICH as specified in [9].


NEXT CHANGED SECTION 
8.5
Timing and Signalling Characteristics

8.5.1
UE Transmit Timing

8.5.1.1
Definition and applicability

The UE transmit timing is defined as the timing of the uplink DPCCH/DPDCH frame relative to the first detected path (in time) of the corresponding downlink DPCCH/DPDCH frame from the reference cell. The reference point is the antenna connector of the UE. 

The requirements and this test apply to all types of UTRA of the FDD UE.

8.5.1.2
Minimum requirements

The UE transmission timing error shall be less than or equal to (1.5 chips. The reference point for the UE initial transmit timing control requirement shall be the time when the first detected path (in time) of the corresponding downlink DPCCH/DPDCH frame is received from the reference cell plus T0 chips. T0 is defined in TS25.211 [19].

When the UE is not in soft handover, the reference cell shall be the one the UE has in the active set. The cell, which is selected as a reference cell, shall remain as a reference cell even if other cells are added to the active set. In case that the reference cell is removed from the active set the UE shall start adjusting its transmit timing no later than the time when the whole active set update message is available at the UE taking the RRC procedure delay into account.
The UE shall be capable of changing the transmission timing according the received downlink DPCCH/DPDCH frame. The maximum amount of the timing change in one adjustment shall be ¼ chip.
The minimum adjustment rate shall be 233ns per second. The maximum adjustment rate shall be ¼ chip per 200 ms. In particular, within any given 800*d ms period, the UE transmit timing shall not change in excess of (d chip from the timing at the beginning of this 800*d ms period, where 0≤d≤1/4.
The normative reference for this requirement is TS 25.133 [2] clause 7.1.2.

8.5.1.3
Test purpose

The purpose of this test is to verify that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the limits specified in 8.5.1.2.
8.5.1.4
Method of test

8.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
For this test, two cells on the same frequency are used.
The reporting of event 1A and event 1B is configured with SIB 11.
1)
Connect the test system to the UE antenna connector as shown in figure A.14.
Table 8.5.1.1: Test parameters for UE Transmit Timing requirements

	Parameter
	Unit
	Level

	DPCH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-13.5

	CPICH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-10

	PCCPH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-12

	SCH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-12

	PICH_Ec/ Ior, Cell 1 and Cell 2
	dB
	-15

	OCNS_Ec/ Ior, Cell 1 and Cell 2
	dB
	-1. 2

	Îor, Cell 1
	dBm/3.84 MHz
	-96

	Îor,  Cell 2
	dBm/3.84 MHz
	-99

	Information data rate
	kbps
	12.2

	Relative delay of path received from cell 2 with respect to cell 1
	(s
	+/-2

	Propagation condition
	AWGN


NEXT CHANGED SECTION 

8.7.5
SFN-SFN observed time difference

8.7.5.1
SFN-SFN observed time difference type 1

8.7.5.1.1
Definition and applicability

This measurement is specified in clause 5.1.9 of TS 25.215 [22]. The reference point for the SFN-SFN observed time difference type 1 shall be the antenna connector of the UE. 
The requirements and this test apply to all types of UTRA for the FDD UE.
8.7.5.1.2

Minimum requirements

The accuracy requirement in table 8.7.5.1.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I and VI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II and V,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III.
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 is low enough to ensure successful SFN decoding.

Table 8.7.5.1.1 SFN-SFN observed time difference type 1 measurement accuracy
	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I and VI
	Band IX
	Band II and V
	Band III

	SFN-SFN observed time difference type1
	chip
	( 1
	-94...-50
	-93...-50
	-92...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.8.1.1 and A.9.1.5.1.2.
8.7.5.1.3
Test purpose

The purpose of this test is to verify that the measurement accuracy of SFN-SFN observed time difference type 1 is within the limit specified in clause 8.7.5.1.2. This measurement is for identifying time difference between two cells.

8.7.5.1.4
Method of test

8.7.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.

1)
Connect SS to the UE antenna connector as shown in figure A.23.
In this case all cells are in the same frequency. Table 8.7.5.1.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.5.1.2: SFN-SFN observed time difference type 1 Intra frequency test parameters 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	S-CCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	OCNS_Ec/Ior
	dB
	-1.29
	-1.29
	-1.29

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1

	Io
	Band I, VI
	dBm/3.84 MHz
	-50
	-72
	-94

	
	Band IX
	
	
	
	-93

	
	Band II, V
	
	
	
	-92

	
	Band III
	
	
	
	-91

	 SFN-SFN observed time difference type 1 as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power Io at receiver input and the geometry factor Îor/Ioc.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using the parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


NEXT CHANGED SECTION 

9.2.1A.4
Method of test

9.2.1A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.10.

NEXT CHANGED SECTION  

9.2.1B.4
Method of test

9.2.1B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.10.

NEXT CHANGED SECTION  

9.2.1C.4
Method of test

9.2.1C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.10.

NEXT CHANGED SECTION 

9.2.1D.4
Method of test

9.2.1D.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in figure A.21 for UEs that support receive diversity or figure A.10 for UEs that do not support receive diversity.

NEXT CHANGED SECTION 

9.2.1E.4
Method of test

9.2.1E.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
The SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in figure A.21 for UEs that support receive diversity or figure A.10 for UEs that do not support receive diversity.

NEXT CHANGED SECTION
9.2.1F.4
Method of test

9.2.1F.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.10. 

NEXT CHANGED SECTION
9.2.2A.4
Method of test

9.2.2A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1. Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.

NEXT CHANGED SECTION 

9.2.2B.4
Method of test

9.2.2B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.

NEXT CHANGED SECTION 

9.2.2C.4
Method of test

9.2.2C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.22 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.
NEXT CHANGED SECTION
9.2.2D.4
Method of test

9.2.2D.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.

NEXT CHANGED SECTION
9.2.3A.4
Method of test

9.2.3A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS ( Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.

NEXT CHANGED SECTION
9.2.3B.4
Method of test

9.2.3B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.

NEXT CHANGED SECTION 

9.2.3C.4
Method of test

9.2.3C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.22 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.

NEXT CHANGED SECTION 

9.2.3D.4
Method of test

9.2.3D.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.12.

NEXT CHANGED SECTION 

9.3.1.4
Method of test

9.3.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS and an AWGN noise source to the UE antenna connector as shown in figure A.10.

NEXT CHANGED SECTION
9.3.2.4
Method of test

9.3.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.10.

NEXT CHANGED SECTION 

9.3.3.4
Method of test

9.3.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS and an AWGN noise source to the UE antenna connector as shown in figure A.12.

NEXT CHANGED SECTION 

9.3.4.4
Method of test

9.3.4.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.12.

NEXT CHANGED SECTION
9.3.5.4
Method of test

9.3.5.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS and an AWGN noise source to the UE antenna connector as shown in figure A.12.

NEXT CHANGED SECTION 

9.3.6.4
Method of test

9.3.6.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.12.

 NEXT CHANGED SECTION
9.4.1.4
Method of test

9.4.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.10.

NEXT CHANGED SECTION 

9.4.1A.4
Method of test

9.4.1A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulators and AWGN noise sources to the UE antenna connector(s) as shown in figure A.21 for UEs that support receive diversity or figure A.10 for UEs that do not support receive diversity.

NEXT CHANGED SECTION .

9.4.2.4
Method of test

9.4.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulators and AWGN noise sources to the UE antenna connector as shown in figure A.12.

NEXT CHANGED SECTION
9.4.2A.4
Method of test

9.4.2A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect SS, multipath fading simulator and an AWGN noise source to the UE antenna connector as shown in figure A.22 for UEs that support receive diversity or figure A.12 for UEs that do not support receive diversity.

NEXT CHANGED SECTION
Annex A (informative):
Connection Diagrams

Definition of Terms

System Simulator or SS – A device or system, that is capable of generating simulated Node B signalling and analysing UE signalling responses on one or more RF channels, in order to create the required test environment for the UE under test. It will also include the following capabilities:

1.
Measurement and control of the UE Tx output power through TPC commands

2.
Measurement of Rx BLER and BER

3.
Measurement of signalling timing and delays

4.
Ability to simulate UTRAN and/or GERAN signalling

Test System – A combination of devices brought together into a system for the purpose of making one or more measurements on a UE in accordance with the test case requirements. A test system may include one or more System Simulators if additional signalling is required for the test case. The following diagrams are all examples of Test Systems.

Note:
The above terms are logical definitions to be used to describe the test methods used in this document (TS34.121), in practice, real devices called 'System Simulators' may also include additional measurement capabilities or may only support those features required for the test cases they are designed to perform.
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Figure A.1: Connection for basic single cell tests
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Figure A.2: Connection for Transmitter Intermodulation tests

Figure A.3: Void
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Figure A.4: Connection for Receiver tests with Interference
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Figure A.5: Connection for Receiver tests with Interference or additional CW signal
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Figure A.6: Connection for Receiver tests with additional CW signal
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Figure A.7: Connection for Receiver tests with both Interference and additional CW signal
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Figure A.8: Connection for tests with additional Spectrum Analyzer
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Figure A.9: Connection for single cell tests with static propagation
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Figure A.10: Connection for single cell tests with Multi-path Fading propagation
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Figure A.11: Connection for two cell tests with Multi-path Fading propagation
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Figure A.12: Connection for single cell tests with Multi-path Fading propagation and transmit diversity
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Figure A.13: Connection for basic two cell tests
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Figure A.14: Connection for multi-cell tests with static propagation
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Figure A.15: Connection for multi-carrier, multi-cell tests with static propagation


Figure A.16: Void
Figure A.17: Void
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Figure A.18: Connection for basic three cell tests


Figure A.19: Void


Figure A.20: Void
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Figure A.21: Connection for single cell tests with Multi-path Fading propagation and UE receive diversity
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Figure A.22: Connection for single cell tests with Multi-path Fading propagation, transmit diversity and UE receive diversity
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