Page 1



3GPP TSG-R5 Meeting #33 
Tdoc (
 R5-063351
Riga, Latvia, 06st - 10th  Nov 2006
	CR-Form-v9.2

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	6.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to Idle mode test case 6.1.1.1 (low priority TC)

	
	

	Source to WG:
(

	NEC

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI_Test
	
	Date: (

	07/11/06

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	This change is proposed in accordance with the GCF LS (R5-062283 / CAG-06-158). The current test specification requires 6 WCDMA Cells to test the requirement adding to the test case complexity.

	
	

	Summary of change:
(

	The test case is simplified by reducing the required number of WCDMA cells from 6 to 4. This is achieved by removing cell 3 and cell 6, so that the UE does not select the forbidden PLMN, also the checking of the priority order of the two OPLMNs is removed from the test.  
Even after removing 2 cells the main purpose of testing the selection of RPLMN, HPLMN, UPLMN and OPLMN in prioritized order remains the same.

Test channels used in the test have been renumbered.
In the revision step n is kept in the test procedure.

	
	

	Consequences if 
(

not approved:
	Test Case would be more complex to implement. Non compliance with GCF LS.

	
	

	Clauses affected:
(

	6.1.1.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	Affects R99 and later UEs. Revision of R5-063262.


6.1.1.1
PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode

6.1.1.1.1
Definition
<START OF MODIFIED SECTION>

Test to verify that the UE can present the available PLMNs in priority order to the user when asked to do so in manual mode and that the displayed PLMNs can be selected / reselected by the user. If available, the RPLMN shall be selected at switch-on, otherwise the displayed list shall include in priority order HPLMN, User-PLMN and Operator-PLMN. The last priority in the list is "Other PLMN/access technology combinations" which is not included in this test.

Only UTRAN cells and a UE equipped with a USIM with Radio Access Technology fields set to UTRAN are considered.

6.1.1.1.2
Conformance requirement

1.
At switch on, or following recovery from lack of coverage,the MS selects the registered PLMN or equivalent PLMN (if it is available) using all access technologies that the MS is capable of and if necessary (in the case of recovery from lack of coverage, see TS 23.122, clause 4.5.2) attempts to perform a Location Registration.

If successful registration is achieved, the MS indicates the selected PLMN.

If there is no registered PLMN, or if registration is not possible due to the PLMN being unavailable or registration failure, the MS follows either Automatic or Manual Network Selection Mode Procedure depending on its operating mode.

2.
Manual Network Selection Mode Procedure:

The MS indicates whether there are any PLMNs, which are available using all supported access technologies. This includes PLMNs in the "forbidden PLMNs" list and PLMNs which only offer services not supported by the MS.

If displayed, PLMNs meeting the criteria above are presented in the following order:

2.1
HPLMN;

2.2
PLMNs contained in the "User Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order);

2.3
PLMNs contained in the "Operator Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order);

2.4
Other PLMN/access technology combinations with received high quality signal in random order;

2.5
Other PLMN/access technology combinations in order of decreasing signal quality.

The user may select his desired PLMN and the MS then initiates registration on this PLMN using the access technology chosen by the user for that PLMN or using the highest priority available access technology for that PLMN, if the associated access technologies have a priority order. (This may take place at any time during the presentation of PLMNs). For such a registration, the MS shall ignore the contents of the "forbidden LAs for roaming", "forbidden LAs for regional provision of service", "forbidden PLMNs for GPRS service" and "forbidden PLMNs" lists.

If the user does not select a PLMN, the selected PLMN shall be the one that was selected before the PLMN selection procedure started. If no such PLMN was selected or that PLMN is no longer available, then the MS shall attempt to camp on any acceptable cell and enter the limited service state.

3.
If a "PLMN not allowed" message is received by an MS in response to an LR request from a VPLMN, that VPLMN is added to a list of "forbidden PLMNs" in the SIM and thereafter that VPLMN will not be accessed by the MS when in automatic mode. A PLMN is removed from the "forbidden PLMNs" list if, after a subsequent manual selection of that PLMN, there is a successful LR. This list is retained when the MS is switched off or the SIM is removed. The HPLMN shall not be stored on the list of "forbidden PLMNs".

References

1.
TS 23.122, clause 4.4.3.1;

2.
TS 23.122, clause 4.4.3.1.2;

3.
TS 23.122, clause 3.1.

NOTE:
TS 31.102 defines the USIM fields.

6.1.1.1.3
Test purpose

1.
To verify that if available, the RPLMN is selected at switch-on.

2.
To verify that in Manual Network Selection Mode Procedure, the UE presents the HPLMN, UPLMN and OPLMN in a prioritized order.


6.1.1.1.4
Method of test

Initial conditions

The UE is in manual PLMN selection mode.

Cell levels are from table 6.3. (FDD).

All Radio Access Technology USIM fields and cells are UTRAN.

	Cell
	CPICH_

Ec [dBm/3.84 MHz]

(FDD)
	P-CCPCH_ RSCP [dBm]

(TDD)
	Test Channel
	PLMN

	Cell 1
	-60
	-54
	1
	PLMN 1

	Cell 2
	-65
	-59
	2
	PLMN 2

	
	
	
	
	

	Cell 4
	-75
	-69
	3
	PLMN 4

	Cell 5
	-80
	-74
	4
	PLMN 5

	
	
	
	
	


The UE is equipped with a USIM containing default values except for those listed below.

	USIM field
	Priority
	PLMN

	EFLOCI
	
	PLMN 1

	EFPLMNwAcT
	1st
	PLMN 4

	
	
	

	EFOPLMNwAcT
	1st
	PLMN 5

	
	
	

	
	


The HPLMN (MCC+MNC) of the IMSI for the USIM is set to PLMN2.
Test procedure

Method C is applied.

a)
The SS activates 4 cells and monitors the cells for random access requests from the UE.

b)
The UE is switched on.

c)
The SS waits for random access requests from the UE.

d)
Cell 1 is switched off.

e)
PLMN 4 shall be selected when the PLMN list is presented.

f)
The SS waits for random access requests from the UE.

g)
Cell 4 is switched off.

h)
Void
i)
PLMN 5 shall be selected (the list is already available).

j)
The SS waits for random access requests from the UE.

k)
Cell 5 is switched off.

l)
PLMN 2 shall be selected when the PLMN list is presented.

m)
The SS waits for random access requests from the UE.

n)
Cell 2 is switched off.




6.1.1.1.5
Test Requirements

1)
In step c), the response from the UE shall be on Cell 1. The displayed PLMN shall be PLMN 1.

2)
In step e), the list shall be presented. The priority shall be as follows: PLMN 2, PLMN 4 and PLMN 5.

3)
In step f), the response from the UE shall be on Cell 4. The displayed PLMN shall be PLMN 4.


4)
In step j), the response from the UE shall be on Cell 5. The displayed PLMN shall be PLMN 5.

5)
In step l), the list shall be presented. The priority shall be as follows: PLMN 2.

6)
In step m), the response from the UE shall be on Cell 2. The displayed PLMN shall be PLMN 2.




<END OF MODIFIED SECTION>

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "x WGn" where �	x = "CT" for TSG CT, "RAN" for TSG RAN, "SA" for TSG SA, "GERAN" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "TSG x". �Examples: "CT WG4", "RAN WG5", "GERAN WG3", "TSG SA".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory necessary to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





