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12.9.17
SERVICE REQUEST / point to point RBs / MBMS multicast service
12.9.17.1
Definition
This Test is applicable for all Rel-6 UEs supporting MBMS.
12.9.17.2
Conformance requirement

1. The MS in PMM-IDLE mode, when triggered by network, by sending MBMS Modified services Information with “MBMS required UE action” IE set to “Rrequest PTP RB”, then UE initiates a Service Request procedure. In this case, the service type shall be set to "MBMS service reception" and is used for PTP RB setup process.
The purpose of this procedure is to transfer the PMM mode from PMM-IDLE to PMM-CONNECTED mode, and/or to assign radio access bearer in case of PDP contexts are activated without radio access bearer assigned. In latter case, the PMM mode may be PMM-IDLE mode or may alternatively be the PMM-CONNECTED mode if the MS requires radio access bearer re-establishment. This procedure is used for;

…….

…….

…….
…….
-
requesting the establishment of a point-to-point Radio Bearer for receiving a MBMS service.

…………
For establishing a point-to-point radio bearer to allow MBMS service, the trigger is given from the RRC determining this need from the MBMS control parameters broadcasted by the network [8].

................

The criteria to invoke the Service request procedure are when;

……..

……..

……..

……..

The UE in PMM-IDLE mode, determines from the broadcast MBMS control parameters that there is a need to establish a point-to-point Radio Bearer to enable MBMS reception. In this case, the service type shall be set to "MBMS service reception".

………….
Reference

3GPP TS 24.008 clauses 4.7.13

3GPP TS 25.331 clauses  8.6.9.6

3GPP TS 23.246 clauses 8.16
12.9.17.3
Test purpose
To test the behaviour of the UE that, when MBMS Modified services Information is sent with “MBMS required UE action” IE set to “Rrequest PTP RB”, then UE initiates a Service Request procedure..
12.9.17.4
Method of test

Initial condition

System Simulator:


One cell operating in network operation mode II.

User Equipment:


The UE is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.
     UE has an established PDP context. UE has established MBMS context.
Related ICS/IXIT statements


Support of PS service 
Yes/No 
UE operation mode A 
Yes/No
Switch off on button 
Yes/No
       MBMS Supported         Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No
Test procedure
a)  The UE in PMM IDLE mode sends a SERVICE REQUEST to the SS, in response to the ‘modified services information’ indicating ‘Rrequest PTP RB’ to enable MBMS reception

b) RABs are established after Security procedure.
Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	SS
	
	SS initiates PTPRB setup procedure by sending MBMS Modified services Information with “MBMS required UE action” IE set to “Rrequest PTP RB”

	2
	  -> 
	SERVICE REQUEST
	Service Type = ‘MBMS service reception’.


	3
	SS
	
	The SS start security procedures.  After completion of Security procedure SS establishes the RAB 



Specific message contents
In step 1 , MBMS Modified services Information sent by SS with “MBMS required UE action” IE set to “Rrequest PTP RB”.

12.9.17.5
Test requirements
1. At sStep 2, tThe UE initiates a sService request procedure with the ‘Service type’ set to ‘MBMS service reception” and ‘MBMS Context Status’ sSet appropriately.
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