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6.11.5.4.6.8
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
6.11.5.4.6.8.1


Uplink

See clause 6.11.5.4.1.51.1.

6.11.5.4.6.8.2
Downlink

6.11.5.4.6.8.2.1
Transport channel parameters

6.11.5.4.6.8.2.1.1
Transport channel parameters for HS-DSCH

See clause 6.11.5.4.6.1.2.1.1.

6.11.5.4.6.8.2.1.2
Transport channel parameters for DCH

6.11.5.4.6.8.2.1.2.1
Transport channel parameters for Conversational / unknown / DL:64 kbps / CS RAB

See clause 6.10.3.4.1.13.2.1.1.

6.11.5.4.6.8.2.1.2.2
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.2.4.1.2.2.1.1.

6.11.5.4.6.8.2.1.2.3
TFCS

See clause 6.10.3.4.1.13.2.1.3.

6.11.5.4.6.8.2.2
Physical channel parameters

6.11.5.4.6.8.2.2.1
Physical channel parameters on DPCH

See clause 6.11.5.4.1.13.2.2.

6.11.5.4.6.8.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.11.5.4.6.1.2.2.2.

<Start of the modified section>
6.11.5.4.6.9
Interactive or background / UL:64 DL: [bit rate depending on UE category] / PS RAB + Interactive or background / UL:64 DL: [bit rate depending on UE category] / PS RAB+UL:3.4 DL:3.4 kbps SRBs for DCCH  
6.11.5.4.6.9.1
Uplink

See clause 6.11.5.4.1.57.1.
6.11.5.4.6.9.2
Downlink
6.11.5.4.6.9.2.1
Transport channel parameters

6.11.5.4.6.9.2.1.1
Transport channel parameters for HS-DSCH

6.11.5.4.6.9.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.11.5.4.6.1.2.1.1.1.

6.11.5.4.6.9.2.1.1.2
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.11.5.4.6.1.2.1.1.1.

6.11.5.4.6.9.2.1.2
Transport channel parameters for DCH

6.11.5.4.6.9.2.1.2.1
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.6.9.2.1.2.2
TFCS

See clause 6.10.3.4.1.2.2.1.2.

6.11.5.4.6.9.2.2
Physical channel parameters

6.11.5.4.6.9.2.2.1
Physical channel parameters on DPCH

See clause 6.11.5.4.1.2.2.2.

6.11.5.4.6.9.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.11.5.4.6.1.2.2.2.

6.11.5.4.6.10
Conversational/Speech/UL:12.2 DL:12.2kbps/CS RAB + interactive or Background / UL:64 kbps DL: [bit rate depending on UE category]/PS RAB +  interactive or Background / UL:64 kbps DL: [bit rate depending on UE category]/PS RAB  + UL:3.4 DL 3.4 kbps SRB for DCCH  
6.11.5.4.6.10.1
Uplink

See clause 6.11.5.4.1.38d.

6.11.5.4.6.10.2
Downlink
6.11.5.4.6.10.2.1
Transport channel parameters

6.11.5.4.6.10.2.1.1
Transport channel parameters for HS-DSCH

6.11.5.4.6.10.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.11.5.4.6.1.2.1.1.1.

6.11.5.4.6.10.2.1.1.2
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.11.5.4.6.1.2.1.1.1.

6.11.5.4.6.10.2.1.2
Transport channel parameters for DCH

6.11.5.4.6.10.2.1.2.1
Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.2.1.1.

6.11.5.4.6.10.2.1.2.1
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.11.5.4.6.10.2.1.2.2
TFCS

See clause 6.10.3.4.1.2.2.1.2.

6.11.5.4.6.10.2.2
Physical channel parameters

6.11.5.4.6.10.2.2.1
Physical channel parameters on DPCH

See clause 6.11.5.4.1.4.2.2.

6.11.5.4.6.10.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.11.5.4.6.1.2.2.2.

6.11.5.4.6.11
Streaming/ UL:32 DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH 
6.11.5.4.6.11.1
Uplink

6.11.5.4.6.11.1.1
Transport channel parameters

6.11.5.4.6.11.1.1.1
Transport channel parameters for Streaming/ UL:32 kbps / PS RAB + UL:8 kbps / PS RAB + UL:3.4 kbps SRBs for DCCH

	Higher layer
	RAB/Signalling RB
	RAB
	RAB

	RLC
	Logical channel type
	DTCH
	DTCH

	
	RLC mode
	AM
	AM

	
	Payload sizes, bit
	320 (alt. 128)
	320 (alt.128)

	
	Max data rate, bps
	8 000
	32 000

	
	AMD PDU header, bit
	16
	16

	MAC
	MAC header, bit
	0
	0

	
	MAC multiplexing
	N/A
	N/A

	Layer 1
	TrCH type
	DCH
	DCH

	
	TB sizes, bit
	336
	336(alt. 144)

	
	TFS
	TF0, bits
	0x336
	0x336(alt. 0x144)

	
	
	TF1, bits
	1x336
	1x336(alt. 1x144)

	
	
	TF2, bits
	2x336
	N/A(alt. 5x144)

	
	TTI, ms
	20 
	40(alt. 80) 

	
	Coding type
	TC
	TC

	
	CRC, bit
	16
	16

	
	Max number of bits/TTI after channel coding
	2124
	1068(alt. 2412)

	
	Max number of bits/radio frame before rate matching
	1062
	267(alt. 302)

	
	RM attribute
	135 to 175
	135 to 175


6.11.5.4.6.11.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.11.5.4.6.11.1.1.3
TFCS

	TFCS size
	12 (alt. 18)

	TFCS
	(32kbps RAB, 8kbps RAB, DCCH)==

(TF0, TF0, TF0), (TF1, TF0, TF0), (TF2, TF0, TF0), (TF0, TF1, TF0), (TF1, TF1, TF0), (TF2, TF1, TF0), (TF0, TF0, TF1), (TF1, TF0, TF1), (TF2, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1), (TF2, TF1, TF1),
(alt. (TF0, TF0, TF0), (TF1, TF0, TF0), (TF2, TF0, TF0), (TF0, TF1, TF0), (TF1, TF1, TF0), (TF2, TF1, TF0), (TF0, TF2, TF0), (TF1, TF2, TF0), (TF2, TF2, TF0), (TF0, TF0, TF1), (TF1, TF0, TF1), (TF2, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1), (TF2, TF1, TF1), (TF0, TF2, TF1), (TF1, TF2, TF1), (TF2, TF2, TF1))

	NOTE:
In case TB size zero is configured for any transport channel the first TFC is required; it is optional otherwise.


6.11.5.4.6.11.1.2
Physical channel parameters

	DPCH Uplink
	Modulation
	QPSK

	
	Codes and time slots / radio frame
	SF4 x 1 code x 2 timeslots +SF8 x 1 code x 2 timeslot

	
	Max. Number of data bits / radio frame
	1032 bits

	
	TFCI code word / radio frame
	16 bits

	
	TPC / radio frame
	2x2 bits

	
	SS / radio frame
	2x2 bits

	
	Puncturing Limit
	0.68


6.11.5.4.6.11.2
Downlink

See clause 6.11.5.4.6.9.2.

6.11.5.4.6.12
Streaming/ UL:16 DL:[Rate depending on UE category]/ PS RAB + interactive or Background/ UL:8 kbps DL:[Rate depending on UE category]/ PS RAB + UL:3.4 DL 3.4 kbps SRB for DCCH 
6.11.5.4.6.12.1
Uplink

See clause 6.11.5.4.1.58.1.

6.11.5.4.6.12.2
Downlink
See clause 6.11.5.4.6.9.2.
<End of the modified section>
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