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Progress Report since the last TSG (for all involved WGs):
This is the second progress report for this work item.

During RAN5#35 17 documents were presented for this work item, these were for both the signalling and RF areas.
The work item is 100% complete.

List of Completed elements (for complex work items):

Not Applicable.
List of open issues:

None

Estimates of the level of completion (when possible):

100% 


WI completion date review resulting from the discussion at the working group:
TSG RAN#37.


References to WG's internal documentation and/or TRs:

Signalling
1. R5-071270
Addition of 7.68 Mcps TDD TX diversity modes to 34.108 (section 6.7)
2. R5-071271
Addition of 7.68Mcps TDD tests to measurement procedure tests
3. R5-071311
Addition of 7.68Mcps TDD tests to radio bearer establishment tests defined in 8.2.1, 8.2.2, 8.2.3 of 34-123
4. R5-071273
Addition of 7.68Mcps TDD tests to radio bearer establishment tests defined in 8.2.4, 8.2.5, 8.2.6 of 34-123
5. R5-071312
Addition of 7.68Mcps TDD tests to recommended test case applicability statement
6. R5-071275
Addition of 7.68Mcps TDD tests to RRC connection management procedure tests (section 8.1)
7. R5-071276
Addition of 7.68Mcps TDD tests to RRC connection mobility procedure tests
8. R5-071278
Addition of default message contents for signalling tests (7.68Mcps TDD)
9. R5-071279
Addition of default system information for 7,68 Mcps TDD to 34.108
10. R5-071280
Addition of default system information for 7,68Mcps TDD to 34.108 for SCCPCH configuration with Stand-alone SRB
11. R5-071282
Addition of MAC-hs transport block size selection test for 7.68Mcps TDD
12. R5-071283
Addition of radio bearer tests for 7.68Mcps TDD to 34.123-1
13. R5-071284
Addition of Reference Radio Bearer configurations used in Radio Bearer testing for 7.68 Mcps TDD
14. R5-071287
Addition Standard TDD reference test frequencies (7.68 Mcps option) to 34.108
 
RF
15. R5-071277 Addition of default message contents for RF tests (7.68Mcps TDD)
16. R5-071285 Addition of Scenario 2C: 3,84 Mcps TDD cell re-selection for 7,68 Mcps TDD UE (section 8 of 34.122)
17. R5-071313 (update of R5-071286) Addition of Scenario 2D: 3,84 Mcps TDD cell re-selection for 7,68 Mcps TDD UE (section 8 of 34.122)
