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	1st  revision: R5-072103 -> R5-072334


A.1.1
REGISTER

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

	
Method
	
	REGISTER 
	
	

	
Request-URI
	
	SIP URI formed from px_HomeDomainName (when using ISIM) or

SIP URI formed from home domain name derived from px_IMSI (when using USIM)
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Route 
	
	(if present)
	
	RFC 3261 [15]

	
route-param
	A1, A3
	<sip:px_pcscf;lr>
	
	

	
route-param
	A2
	<sip:px_pcscf:protected server port of P-CSCF;lr>
	
	

	Via 
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP (when using UDP) or 

SIP/2.0/TCP  (when using TCP)
	
	

	
sent-by
	A1, A3
	IP address or FQDN and indicate an unprotected server port of the UE. Port number may be omitted if the request was sent from port 5060.
	
	

	
sent-by
	A2
	IP address or FQDN and protected server port of the UE
	
	

	
via-branch
	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	A1, A2
	px_PublicUserIdentity (when using ISIM) or

public user identity derived from px_IMSI (when using USIM)
	
	

	
addr-spec
	A3
	public user identity derived from px_IMSI
	
	

	
tag
	
	must be present, value not checked
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	A1, A2
	px_PublicUserIdentity (when using ISIM) or

public user identity derived from px_IMSI (when using USIM)
	
	

	
addr-spec
	A3
	public user identity derived from px_IMSI
	
	

	
tag
	
	must not be present
	
	

	Contact
	
	
	
	RFC 3261 [15]

	
addr-spec
	A1, A3
	SIP URI to either indicate an unprotected port selected by the UE or no port at all
	
	

	
addr-spec
	A2
	SIP URI with IP address or FQDN and protected server port of UE
	
	

	
expires
	
	600000 (if present, see Rule 1)
	
	

	Expires 
	
	(if present, see Rule 1)
	
	RFC 3261 [15]

	
delta-seconds
	
	600000
	
	

	Require
	A1, A2
	
	
	RFC 3261 [15]
RFC 3329 [21]

	
option-tag
	
	sec-agree
	
	

	Proxy-Require
	A1, A2
	
	
	RFC 3261 [15]
RFC 3329 [21]

	
option-tag
	
	sec-agree
	
	

	Supported
	
	
	
	RFC 3261 [15]

	
option-tag
	
	path
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	A1, A3
	must be present, value not checked
	
	

	
value
	A2
	must be incremented from the previous REGISTER
	
	

	
method
	
	REGISTER
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	A1, A3
	value not checked
	
	

	
callid
	A2
	the same value as in the previous REGISTER
	
	

	Security-Client
	A1, A2
	
	
	RFC 3329 [21]

	
mechanism-name
	
	ipsec-3gpp
	
	

	
algorithm
	
	hmac-md5-96
	
	

	
protocol
	
	esp (if present)
	
	

	
mode
	
	trans (if present)
	
	

	
encrypt-algorithm
	
	des-ede3-cbc or aes-cbc, if UE supports IPSec ESP confidentiality protection
null or parameter not present, if the UE does not support IPSec ESP confidentiality protection
	
	

	
spi-c
	
	SPI number of the inbound SA at the protected client port
	
	

	
spi-s
	
	SPI number of the inbound SA at the protected server port
	
	

	
port-c
	
	protected client port
	
	

	
port-s
	
	protected server port
	
	

	
mechanism-name
	
	ipsec-3gpp
	
	

	
algorithm
	
	hmac-sha-1-96
	
	

	
protocol
	
	esp (if present)
	
	

	
mode
	
	trans (if present)
	
	

	
encrypt-algorithm
	
	des-ede3-cbc or aes-cbc, if UE supports IPSec ESP confidentiality protection
null or parameter not present, if the UE does not support IPSec ESP confidentiality protection
	
	

	
spi-c
	
	SPI number of the inbound SA at the protected client port
	
	

	
spi-s
	
	SPI number of the inbound SA at the protected server port
	
	

	
port-c
	
	protected client port
	
	

	
port-s
	
	protected server port
	
	

	Security-Verify
	A2
	(not present when A1, A3)
	
	RFC 3329 [21]

	
sec-mechanism
	A2
	same value as SecurityServer header sent by SS
	
	

	Authorization
	A1
	
	
	RFC 2617 [16]

RFC 3310 [17]

	
username
	A1
	px_PrivateUserIdentity (when using ISIM) or

private user identity derived from px_IMSI (when using USIM)
	
	

	
realm
	A1
	px_HomeDomainName (when using ISIM) or

home domain name derived from px_IMSI (when using USIM)
	
	

	
nonce
	A1
	set to an empty value
	
	

	
digest-uri
	A1
	SIP URI formed from px_HomeDomainName (when using ISIM) or formed from home domain name derived from px_IMSI (when using USIM)
	
	

	
response
	A1
	set to an empty value
	
	

	Authorization
	A2
	
	
	RFC 2617 [16]

RFC 3310 [17]

	
username
	A2
	px_PrivateUserIdentity (when using ISIM) or

private user identity derived from px_IMSI (when using USIM)
	
	

	
realm
	A2
	 same value as received in the realm directive in the WWW Authenticate header sent by SS
	
	

	
nonce
	A2
	same value as in WWW-Authenticate header sent by SS
	
	

	
opaque
	A2
	px_Opaque
	
	

	
digest-uri
	A2
	SIP URI formed from px_HomeDomainName (when using ISIM) or formed from home domain name derived from px_IMSI (when using USIM)
	
	

	
qop-value
	A2
	auth
	
	

	
cnonce-value
	A2
	value assigned by UE affecting the response calculation
	
	

	
nonce-count
	A2
	counter to indicate how many times UE has sent the same value of nonce within successive REGISTERs, initial value shall be 1
	
	

	
response
	A2
	response calculated by UE
	
	

	
algorithm
	A2
	AKAv1-MD5
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
value
	
	non-zero value
	
	

	P-Access-Network-Info
	A2
	(header optional when A1, A3)
	
	RFC 3455 [18]

	
access-net-spec
	A2
	access network technology and, if applicable, the cell ID
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	length of request body, if such is present
	
	


< ************* Beginning of the second change *****************>
Annex D (Informative):
Example values for certain IXIT parameters

This table contains syntactically correct example values for a number of headers and parameters that may be used as such by SS when sending downlink messages and checking that the uplink messages would contain the same values. These values will be defined as IXIT.

	IMS registration parameters from ISIM application


px_HomeDomainName
3gpp.org   

px_PublicUserIdentity
sip:localuser@3gpp.org

px_PrivateUserIdentity
privateuser@3gpp.org
	

	IMS registration parameters derived from IMSI when using USIM application

px_IMSI




12345611223344

home domain name

ims.mnc123.mcc456.3gppnetwork.org

public user identity

sip:12345611223344@ ims.mnc123.mcc456.3gppnetwork.org

private user identity

12345611223344@ ims.mnc123.mcc456.3gppnetwork.org
	TS 23.003 [32]

	CSCF domain names

px_pcscf

pcscf.3gpp.org
(FQDN that resolves to the IP address of SS)

px_scscf

scscf.3gpp.org
(FQDN that does not resolve to the IP address of SS)
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