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1
Introduction

At the RAN#35 meeting in March 2007 a RAN5 work item for conformance test aspects of Minimum UE performance requirement for downlink physical channels in support of E-DCH operation based on type 1 enhanced receiver was approved ‎[1]. 

The purpose of present document is to provide a work plan for the RAN5 work item for E-DCH operation based on type 1 enhanced receiver (RInImp-UEConTest_RxDivEDCH). The work plan is updated after each RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status; section 3 lists the planned E-DCH operation based on type 1 enhanced receiver test cases and the detailed status. 

2
Work item status

The completeness of the E-DCH operation based on type 1 enhanced receiver work item after RAN5#36 meeting in Athens, Greece, 20-24 August is:

	Test specification
	Testing area
	Completeness
	Comments
	History

	TS 34.121-1,
TS 34.121-2
	RF FDD testing area
	100%

	
	RAN5#36: All new test cases for E-DCH operation based on type 1 receiver have been completed.



Estimation of WI overall completeness:

The estimate of the overall WI completeness is based on the number of work plan items per area.
	Overall completeness
	100%
	RAN5#36:100%


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3
E-DCH operation based on type 1 enhanced receiver Test Case Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	34.121-1 – RF Performance Requirement (FDD)

	FDD Performance
	34.121-1
	10.2.1.1A
	Rel-7
	Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) - Single link performance  (10 ms TTI) - Enhanced Performance Requirements Type 1
	
	R&S
	RAN5 #37
	100%
	R5-072414, R5-072399, R5-072343
	

	FDD Performance
	34.121-1
	10.2.1.2A
	Rel-7
	Detection of E-DCH HARQ ACK Indicator Channel (E-HICH) - Single link performance  (2 ms TTI) - Enhanced Performance Requirements Type 1
	
	R&S
	RAN5 #37
	100%
	R5-072415, R5-072399, R5-072343
	

	FDD Performance
	34.121-1
	10.2.2.1.1A
	Rel-7
	Detection in Inter-Cell Handover conditions - RLS not containing the Serving E-DCH cell (10 ms TTI) - Enhanced Performance Requirements Type 1
	
	R&S
	RAN5 #37
	100%
	R5-072388, R5-072399, R5-072343
	

	FDD Performance
	34.121-1
	10.2.2.1.2A
	Rel-7
	Detection in Inter-Cell Handover conditions - RLS not containing the Serving E-DCH cell (2 ms TTI) - Enhanced Performance Requirements Type 1
	
	R&S
	RAN5 #37
	100%
	R4-052389, R4-052399, R4-052343
	

	FDD Performance
	34.121-1
	10.2.2.2.1A
	Rel-7
	Detection in Inter-Cell Handover conditions - RLS containing the Serving E-DCH cell   (10 ms TTI) - Enhanced Performance Requirements Type 1
	
	R&S
	RAN5 #37
	100%
	R5-072390, R5-072399, R5-072343
	

	FDD Performance
	34.121-1
	10.2.2.2.2A
	Rel-7
	Detection in Inter-Cell Handover conditions - RLS containing the Serving E-DCH cell    (2 ms TTI) - Enhanced Performance Requirements Type 1
	
	R&S
	RAN5 #37
	100%
	R5-072391, R5-072399, R5-072343
	

	FDD Performance
	34.121-1
	10.3.1.1A
	Rel-7
	Detection of E-DCH Relative Grant Channel (E-RGCH) - Single link performance   (10 ms TTI) - Enhanced Performance Requirements Type 1
	
	R&S
	RAN5 #37
	100%
	R5-072392, R5-072399, R5-072343
	

	FDD Performance
	34.121-1
	10.3.1.2A
	Rel-7
	Detection of E-DCH Relative Grant Channel (E-RGCH) - Single link performance (2 ms TTI) - Enhanced Performance Requirements Type 1
	
	R&S
	RAN5 #37
	100%
	R5-072393, R5-072399, R5-072343
	

	FDD Performance
	34.121-1
	10.3.2A
	Rel-7
	Detection of E-DCH Relative Grant Channel (E-RGCH) - Detection in Inter-Cell Handover conditions - Enhanced Performance Requirements Type 1
	
	R&S
	RAN5 #37
	100%
	R5-072394, R5-072399, R5-072343
	

	FDD Performance
	34.121-1
	10.4.1A
	Rel-7
	Demodulation of E-DCH Absolute Grant Channel (E-AGCH) - Single Link Performance - Enhanced Performance Requirements Type 1
	
	R&S
	RAN5 #37
	100%
	R5-072395, R5-072399, R5-072343
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