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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	8.2.2.41
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (start and stop of HS-DSCH reception, during an active CS bearer)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparant CS data and HS-PDSCH.
	1 Execution: PS

	
	
	
	
	
	

	8.2.2.42
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, start and stop of HS-DSCH reception, during an active CS bearer)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparant CS data  and HS-PDSCH.
	1 Execution: PS
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	8.2.3.31
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (With active HS-DSCH reception)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparant CS data and HS-PDSCH
	1 Execution: CS+PS

	
	
	
	
	
	

	8.2.3.32
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, with active HS-DSCH reception)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparant CS data and HS-PDSCH.
	1 Execution: CS+PS

	
	
	
	
	
	

	8.2.3.33
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (stop of HS-DSCH reception with frequency modification)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparant CS data and HS-PDSCH.
	1 Execution: CS+PS

	
	
	
	
	
	

	8.2.3.34
	Radio Bearer Release for transition from CELL_DCH to CELL_FACH: Success (stop of HS-DSCH reception with frequency modification)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparant CS data and HS-PDSCH
	1 Execution: CS+PS

	
	
	
	
	
	

	8.2.3.35
	Radio Bearer Release for transition from CELL_DCH to CELL_PCH: Success (stop of HS-DSCH reception)
	Rel-5
	C393
	UEs supporting FDD and PS domain services and CS domain services, speech or transparant CS data and HS-PDSCH.
	1 Execution: CS+PS
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	C393
IF A.1/1 AND A.3/3 AND A.18a/14 AND (A.2/1 or A.3/4)THEN R ELSE N/A
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A.4.2.1.2
Bearer Services

Table A.3: Definition of Bearer Services

	Item
	Definition of Bearer Services
	Ref.
	Release
	Mnemonic
	Comments

	1
	Circuit Switched
	22.105, 5.1

22.002
	R99
	pc_CS
	

	2
	Packet Switched
	22.105, 5.1

22.060
	R99
	pc_PS
	

	3
	UE supports UE operation mode A: PS and CS simultaneously
	
	R99
	pc_SupportOpModeA
	

	4
	Circuit Switched Transparant Data
	
	R99
	Pc_CS_T_data
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