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<start of text proposal>
4.6.1
Default RRC message and information element contents
4.6.1.1
General

4.6.1.2
Contents of each RRC message







Contents of DLInformationTransfer
	Information Element
	Value/remark
	Comment
	Condition

	 DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer-r8 SEQUENCE {
	
	
	

	      informationType CHOICE {
	
	
	

	        nas3GPP 
	Set according to specific message content
	
	

	      }
	
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of HandoverFromEUTRAPreparationRequest
	Information Element
	Value/remark
	Comment
	Condition

	HandoverFromEUTRAPreparationRequest ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    handoverFromEUTRAPreparationRequest-r8 SEQUENCE {
	
	
	

	      cdma2000-Type
	type1XRTT
	
	

	      cdma2000-DedicatedInfo
	Set according to specific message content
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of MeasurementReport
	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      measurementReport-r8 SEQUENCE {
	
	
	

	        measuredResults
	Set according to specific message content
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of MobilityFromEUTRACommand

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromEUTRACommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      mobilityFromEUTRACommand-r8 SEQUENCE {
	
	
	

	        interRAT-Target
	Set according to specific message content
	
	

	        interRAT-Message
	Not present
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of Paging
	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    paging-r8  SEQUENCE {
	
	
	

	      pagingRecordLists SEQUENCE (SIZE (1..maxPageRec)) OF SEQUENCE {
	1 entry
	
	

	        ue-Identity[0] CHOICE {
	
	
	

	          s-TMSI
	Set to the value of the S-TMSI of the UE
	
	

	        }
	
	
	

	        pagingCause[0]
	FFS
	
	

	      }
	
	
	

	      systemInfoModification 
	Not present
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionReconfiguration
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measurementConfiguration
	Not present
	
	

	        mobilityControlInformation
	Not present
	
	

	        nas-DedicatedInformation
	Not present
	
	

	        radioResourceConfiguration
	RadioResourceConfiguration-RBC
	
	RBC-SETUP

	        securityConfiguration
	Not present
	
	

	        ue-RelatedInformation
	Not present
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionReconfigurationComplete
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReconfigurationComplete-r8 SEQUENCE {
	
	
	

	      …
	
	
	

	    } 
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionReconfigurationFailure
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationFailure ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReconfigurationFailure-r8 SEQUENCE {
	
	
	

	      …
	
	
	

	    } 
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionReestablishment
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishment ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReestablishment-r8 SEQUENCE {
	
	
	

	        radioResourceConfiguration
	RadioResourceConfiguration-SRB1
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionReestablishmentComplete
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentComplete-r8 SEQUENCE {
	
	
	

	      …
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionReestablishmentReject
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentReject ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentReject-r8 SEQUENCE {
	
	
	

	      …
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionReestablishmentRequest
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReestablishmentRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReestablishmentRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity
	Set according to specific message content
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionReject
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReject ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReject-r8 SEQUENCE {
	
	
	

	      waitTime
	10 (seconds)
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionRelease
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRelease ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRelease-r8 SEQUENCE {
	
	
	

	      redirectionInformation
	Not present
	
	

	      idleModeMobilityControlInfo
	Not present
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionRequest
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity CHOICE {
	
	
	

	        s-TMSI
	SS checks that it is set to the value of the S-TMSI of the UE
	
	

	      }
	
	
	

	      establishmentCause
	FFS
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionSetup
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetup ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionSetup-r8 SEQUENCE {
	
	
	

	      radioResourceConfiguration
	RadioResourceConfiguration-SRB1
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCConnectionSetupComplete
	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetupComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionSetupComplete-r8 SEQUENCE {
	
	
	

	      selectedPLMN-Identity
	Set to the PLMN selected by upper layers
	
	

	      registeredMME
	Not present
	
	

	      nas-DedicatedInformation
	Not checked
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of RRCStatus
	Information Element
	Value/remark
	Comment
	Condition

	RRCStatus ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	-- FFS
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcStatus-r8 SEQUENCE {
	
	
	

	      …
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of SecurityModeCommand
	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeCommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      securityModeCommand-r8 SEQUENCE {
	
	
	

	        securityConfiguration
	FFS
	
	

	        ...
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of SecurityModeComplete
	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    securityModeComplete-r8 SEQUENCE {
	
	
	

	      …
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of SecurityModeFailure
	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeFailure ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    securityModeFailure-r8 SEQUENCE {
	
	
	

	      …
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of UECapabilityEnquiry
	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueCapabilityEnquiry-r8 SEQUENCE {
	
	
	

	      ue-RadioAccessCapRequest
	FFS
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of UECapabilityInformation
	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 
	Stated capability shall be compatible with 3GPP TS 36.523-2 (ICS statements) and the user settings
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Contents of ULInformationTransfer
	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer-r8 SEQUENCE {
	
	
	

	      informationType CHOICE {
	
	
	

	        nas3GPP
	Set according to specific message content
	
	

	      }
	
	
	

	      ...
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


4.6.1.3
Contents of RRC information elements


Contents of RadioResourceConfiguration-SRB1
	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfiguration-SRB1 ::= SEQUENCE {
	
	
	

	  srb-ToAddModifyList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	1 entry
	
	

	    srb-Identity[0]
	1
	
	

	    rlc-Configuration[0] CHOICE {
	
	
	

	      default
	
	
	

	    }
	
	
	

	    logicalChannelConfig[0] CHOICE {
	
	
	

	      default
	
	
	

	    }
	
	
	

	  }
	
	
	

	  drb-ToAddModifyList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	
	
	

	  }
	Not present
	
	

	  drb-ToReleaseList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	
	
	

	  }
	Not present
	
	

	  transportChannelConfig CHOICE {
	
	
	

	      default
	
	
	

	  }
	
	
	

	  physicalChConfiguration
	FFS
	
	

	}
	
	
	



Contents of RadioResourceConfiguration-RBC
The content of this IE for each respective radio bearer combination is specified in clause X “SRB and DRB parameters and combinations”.

Contents of RRC-TransactionIdentifier-DL
	Information Element
	Value/remark
	Comment
	Condition

	RRC-TransactionIdentifier-DL ::=
	SS arbitrarily selects a value between 0 and 3
	
	



Contents of RRC-TransactionIdentifier-UL
	Information Element
	Value/remark
	Comment
	Condition

	RRC-TransactionIdentifier-UL ::=
	SS checks that it has the same value as the downlink message initiating the procedure
	
	


<end of text proposal>
Below is an example of how the content of the RadioResourceConfiguration IE can be specified as part of the definition of radio bearer combinations.
X.
SRB and DRB parameters and combinations
X.2.1
Combinations on DL-SCH and UL-SCH
X.2.1.1
SRB1 and SRB2 for DCCH + AM DRB

Contents of RadioResourceConfiguration-RBC
	Information Element
	Value/remark
	Comment
	Condition

	
	
	
	


X.2.1.2
SRB1 and SRB2 for DCCH + AM DRB + UM DRB

Contents of RadioResourceConfiguration-RBC
	Information Element
	Value/remark
	Comment
	Condition
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