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1. Overall Description:

In section 5.2.1.3 of TS 25.211, it is stated that

“E-DPDCH and E-DPCCH are always transmitted simultaneously, except for the following cases when E-DPCCH is transmitted without E-DPDCH:
-           when E-DPDCH but not E-DPCCH is DTXed due to power scaling as described in [5] section 5.1.2.6, or
-           during the ndtx E DPDCH idle slots if nmax>ntx1 as described in [3] section 4.4.5.2. “

A question is raised regarding allowing a DTX on E-DPCCH once the UE reaches a headroom which doesn’t allow the transmission of any E-TFCI (i.e. when all HSUPA E-TFCIs are restricted).
There are two interpretations based on the part mentioned above from section 5.2.1.3 of TS 25.211:
 

1- A DTX on E-DPCCH is expected in the case of E-TFCI restriction when all E-TFCIs get blocked due to power headroom. 

 

2- When limited by power, and all ETFCIs are restricted, the UE has to transmit E-DPCCH, where as the DTX mentioned above applies only to E-DPDCH.

2. Actions:

To TSG RAN WG1 group.

ACTION: 

RAN5 kindly asks RAN1 to clarify which interpretation of the part of section 5.2.1.3 of TS 25.211

mentioned above is the correct interpretation.
3. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #40
18 – 22 Aug 08

Jeju Island
TSG-RAN WG5 Meeting #41
10 – 14 Nov 08

Prague
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