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<Start of modified section>
4.7B.1
UTRA RRC messages

–
HANDOVER TO UTRAN COMMAND

Table 4.7B.1-1: HANDOVER TO UTRAN COMMAND
	Derivation Path: 25.331, clause 10.2.16a

	Information Element
	Value/remark
	Comment
	Condition

	New U-RNTI
	U-RNTI-Short
	
	

	        - SRNC identity
	0000 0000 0001B
	
	

	        - S-RNTI
	0000 0000 0000 0000 0001B
	
	

	Ciphering algorithm
	UEA0 or UEA1. The indicated algorithm must be one of the algorithms supported by the UE.
	
	

	RNC support for change of UE capability
	FALSE
	
	

	New H-RNTI
	Not present
	
	UTRA PS RB

	
	'1010 1010 1010 1010'
	
	UTRA HSDPA RB, UTRA HSUPA/HSDPA RB

	New Primary E-RNTI
	Not present
	
	UTRA PS RB, UTRA HSDPA RB

	
	'1010 1010 1010 1010'
	
	UTRA HSUPA/HSDPA RB

	New Secondary E-RNTI
	Not present
	
	

	Default configuration for CELL_FACH
	Not present
	
	

	CHOICE specification mode
	Complete specification
	
	

	    - Signalling RB information to setup List
	Same as the corresponding IE in the RRC CONNECTION SETUP message (Transition to CELL_DCH or HS-PDSCH in CELL_FACH) using condition A1 in TS 34.108 clause 9.1.1
	
	UTRA PS RB, UTRA HSDPA RB

	
	Same as the corresponding IE in the RRC CONNECTION SETUP message (Transition to CELL_DCH or HS-PDSCH in CELL_FACH) using condition A3 in TS 34.108 clause 9.1.1
	
	UTRA HSUPA/HSDPA RB

	    - RAB information to setup list
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A3 in TS 34.108 clause 9.1.1
	
	UTRA PS RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A10 in TS 34.108 clause 9.1.1
	
	UTRA HSDPA RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A14 in TS 34.108 clause 9.1.1
	
	UTRA HSUPA/HSDPA RB

	    - UL Transport channel information common for all transport channels
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A3 in TS 34.108 clause 9.1.1
	
	UTRA PS RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A10 in TS 34.108 clause 9.1.1
	
	UTRA HSDPA RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A14 in TS 34.108 clause 9.1.1
	
	UTRA HSUPA/HSDPA RB

	    - Added or Reconfigured UL TrCH information
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A3 in TS 34.108 clause 9.1.1
	
	UTRA PS RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A10 in TS 34.108 clause 9.1.1
	
	UTRA HSDPA RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A14 in TS 34.108 clause 9.1.1
	
	UTRA HSUPA/HSDPA RB

	    - DL Transport channel information common for all transport channels
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A3 in TS 34.108 clause 9.1.1
	
	UTRA PS RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A10 in TS 34.108 clause 9.1.1
	
	UTRA HSDPA RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A14 in TS 34.108 clause 9.1.1
	
	UTRA HSUPA/HSDPA RB

	    - Added or Reconfigured DL TrCH information
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A3 in TS 34.108 clause 9.1.1
	
	UTRA PS RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A10 in TS 34.108 clause 9.1.1
	
	UTRA HSDPA RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A14 in TS 34.108 clause 9.1.1
	
	UTRA HSUPA/HSDPA RB

	    - Uplink DPCH info
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A3 in TS 34.108 clause 9.1.1
	
	UTRA PS RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A10 in TS 34.108 clause 9.1.1
	
	UTRA HSDPA RB

	    - E-DCH Info
	Not present
	
	UTRA PS RB, UTRA HSDPA RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A14 in TS 34.108 clause 9.1.1
	
	UTRA HSUPA/HSDPA RB

	    - Downlink HS-PDSCH Information
	Not present
	
	UTRA PS RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A10 in TS 34.108 clause 9.1.1
	
	UTRA HSDPA RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A14 in TS 34.108 clause 9.1.1
	
	UTRA HSUPA/HSDPA RB

	    - Downlink information common for all radio links
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A4 in TS 34.108 clause 9.1.1
	
	UTRA PS RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A10 in TS 34.108 clause 9.1.1
	
	UTRA HSDPA RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A14 in TS 34.108 clause 9.1.1
	
	UTRA HSUPA/HSDPA RB

	    - Downlink information for each radio link list
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A3 in TS 34.108 clause 9.1.1
	
	UTRA PS RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A10 in TS 34.108 clause 9.1.1
	
	UTRA HSDPA RB

	
	Same as the corresponding IE in the RADIO BEARER SETUP message using condition A14 in TS 34.108 clause 9.1.1
	
	UTRA HSUPA/HSDPA RB

	Frequency info
	Set according to the frequency of the target UTRA cell.
	
	

	Multi-frequency Info
	Not present
	
	

	Maximum allowed UL TX power
	33dBm
	
	


	Condition
	Explanation

	UTRA PS RB
	Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using the condition “UTRA PS RB”.

	UTRA HSDPA RB
	Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using the condition “UTRA HSDPA RB”.

	UTRA HSUPA/HSDPA RB
	Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using the condition “UTRA HSUPA/HSDPA RB”.


–
HANDOVER FROM UTRAN COMMAND

Table 4.7B.1-2: HANDOVER FROM UTRAN COMMAND
< End of modified section >
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